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CRs on RF requirements for LTE Pico NodeB (Conformance test) [LTEimp-Pico_eNB-RF]
	Spec
	CR
	Release
	'Title'
	Category
	R4 Tdoc #
	Work Item

	36.104
	145r1
	Rel-9
	Corrections of operating band unwanted emissions for Local Area BS
	F
	R4-100238
	LTEimp-Pico_eNB-RF

	36.104
	146r1
	Rel-9
	Editorial correction in TS36.104 for Pico NodeB
	F
	R4-100237
	LTEimp-Pico_eNB-RF

	36.141
	148
	Rel-9
	Dynamic range requirement for Local Area BS
	B
	R4-100057
	LTEimp-Pico_eNB-RF

	36.141
	149
	Rel-9
	In-channel selectivity for Local Area BS
	B
	R4-100058
	LTEimp-Pico_eNB-RF

	36.141
	150
	Rel-9
	ACS and narrow band blocking for Local Area BS
	B
	R4-100059
	LTEimp-Pico_eNB-RF

	36.141
	151
	Rel-9
	Receiver intermodulation for Local Area BS
	B
	R4-100060
	LTEimp-Pico_eNB-RF

	36.141
	152
	Rel-9
	Performance requirement for Local Area BS
	B
	R4-100061
	LTEimp-Pico_eNB-RF

	36.141
	153
	Rel-9
	E-UTRA BS classification
	B
	R4-100150
	LTEimp-Pico_eNB-RF

	36.141
	154
	Rel-9
	Maximum output power for Pico NodeB
	B
	R4-100151
	LTEimp-Pico_eNB-RF

	36.141
	155
	Rel-9
	Frequency error requirement for Pico NodeB
	B
	R4-100152
	LTEimp-Pico_eNB-RF

	36.141
	156
	Rel-9
	Reference sensitivity level requirement for Pico NodeB
	B
	R4-100153
	LTEimp-Pico_eNB-RF

	36.141
	158
	Rel-9
	ACLR requirement for Pico NodeB
	B
	R4-100155
	LTEimp-Pico_eNB-RF

	36.141
	159
	Rel-9
	Operating band unwanted emissions requirement for Pico NodeB
	B
	R4-100156
	LTEimp-Pico_eNB-RF

	36.141
	147r1
	Rel-9
	Spurious emissions requirement for Local Area BS
	B
	R4-100239
	LTEimp-Pico_eNB-RF

	36.141
	157r2
	Rel-9
	Blocking requirement for Pico NodeB
	B
	R4-100240
	LTEimp-Pico_eNB-RF


