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< Start of first changed section >

6.11.5
Reference Radio Bearer configurations used in Radio Bearer testing for 1.28 Mcps TDD

6.11.5.1
RABs and signalling RBs

See clause 6.10.3.1.

6.11.5.2
Combinations of RABs and Signalling RBs

In the present document, physical channel parameters for following combinations of RABs and signalling RBs on a CCTrCH are described.

NOTE:

It is understood that for speech service the AMR mode may be operated asymmetrically for the uplink and downlink.

Combinations on DPCH

1)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH.

1a)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (Multiframe).

2)
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH.

2a)
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH (Multiframe).
3)
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

4a)
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL:(12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

5)
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5a)
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

6)
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7a)
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75)kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

7)
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

8)
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

9)
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

10)
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

11)
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

12)
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

13)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

14)
Conversational / unknown / UL:32 DL:32 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

15)
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

16)
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

17)
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

18)
Void.

19)
Void.

20)
Void.

21) Void.

22)
Void.

23)
Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23a)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23b)
Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23c)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23d)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.(20 msTTI)

24)
Void.

25)
Interactive or background / UL:32 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

26)
Interactive or background / UL:64 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

27)
Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

28)
Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

29)
Interactive or background / UL:64 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

30)
Interactive or background / UL:144 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

31)
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

32)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

33)
Interactive or background / UL:128 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

34)
Interactive or background / UL:384 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

35)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

36)
Void.

37)
Void.

38)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38a)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38b)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38c)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38d)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38e)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38f)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38g)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38h)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38i)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38j)
Conversational / speech / UL: (12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

39)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

40)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

41)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

42)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

43)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

44)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

45)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

46)
Void.

47)
Void.

48)
Void.

49)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

49a)
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

50)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51a)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51b)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:16 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

52)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

53)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

54)
Void.

55)
Void.

56)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

57)
Interactive or Background / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

58)
Streaming / Unknown / UL:16 DL:64 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

59)
Reserved for future use

60)
Reserved for future use

61)
Conversational / Unknown / UL:8 DL:8 kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.
62)
Interactive or background / UL:256 DL: 64 kbps / PS RAB 
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
63)
Streaming / unknown / UL:16 DL:32 kbps / PS RAB 
 + Interactive or background / UL:8 DL:8 kbps / PS RAB 
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
64)
Streaming / unknown / UL:16 DL:128 kbps / PS RAB 
 + Interactive or background / UL:8 DL:8 kbps / PS RAB 
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
65)
Streaming / unknown / UL:32 DL:256 kbps / PS RAB 
 + Interactive or background / UL:8 DL:8 kbps / PS RAB 
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
66)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
 + Interactive or background / UL:128 DL:128 kbps / PS RAB 
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
67)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
 + Streaming / unknown  / UL:16 DL:64 kbps / PS RAB 
 + Interactive or background / UL:8 DL:8 kbps / PS RAB  
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
68)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB  
 + Streaming / unknown  / UL:16 DL:128 kbps / PS RAB  
 + Interactive or background / UL:8 DL:8 kbps / PS RAB  
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
69)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB
 + Streaming / unknown  / UL:128 DL:64 kbps / PS RAB
 + Interactive or background / UL:8 DL:8 kbps / PS RAB
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
70)
Interactive or background / UL:64 DL:64 kbps / PS RAB
 + Interactive or background / UL:64 DL:64 kbps / PS RAB
 + Interactive or background / UL:64 DL:64 kbps / PS RAB
 + UL:3.4 DL:3.4 kbps SRBs for DCCH
Combinations on PDSCH, SCCPCH, PUSCH and PRACH

1)
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL:16.8 DL: 16 kbps SRBs for SHCCH.

2)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL: 16.8 DL: 16 kbps SRBs for SHCCH.

3)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL: 16.8 DL: 16 kbps SRBs for SHCCH.

Combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH

1)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH 
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.

2)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH 
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.

3)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
+ Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH 
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.

Combinations on SCCPCH

1)
Stand-alone SRB for PCCH.

2)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

2a)
Interactive/Background 32 kbps PS RAB
+ Interactive/Background 32 kbps PS RAB
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

2b)
SRBs for CCCH 
+ SRB for DCCH 
+ SRB for BCCH.

3)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for PCCH 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

3a)
SRB for PCCH 
+ SRB for CCCH 
+ SRB for DCCH 
+ SRB for BCCH.

4)
RB for CTCH 
+ SRB for CCCH 
+ SRB for BCCH.

Combinations on PRACH

1)
SRB for CCCH 
+ SRBs for DCCH.

2)
Interactive/Background 12.8 kbps PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH.

3)
Interactive/Background 12.8 kbps PS RAB 
+ Interactive/Background 12.8 kbps PS RAB
+ SRB for CCCH 
+ SRBs for DCCH.

Combinations on DPCH and HS-PDSCH

1)
Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
1a)
Interactive or background / UL:8 (multiframe) DL: [max bit rate depending on UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH (multiframe) (REL-5)
2)
Interactive or background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
2a)
Interactive or background / UL:16(multiframe) DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
3)
Interactive or background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
3a)
Interactive or background / UL:32(multiframe) DL: [max bit rate depending on UE category] / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
4)
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
5)
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
6)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
7)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
8)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
9)
Interactive or background / UL:64 DL: [bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [bit rate depending on UE category] / PS RAB+UL:3.4 DL:3.4 kbps SRBs for DCCH
10)
Conversational/Speech/UL:12.2 DL:12.2kbps/CS RAB + interactive or Background / UL:64 kbps DL: [bit rate depending on UE category]/PS RAB +  interactive or Background / UL:64 kbps DL: [bit rate depending on UE category]/PS RAB  + UL:3.4 DL 3.4 kbps SRB for DCCH
11)
Streaming/ UL:32 DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
12)
Streaming/ UL:16 DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
13)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + interactive or Background/ UL:384 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
14)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:16 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
15)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:32 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
16)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:64 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
17)
Streaming/ UL:64 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH
Combinations on HS-PDSCH and E-PUCH
1)
Stand-alone UL: [max bit rate depending on UE category and TTI] DL:[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
2)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
3)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
4)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
5)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
7)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category]  + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
8)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
9)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
10)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
11)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
12)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
13)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
14)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
15)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
16)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
17)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
18)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
19)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
20)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:32 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
21)
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:16 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
6.11.5.3
Example of linkage between RABs and services

See clause 6.10.3.3.

6.11.5.4
Typical radio parameter sets

< End of first changed section >
< Start of second changed section >

6.11.5.4.1.61
Conversational / unknown / UL:8 DL:8 kbps / PS RAB + Interactive or Background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.61.1
Uplink

6.11.5.4.1.61.1.1
Transport channel parameters

6.11.5.4.1.61.1.1.1
Transport channel parameters for Conversational / unknown / UL:8 kbps / PS RAB

See clause 6.10.3.4.1.61.1.1.1.

6.10.5.4.1.61.1.1.2
Transport channel parameters for Interactive or Background / UL:8 kbps / PS RAB

See clause 6.10.3.4.1.23a.1.1.1.

6.11.5.4.1.61.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.1.61.1.1.4
TFCS

See clause 6.10.3.4.1.61.1.1.4.

6.11.5.4.1.61.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 4 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	680 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.84 (alt 0.80)


6.11.5.4.1.61.2
Downlink

6.11.5.4.1.61.2.1
Transport channel parameters

6.11.5.4.1.61.2.1.1
Transport channel parameters for Conversational / unknown / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.61.2.1.1.

6.11.5.4.1.61.2.1.2
Transport channel parameters for Interactive or Background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.1.61.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.61.2.1.4
TFCS

See clause 6.10.3.4.1.61.2.1.4.

6.11.5.4.1.61.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 16 x 4 code x 2 time slots

	
	Max. Number of data bits / radio frame
	680 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.84


6.11.5.4.1.62
Interactive or background / UL:256 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.62.1
Uplink

6.11.5.4.1.62.1.1
Transport channel parameters

6.11.5.4.1.62.1.1.1
Transport channel parameters for Interactive or background / UL:256 kbps / PS RAB
	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320

	
	Max data rate, bps
	256 000

	
	AMD PDU header, bit
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	336

	
	TFS
	TF0, bits
	0x336

	
	
	TF1, bits
	1x336

	
	
	TF2, bits
	2x336

	
	
	TF3, bits
	4x336

	
	
	TF4, bits
	8x336

	
	
	TF5, bits
	N/A (alt. 12x336)

	
	
	TF6, bits
	N/A (alt. 16x336)

	
	TTI, ms
	10(alt. 20)

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	8 460 (alt. 16 920)

	
	Max number of bits/radio frame before rate matching
	8 460 (alt. 8 460)

	
	RM attribute
	135 to 175


6.11.5.4.1.62.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.1.62.1.1.3
TFCS

	TFCS size
	10 (alt.14)

	TFCS
	(256 kbps RAB, DCCH)=

(TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), 

(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1)

(alt. (TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0), (TF6, TF0)

(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1), (TF6, TF1))

	NOTE:
In case TB size zero is configured for any transport channel, the first TFC is required; it is optional otherwise.


6.11.5.4.1.62.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 1 x 1 code x 4 time slots

	
	Max. Number of data bits/radio frame
	5 608 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.62.2
Downlink

See clause 6.11.5.4.1.25.2.

6.11.5.4.1.63
Streaming / unknown / UL:16 DL:32 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.63.1
Uplink

See clause 6.11.5.4.1.58.1.

6.11.5.4.1.63.2
Downlink

6.11.5.4.1.63.2.1
Transport channel parameters

6.11.5.4.1.63.2.1.1
Transport channel parameters for Streaming / unknown / DL:32 kbps / PS RAB

See clause 6.10.3.4.1.23d.2.1.1.

6.11.5.4.1.63.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.1.63.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.63.2.1.4
TFCS

	TFCS size
	12

	TFCS
	(32 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0), (TF1,TF0,TF0), (TF2,TF0,TF0), 

(TF0,TF1,TF0), (TF1,TF1,TF0), (TF2,TF1,TF0), 

(TF0,TF0,TF1), (TF1,TF0,TF1), (TF2,TF0,TF1), 

(TF0,TF1,TF1), (TF1,TF1,TF1), (TF2,TF1,TF1)

	NOTE:
In case TB size zero is configured for any transport channel the first TFC is required; it is optional otherwise.


6.11.5.4.1.63.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 4 code x 2 time slots+ SF16 x 2 code x 2 time slots

	
	Max. Number of data bits / radio frame
	1032 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.64
Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.64.1
Uplink

See clause 6.11.5.4.1.58.1.

6.11.5.4.1.64.2
Downlink

6.11.5.4.1.64.2.1
Transport channel parameters

6.11.5.4.1.64.2.1.1
Transport channel parameters for Streaming / unknown / DL:128 kbps / PS RAB

See clause 6.10.3.4.1.27.2.1.1.

6.11.5.4.1.58.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.1.64.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.64.2.1.4
TFCS

See clause 6.10.3.4.1.58.2.1.4.

6.11.5.4.1.64.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF1 x 1 code x 2 time slots+ SF16 x 2 code x 2 time slots

	
	Max. Number of data bits / radio frame
	3134 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.65
Streaming / unknown / UL:32 DL:256 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.65.1
Uplink

6.11.5.4.1.65.1.1
Transport channel parameters

6.11.5.4.1.65.1.1.1
Transport channel parameters for Streaming / unknown / UL:32 kbps / PS RAB

See clause 6.10.3.4.1.23.1.1.1.

6.11.5.4.1.65.1.1.2
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See clause 6.10.3.4.1.23a.1.1.1.

6.11.5.4.1.65.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.1.65.1.1.4
TFCS

	TFCS size
	12

	TFCS
	(32 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0), (TF1,TF0,TF0), (TF2,TF0,TF0), 

(TF0,TF1,TF0), (TF1,TF1,TF0), (TF2,TF1,TF0), 

(TF0,TF0,TF1), (TF1,TF0,TF1), (TF2,TF0,TF1), 

(TF0,TF1,TF1), (TF1,TF1,TF1), (TF2,TF1,TF1)

	NOTE:
In case TB size zero is configured for any transport channel the first TFC is required; it is optional otherwise.


6.11.5.4.1.65.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / frame
	SF4 x 1 code x 2 time slots+ SF8 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	1032 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.65.2
Downlink

6.11.5.4.1.65.2.1
Transport channel parameters

6.11.5.4.1.65.2.1.1
Transport channel parameters for Streaming / unknown / DL:256 kbps / PS RAB

See clause 6.10.3.4.1.31.2.1.1.

6.11.5.4.1.58.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.1.65.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.65.2.1.4
TFCS

	TFCS size
	20 (alt.28)

	TFCS
	(256 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0), (TF1,TF0,TF0), (TF2,TF0,TF0), (TF3,TF0,TF0), (TF4,TF0,TF0),

(TF0,TF1,TF0), (TF1,TF1,TF0), (TF2,TF1,TF0), (TF3,TF1,TF0), (TF4,TF1,TF0),

(TF0,TF0,TF1), (TF1,TF0,TF1), (TF2,TF0,TF1), (TF3,TF0,TF1), (TF4,TF0,TF1),

(TF0,TF1,TF1), (TF1,TF1,TF1), (TF2,TF1,TF1), (TF3,TF1,TF1), (TF4,TF1,TF1),
(alt. (TF0,TF0,TF0), (TF1,TF0,TF0), (TF2,TF0,TF0), (TF3,TF0,TF0), (TF4,TF0,TF0), (TF5,TF0,TF0), (TF6,TF0,TF0),(TF0,TF1,TF0), (TF1,TF1,TF0), (TF2,TF1,TF0), (TF3,TF1,TF0), (TF4,TF1,TF0), (TF5,TF1,TF0), (TF6,TF1,TF0),(TF0,TF0,TF1), (TF1,TF0,TF1), (TF2,TF0,TF1), (TF3,TF0,TF1), (TF4,TF0,TF1), (TF5,TF0,TF1), (TF6,TF0,TF1),(TF0,TF1,TF1), (TF1,TF1,TF1), (TF2,TF1,TF1), (TF3,TF1,TF1), (TF4,TF1,TF1), (TF5,TF1,TF1), (TF6,TF1,TF1))


6.11.5.4.1.65.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF1 x 1 code x 4 time slots+ SF16 x 2 code x 2 time slots

	
	Max. Number of data bits / radio frame
	5960 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.52


6.11.5.4.1.66
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.66.1
Uplink

See clause 6.11.5.4.1.44.1.

6.11.5.4.1.66.2
Downlink

See clause 6.11.5.4.1.41.1.

6.11.5.4.1.67
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown  / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.67.1
Uplink

6.11.5.4.1.67.1.1
Transport channel parameters

6.11.5.4.1.67.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.1.1.1.

6.11.5.4.1.67.1.1.2
Transport channel parameters for Streaming / unknown / UL:16 kbps / PS RAB

See clause  6.10.3.4.1.58.1.1.1.

6.11.5.4.1.67.1.1.3
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB
See clause 6.10.3.4.1.23a.1.1.1.

6.11.5.4.1.67.1.1.4
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.1.67.1.1.5
TFCS

	TFCS size
	24

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 16 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0,TF0),(TF2,TF1,TF1,TF0,TF0,TF0),

(TF0,TF0,TF0,TF1,TF0,TF0), (TF1,TF0,TF0,TF1,TF0,TF0),(TF2,TF1,TF1,TF1,TF0,TF0),

(TF0,TF0,TF0,TF0,TF1,TF0), (TF1,TF0,TF0,TF0,TF1,TF0),(TF2,TF1,TF1,TF0,TF1,TF0),

(TF0,TF0,TF0,TF1,TF1,TF0), (TF1,TF0,TF0,TF1,TF1,TF0),(TF2,TF1,TF1,TF1,TF1,TF0),
(TF0,TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF0,TF1),(TF2,TF1,TF1,TF0,TF0,TF1),

(TF0,TF0,TF0,TF1,TF0,TF1), (TF1,TF0,TF0,TF1,TF0,TF1),(TF2,TF1,TF1,TF1,TF0,TF1),

(TF0,TF0,TF0,TF0,TF1,TF1), (TF1,TF0,TF0,TF0,TF1,TF1),(TF2,TF1,TF1,TF0,TF1,TF1),

(TF0,TF0,TF0,TF1,TF1,TF1), (TF1,TF0,TF0,TF1,TF1,TF1),(TF2,TF1,TF1,TF1,TF1,TF1)


6.11.5.4.1.67.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / frame
	SF4 x 1 code x 2 time slots + SF8 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	1032 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.67.2
Downlink

6.11.5.4.1.67.2.1
Transport channel parameters

6.11.5.4.1.67.2.1.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.

6.11.5.4.1.67.2.1.2
Transport channel parameters for Streaming / unknown / DL:64 kbps / PS RAB

See clause 6.10.3.4.1.58.2.1.1.

6.11.5.4.1.67.2.1.3
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.1.67.2.1.4
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.67.2.1.4
TFCS

	TFCS size
	48

	TFCS
	(RAB subflow#1,  RAB subflow#2,  RAB subflow#3, 64 kbps RAB , 8 kbps RAB,  DCCH)=

(TF0, TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0, TF0), (TF1, TF0, TF0, TF1, TF0, TF0), (TF2, TF1, TF1, TF1, TF0, TF0), 

(TF0, TF0, TF0, TF2, TF0, TF0), (TF1, TF0, TF0, TF2, TF0, TF0), (TF2, TF1, TF1, TF2, TF0, TF0), 

(TF0, TF0, TF0, TF3, TF0, TF0), (TF1, TF0, TF0, TF3, TF0, TF0), (TF2, TF1, TF1, TF3, TF0, TF0), 

(TF0, TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF0, TF1, TF0), 

(TF0, TF0, TF0, TF1, TF1, TF0), (TF1, TF0, TF0, TF1, TF1, TF0), (TF2, TF1, TF1, TF1, TF1, TF0), 

(TF0, TF0, TF0, TF2, TF1, TF0), (TF1, TF0, TF0, TF2, TF1, TF0), (TF2, TF1, TF1, TF2, TF1, TF0), 

(TF0, TF0, TF0, TF3, TF1, TF0), (TF1, TF0, TF0, TF3, TF1, TF0), (TF2, TF1, TF1, TF3, TF1, TF0), 

(TF0, TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF0, TF1),

(TF0, TF0, TF0, TF1, TF0, TF1), (TF1, TF0, TF0, TF1, TF0, TF1), (TF2, TF1, TF1, TF1, TF0, TF1), 

(TF0, TF0, TF0, TF2, TF0, TF1), (TF1, TF0, TF0, TF2, TF0, TF1), (TF2, TF1, TF1, TF2, TF0, TF1), 

(TF0, TF0, TF0, TF3, TF0, TF1), (TF1, TF0, TF0, TF3, TF0, TF1), (TF2, TF1, TF1, TF3, TF0, TF1), 

(TF0, TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF0, TF1, TF1), 

(TF0, TF0, TF0, TF1, TF1, TF1), (TF1, TF0, TF0, TF1, TF1, TF1), (TF2, TF1, TF1, TF1, TF1, TF1), 

(TF0, TF0, TF0, TF2, TF1, TF1), (TF1, TF0, TF0, TF2, TF1, TF1), (TF2, TF1, TF1, TF2, TF1, TF1), 

(TF0, TF0, TF0, TF3, TF1, TF1), (TF1, TF0, TF0, TF3, TF1, TF1), (TF2, TF1, TF1, TF3, TF1, TF1)

	NOTE:
In case TB size zero is configured for any transport channel, the first TFC is required; it is optional otherwise.


6.11.5.4.1.67.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 16 x 8 codes x 2 time slots+ SF 16 x 4 codes x 2 time slots

	
	Max. Number of data bits/radio frame
	2028 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.68
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown  / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.68.1
Uplink

See clause 6.11.5.4.1.67.1.

6.11.5.4.1.68.2
Downlink

6.11.5.4.1.68.2.1
Transport channel parameters

6.11.5.4.1.68.2.1.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.

6.11.5.4.1.68.2.1.2
Transport channel parameters for Streaming / unknown / DL:128 kbps / PS RAB

See clause 6.10.3.4.1.27.2.1.1.

6.11.5.4.1.68.2.1.3
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.1.68.2.1.4
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.68.2.1.4
TFCS

	TFCS size
	60

	TFCS
	(RAB subflow#1,  RAB subflow#2,  RAB subflow#3, 128 kbps RAB , 8 kbps RAB,  DCCH)=

(TF0, TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0, TF0), (TF1, TF0, TF0, TF1, TF0, TF0), (TF2, TF1, TF1, TF1, TF0, TF0), 

(TF0, TF0, TF0, TF2, TF0, TF0), (TF1, TF0, TF0, TF2, TF0, TF0), (TF2, TF1, TF1, TF2, TF0, TF0), 

(TF0, TF0, TF0, TF3, TF0, TF0), (TF1, TF0, TF0, TF3, TF0, TF0), (TF2, TF1, TF1, TF3, TF0, TF0), 

(TF0, TF0, TF0, TF4, TF0, TF0), (TF1, TF0, TF0, TF4, TF0, TF0), (TF2, TF1, TF1, TF4, TF0, TF0), 

(TF0, TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF0, TF1, TF0), 

(TF0, TF0, TF0, TF1, TF1, TF0), (TF1, TF0, TF0, TF1, TF1, TF0), (TF2, TF1, TF1, TF1, TF1, TF0), 

(TF0, TF0, TF0, TF2, TF1, TF0), (TF1, TF0, TF0, TF2, TF1, TF0), (TF2, TF1, TF1, TF2, TF1, TF0), 

(TF0, TF0, TF0, TF3, TF1, TF0), (TF1, TF0, TF0, TF3, TF1, TF0), (TF2, TF1, TF1, TF3, TF1, TF0), 

(TF0, TF0, TF0, TF4, TF1, TF0), (TF1, TF0, TF0, TF4, TF1, TF0), (TF2, TF1, TF1, TF4, TF1, TF0),

(TF0, TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF0, TF1),

(TF0, TF0, TF0, TF1, TF0, TF1), (TF1, TF0, TF0, TF1, TF0, TF1), (TF2, TF1, TF1, TF1, TF0, TF1), 

(TF0, TF0, TF0, TF2, TF0, TF1), (TF1, TF0, TF0, TF2, TF0, TF1), (TF2, TF1, TF1, TF2, TF0, TF1), 

(TF0, TF0, TF0, TF3, TF0, TF1), (TF1, TF0, TF0, TF3, TF0, TF1), (TF2, TF1, TF1, TF3, TF0, TF1), 

(TF0, TF0, TF0, TF4, TF0, TF1), (TF1, TF0, TF0, TF4, TF0, TF1), (TF2, TF1, TF1, TF4, TF0, TF1), 

(TF0, TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF0, TF1, TF1), 

(TF0, TF0, TF0, TF1, TF1, TF1), (TF1, TF0, TF0, TF1, TF1, TF1), (TF2, TF1, TF1, TF1, TF1, TF1), 

(TF0, TF0, TF0, TF2, TF1, TF1), (TF1, TF0, TF0, TF2, TF1, TF1), (TF2, TF1, TF1, TF2, TF1, TF1), 

(TF0, TF0, TF0, TF3, TF1, TF1), (TF1, TF0, TF0, TF3, TF1, TF1), (TF2, TF1, TF1, TF3, TF1, TF1), 

(TF0, TF0, TF0, TF4, TF1, TF1), (TF1, TF0, TF0, TF4, TF1, TF1), (TF2, TF1, TF1, TF4, TF1, TF1)

	NOTE:
In case TB size zero is configured for any transport channel, the first TFC is required; it is optional otherwise.


6.11.5.4.1.68.2.2
Physical channel parameters
	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 1 x 1 codes x 2 time slots+ SF 16 x 4 codes x 2 time slots

	
	Max. Number of data bits/radio frame
	3496 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.69
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown  / UL:128 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.69.1
Uplink

6.11.5.4.1.69.1.1
Transport channel parameters

6.11.5.4.1.69.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.1.1.1.

6.11.5.4.1.69.1.1.2
Transport channel parameters for Streaming / unknown / UL:128 kbps / PS RAB

See clause 6.10.3.4.1.28.1.1.1.

6.11.5.4.1.69.1.1.3
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See clause 6.10.3.4.1.23a.1.1.1.

6.11.5.4.1.69.1.1.4
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.1.69.1.1.5
TFCS

	TFCS size
	60

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 128 kbps RAB, 8 kbps RAB, DCCH)=

(TF0, TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0, TF0), (TF1, TF0, TF0, TF1, TF0, TF0), (TF2, TF1, TF1, TF1, TF0, TF0),

(TF0, TF0, TF0, TF2, TF0, TF0), (TF1, TF0, TF0, TF2, TF0, TF0), (TF2, TF1, TF1, TF2, TF0, TF0),

(TF0, TF0, TF0, TF3, TF0, TF0), (TF1, TF0, TF0, TF3, TF0, TF0), (TF2, TF1, TF1, TF3, TF0, TF0),

(TF0, TF0, TF0, TF4, TF0, TF0), (TF1, TF0, TF0, TF4, TF0, TF0), (TF2, TF1, TF1, TF4, TF0, TF0),

(TF0, TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF0, TF1, TF0),

(TF0, TF0, TF0, TF1, TF1, TF0), (TF1, TF0, TF0, TF1, TF1, TF0), (TF2, TF1, TF1, TF1, TF1, TF0),

(TF0, TF0, TF0, TF2, TF1, TF0), (TF1, TF0, TF0, TF2, TF1, TF0), (TF2, TF1, TF1, TF2, TF1, TF0),

(TF0, TF0, TF0, TF3, TF1, TF0), (TF1, TF0, TF0, TF3, TF1, TF0), (TF2, TF1, TF1, TF3, TF1, TF0),

(TF0, TF0, TF0, TF4, TF1, TF0), (TF1, TF0, TF0, TF4, TF1, TF0), (TF2, TF1, TF1, TF4, TF1, TF0),

(TF0, TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF0, TF1),

(TF0, TF0, TF0, TF1, TF0, TF1), (TF1, TF0, TF0, TF1, TF0, TF1), (TF2, TF1, TF1, TF1, TF0, TF1),

(TF0, TF0, TF0, TF2, TF0, TF1), (TF1, TF0, TF0, TF2, TF0, TF1), (TF2, TF1, TF1, TF2, TF0, TF1),

(TF0, TF0, TF0, TF3, TF0, TF1), (TF1, TF0, TF0, TF3, TF0, TF1), (TF2, TF1, TF1, TF3, TF0, TF1),

(TF0, TF0, TF0, TF4, TF0, TF1), (TF1, TF0, TF0, TF4, TF0, TF1), (TF2, TF1, TF1, TF4, TF0, TF1),

(TF0, TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF0, TF1, TF1),

(TF0, TF0, TF0, TF1, TF1, TF1), (TF1, TF0, TF0, TF1, TF1, TF1), (TF2, TF1, TF1, TF1, TF1, TF1),

(TF0, TF0, TF0, TF2, TF1, TF1), (TF1, TF0, TF0, TF2, TF1, TF1), (TF2, TF1, TF1, TF2, TF1, TF1),

(TF0, TF0, TF0, TF3, TF1, TF1), (TF1, TF0, TF0, TF3, TF1, TF1), (TF2, TF1, TF1, TF3, TF1, TF1),

(TF0, TF0, TF0, TF4, TF1, TF1), (TF1, TF0, TF0, TF4, TF1, TF1), (TF2, TF1, TF1, TF4, TF1, TF1)


6.11.5.4.1.69.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / frame
	SF1 x 1 code x 2 time slots+ SF4 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	3496 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.1.69.2
Downlink

See clause 6.11.5.4.1.67.2.

6.11.5.4.1.70
Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.70.1
Uplink

6.11.5.4.1.70.1.1
Transport channel parameters

6.11.5.4.1.70.1.1.1
Transport channel parameters for Interactive or background / UL:64 kbps / PS RAB + UL:64 kbps / PS RAB + UL:64 kbps / PS RAB
	Higher layer
	RAB/Signalling RB
	RAB
	RAB
	RAB

	RLC
	Logical channel type
	DTCH
	DTCH
	DTCH

	
	RLC mode
	AM
	AM
	AM

	
	Payload sizes, bit
	320
	320
	320

	
	Max data rate, bps
	64 000
	64 000
	64 000

	
	AMD PDU header, bit
	16
	16
	16

	MAC
	MAC header, bit
	4
	4
	4

	
	MAC multiplexing
	3 logical channel multiplexing

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	340

	
	TFS
	TF0, bits
	0x340

	
	
	TF1, bits
	1x340

	
	
	TF2, bits
	2x340

	
	
	TF3, bits
	3x340

	
	
	TF4, bits
	4x340

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	4 284

	
	Max number of bits/radio frame before rate matching 
	2142

	
	RM attribute
	130 to 170


6.11.5.4.1.70.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.1.70.1.1.3
TFCS

	TFCS size
	10

	TFCS
	(64 kbps RAB + 64 kbps RAB + 64 kbps RAB, DCCH)=

(TF0,TF0), (TF1,TF0), (TF2,TF0), (TF3,TF0), (TF4,TF0),

(TF0,TF1), (TF1,TF1), (TF2,TF1), (TF3,TF1), (TF4,TF1)


6.11.5.4.1.70.1.2
Physical channel parameters

See clause 6.11.5.4.1.57.1.2.
6.11.5.4.1.70.2
Downlink

6.11.5.4.1.70.2.1
Transport channel parameters

6.11.5.4.1.70.2.1.1
Transport channel parameters for Interactive or background / DL:64 kbps / PS RAB + DL:64 kbps / PS RAB + DL:64 kbps / PS RAB
	Higher layer
	RAB/Signalling RB
	RAB
	RAB
	RAB

	RLC
	Logical channel type
	DTCH
	DTCH
	DTCH

	
	RLC mode
	AM
	AM
	AM

	
	Payload sizes, bit
	320
	320
	320

	
	Max data rate, bps
	64 000
	64 000
	64 000

	
	AMD PDU header, bit
	16
	16
	16

	MAC
	MAC header, bit
	4
	4
	4

	
	MAC multiplexing
	3 logical channel multiplexing

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	340

	
	TFS
	TF0, bits
	0x340

	
	
	TF1, bits
	1x340

	
	
	TF2, bits
	2x340

	
	
	TF3, bits
	3x340

	
	
	TF4, bits
	4x340

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	4 284

	
	Uplink: Max number of bits/radio frame before rate matching
	2 142

	
	RM attribute
	130 to 170


6.11.5.4.1.70.2.1.2
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.70.2.1.3
TFCS

	TFCS size
	10

	TFCS
	(64 kbps RAB + 64 kbps RAB + 64 kbps RAB, DCCH)=

(TF0,TF0), (TF1,TF0), (TF2,TF0), (TF3,TF0), (TF4,TF0),

(TF0,TF1), (TF1,TF1), (TF2,TF1), (TF3,TF1), (TF4,TF1)


6.11.5.4.1.70.2.2
Physical channel parameters

See clause 6.11.5.4.1.57.2.2.
< End of second changed section >

< Start of third changed section >

6.11.5.4.6.12
Streaming/ UL:16 DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.12.1
Uplink

See clause 6.11.5.4.1.58.1.

6.11.5.4.6.12.2
Downlink
See clause 6.11.5.4.6.9.2.

6.11.5.4.6.13
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + interactive or Background/ UL:384 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.13.1
Uplink

6.11.5.4.6.13.1.1
Transport channel parameters

6.11.5.4.6.13.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.1.1.1.

6.11.5.4.6.13.1.1.2
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See clause 6.10.3.4.1.34.1.1.1.

6.11.5.4.6.13.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.6.13..1.1.4
TFCS

	TFCS size
	36 (alt. 54)

	TFCS
	(RAB subflow#1,  RAB subflow#2,  RAB subflow#3, 384 kbps RAB ,  DCCH)=

(TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0),

 (TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF1, TF0), 

(TF0, TF0, TF0, TF2, TF0), (TF1, TF0, TF0, TF2, TF0), (TF2, TF1, TF1, TF2, TF0), 

(TF0, TF0, TF0, TF3, TF0), (TF1, TF0, TF0, TF3, TF0), (TF2, TF1, TF1, TF3, TF0), 

(TF0, TF0, TF0, TF4, TF0), (TF1, TF0, TF0, TF4, TF0), (TF2, TF1, TF1, TF4, TF0), 

(TF0, TF0, TF0, TF5, TF0), (TF1, TF0, TF0, TF5, TF0), (TF2, TF1, TF1, TF5, TF0), 

(TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF1), 

(TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF1, TF1), 

(TF0, TF0, TF0, TF2, TF1), (TF1, TF0, TF0, TF2, TF1), (TF2, TF1, TF1, TF2, TF1), 

(TF0, TF0, TF0, TF3, TF1), (TF1, TF0, TF0, TF3, TF1), (TF2, TF1, TF1, TF3, TF1), 

(TF0, TF0, TF0, TF4, TF1), (TF1, TF0, TF0, TF4, TF1), (TF2, TF1, TF1, TF4, TF1),
(TF0, TF0, TF0, TF5, TF1), (TF1, TF0, TF0, TF5, TF1), (TF2, TF1, TF1, TF5, TF1) 

(alt. (TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0),

 (TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF1, TF0), 

(TF0, TF0, TF0, TF2, TF0), (TF1, TF0, TF0, TF2, TF0), (TF2, TF1, TF1, TF2, TF0), 

(TF0, TF0, TF0, TF3, TF0), (TF1, TF0, TF0, TF3, TF0), (TF2, TF1, TF1, TF3, TF0), 

(TF0, TF0, TF0, TF4, TF0), (TF1, TF0, TF0, TF4, TF0), (TF2, TF1, TF1, TF4, TF0), 

(TF0, TF0, TF0, TF5, TF0), (TF1, TF0, TF0, TF5, TF0), (TF2, TF1, TF1, TF5, TF0), 

(TF0, TF0, TF0, TF6, TF0), (TF1, TF0, TF0, TF6, TF0), (TF2, TF1, TF1, TF6, TF0), 

(TF0, TF0, TF0, TF7, TF0), (TF1, TF0, TF0, TF7, TF0), (TF2, TF1, TF1, TF7, TF0), 

(TF0, TF0, TF0, TF8, TF0), (TF1, TF0, TF0, TF8, TF0), (TF2, TF1, TF1, TF8, TF0),

(TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF1), 

(TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF1, TF1), 

(TF0, TF0, TF0, TF2, TF1), (TF1, TF0, TF0, TF2, TF1), (TF2, TF1, TF1, TF2, TF1), 

(TF0, TF0, TF0, TF3, TF1), (TF1, TF0, TF0, TF3, TF1), (TF2, TF1, TF1, TF3, TF1), 

(TF0, TF0, TF0, TF4, TF1), (TF1, TF0, TF0, TF4, TF1), (TF2, TF1, TF1, TF4, TF1),
(TF0, TF0, TF0, TF5, TF1), (TF1, TF0, TF0, TF5, TF1), (TF2, TF1, TF1, TF5, TF1),
(TF0, TF0, TF0, TF6, TF1), (TF1, TF0, TF0, TF6, TF1), (TF2, TF1, TF1, TF6, TF1), 

(TF0, TF0, TF0, TF7, TF1), (TF1, TF0, TF0, TF7, TF1), (TF2, TF1, TF1, TF7, TF1),
(TF0, TF0, TF0, TF8, TF1), (TF1, TF0, TF0, TF8, TF1), (TF2, TF1, TF1, TF8, TF1))


6.11.5.4.6.13.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / frame
	SF1 x 1 code x 6 time slots+ SF8 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	8776 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.64


6.11.5.4.6.13.2
Downlink
See clause 6.11.5.4.6.6.2.

6.11.5.4.6.14
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:16 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.14.1
Uplink

See clause 6.11.5.4.1.67.1.

6.11.5.4.6.14.2
Downlink
See clause 6.11.5.4.6.10.2.

6.11.5.4.6.15
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:32 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.15.1
Uplink

6.11.5.4.6.15.1.1
Transport channel parameters

6.11.5.4.6.15.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.1.1.1.

6.11.5.4.6.15.1.1.2
Transport channel parameters for Streaming / unknown / UL:32 kbps / PS RAB

See clause 6.10.3.4.1.23.1.1.1.

6.11.5.4.6.15.1.1.3
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See clause 6.10.3.4.1.23a.1.1.1.

6.11.5.4.6.15.1.1.4
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.6.15..1.1.5
TFCS

	TFCS size
	36

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 32 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0,TF0),(TF2,TF1,TF1,TF0,TF0,TF0),

(TF0,TF0,TF0,TF1,TF0,TF0), (TF1,TF0,TF0,TF1,TF0,TF0),(TF2,TF1,TF1,TF1,TF0,TF0),

(TF0,TF0,TF0,TF2,TF0,TF0), (TF1,TF0,TF0,TF2,TF0,TF0),(TF2,TF1,TF1,TF2,TF0,TF0),

(TF0,TF0,TF0,TF0,TF1,TF0), (TF1,TF0,TF0,TF0,TF1,TF0),(TF2,TF1,TF1,TF0,TF1,TF0),

(TF0,TF0,TF0,TF1,TF1,TF0), (TF1,TF0,TF0,TF1,TF1,TF0),(TF2,TF1,TF1,TF1,TF1,TF0),

(TF0,TF0,TF0,TF2,TF1,TF0), (TF1,TF0,TF0,TF2,TF1,TF0),(TF2,TF1,TF1,TF2,TF1,TF0),

(TF0,TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF0,TF1),(TF2,TF1,TF1,TF0,TF0,TF1),

(TF0,TF0,TF0,TF1,TF0,TF1), (TF1,TF0,TF0,TF1,TF0,TF1),(TF2,TF1,TF1,TF1,TF0,TF1),

(TF0,TF0,TF0,TF2,TF0,TF1), (TF1,TF0,TF0,TF2,TF0,TF1),(TF2,TF1,TF1,TF2,TF0,TF1),

(TF0,TF0,TF0,TF0,TF1,TF1), (TF1,TF0,TF0,TF0,TF1,TF1),(TF2,TF1,TF1,TF0,TF1,TF1),

(TF0,TF0,TF0,TF1,TF1,TF1), (TF1,TF0,TF0,TF1,TF1,TF1),(TF2,TF1,TF1,TF1,TF1,TF1),

(TF0,TF0,TF0,TF2,TF1,TF1), (TF1,TF0,TF0,TF2,TF1,TF1),(TF2,TF1,TF1,TF2,TF1,TF1)


6.11.5.4.6.15.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / frame
	SF2 x 1 code x 2 time slots 

	
	Max. Number of data bits / radio frame
	1384 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.6.15.2
Downlink
See clause 6.11.5.4.6.10.2.

6.11.5.4.6.16
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming/ UL:64 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.16.1
Uplink

6.11.5.4.6.16.1.1
Transport channel parameters

6.11.5.4.6.16.1.1.1
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.1.1.1.

6.11.5.4.6.16.1.1.2
Transport channel parameters for Streaming / unknown / UL:64 kbps / PS RAB

See clause 6.10.3.4.1.26.1.1.1.

6.11.5.4.6.16.1.1.3
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See clause 6.10.3.4.1.23a.1.1.1.

6.11.5.4.6.16.1.1.4
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.6.16.1.1.5
TFCS

	TFCS size
	60

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 64 kbps RAB, 8 kbps RAB, DCCH)=

(TF0, TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0, TF0), (TF1, TF0, TF0, TF1, TF0, TF0), (TF2, TF1, TF1, TF1, TF0, TF0),

(TF0, TF0, TF0, TF2, TF0, TF0), (TF1, TF0, TF0, TF2, TF0, TF0), (TF2, TF1, TF1, TF2, TF0, TF0),

(TF0, TF0, TF0, TF3, TF0, TF0), (TF1, TF0, TF0, TF3, TF0, TF0), (TF2, TF1, TF1, TF3, TF0, TF0),

(TF0, TF0, TF0, TF4, TF0, TF0), (TF1, TF0, TF0, TF4, TF0, TF0), (TF2, TF1, TF1, TF4, TF0, TF0),

(TF0, TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF0, TF1, TF0),

(TF0, TF0, TF0, TF1, TF1, TF0), (TF1, TF0, TF0, TF1, TF1, TF0), (TF2, TF1, TF1, TF1, TF1, TF0),

(TF0, TF0, TF0, TF2, TF1, TF0), (TF1, TF0, TF0, TF2, TF1, TF0), (TF2, TF1, TF1, TF2, TF1, TF0),

(TF0, TF0, TF0, TF3, TF1, TF0), (TF1, TF0, TF0, TF3, TF1, TF0), (TF2, TF1, TF1, TF3, TF1, TF0),

(TF0, TF0, TF0, TF4, TF1, TF0), (TF1, TF0, TF0, TF4, TF1, TF0), (TF2, TF1, TF1, TF4, TF1, TF0),

(TF0, TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF0, TF1),

(TF0, TF0, TF0, TF1, TF0, TF1), (TF1, TF0, TF0, TF1, TF0, TF1), (TF2, TF1, TF1, TF1, TF0, TF1),

(TF0, TF0, TF0, TF2, TF0, TF1), (TF1, TF0, TF0, TF2, TF0, TF1), (TF2, TF1, TF1, TF2, TF0, TF1),

(TF0, TF0, TF0, TF3, TF0, TF1), (TF1, TF0, TF0, TF3, TF0, TF1), (TF2, TF1, TF1, TF3, TF0, TF1),

(TF0, TF0, TF0, TF4, TF0, TF1), (TF1, TF0, TF0, TF4, TF0, TF1), (TF2, TF1, TF1, TF4, TF0, TF1),

(TF0, TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF0, TF1, TF1),

(TF0, TF0, TF0, TF1, TF1, TF1), (TF1, TF0, TF0, TF1, TF1, TF1), (TF2, TF1, TF1, TF1, TF1, TF1),

(TF0, TF0, TF0, TF2, TF1, TF1), (TF1, TF0, TF0, TF2, TF1, TF1), (TF2, TF1, TF1, TF2, TF1, TF1),

(TF0, TF0, TF0, TF3, TF1, TF1), (TF1, TF0, TF0, TF3, TF1, TF1), (TF2, TF1, TF1, TF3, TF1, TF1),

(TF0, TF0, TF0, TF4, TF1, TF1), (TF1, TF0, TF0, TF4, TF1, TF1), (TF2, TF1, TF1, TF4, TF1, TF1)


6.11.5.4.6.16.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / frame
	SF2 x 1 code x 2 time slots+ SF4 x 1 code x 2 time slots

	
	Max. Number of data bits / radio frame
	2028 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.52


6.11.5.4.6.16.2
Downlink
See clause 6.11.5.4.6.10.2.

6.11.5.4.6.17
Streaming/ UL:64 kbps DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.17.1
Uplink

See clause 6.11.5.4.1.51a.1.

6.11.5.4.6.17.2
Downlink
See clause 6.11.5.4.6.9.2.

6.11.5.4.7
Combinations on HS-PDSCH and E-PUCH

6.11.5.4.7.1
Stand-alone UL: [max bit rate depending on UE category and TTI] DL:[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

6.11.5.4.7.1.1
Uplink

6.11.5.4.7.1.1.1
Transport channel parameters

6.11.5.4.7.1.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.1.1.1.1.1
MAC-d flow parameters for Stand-alone UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH

	
	Alt 1 

Fixed RLC + MAC-e/es (Rel-7 and later)

NOTE 1
	Alt 2 

Fixed RLC + MAC-i/is (Rel-8 and later releases)

NOTE 1
	Alt 3 

Flexible RLC + MAC-i/is (Rel-8 and later releases)

NOTE 1

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320
	320
	Flexible from 80 up to 12000

(NOTE 2)

	
	Max data rate, bps
	Depends on UE category and TTI

	
	AMD PDU header, bit
	16

	MAC
	MAC multiplexing
	N/A
	N/A
	N/A

	
	MAC-d PDU size, bit
	336
	336
	Flexible from 96 up to 12016

	
	MAC type
	MAC-e/es
	MAC-i/is
	MAC-i/is

	
	MAC-e/es / MAC-i/is header fixed part, bit
	18
	24
	24

	Layer 1
	TrCH type
	E-DCH

	
	TTI
	5ms 

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE 1: 
Alternative 1 with Fixed RLC + MAC-e/es is the default configuration. For test cases that use alternatives 2 (Fixed RLC + MAC-i/is) or 3 (Flexible RLC + MAC-i/is) then this shall be explicitly stated in the test case.

NOTE 2: 
The Maximum RLC payload size for Flexible RLC is 12024 bits (1503 octets, ref: TS 25.322 clause 9.2.2.9). The maximum SDU size above PDCP layer is limited to 12000 bits (1500 octets limit in QoS parameter “Max SDU size”, ref: TS 24.008 clause 10.5.6.5). As no PDCP header is used in this radio bearer configuration then  the RLC payload size has been limited to 12000 bits. 


6.11.5.4.7.1.1.2
Physical channel parameters

6.11.5.4.7.1.1.2.1
Physical channel parameters on E-PUCH

Note that each alternative configuration in physical channel parameters is stand-alone and can be associated with any of the RAB alternatives in the transport channel parameters.

UE E-PUCH Physical Layer category 1(Rel-7 and later releases; QPSK):

	E-PUCH
	Number of processes
	4

	
	TTI
	5 ms

	
	Max Data Rate
	0.5508 Mbps


UE E-PUCH Physical Layer category 2 (Rel-7 and later releases; QPSK):

	E-PUCH
	Number of processes
	4

	
	TTI
	5ms

	
	Max Data Rate
	0.8324 Mbps


UE E-PUCH Physical Layer category 3 (Rel-7 and later releases; QPSK or 16QAM):

	E-PUCH
	Number of processes
	4

	
	TTI
	5 ms

	
	Max Data Rate
	1.1064 Mbps


UE E-PUCH Physical Layer category 4 (Rel-7 and later releases; QPSK or 16QAM):

	E-PUCH
	Number of processes
	4

	
	TTI
	5 ms

	
	Max Data Rate
	1.6696 Mbps


UE E-PUCH Physical Layer category 5 (Rel-7 and later releases; QPSK or 16QAM):

	E-PUCH
	Number of processes
	4

	
	TTI
	5 ms

	
	Max Data Rate
	2.232 Mbps


UE E-PUCH Physical Layer category 6 (Rel-7 and later releases; QPSK or 16QAM):

	E-PUCH
	Number of processes
	4

	
	TTI
	5 ms

	
	Max Data Rate
	2.232 Mbps


6.11.5.4.7.1.2
Downlink

6.11.5.4.7.1.2.1
Transport channel parameters

6.11.5.4.7.1.2.1.1
Transport channel parameters for HS-DSCH

6.11.5.4.7.1.2.1.1.1
MAC-d flow parameters for Stand-alone DL: [max bit rate depending on UE category] SRBs for HS-DSCH

	
	Alt 1

Fixed RLC + MAC-hs

(Rel-5 and later releases)

NOTE 
	Alt 2

Fixed RLC + MAC-ehs

(Rel-8 and later releases) 

NOTE 

	Higher layer
	RAB/Signalling RB
	SRB#1
	SRB#2
	SRB#3
	SRB#4
	SRB#1
	SRB#2
	SRB#3
	SRB#4

	RLC
	Logical channel type
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH

	
	RLC mode
	UM
	AM
	AM
	AM
	UM
	AM
	AM
	AM

	
	Payload sizes, bit
	136
	128
	128
	128
	136
	128
	128
	128

	
	Max data rate, bps
	Depends on UE category and TTI

	
	AMD PDU header, bit
	8
	16
	16
	16
	8
	16
	16
	16

	MAC
	MAC-d header, bit
	4
	4
	4
	4
	4
	4
	4
	4

	
	MAC multiplexing
	4 logical channel multiplexing


	4 logical channel multiplexing

	
	MAC-d PDU size, bit
	148
	148

	
	MAC type
	MAC-hs
	MAC-ehs

	
	MAC-hs / MAC-ehs header fixed part, bit
	18


	24

	Layer 1
	TrCH type
	HS-DCH
	HS-DCH

	
	TTI
	5ms 
	5ms 

	
	Coding type
	TC
	TC

	
	CRC, bit
	24
	24

	NOTE : 
Alternative 1 with Fixed RLC + MAC-e/es is the default configuration. For test cases that use alternatives 2 (Fixed RLC + MAC-i/is) then this shall be explicitly stated in the test case.


6.11.5.4.7.1.2.2
Physical channel parameters

6.11.5.4.7.1.2.2.1
Physical channel parameters on HS-PDSCH. 

See clause 6.11.5.4.6.1.2.2.2.

6.11.5.4.7.2
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.2.1
Uplink

6.11.5.4.7.2.1.1
Transport channel parameters

6.11.5.4.7.2.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.2.1.1.1.1
MAC-d flow parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

See clause 6.11.5.4.7.1.1.1.1.1.

6.11.5.4.7.2.1.1.2
Transport channel parameters for DCH

6.11.5.4.7.2.1.1.2.1
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.11.5.4.1.2.1.1.1.

6.11.5.4.7.2.1.2
Physical channel parameters

6.11.5.4.7.2.1.2.1
Physical channel parameters on E-PUCH
See clause 6.11.5.4.7.1.1.2.1.

6.11.5.4.7.2.1.2.2
Physical channel parameters for DPCH

See clause 6.11.5.4.1.2.1.2

6.11.5.4.7.2.2
Downlink

See clause 6.11.5.4.6.1.2.

6.11.5.4.7.3
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH

6.11.5.4.7.3.1
Uplink

6.11.5.4.7.3.1.1
Transport channel parameters

6.11.5.4.7.3.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.3.1.1.1.1
MAC-d flow#1 parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

See clause 6.11.5.4.7.1.1.1.1.1.
6.11.5.4.7.3.1.1.1.2
MAC-d flow#2 parameters for UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH

	
	Alt 1

Fixed RLC + MAC-e/es

(Rel-6 and later releases)

NOTE 
	Alt 2

Fixed RLC + MAC-i/is

(Rel-8 and later releases) 

NOTE 

	Higher layer
	RAB/Signalling RB
	SRB#1
	SRB#2
	SRB#3
	SRB#4
	SRB#1
	SRB#2
	SRB#3
	SRB#4

	RLC
	Logical channel type
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH
	DCCH

	
	RLC mode
	UM
	AM
	AM
	AM
	UM
	AM
	AM
	AM

	
	Payload sizes, bit
	136
	128
	128
	128
	136
	128
	128
	128

	
	Max data rate, bps
	Depends on UE category and TTI

	
	AMD PDU header, bit
	8
	16
	16
	16
	8
	16
	16
	16

	MAC
	MAC-es multiplexing
	4 logical channel multiplexing


	4 logical channel multiplexing

	
	MAC-d PDU size, bit
	144
	144

	
	MAC type
	MAC-e/es
	MAC-i/is

	
	MAC-e/es / MAC-i/is header fixed part, bit
	18


	24

	Layer 1
	TrCH type
	E-DCH
	E-DCH

	
	TTI
	5ms 
	5ms 

	
	Coding type
	TC
	TC

	
	CRC, bit
	24
	24

	NOTE : 
Alternative 1 with Fixed RLC + MAC-e/es is the default configuration. For test cases that use alternatives 2 (Fixed RLC + MAC-i/is) then this shall be explicitly stated in the test case.


6.11.5.4.7.3.1.2
Physical channel parameters

6.11.5.4.7.3.1.2.1
Physical channel parameters on E-PUCH

See clause 6.11.5.4.7.1.1.2.1.
6.11.5.4.7.3.2
Downlink

See clause 6.11.5.4.6.1.2.

6.11.5.4.7.4

Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

6.11.5.4.7.4.1
Uplink

See clause 6.11.5.4.7.1.1.

6.11.5.4.7.4.1.2
Physical channel parameters

6.11.5.4.7.4.1.2.1
Physical channel parameters on E-PUCH

See clause 6.11.5.4.7.1.1.2.1.

6.11.5.4.7.4.2
Downlink

6.11.5.4.7.4.2.1
Transport channel parameters

6.11.5.4.7.4.2.1.1
Transport channel parameters for HS-DSCH

6.11.5.4.7.4.2.1.1.1
MAC-d flow#1 parameters for Streaming or interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.6.1.2.1.1.1.

6.11.5.4.7.4.2.1.1.2
MAC-d flow#2 parameters for DL: [max bit rate depending on UE category] SRBs for HS-DSCH

See clause 6.11.5.4.7.1.2.1.1.1
6.11.5.4.7.4.2.2
Physical channel parameters

6.11.5.4.7.4.2.2.1
Physical channel parameters on HS-PDSCH. 

See clause 6.11.5.4.6.1.2.2.2.
6.11.5.4.7.5
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.7.5.1
Uplink

6.11.5.4.7.5.1.1
Transport channel parameters

6.11.5.4.7.5.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.5.1.1.1.1
MAC-d flow parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

See clause 6.11.5.4.7.1.1.1.1.1.

6.11.5.4.7.5.1.1.2
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.11.5.4.1.4.1.1.1.

6.11.5.4.7.5.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.11.5.4.1.2.1.1.1.

6.11.5.4.7.5.1.1.4
TFCS

See clause 6.11.5.4.1.4.1.1.3.

6.11.5.4.7.5.1.2
Physical channel parameters

6.11.5.4.7.5.1.2.1
Physical channel parameters on E-PUCH

See clause 6.11.5.4.7.1.1.2.1.

6.11.5.4.7.5.1.2.2
Physical channel parameters on DCH

See clause 6.11.5.4.1.4.1.2.

6.11.5.4.7.5.2
Downlink

See clause 6.11.5.4.6.6.2.

6.11.5.4.7.6
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.6.1
Uplink

6.11.5.4.7.6.1.1
Transport channel parameters

6.11.5.4.7.6.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.6.1.1.1.1

MAC-d flow parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	328

	
	Max data rate, bps
	Depends on UE category and TTI

	
	UMD PDU header, bit
	8

	MAC
	MAC multiplexing
	N/A

	
	MAC-d PDU size, bit
	336

	
	MAC-e/es header fixed part, bit
	18

	Layer 1
	TrCH type
	E-DCH

	
	TTI
	5ms

	
	Coding type
	TC

	
	CRC, bit
	24


6.11.5.4.7.6.1.1.2
Transport channel parameters for DCH

6.11.5.4.7.6.1.1.2.1
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.11.5.4.1.2.1.1.1.

6.11.5.4.7.6.1.2
Physical channel parameters

6.11.5.4.7.6.1.2.1
Physical channel parameters on E-PUCH

See clause 6.11.5.4.7.1.1.2.1.
6.11.5.4.7.6.1.2.2
Physical channel parameters for DPCH

See clause 6.11.5.4.1.2.1.2

6.11.5.4.7.6.2
Downlink

6.11.5.4.7.6.2.1    
Transport channel parameters

6.11.5.4.7.6.2.1.1
   Transport channel parameters for HS-DSCH

6.11.5.4.7.6.2.1.1.1
MAC-d flow parameters for Streaming or interactive or background / DL: [max bit rate depending on UE category] / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	328

	
	Max data rate, bps
	Depends on UE category and TTI

	
	UMD PDU header, bit
	8

	MAC
	MAC-d header, bit
	0

	
	MAC multiplexing
	N/A

	
	MAC-d PDU size, bit
	336

	
	MAC-e/es header fixed part, bit
	21

	Layer 1
	TrCH type
	HS-DSCH

	
	TTI
	5ms

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE:
The peak throughput may be limited by the maximum number of MAC-d PDUs that can be included in a single MAC-hs PDU (see 3GPP TS 25.321 [38]).


6.11.5.4.7.6.2.1.2
   Transport channel parameters for DCH

6.11.5.4.7.6.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.11.5.4.1.2.2.1.1.

6.11.5.4.7.6.2.1.2.2
TFCS

See clause 6.11.5.4.1.2.2.1.2.

6.11.5.4.7.6.2.2
      Physical channel parameters

6.11.5.4.7.6.2.2.1
   Physical channel parameters on DPCH

See clause 6.11.5.4.1.2.2.2.

6.11.5.4.7.6.2.2.2
   Physical channel parameters on HS-PDSCH

See clause6.11.5.4.6.1.2.2.2..
6.11.5.4.7.7
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category]  + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH

6.11.5.4.7.7.1
Uplink

6.11.5.4.7.7.1.1
Transport channel parameters

6.11.5.4.7.7.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.7.1.1.1.1
MAC-d flow#1 parameters for UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH 

See clause 6.11.5.4.7.3.1.1.1.2.
6.11.5.4.7.7.1.1.1.2
MAC-d flow#2 parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

See clause 6.11.5.4.7.6.1.1.1.1

6.11.5.4.7.7.1.1.1.3
MAC-d flow#3 parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

See clause 6.11.5.4.7.6.1.1.1.1

6.11.5.4.7.7.1.2
Physical channel parameters

6.11.5.4.7.7.1.2.1
Physical channel parameters on E-PUCH

See clause 6.11.5.4.7.1.1.2.1.
6.11.5.4.7.7.2
Downlink

6.11.5.4.7.7.2.1    
Transport channel parameters

6.11.5.4.7.7.2.1.1
   Transport channel parameters for HS-DSCH

6.11.5.4.7.7.2.1.1.1
MAC-d flow#1 parameters for Streaming or interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.7.6.2.1.1.1.

6.11.5.4.7.7.2.1.1.2
MAC-d flow#2 parameters for Streaming or interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.7.6.2.1.1.1.

6.11.5.4.7.7.2.1.2
   Transport channel parameters for DCH

6.11.5.4.7.7.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.11.5.4.1.2.2.1.1.

6.11.5.4.7.7.2.1.2.2
TFCS

See clause 6.11.5.4.1.2.2.1.2.

6.11.5.4.7.7.2.2
      Physical channel parameters

6.11.5.4.7.7.2.2.1
   Physical channel parameters on DPCH

See clause 6.11.5.4.1.2.2.2.

6.11.5.4.7.7.2.2.2
   Physical channel parameters on HS-PDSCH

See clause6.11.5.4.6.1.2.2.2..
6.11.5.4.7.8
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.8.1
Uplink

See clause 6.11.5.4.7.2.1.

6.11.5.4.7.8.2
Downlink

See clause 6.11.5.4.1.32.2.

6.11.5.4.7.9
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.9.1
Uplink

See clause 6.11.5.4.7.2.1.

6.11.5.4.7.9.2
Downlink

See clause 6.11.5.4.1.27.2.

6.11.5.4.7.10
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.10.1
Uplink

See clause 6.11.5.4.7.2.1.

6.11.5.4.7.10.2
Downlink

See clause 6.11.5.4.1.25.2.

6.11.5.4.7.11
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.11.1
Uplink

See clause 6.11.5.4.7.2.1.

6.11.5.4.7.11.2
Downlink

See clause 6.11.5.4.1.23d.2.

6.11.5.4.7.12
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.12.1
Uplink

6.11.5.4.7.12.1.1
Transport channel parameters

6.11.5.4.7.12.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.12.1.1.1.1
MAC-d flow#1 parameters for UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH 

See clause 6.11.5.4.7.3.1.1.1.2.
6.11.5.4.7.12.1.1.1.2
MAC-d flow#2 parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

See clause 6.11.5.4.7.6.1.1.1.1

6.11.5.4.7.12.1.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.11.5.4.1.2.1.1.1.
6.11.5.4.7.12.1.2
Physical channel parameters

6.11.5.4.7.12.1.2.1
Physical channel parameters on E-PUCH

See clause 6.11.5.4.7.1.1.2.1.
6.11.5.4.7.12.1.2.2
Physical channel parameters for DPCH

See clause 6.11.5.4.1.2.1.2

6.11.5.4.7.12.2
Downlink

See clause 6.11.5.4.1.57.2.

6.11.5.4.7.13
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.7.13.1
Uplink

See clause 6.11.5.4.7.5.1.

6.11.5.4.7.13.2
Downlink

See clause 6.11.5.4.1.43.2.

6.11.5.4.7.14
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.7.14.1
Uplink

See clause 6.11.5.4.7.5.1.

6.11.5.4.7.14.2
Downlink

See clause 6.11.5.4.1.39.2.

6.11.5.4.7.15
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.7.15.1
Uplink

6.11.5.4.7.15.1.1
Transport channel parameters

6.11.5.4.7.15.1.1.1
Transport channel parameters for E-DCH

6.11.5.4.7.15.1.1.1.1
MAC-d flow#1 parameters for UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH 

See clause 6.11.5.4.7.3.1.1.1.2.
6.11.5.4.7.15.1.1.1.2
MAC-d flow#2 parameters for Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] / PS RAB

See clause 6.11.5.4.7.6.1.1.1.1

6.11.5.4.7.15.1.1.2
Transport channel parameters for Conversational / speech / UL:12.2 kbps / CS RAB

See clause 6.11.5.4.1.4.1.1.1.

6.11.5.4.7.15.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.11.5.4.1.2.1.1.1.

6.11.5.4.7.15.1.1.4
TFCS

See clause 6.11.5.4.1.4.1.1.3.

6.11.5.4.7.15.1.2
Physical channel parameters

6.11.5.4.7.15.1.2.1
Physical channel parameters on E-PUCH

See clause 6.11.5.4.7.1.1.2.1.

6.11.5.4.7.15.1.2.2
Physical channel parameters on DPCH

See clause 6.11.5.4.1.4.1.2.

6.11.5.4.7.15.2
Downlink

See clause 6.11.5.4.1.38d.2.

6.11.5.4.7.16
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.7.16.1
Uplink

See clause 6.11.5.4.7.15.1.
6.11.5.4.7.16.2
Downlink

See clause 6.11.5.4.1.67.2.

6.11.5.4.7.17
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 32 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.7.17.1
Uplink

See clause 6.11.5.4.7.15.1.
6.11.5.4.7.17.2
Downlink

6.11.5.4.7.17.2.1
Transport channel parameters

6.11.5.4.7.17.2.1.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.

6.11.5.4.7.17.2.1.2
Transport channel parameters for Streaming or interactive or background / DL:32 kbps / PS RAB

See clause 6.10.3.4.1.23d.2.1.1.

6.11.5.4.7.17.2.1.3
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.7.17.2.1.4
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.7.17.2.1.4
TFCS

	TFCS size
	36

	TFCS
	(RAB subflow#1,  RAB subflow#2,  RAB subflow#3, 32 kbps RAB , 8 kbps RAB,  DCCH)=

(TF0, TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0, TF0), (TF1, TF0, TF0, TF1, TF0, TF0), (TF2, TF1, TF1, TF1, TF0, TF0), 

(TF0, TF0, TF0, TF2, TF0, TF0), (TF1, TF0, TF0, TF2, TF0, TF0), (TF2, TF1, TF1, TF2, TF0, TF0), 

(TF0, TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF0, TF1, TF0), 

(TF0, TF0, TF0, TF1, TF1, TF0), (TF1, TF0, TF0, TF1, TF1, TF0), (TF2, TF1, TF1, TF1, TF1, TF0), 

(TF0, TF0, TF0, TF2, TF1, TF0), (TF1, TF0, TF0, TF2, TF1, TF0), (TF2, TF1, TF1, TF2, TF1, TF0), 

(TF0, TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF0, TF1),

(TF0, TF0, TF0, TF1, TF0, TF1), (TF1, TF0, TF0, TF1, TF0, TF1), (TF2, TF1, TF1, TF1, TF0, TF1), 

(TF0, TF0, TF0, TF2, TF0, TF1), (TF1, TF0, TF0, TF2, TF0, TF1), (TF2, TF1, TF1, TF2, TF0, TF1), 

(TF0, TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF0, TF1, TF1), 

(TF0, TF0, TF0, TF1, TF1, TF1), (TF1, TF0, TF0, TF1, TF1, TF1), (TF2, TF1, TF1, TF1, TF1, TF1), 

(TF0, TF0, TF0, TF2, TF1, TF1), (TF1, TF0, TF0, TF2, TF1, TF1), (TF2, TF1, TF1, TF2, TF1, TF1)

	NOTE:
In case TB size zero is configured for any transport channel, the first TFC is required; it is optional otherwise.


6.11.5.4.7.17.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 16 x 8 codes x 2 time slots

	
	Max. Number of data bits/radio frame
	1384 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.7.18
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 16 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: 8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.7.18.1
Uplink

See clause 6.11.5.4.7.15.1.
6.11.5.4.7.18.2
Downlink

6.11.5.4.7.18.2.1
Transport channel parameters

6.11.5.4.7.18.2.1.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.

6.11.5.4.7.18.2.1.2
Transport channel parameters for Streaming or interactive or background / DL:16 kbps / PS RAB

See clause 6.10.3.4.1.23b.2.1.1.

6.11.5.4.7.18.2.1.3
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.7.18.2.1.4
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.7.18.2.1.4
TFCS

	TFCS size
	36

	TFCS
	(RAB subflow#1,  RAB subflow#2,  RAB subflow#3, 16 kbps RAB , 8 kbps RAB,  DCCH)=

(TF0, TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0, TF0), (TF1, TF0, TF0, TF1, TF0, TF0), (TF2, TF1, TF1, TF1, TF0, TF0), 

(TF0, TF0, TF0, TF2, TF0, TF0), (TF1, TF0, TF0, TF2, TF0, TF0), (TF2, TF1, TF1, TF2, TF0, TF0), 

(TF0, TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF0, TF1, TF0), 

(TF0, TF0, TF0, TF1, TF1, TF0), (TF1, TF0, TF0, TF1, TF1, TF0), (TF2, TF1, TF1, TF1, TF1, TF0), 

(TF0, TF0, TF0, TF2, TF1, TF0), (TF1, TF0, TF0, TF2, TF1, TF0), (TF2, TF1, TF1, TF2, TF1, TF0), 

(TF0, TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF0, TF1),

(TF0, TF0, TF0, TF1, TF0, TF1), (TF1, TF0, TF0, TF1, TF0, TF1), (TF2, TF1, TF1, TF1, TF0, TF1), 

(TF0, TF0, TF0, TF2, TF0, TF1), (TF1, TF0, TF0, TF2, TF0, TF1), (TF2, TF1, TF1, TF2, TF0, TF1), 

(TF0, TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF0, TF1, TF1), 

(TF0, TF0, TF0, TF1, TF1, TF1), (TF1, TF0, TF0, TF1, TF1, TF1), (TF2, TF1, TF1, TF1, TF1, TF1), 

(TF0, TF0, TF0, TF2, TF1, TF1), (TF1, TF0, TF0, TF2, TF1, TF1), (TF2, TF1, TF1, TF2, TF1, TF1)

	NOTE:
In case TB size zero is configured for any transport channel, the first TFC is required; it is optional otherwise.


6.11.5.4.7.18.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 16 x 6 codes x 2 time slots

	
	Max. Number of data bits/radio frame
	1032 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.56


6.11.5.4.7.19
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:64 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.19.1
Uplink

See clause 6.11.5.4.7.12.1.
6.11.5.4.7.19.2
Downlink

See clause 6.11.5.4.1.58.2.

6.11.5.4.7.20
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:32 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.20.1
Uplink

See clause 6.11.5.4.7.12.1.
6.11.5.4.7.20.2
Downlink

See clause 6.11.5.4.1.63.2.

6.11.5.4.7.21
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:16 kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH

6.11.5.4.7.21.1
Uplink

See clause 6.11.5.4.7.12.1.
6.11.5.4.7.21.2
Downlink

6.11.5.4.7.21.2.1
Transport channel parameters

6.11.5.4.7.21.2.1.1
Transport channel parameters for Streaming or interactive or background / DL:16 kbps / PS RAB

See clause 6.10.3.4.1.23b.2.1.1.

6.11.5.4.7.21.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.3.4.1.23.2.1.1.

6.11.5.4.7.21.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.7.21.2.1.4
TFCS

	TFCS size
	12

	TFCS
	(16 kbps RAB, 8 kbps RAB, DCCH)=

(TF0,TF0,TF0), (TF1,TF0,TF0), (TF2,TF0,TF0), 

(TF0,TF1,TF0), (TF1,TF1,TF0), (TF2,TF1,TF0), 

(TF0,TF0,TF1), (TF1,TF0,TF1), (TF2,TF0,TF1), 

(TF0,TF1,TF1), (TF1,TF1,TF1), (TF2,TF1,TF1)

	NOTE:
In case TB size zero is configured for any transport channel the first TFC is required; it is optional otherwise.


6.11.5.4.7.21.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF16 x 4 code x 2 time slots

	
	Max. Number of data bits / radio frame
	680 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.60


< End of third changed section >
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