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	Reason for change:
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	As per 24.008 section 4.4.2
>>>

When the timer T3212 expires, the location updating procedure is started and the timer shall be set to its initial value for the next start. If the mobile station is in other state than MM Idle when the timer expires the location updating procedure is delayed until the MM Idle State is entered.

…

When the mobile station is activated, or when a change of the T3212 timeout value has to be taken into account and the timer is not running, the mobile station shall behave as follows:

  Let t1 be the new T3212 timeout value, the new timer shall be started at a value randomly, uniformly drawn between 0 and t1.
<<<
In most of GMM tests with NMO II, T3212 is disabled; but test cases 12.4.1.1b and 12.4.3.4, it is missed; As a result occasionally when the random value drawn is less than the test execution time, UE will do an additional location update in the test body and result in test case failure.
>>>

The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A) in all cells.

<<<
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	In test cases 12.4.1.1b and 12.4.3.4, under SS initial conditions following note is added:

The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A) in all cells.
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<<< START of next change>>>

12.4.1.1b
Routing area updating / accepted / Signalling connection re-establishment

12.4.1.1b.1
Definition

12.4.1.1b.2
Conformance requirement

When the UE receives an indication from the lower layers  that  the RRC connection  has been released with cause "Directed signalling connection re-establishment", then the UE shall enter PMM-IDLE mode and initiate immediately a normal routing area update procedure (the use of normal or combined procedure depends on the network operation mode in the current serving cell) regardless whether the routing area has been changed since the last update or not.

Reference

3GPP TS 24.008 clause 4.7.2.5, 4.7.5.1
12.4.1.1b.3
Test purpose
To test the behaviour of the UE if the UE receives a RRC CONNECTION RELEASE message with cause = "Directed signalling connection re-establishment".

12.4.1.1b.4
Method of test

Initial condition

System Simulator:


One cell(Cell A) in MCC1/MNC1/LAC1/RAC1 (RAI-1) operating in network operation mode II.. 
The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A) in all cells.

User Equipment:


The UE has a valid TMSI, P-TMSI-1 and RAI-1


The UE has been registered in the CS domain.
Related ICS/IXIT statements


Support of PS service 
Yes/No
UE operation mode A 
Yes/No
UE operation mode C 
Yes/No
Switch off on button 

Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Test procedure

a) 
The UE initiates a Service request procedure in order to establish the PS signalling connection for the upper layer signalling.

b)
After the Service request procedure is complete, the SS sends the RRC CONNECTION RELEASE message with cause = "Directed signalling connection re-establishment" to the UE.

c)
After the UE release the RRC connection, the UE initiate immediately a normal routing area update procedure.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The UE is set in UE operation mode C (see ICS).  If that is not supported by the UE, goto step 19. 

	2
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS).

	3
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI1

	3a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	3b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	3c
	SS
	
	The SS starts integrity protection.

	4
	  <-  
	ATTACH ACCEPT
	Attach result = ' GPRS only attached'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

Routing area identity = RAI-1

	5
	  -> 
	ATTACH COMPLETE
	

	6
	UE
	
	The UE initiates an upper-layer signalling, e.g., Active PDP Context request, by MMI or by AT command.

	7
	->
	SERVICE REQUEST
	Service type = "signalling",

	8
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	9
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	10
	SS
	
	The SS starts integrity protection.

	10a
	SS
	
	After reception of Activate PDP Context request SS sends Activate PDP context Reject (with cause 31) so that timer T3380 is stopped in the UE.

	10b
	SS
	
	A non autoattach UE may optionally send Detach Request. After receiving Detach Request Message, SS does not respond to this and moves to step 11.

	11
	SS
	
	The SS releases the RRC connection, using Release cause=Directed Signalling Connection Re-establishment

	12
	
	Void
	

	13
	SS
	
	SS verifies that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Call re-establishment".

	14
	
	Void
	

	15
	
	Void
	

	16
	->
	ROUTING AREA UPDATE REQUEST
	Update type = 'RA updating'

(FOR bit not checked)

Old P-TMSI signature=P-TMSI-1 signature

Old Routing area identity = RAI-1

	16a
	
	
	The SS starts integrity protection.

	17
	<-
	ROUTING AREA UPDATE ACCEPT
	Update result = 'RA updated'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

Routing area identity = RAI-1

	18
	->
	ROUTING AREA UPDATE COMPLETE
	

	18a
	SS
	
	If UE transmits Detach Request Message at step 10b, expect to receive the message again at this step.

	19
	
	
	The UE is set in UE Operation mode A (see ICS). And the test is repeated from step 2 to step 18.


Specific message contents
None.

12.4.1.1b.5
Test requirements
At step3, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with the information elements specified in the above Expected Sequence.

At step16, UE shall;

-
initiate the routing area updating procedure whether the routing area has been changed since the last update or not.

<<< START of next change>>>
12.4.3.4
Periodic routing area updating / no cell available
12.4.3.4.1
Definition

12.4.3.4.2
Conformance requirement

If the UE is both IMSI attached for PS and non-PS services, and if the UE lost coverage of the registered PLMN and timer T3312 expires; if the UE returns to coverage in a cell that supports PS and the network is in network operation mode II, then the UE shall perform a periodic routing area update procedure and a periodic location update procedure.

Reference

3GPP TS 24.008 clauses 4.7.2.2 and 4.7.5.2.
12.4.3.4.3
Test purpose
To test the behaviour of the UE with respect to the periodic routing area updating procedure.
12.4.3.4.4
Method of test

Initial condition

System Simulator:


One cell operating in network operation mode II.
The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE to prevent repeated CS domain registration and/or IMSI Detach by UEs in operation mode A) in all cells.

User Equipment:


The UE has a valid P-TMSI-1 and RAI-1.

The UE has been registered in the CS domain.
Related ICS/IXIT statements


Support of PS service 
Yes/No 
UE operation mode A 
Yes/No
Switch off on button 
Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Test procedure

The UE initiates a PS attach procedure. The SS reallocates the P-TMSI and returns ATTACH ACCEPT message with a new P-TMSI and timer T3312. The UE acknowledge the new P-TMSI by sending ATTACH COMPLETE message. PS radio contact is distorted before T3312 timeout. PS radio contact is established again (after T3312 timeout), and a periodic routing area updating procedure is performed immediately (no periodic location update procedure is performed as T3212=infinity).

T3312; set to 6 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). 

	1a
	UE
	Registration on CS
	See TS 34.108

This is applicable only for UE in UE operation mode A.

	2
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Old Routing area identity = RAI-1

	2a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	2b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	2c
	SS
	
	The SS starts integrity protection.

	3
	  <-  
	ATTACH ACCEPT
	Attach result = 'GPRS only attached'

Allocated P-TMSI = P-TMSI-2

P-TMSI Signature = P-TMSI-2 signature

Routing area identity = RAI-1

T3312 = 6 minutes

	4
	  -> 
	ATTACH COMPLETE
	

	5-12
	  
	(void)
	

	13
	SS
	
	After 5 minutes, the signal strength is lowered until the UE have lost contact with the SS.

	14
	SS
	
	After 2 minutes, the signal strength is increased until the UE have got contact with the SS.

	15
	UE
	
	The UE immediately start the periodic RA updating procedure

	16
	  -> 
	ROUTING AREA UPDATE REQUEST
	Update type = 'Periodic updating'

Old P-TMSI signature=P-TMSI-2 signature

Old Routing area identity = RAI-1

	17
	  <-  
	ROUTING AREA UPDATE ACCEPT
	No new mobile identity assigned.

P-TMSI not included.

Update result = 'RA updated'
P-TMSI-3 signature

Routing area identity = RAI-1


Specific message contents
RRC System information block type 1

	Information element
	Comment
Value

	T3212 (Periodical Location updating)
	Infinity


12.4.3.4.5
Test requirements
At step2, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with the information elements specified in the above Expected Sequence.

At step16, when the UE is both IMSI attached for PS and non-PS service, and if the UE lost coverage of the reiterated PLMN and the timer T3312 expires, if the UE returns to coverage in a cell in the same RA that supports PS and that indicates that the network is in network operation mode II, UE shall:

-
perform the periodic routing area updating procedure indicating "Periodic updating".
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