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*** Start of change ***
9.1.10
RELOCATION REQUEST

This message is sent by the CN to request the target RNC to allocate necessary resources for a relocation.

Direction: CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.3.1
	
	YES
	ignore

	Cause
	M
	
	9.2.1.4
	
	YES
	ignore

	CN Domain Indicator
	M
	
	9.2.1.5
	
	YES
	reject

	Source RNC To Target RNC Transparent Container
	M
	
	9.2.1.28
	
	YES
	reject

	RABs To Be Setup List
	O
	
	
	
	YES
	reject

	>RABs To Be Setup Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	reject

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>NAS Synchronisation Indicator
	O
	
	9.2.3.18
	
	-
	

	>>RAB Parameters
	M
	
	9.2.1.3
	
	-
	

	>>Data Volume Reporting
Indication
	C – ifPS
	
	9.2.1.17
	
	-
	

	>> PDP Type Information
	C – ifPS
	
	9.2.1.40
	
	-
	

	>>User Plane Information
	M
	
	
	
	-
	

	>>>User Plane Mode
	M
	
	9.2.1.18
	
	-
	

	>>>UP Mode Versions
	M
	
	9.2.1.19
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>Iu Transport Association
	M
	
	9.2.2.2
	
	-
	

	>>Service Handover
	O
	
	9.2.1.41
	
	-
	

	>> Alternative RAB Parameter Values
	O
	
	9.2.1.43
	
	YES
	ignore

	>>GERAN BSC Container
	O
	
	9.2.1.58
	
	YES
	ignore

	>>E-UTRAN Service Handover
	O
	
	9.2.1.90
	
	YES
	ignore

	Integrity Protection Information
	O
	
	9.2.1.11
	Integrity Protection Information includes key and permitted algorithms.
	YES
	ignore

	Encryption Information
	O
	
	9.2.1.12
	Encryption Information includes key and permitted algorithms.
	YES
	ignore

	Iu Signalling Connection Identifier
	M
	
	9.2.1.38
	
	YES
	ignore

	Global CN-ID
	O
	
	9.2.1.46
	
	YES
	reject

	SNA Access Information
	O
	
	9.2.3.24
	
	YES
	ignore

	UESBI-Iu
	O
	
	9.2.1.59
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	9.2.3.33
	
	YES
	ignore

	CN MBMS Linking Information
	O
	
	
	
	YES
	ignore

	>Joined MBMS Bearer Service IEs
	
	1 to <maxnoofMulticastServicesPerUE>
	
	
	EACH
	ignore

	>>TMGI
	M
	
	9.2.3.37
	The same TMGI must only be present in one group.
	-
	-

	>> PTP RAB ID
	M
	
	9.2.1.75
	
	-
	-

	UE Aggregate Maximum Bit Rate
	O
	
	9.2.1.91
	
	YES
	ignore

	CSG id
	O
	
	9.2.1.85
	
	YES
	reject

	CSG Membership Status
	O
	
	9.2.1.92
	
	YES
	ignore


	Condition
	Explanation

	IfPS
	This IE shall be present if the CN domain indicator IE is set to "PS domain".


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.

	maxnoofMulticastServicesPerUE
	Maximum no. of Multicast Services that a UE can join and leave respectively. Value is 128.


*** End of change ***
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