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7.4
Radio Bearer and Radio Bearer Combinations on DPCH and HS-PDSCH

In the following tables for the references to [1], the details of the configuration are defined there.
7.4.1
RB for Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.1.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.26.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.2
RB for Interactive or background / UL:384 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 384 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11. 
This is supported in Release 5.

7.4.2.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.34.1 of [1]



	TFCS
	

	Physical Channel
	


7.4.3
RB for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 384 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11. The minimum UE class to support the alternative UL physical configuration 2 is UL: 384kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 32.
This is supported in Release 5.

7.4.3.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.3.1of [1]

	TFCS
	

	Physical Channel
	


7.4.3a
RB for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11. 
This is supported in Release 5.

7.4.3a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.3a.1of [1]

	TFCS
	

	Physical Channel
	


7.4.3a.2
Downlink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on  E-DCH)
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on  E-DCH)

	Transport Channel
	6.10.2.4.5.3a.2 of [1]

	TFCS
	

	Physical Channel
	


7.4.4
RB for Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 384 kbps, DL on DPCH: 64 kbps, DL on HS-PDSCH: category 11. The minimum UE class to support the alternative UL configuration is DL: 768 kbps plus support for 'Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant' = 20480 and 'Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant' = 20480.
This is supported in Release 5.

7.4.4.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.4.1of [1]

	TFCS
	

	Physical Channel
	


7.4.4a
RB for Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128kbps, DL on DPCH: 64 kbps, DL on HS-PDSCH: category 11. The minimum UE class to support the alternative UL combination (40ms TTI) is UL: 384kbps.
This is supported in Release 5.

7.4.4a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.4a.1of [1]

	TFCS
	

	Physical Channel
	


7.4.5
RB for Interactive or background / UL:384 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

The minimum UE classes supporting this combination are UL: 384 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11. 
This is supported in Release 5.

7.4.5.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.5.1of [1]

	TFCS
	

	Physical Channel
	


7.4.5a
RB for Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11. 
This is supported in Release 5.

7.4.5a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.5a.1of [1]

	TFCS
	

	Physical Channel
	


7.4.6
Interactive or background / UL:128 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128 kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.6.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.28.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.7
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate]  / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.7.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.38i.1 of [1]



	TFCS
	

	Physical Channel
	


7.4.8
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL:128 DL: [Bit rate depending on the UE category & RAB maximum bit rate]  / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128 kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16 and 'Maximum number of TFC' = 64, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.8.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.8.1.1

	Physical Channel
	See 7.4.8.1.2


7.4.10
RB for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + RB for Interactive or background / UL:128 DL: [Bit rate depending on the UE category & RAB maximum bit rate]  / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 384 kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.10.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.44.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.12
RB for Conversational / unknown / UL:64 DL:64 kbps / CS RAB + RB for Interactive or background / UL:128 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

The minimum UE classes supporting this combination are UL: 384kbps, DL on DPCH: 64 kbps, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.12.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.53.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.13
RB for Conversational / unknown / UL:42.8 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + RB for interactive / background UL: 16 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.
7.4.13.1
Uplink

	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.60.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.14
RB for Streaming / unknown / UL:16 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps plus support for 'Maximum number of DPDCH bits transmitted per 10 ms' = 4800 and ' Maximum total number of transport blocks transmitted within TTIs that start at the same time ' = 16, DL on DPCH: 32 kbps plus support for HS-PDSCH and 'Maximum number of AM entities' = 5, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.14.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.58.1.1.1 of [1]

6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.14.1.1

	Physical Channel
	See 7.4.14.1.2


7.4.15
RB for Streaming / unknown / UL:64 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL: [max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
Note that the streaming RAB is not supported by all number of processes for UE category 1 and 11.

The minimum UE classes supporting this combination are UL: 384kbps, DL on DPCH: 64 kbps plus support for 'Maximum number of AM entities' = 5 and ' Total RLC AM buffer size' = 50, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.15.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.15.1.1.4

	Physical Channel
	See 7.4.15.1.2


7.4.16
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:16 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL: [max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 128kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16 and 'Maximum number of TFC' = 128, DL on DPCH: 64 kbps plus support for 'Maximum number of AM entities' = 5 and ' Total RLC AM buffer size' = 50, DL on HS-PDSCH: category 11.
This is supported in Release 5.
7.4.16.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]

6.10.2.4.1.58.1.1.1 of [1]

6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.16.1.1.5

	Physical Channel
	See 7.4.16.1.2


7.4.17
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:128 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL: [max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 384kbps plus support for 'Maximum number of TFC' = 256, DL on DPCH: 64 kbps plus support for 'Maximum number of AM entities' = 5 and ' Total RLC AM buffer size' = 50, DL on HS-PDSCH: category 11.
This is supported in Release 5.
7.4.17.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]

See 7.1.96.1.1.2

6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.17.1.1.5

	Physical Channel
	See 7.4.17.1.2


7.4.18
RB for Streaming / unknown / UL:64 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64kbps, DL on DPCH: 32 kbps plus support for HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.18.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	See 7.4.14.1.1.1
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.18.1.1

	Physical Channel
	See 7.4.18.1.2


7.4.19
RB for Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on the UE category & RAB max. bitrate] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH 

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 64 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.19.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.9.1.1.1 of [1]
6.10.2.4.1.26.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.19.1.1.1

	Physical Channel
	See 7.4.19.1.2


7.4.20
RB for Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on the UE category & RAB max. bitrate] / PS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on the UE category & RAB max. bitrate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH 

The minimum UE classes supporting this combination are UL: 64 kbps plus support for 'Maximum number of AM entities' = 5, DL on DPCH: 64kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11
This is supported in Release 5.

7.4.20.1

Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.9.1.1.1 of [1]
6.10.2.4.1.38d.1.1.2 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.20.1.1.1

	Physical Channel
	See 7.4.20.1.2


7.4.21
RB for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on the UE category & RAB max. bitrate] / PS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on the UE category & RAB max. bitrate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps plus support for 'Maximum number of AM entities' = 5, DL on DPCH: 64 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.21.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.38d.1 of [1].

	TFCS
	

	Physical Channel
	


7.4.22
Conversational / unknown / UL:38.8 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + interactive / background UL: 16 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + interactive / background UL: 16 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.

The minimum UE classes supporting this combination are UL: 64 kbps plus support of ‘Maximum number of TFC’=64, DL: 32 kbps, plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 6.
7.4.22.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	7.1.118.1.1.1

7.1.84.1.1.1
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.22.1.1

	Physical Channel
	See 7.4.22.1.2


7.4.23
Conversational / unknown / UL:16.8 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + interactive / background UL: 16 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + interactive / background UL: 16 kbps DL:[max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
The minimum UE classes supporting this combination are UL: 64 kbps plus support of ‘Maximum number of TFC’=128, DL: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 6.
NOTE:
This RAB is used for the steady-state, where the contexts of the ROHC compressor and the ROHC decompressor are already synchronized so IR packets are not transmitted.
7.4.23.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	7.1.119.1.1.1

7.1.84.1.1.1
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.23.1.1

	Physical Channel
	See 7.4.23.1.2


7.4.24
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH

The minimum UE classes supporting this combination are UL: 384 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11. 
This is supported in Release 5.

7.4.24.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.8.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.25
RB for Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps plus support for 'Maximum number of TFC' = 64, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.
This is supported in Release 5.

7.4.25.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	See subclause 7.1.109.1



	TFCS
	

	Physical Channel
	


7.4.26
RB for Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:6.8 DL:6.8 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.26.1
Uplink

	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.26.1.1.1 of [1]
	
	See 7.1.2a
	

	TFCS
	See 7.4.26.1.1

	Physical Channel
	See 7.4.26.1.2


7.4.27
RB for Interactive or background / UL:384 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:6.8 DL:6.8 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 384 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11. 
This is supported in Release 5.

7.4.27.1
Uplink

	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.34.1.1.1 of [1]
	
	See 7.1.2a
	

	TFCS
	See 7.4.27.1.1

	Physical Channel
	See 7.4.27.1.2


7.4.28
RB for Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + RB for Interactive or Background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + RB for Interactive or Background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
The minimum UE classes supporting this combination are UL: 64 kbps plus support for 'Maximum number of AM entities' = 5 and 'Maximum number of TFC' = 64, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.28.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.62.1.1.1of [1]
6.10.2.4.1.38d.1.1.2 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.28.1.1 and 7.4.28.1.2

	Physical Channel
	See 7.4.28.1.3


7.4.29
RB for Interactive or background / UL:128 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 128 kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.29.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	See 7.1.88.1

	TFCS
	

	Physical Channel
	


7.4.30
RB for Interactive or background / UL:16 DL:[Bit rate depending on the UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.30.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.23b.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.31
RB for Streaming MBMS PTP / unkown / UL:16 DL:[max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11, and MBMS minimum capability.

This is supported in Release 6.

7.4.31.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.9.1 of [1]

	TFCS
	

	Physical Channel
	


7.4.32
RB for Streaming MBMS PTP / unkown / UL:16 DL:[max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on UE category & RAB maximum bitrate] / PS RAB + RB for Interactive or background / UL:64 DL:[max bit rate depending on UE category & RAB maximum bitrate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11, and MBMS minimum capability.

This is supported in Release 6.

7.4.32.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.5.10.1 of [1]



	TFCS
	

	Physical Channel
	


7.5
Radio Bearer and Radio Bearer Combinations on E-DPDCH and HS-PDSCH

In the following tables for the references to [1], the details of the configuration are defined there.
7.5.1
RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.1.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.6.1.1 of [1]

	TFCS
	

	Physical Channel
	


7.5.2
RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.2.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.6.2.1 of [1]

	TFCS
	

	Physical Channel
	


7.5.3
RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.3.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.6.3.1 of [1]

	TFCS
	

	Physical Channel
	


7.5.4
RB for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.4.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.6.4.1 of [1]

	TFCS
	

	Physical Channel
	


7.5.5
Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.5.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.6.5.1 of [1]

	TFCS
	

	Physical Channel
	


7.5.6
Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.6.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.5.1.1.1 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.2.1.1.2 of [1]

	Physical Channel
	
	6.10.2.4.6.5.1.2.1 of [1]
	6.10.2.4.1.2.1.2 of [1]
	


7.5.7
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH + DL:0.15 kbps SRB#5 for DCCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.7.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.62.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.62.1.1.3 of [1]

	TFC subset list
	6.10.2.4.1.62.1.1.4 of [1]

	Physical Channel
	6.10.2.4.1.62.1.2 of [1]
	6.10.2.4.6.5.1.2.1 of [1]
	6.10.2.4.1.62.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.8
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 64 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.8.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.13.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.13.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.13.1.2 of [1]
	6.10.2.4.6.5.1.2.1 of [1]
	6.10.2.4.1.13.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.9
Conversational / speech / UL:(5.9, 4.75) DL:( 5.9, 4.75) kbps / CS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH 
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.9.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	7.1.12a.1.1
	6.10.2.4.6.5.1.1.1 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	7.1.12a.1.1.3

	Physical Channel
	6.10.2.4.1.9.1.2 of [1]
	6.10.2.4.6.5.1.2.1 of [1]
	6.10.2.4.1.9.1.2of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.10
UL: [max bit rate depending on UE category and TTI] on E-DCH  DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.5.10.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	
	
	7.5.10.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1]
E-TFCI table index = 0; E-DCH minimum set E-TFCI = 9 (10 ms TTI) or 10 (2 ms TTI) (TB size 166 bits)


7.5.11
RB for interactive or background / UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB 
 + UL: [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.5.11.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.1.1.1.1.1 of [1] 
	
	7.5.10.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1] 
E-TFCI table index = 0; E-DCH minimum set E-TFCI = 9 (10 ms TTI) or 10 (2 ms TTI) (TB size 166 bits)


Note: MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed

7.5.12
RB for Conversational / unknown UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ UL : [max bitrate depending on UE category and TTI] on E-DCH DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.5.12.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.6.3.1.1.1.1 for conversational RB,

6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	
	7.5.10.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1] 
E-TFCI table index = 0; E-DCH minimum set E-TFCI = = 29 (10 ms TTI, TB size 374 bits) or 32 (2 ms TTI, TB size 368 bits)


NOTE:
MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed.

7.5.13
RB for Conversational / Unknown UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ UL : [max bitrate depending on UE category and TTI] on E-DCH DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.5.13.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.6.3.1.1.1.1 for Conversational RB 

6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background 
	
	7.5.10.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1] 
E-TFCI table index = 0; E-DCH minimum set E-TFCI = = 29 (10 ms TTI, TB size 374 bits) or 32 (2 ms TTI, TB size 368 bits)


NOTE:
MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed.

7.5.14
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.14.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.15
RB for Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH + DL:0.15 kbps SRB#5 for DCCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.15.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.62.1.1.1of [1]
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.62.1.1.3 of [1]

	TFC subset list
	6.10.2.4.1.62.1.1.4 of [1]

	Physical Channel
	6.10.2.4.1.62.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.62.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.
7.5.16
RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.16.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.2.1.1.2 of [1]

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.2.1.2 of [1]
	


7.5.17
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.17.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.18
RB for Conversational / Speech UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB
+ RB for Conversational / Unknown UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB
+ UL : [max bitrate depending on UE category and TTI] on E-DCH DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.5.18.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.12.1.1.1.1 for Conversational RBs 
RBs (MAC-e muxed) 

6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs 
RBs (MAC-e muxed)  
	
	7.5.10.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1]

E-TFCI table index = 0; E-DCH minimum set E-TFCI = 29 (10 ms TTI, TB size 374 bits) or 32 (2 ms TTI, TB size 368 bits)


NOTE:
MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed.

7.5.19
RB for Conversational / Speech UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ RB for Conversational / Unknown UL: [max bitrate depending on UE category and TTI] on E-DCH DL: [max bitrate depending on UE category] on HS-DSCH / PS RAB
+ RB for interactive or background / UL : [max bitrate depending on UE category and TTI] on E-DCH  DL : [max bitrate depending on UE category] on HS-DSCH / PS RAB 
+ UL : [max bitrate depending on UE category and TTI] on E-DCH DL : [max bit rate depending on UE category] on HS-DSCH SRBs for DCCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DPDCH, UL on E-DPDCH category 1.
This is supported in Release 6.
7.5.19.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.12.1.1.1.1 for Conversational RBs 
RBs (MAC-e muxed)

6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RB 
	
	7.5.10.1.1.1.1

	TFCS
	

	Physical Channel
	6.10.2.4.6.1.1.2.1 of [1]

E-TFCI table index = 0; E-DCH minimum set E-TFCI = 29 (10 ms TTI, TB size 374 bits) or 32 (2 ms TTI, TB size 368 bits)


NOTE:
MAC-e multiplexing of scheduled and non-scheduled MAC-d flows is allowed.

7.5.20
RB for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.20.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4.1.1.1 of [1]
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.21
RB for Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.21.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4.1.1.1 of [1]
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.22
RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.22.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.2.1.1.2 of [1]

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.2.1.2 of [1]
	


7.5.23
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.23.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.24
RB for Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.24.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.62.1.1.1 of [1]
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.1.106.1.1.3

	Physical Channel
	See 7.1.106.1.2
	6.10.2.4.6.1.1.2.1 of [1]
	See 7.1.106.1.2
 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.25
RB for Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.25.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.62.1.1.1 of [1]
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.1.106.1.1.3

	Physical Channel
	See 7.1.106.1.2
	6.10.2.4.6.1.1.2.1 of [1]
	See 7.1.106.1.2
 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7
7.5.26
UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH + DCH 3.4kbps
The minimum UE classes supporting this combination are UL: 12 kbps, DL on DPCH: 12 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6 onwards.

7.5.26.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	
	
	6.10.2.4.6.1.1.2.1 of [1]


7.5.27
Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:13.6 DL:13.6kbps SRBs for DCCH on DCH 

The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.

7.5.27.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.1.1.1.1 of [1]
	6.10.2.4.1.3.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.3.1.1.2 of [1]

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.3.1.2 of [1]
	


7.5.33
Conversational / speech / UL:12.2 kbps DL: 12.2 kbps / CS RAB on E-DCH and HS-DSCH
+ (1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.33.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.28.1.1.1.1 for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.34
Conversational / speech / UL:12.2 kbps DL: 12.2 kbps / CS RAB on E-DCH and HS-DSCH 
+ Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB 
+ (0, 1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.34.1
Uplink

	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.28.1.1.1.1 for CS over HSPA RBs
6.10.2.4.6.1.1.1.1.1 of [1] for Streaming RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (0, 1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.35
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ (1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.35.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.9.1.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.36
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB 
+ (0, 1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.36.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.9.1.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for Streaming RBs
6.10.2.4.6.1.1.1.1.1 of [1] for (0, 1, 2 or 3) Interactive/Background RBs
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.37
Conversational / speech / UL:(5.9, 4.75) kbps DL: (5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ (1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.37.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.29.1.1.1.1 for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]

	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.38
Conversational / speech / UL:(5.9, 4.75) kbps DL: (5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB 
+ (0, 1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.38.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.29.1.1.1.1 for CS over HSPA RBs 

6.10.2.4.6.1.1.1.1.1 of [1] for Streaming RBs
6.10.2.4.6.1.1.1.1.1 of [1] for (0, 1, 2 or 3) Interactive/Background RBs
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.39
Conversational / speech / UL:( 12.65 8.85 6.6) kbps DL: (12.65 8.85 6.6) kbps / CS RAB on E-DCH and HS-DSCH
+ (1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.39.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.10.1.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]

	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.40
Conversational / speech / UL:( 12.65 8.85 6.6) kbps DL: (12.65 8.85 6.6) kbps / CS RAB on E-DCH and HS-DSCH
+ Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB 
+ (0, 1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.
This is supported in Release 8.

7.5.40.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.10.1.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for Streaming RBs
6.10.2.4.6.1.1.1.1.1 of [1] for (0, 1, 2 or 3) Interactive/Background RBs
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]

	
	6.10.2.4.6.1.1.2.1 of [1].


9.6.1
Interactive or background / UL:8 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
9.6.1.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.23a.1 of [1]

	TFCS
	

	Physical Channel
	


9.6.1a
Interactive or background / UL:8 (multiframe) DL: [max bit rate depending on UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH (multiframe) (REL-5)
9.6.1a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.6.1a.1.1.1 of[1]
	
	6.11.5.4.1.2a.1.1.1 of [1]
	

	TFCS
	6.10.3.4.1.23d.1.1.3 of [1]

	Physical Channel
	6.11.5.4.6.1a.1.2 of [1]
	
	6.11.5.4.6.1a.1.2 of [1]
	


9.6.2
Interactive or background / UL:16 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
9.6.2.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.23b.1 of [1]

	TFCS
	

	Physical Channel
	


9.6.2a

Interactive or background / UL:16(multiframe) DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
9.6.2a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.6.2a.1.1.1 of[1]
	
	6.11.5.4.1.2a.1.1.1 of [1]
	

	TFCS
	6.10.3.4.1.26.1.1.3 of [1]

	Physical Channel
	6.11.5.4.6.2a.1.2 of [1]
	
	6.11.5.4.6.2a.1.2 of [1]
	


9.6.3
Interactive or background / UL:32 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
9.6.3.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.23d.1 of [1]

	TFCS
	

	Physical Channel
	


9.6.3a

Interactive or background / UL:32(multiframe) DL: [max bit rate depending on UE category] / PS RAB +UL:3.4 DL:3.4 kbps SRBs for DCCH(multiframe) (REL-5)
9.6.3a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCHE-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.6.3a.1.1.1 of[1]
	
	6.11.5.4.1.2a.1.1.1 of [1]
	

	TFCS
	6.10.3.4.1.28.1.1.3 of [1]

	Physical Channel
	6.11.5.4.6.3a.1.2 of [1]
	
	6.11.5.4.6.3a.1.2 of [1]
	


9.6.4
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
9.6.4.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.26.1 of [1]

	TFCS
	

	Physical Channel
	


9.6.5
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH  (REL-5)
9.6.5.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.28.1 of [1]

	TFCS
	

	Physical Channel
	


9.6.6
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
9.6.6.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.38c.1 of [1]

	TFCS
	

	Physical Channel
	


9.6.7
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
9.6.7.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.40.1 of [1]

	TFCS
	

	Physical Channel
	


9.6.8
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
9.6.8.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.11.5.4.1.51.1 of [1]

	TFCS
	

	Physical Channel
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