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	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-101694
	Clarification of FDD DL channel combination applicability for DC-HSUPA
	Infineon Technologies, Qualcomm Incorporated
	25.302
	0195
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-100921
	Corrections to DC-HSUPA operation
	Ericsson, ST-Ericsson, Samsung
	25.319
	0060
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-100922
	Update of Stage 2 description for DC-HSUPA
	Infineon Technologies
	25.319
	0061
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-101692
	Clarification on E-TFC selection and happy bit procedures for DC-HSUPA
	InterDigital
	25.321
	0635
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-100929
	Corrections for DC-HSUPA in 25.321
	Huawei
	25.321
	0620
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-101693
	Handling of SI timers at secondary carrier deactivation
	Samsung
	25.321
	0624
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-100946
	Corrections for virtual active set
	Huawei
	25.331
	4024
	-
	F
	REL-9
	RANimp-DC_HSUPA

	R2-101691
	Initial Serving Grant for Secondary Carrier in Dual Cell E-DCH operation
	Ericsson, ST-Ericsson
	25.331
	4084
	-
	F
	REL-9
	RANimp-DC_HSUPA
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