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	When a UE camping on a non-CSG cell reselects a inter-RAT CSG cell, suitability to camp on the cell should be checked according to the inter-RAT specifincation. If the inter-RAT CSG cell satisfies certain conditions, it is called ‘suitable cell.’
In 5.2.4.8.1, there is a description of the reselction from non-CSG to inter-RAT CSG cell and it already states that only ‘suitable’ cell is able to be a candidate for reselection to inter-RAT CSG. However, the end of the sentese, “if allowed according to [19]” brings some confusions. It seems that there are more requirements than the suitability check in the inter-RAT specification. Nevertheless, there are no extra requirements for reselection other than suitability check. Therefore, we should delete “if allowed” for removing possible confusion.

	
	

	Summary of change:
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	Delete the words “if allowed” in the section 5.2.4.8.1
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5.2.4.8.1
Cell reselection from a non-CSG cell to a CSG cell

In addition to normal cell reselection, to detect suitable CSG cells the UE shall use an autonomous search function for CSG cells on non-serving frequencies when at least one CSG ID is included in the UE’s CSG whitelist. This UE autonomous search for CSG cells may also include CSG cells of RATs other than E-UTRAN. The UE may also use autonomous search on the serving frequency. The UE shall disable the autonomous search function for CSG cells if the UE’s CSG whitelist is empty.

NOTE:
The UE autonomous search function, per UE implementation, determines when and/or where to search for allowed CSG cells. The UE autonomous search function should find previously visited allowed CSG cells.

If the UE detects one or more suitable CSG cells on different frequencies, then the UE shall reselect to one of the detected cells irrespective of the frequency priority of the cell the UE is currently camped on, if the concerned CSG cell is the highest ranked cell on that frequency.

If the UE detects a suitable CSG cell on the same frequency, it shall reselect to this cell as per normal reselection rules (5.2.4.6.).

If the UE detects one or more suitable CSG cells on another RAT, the UE shall reselect to one of them according to [19].
446 is CR for cell reselection from a non-CSG cell to inter-rat CSG cell. In 5.2.4.8.1, it says that “ if the UE detects….” So first part of the sentense already say that if the CSG is suitable, but in the second part there is some unnecessary words “if allowed” It seems like there is more requiremnet than sutability. It may confuse develpers, so we should delete “if allowed” in addition, UMTS “if allowed” does not exist 
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