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10.5.3
UE requested PDN connectivity not accepted

10.5.3.1
Test Purpose (TP)

(1)

with { the UE has sent a PDN CONNECTIVITY REQUEST message to an additional PDN }

ensure that {

  when { the UE receives an PDN CONNECTIVITY REJECT message with PTI matching the PDN CONNECTIVITY REQUEST message and including a ESM cause value }

    then { the UE enters the state PROCEDURE TRANSACTION INACTIVE }

            }

10.5.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 6.2.2, 6.4.1.3, 6.4.2.3 and 6.5.1.2.

[TS 24.301, clause 6.2.2]

The UE shall set the PDN type IE in the PDN CONNECTIVITY REQUEST message, based on its IP stack configuration as follows:

a)
A UE, which is IPv6 and IPv4 capable and 

-
has not been allocated an IP address for this APN, shall set the PDN type IE to IPv4v6.

-
has been allocated an IPv4 address for this APN and received the ESM cause #52 "single address bearers only allowed", and is requesting an IPv6 address, shall set the PDN type IE to IPv6.

-
has been allocated an IPv6 address for this APN and received the ESM cause #52 "single address bearers only allowed", and is requesting an IPv4 address, shall set the PDN type IE to IPv4.

b)
A UE, which is only IPv4 capable, shall set the PDN type IE to IPv4.

c)
A UE, which is only IPv6 capable, shall set the PDN type IE to IPv6.

d)
When the IP version capability of the UE is unknown in the UE (as in the case when the MT and TE are separated and the capability of the TE is not known in the MT), the UE shall set the PDN type IE to IPv4v6.
...

[TS 24.301, clause 6.5.1.2]

...

In order to request connectivity to an additional PDN, the UE shall send a PDN CONNECTIVITY REQUEST message including a requested APN to the MME, start timer T3482 and enter the state PROCEDURE TRANSACTION PENDING (see example in figure 6.5.1.2.1). In the PDN type information element the UE shall indicate the IP version capability of the IP stack associated with the UE as specified in subclause 6.4.1

The UE shall set the request type to "initial request" when the UE is establishing connectivity to a PDN for the first time, i.e. when it is an initial attach to that PDN. The UE shall set the request type to "handover" when the connectivity to a PDN is established upon handover from a non-3GPP access network and the UE was connected to that PDN before the handover to the 3GPP access network.
...

[TS 24.301, clause 6.5.1.4]

...

Upon receipt of the PDN CONNECTIVITY REJECT message, the UE shall stop timer T3482 and enter the state PROCEDURE TRANSACTION INACTIVE.

The PDN CONNECTIVITY REJECT message contains an ESM cause IE that typically indicates one of the following ESM cause values:
#8:

operator determined barring;

#26:
insufficient resources;

#27:
missing or unknown APN;

#28:
unknown PDN type;

#29:
user authentication failed;

#30:
request rejected by Serving GW or PDN GW;

#31:
request rejected, unspecified;

#32:
service option not supported;

#33:
requested service option not subscribed;

#34:
service option temporarily out of order;

#35:
PTI already in use;
#38:
network failure;

#50:
PDN type IPv4 only allowed;

#51:
PDN type IPv6 only allowed;


#53:
ESM information not received;

#54:
PDN connection does not exist;

#55:
multiple PDN connections for a given APN not allowed;

#95 – 111:
protocol errors;

#112:
APN restriction value incompatible with active EPS bearer context.

10.5.3.3
Test description

10.5.3.3.1
Pre-test conditions

System Simulator:

-
Cell A.

UE:

None.

Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18] (1 default EPS bearer context is active).


10.5.3.3.2
Test procedure sequence

Table 10.5.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause the UE to request connectivity to an additional PDN (see Note)
	-
	-
	-
	-

	1a
	The UE transmits a SERVICE REQUEST
	-->
	SERVICE REQUEST
	-
	-

	2
	The UE transmit a PDN CONNECTIVITY REQUEST message as specified to request an additional PDN. 
	-->
	PDN CONNECTIVITY REQUEST
	
	

	3
	The SS transmits a PDN CONNECTIVITY REJECT message.
	<--
	PDN CONNECTIVITY REJECT
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	Void
	-
	-
	-
	-

	6
	The SS releases the RRC connection.
	-
	-
	-
	-

	7
	Cause the UE to request connectivity to an additional PDN (see Note)
	-
	-
	-
	-

	8
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	9
	The SS establishes a DRB associated with the default EPS bearer context activated during the preamble.
	-
	-
	-
	-

	8
	Check: Does the UE transmit a PDN CONNECTIVITY REQUEST?
	-->
	PDN CONNECTIVITY REQUEST
	1
	P

	9
	The SS transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message.
	<--
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	-
	-

	10
	Check: Does the UE transmit an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message?
	-->
	ACTIVATE DFAULT EPS BEARER CONTEXT ACCEPT
	1
	P

	Note:
The request of connectivity to an additional PDN may be performed by MMI or AT command.


10.5.3.3.3
Specific message contents
Table 10.5.3.3.3-1: Message PDN CONNECTIVITY REQUEST (step 2, table 10.5.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0000
	No EPS bearer identity assigned
	

	Procedure transaction identity
	PTI-1
	UE assigns a particular PTI not yet used between  1 and 254 
	

	
	
	
	

	
	
	
	

	
	
	
	

	ESM information transfer flag
	Not present
	This IE is only activable during an attach procedure.
	

	Access point name
	APN-1(New PDN name)
	The requested PDN is different from default PDN
	


Table 10.5.3.3.3-2: Message PDN CONNECTIVITY REJECT (step 3, table 10.5.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.3-19

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0000
	No EPS bearer identity assigned
	

	Procedure transaction identity
	PTI-1
	The SS indicates the same value like received in the PDN CONNECTIVITY REQUEST 
	

	ESM cause
	01101111
	“Protocol error, unspecified”
	

	Protocol configuration options
	Not present
	
	


Table 10.5.3.3.3-3: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 10.5.3.3.3-4: Message PDN CONNECTIVITY REQUEST (step 8, table 10.5.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.3-20

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	0000
	No EPS bearer identity assigned
	

	Procedure transaction identity
	PTI-2
	UE assigns a particular PTI not yet used between  1 and 254  (may be identical to PTI-1)
	

	ESM information transfer flag
	Not present
	This IE is only activable during an attach procedure.
	

	Access point name
	APN-2 (New PDN name)
	The requested PDN is different from default PDN (may be identical to APN-1)
	


Table 10.5.3.3.3-5: Message ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (step 10, table 10.5.3.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.3-6 and table 4.6.1-8 with condition AM-DRB-ADD(2)

	Information Element
	Value/remark
	Comment
	Condition

	EPS bearer identity
	6
	
	

	Procedure transaction identity
	PTI-2
	SS re-uses the particular PTI defined by UE for this present additional PDN connectivity request procedure.
	

	Access point name
	APN-2
	SS re-uses the particular APN defined by UE for this present additional PDN connectivity request procedure
	


Table 10.5.3.3.3-6: Message ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT (step 10, table 10.5.3.3.2-1)

	Derivation path: 36.508 table 4.7.3-1

	Information Element
	Value/Remark
	Comment
	Condition

	EPS bearer identity
	6
	Same value as in ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	

	Procedure transaction identity
	0
	"No procedure transaction identity assigned"
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