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List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
8.3.1

8.3.3
Approval of CRs to Rel-99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs
RP-100591: Rel-9 CR for Rel-7 WI (MIMO-IurIub)
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100591
	R3-101683
	Correction when the power offset for S-CPICH for MIMO is zero
	25.423
	1629
	-
	F
	9.2.3
	MIMO-IurIub
	Rel-9


8.3.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-100592: TEI8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100592
	R3-101679
	CPC parameters missing for serving HS-DSCH RL change in RL Addition procedure
	25.423
	1628
	-
	F
	8.8.0
	TEI8
	Rel-8

	RP-100592
	R3-101680
	CPC parameters missing for serving HS-DSCH RL change in RL Addition procedure
	25.423
	1618
	1
	A
	9.2.3
	TEI8
	Rel-9

	RP-100592
	R3-101681
	CPC parameters missing for serving HS-DSCH RL change in RL Addition procedure
	25.433
	1817
	-
	F
	8.8.0
	TEI8
	Rel-8

	RP-100592
	R3-101682
	CPC parameters missing for serving HS-DSCH RL change in RL Addition procedure
	25.433
	1808
	1
	A
	9.2.0
	TEI8
	Rel-9

	RP-100592
	R3-101735
	UTRAN Trace ID Abnormal Conditions
	25.413
	1057
	1
	F
	8.5.0
	TEI8
	Rel-8

	RP-100592
	R3-101736
	UTRAN Trace ID Abnormal Conditions
	25.413
	1058
	1
	A
	9.2.0
	TEI8
	Rel-9

	RP-100592
	R3-101737
	E-UTRAN Trace ID Abnormal Conditions
	36.413
	681
	1
	F
	8.9.0
	TEI8
	Rel-8

	RP-100592
	R3-101738
	E-UTRAN Trace ID Abnormal Conditions
	36.413
	682
	1
	A
	9.2.2
	TEI8
	Rel-9

	RP-100592
	R3-101771
	Clean-up of TS36.410
	36.410
	8
	2
	F
	8.2.0
	TEI8
	Rel-8

	RP-100592
	R3-101772
	Clean-up of TS36.410
	36.410
	11
	1
	F
	9.0.0
	TEI8
	Rel-9

	RP-100592
	R3-101805
	Handling of ETWS
	36.401
	45
	2
	F
	9.1.0
	TEI8
	Rel-8

	RP-100592
	R3-101807
	Handling of ETWS
	36.410
	12
	2
	F
	8.2.0
	TEI8
	Rel-8


RP-100593: Rel-8 closed WIs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100593
	R3-101448
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	25.433
	1760
	3
	F
	8.8.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100593
	R3-101449
	Correction to state transition of Enhanced CELL_FACH UE for LCR TDD
	25.433
	1761
	3
	A
	9.2.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100593
	R3-101684
	Specify the HS-SCCH used for the BCCH specific H-RNTI at NBAP
	25.433
	1818
	-
	F
	9.2.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100593
	R3-101745
	Clarification on the usage of Treset for 1.28 Mcps TDD
	25.433
	1803
	1
	F
	8.8.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100593
	R3-101746
	Clarification on the usage of Treset for 1.28 Mcps TDD
	25.433
	1804
	1
	A
	9.2.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100593
	R3-101507
	Correction of procedure text that appears to be duplicated and mis-placed
	25.423
	1621
	-
	F
	8.8.0
	RANimp-LCRCPC
	Rel-8

	RP-100593
	R3-101508
	Correction of procedure text that appears to be duplicated and mis-placed
	25.423
	1622
	-
	A
	9.2.3
	RANimp-LCRCPC
	Rel-9

	RP-100593
	R3-101509
	Correction of procedure text that appears to be duplicated and mis-placed
	25.433
	1809
	-
	F
	8.8.0
	RANimp-LCRCPC
	Rel-8

	RP-100593
	R3-101510
	Correction of procedure text that appears to be duplicated and mis-placed
	25.433
	1810
	-
	A
	9.2.0
	RANimp-LCRCPC
	Rel-9


9.1.4.2
Combination of DC-HSDPA with MIMO [430016, RANimp-DC_MIMO, 12/2009]
RP-100594: DC-HSDPA with MIMO CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100594
	R3-101773
	CQI Feedback Cycle k for DC-HSDPA and MIMO operation
	25.423
	1625
	2
	F
	9.2.3
	RANimp-DC_MIMO
	Rel-9

	RP-100594
	R3-101774
	CQI Feedback Cycle k for DC-HSDPA and MIMO operation
	25.433
	1811
	2
	F
	9.2.0
	RANimp-DC_MIMO
	Rel-9


9.1.5.4
Home NB and Home eNB enhancements – RAN3 aspects [430025, EHNB-RAN3, 12/2009]
RP-100595: HNB and HeNB enhancements
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100595
	R3-101404
	Some Corrections to the Inbound Mobility Procedure
	25.413
	1059
	-
	F
	9.2.0
	EHNB-RAN3
	Rel-9

	RP-100595
	R3-101716
	Location information correction for Stage 2
	25.467
	94
	-
	F
	9.2.0
	EHNB-RAN3
	Rel-9

	RP-100595
	R3-101717
	Correct the description on the Relocation Failure handling
	25.413
	1063
	1
	F
	9.2.0
	EHNB-RAN3
	Rel-9

	RP-100595
	R3-101793
	Some Clarifications on RUA Direct Transfer
	25.468
	29
	1
	F
	9.1.0
	EHNB-RAN3
	Rel-9

	RP-100595
	R3-101798
	Support of HNB GW functionalities
	25.467
	92
	2
	F
	9.2.0
	EHNB-RAN3
	Rel-9

	RP-100595
	R3-101801
	UE Registration for Open and Hybrid cells
	25.469
	49
	2
	F
	9.1.0
	EHNB-RAN3
	Rel-9


9.1.6
Public Warning System (PWS) –RAN aspects [440005, PWS-RAN, 12/2009]
RP-100596: PWS CR
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100596
	R3-101707
	Missing ETWS action if Repetition period set to 0
	36.413
	695
	1
	F
	9.2.2
	PWS-RAN
	Rel-9


9.1.7.1
MBMS support in LTE [430007, MBMS_LTE, 03/2010]
RP-100597: MBMS CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100597
	R3-101522
	Correction to MBMS scheduling terminology
	25.446
	11
	-
	F
	9.1.0
	MBMS_LTE
	Rel-9

	RP-100597
	R3-101610
	Correction of support of eMBMS
	36.401
	43
	-
	F
	9.1.0
	MBMS_LTE
	Rel-9

	RP-100597
	R3-101612
	Correction and completion of M1
	36.445
	2
	-
	F
	9.1.0
	MBMS_LTE
	Rel-9


9.1.9
Self-Organizing Network [420011, SON, 03/2010]
RP-100598: Self Optimizing Networks CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100598
	R3-101629
	Finalisation of Solution Description sub-clause for inter-RAT MLB
	36.902
	11
	-
	B
	9.1.0
	SON
	Rel-9

	RP-100598
	R3-101695
	Updating the description of the Load Balancing and RIM functions
	36.401
	44
	1
	B
	9.1.0
	SON
	Rel-9

	RP-100598
	R3-101697
	Finalization of sub clause for RACH optimization
	36.902
	8
	1
	F
	9.1.0
	SON
	Rel-9

	RP-100598
	R3-101821
	Finalization of sub clause for Energy Saving
	36.902
	9
	3
	F
	9.1.0
	SON
	Rel-9

	RP-100598
	R3-101825
	Removal of parts uncompleted in Rel-9
	36.902
	15
	-
	F
	9.1.0
	SON
	Rel-9


9.1.10

Small Technical Enhancements and Improvements [TEI9]
RP-100599: TEI9 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100599
	R3-101407
	Correction on UE Security Capability handling in UE Context Modification procedure
	36.413
	687
	-
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101468
	Clarification on processing Extended Repetition Period IE
	36.413
	693
	-
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101593
	Correction of no DTM support
	36.413
	710
	-
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101693
	Correction of RLF Indication message
	36.423
	363
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101711
	Introduction of PLMN-related abnormal conditions during X2 handover in network sharing scenarios.
	36.423
	370
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101719
	List more apt cause in Interactions with E-RAB Management procedures section
	36.413
	694
	1
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101720
	Missing error cause for Not supported QCI on Handover
	36.423
	364
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101723
	Enhancement of Location Reporting funtionality interaction with Enhanced Relocation
	25.413
	1067
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101724
	Correction for IE Definition for HS-DSCH/E-DCH MAC PDU Size Capability
	25.433
	1815
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101753
	Correction of HS-DSCH DATA FRAME Type 3
	25.435
	233
	-
	F
	9.1.0
	TEI9
	Rel-9

	RP-100599
	R3-101769
	Outcome of RAN3#68 review of X2AP
	36.423
	372
	1
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101770
	Rapporteur’s update for S1AP protocol
	36.413
	716
	1
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101775
	S1AP Transparent containers compatible maximum message size
	36.413
	717
	1
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101802
	Release 7 QoS subscription data for Pre-Release 7 UE
	25.413
	1064
	3
	F
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101804
	Handling of CMAS and ETWS
	36.401
	42
	2
	F
	9.1.0
	TEI9
	Rel-9

	RP-100599
	R3-101806
	Handling of CMAS and ETWS
	36.410
	10
	2
	F
	9.0.0
	TEI9
	Rel-9

	RP-100599
	R3-101808
	Correction of forbidden inter-RAT
	36.413
	711
	2
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101809
	Introduction of IPv4 and Ipv6 Dual Stack option
	25.413
	1061
	4
	C
	9.2.0
	TEI9
	Rel-9

	RP-100599
	R3-101815
	Correction of shall to shall if supported
	36.413
	701
	2
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101819
	Clarification on DTM and PS Handover
	36.413
	683
	2
	F
	9.2.2
	TEI9
	Rel-9

	RP-100599
	R3-101822
	Correction of forbidden inter-RAT
	36.423
	373
	1
	F
	9.2.0
	TEI9
	Rel-9


9.2.1.1
Positioning Support for LTE [420006, LCS_LTE, 06/2010]
RP-100600: Positioning Support CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100600
	R3-101524
	Correction of signalling of E-UTRAN Access Point Position
	36.455
	11
	-
	F
	9.1.0
	LCS_LTE
	Rel-9

	RP-100600
	R3-101702
	Clarification on E-CID MEASUREMENT INITIATION  procedure
	36.455
	10
	1
	F
	9.1.0
	LCS_LTE
	Rel-9

	RP-100600
	R3-101703
	Addition of PRS Muting Configuration information to LPPa
	36.455
	13
	2
	F
	9.1.0
	LCS_LTE
	Rel-9

	RP-100600
	R3-101782
	Access Point reporting for OTDOA
	36.455
	15
	2
	F
	9.1.0
	LCS_LTE
	Rel-9

	RP-100600
	R3-101792
	Handling of Positioning Functions
	36.401
	41
	2
	F
	9.1.0
	LCS_LTE
	Rel-9
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