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A.4.4
Additional information

Table A.20: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	At least one CS bearer service
	22.002, 3
	R99
	pc_CS_BearerServ
	

	2
	At least one supplementary service
	22.004, 4
	R99
	pc_CS_SupplServ
	

	
	rows skipped
	
	
	
	

	
	.
	
	
	
	

	
	.
	
	
	
	

	
	.
	
	
	
	

	44
	Void
	
	
	
	

	45
	Controlled Early Classmark Sending" option  implementation
	24.008, 10.5.1.6
	R99
	px_MS_ClsmkESIND
	

	46
	Void
	
	
	
	

	47
	Void
	
	
	
	

	48
	Algorithm A5/4 supported
	24.008, 10.5.1.7
	R99
	
	

	49
	Algorithm A5/5 supported
	24.008, 10.5.1.7
	R99
	
	

	50
	Algorithm A5/6 supported
	24.008, 10.5.1.7
	R99
	
	

	51
	Algorithm A5/7 supported
	24.008, 10.5.1.7
	R99
	
	

	52
	Void
	
	
	
	

	53
	Void
	
	
	
	

	54
	Void
	
	
	
	

	55
	Void
	
	
	
	

	56
	Void
	
	
	
	

	57
	Void
	
	
	
	

	58
	Void
	
	
	
	

	59
	Void
	
	
	
	

	60
	Void
	
	
	
	

	61
	Void
	
	
	
	

	62
	Access technology priority supported in HPLMNwACT field
	23.122, 4.4.3.1.1 f)
	R99
	pc_AccessTechPriSuppInHPLMNwACT
	It is allowed for R99 UE to implement either R99 or Rel-6 behavior

	63
	User requested PS detach without powering off
	24.008, 4.7.4
	R99
	pc_UserRequestedPS_Detach
	

	64
	Void
	
	
	
	

	65
	AT command +CHUP supported
	27.007, 6.5
	R99
	pc_CHUP_AT_CommandSupp
	

	66
	UE which supports follow-on request procedure (PS)
	24.008. 4.7.3.1, 10.5.5.2 
	R99
	pc_SupportFollowOnRequest
	

	67
	UE which supports Inter-RAT network assisted cell change from UTRAN
	25.331 8.3.11.3
	Rel-5
	pc_SupportOfUTRAN_ToGERAN_NACC
	

	68
	RLP supported
	24.022
	R99
	pc_RLPSupported
	

	69
	void
	
	
	
	

	70
	Void
	
	
	
	

	71
	Void
	
	
	
	

	72
	Support of DSAC
	24.008, 4.1.1.2
	Rel-5
	pc_DSAC_Rel
	DSAC is a mandatory feature in Rel-6 and later releases, but it is optional for Rel-5 UEs. (See [39] Annex D)

	73
	Void
	
	
	
	

	74
	Void
	
	
	
	

	75
	Automatic attach procedure when UE identity cannot be derived by the network
	24.008, 4.7.5.1.4
	R99
	pc_AutomaticAttachUEIDnotDerived
	

	76
	GMM Information Supported
	24.008, 4.7.12
	R99
	pc_GMM_InformationSupported
	

	77
	Multiplexer protocol supported
	27.010, Introduction
	R99
	pc_MUX_Support
	

	78
	Support of Automatic MBMS Service Reception
	23.246, 4.4.3.2
	Rel-6
	pc_MBMS_AutomaticSessionReception
	

	78
	Support of mobility between 3GPP WLAN Interworking and 3GPP Systems
	24.327
	Rel-8
	pc_IWLAN_Mob
	

	79
	Support for being configured to discover the Home Agent address via DNS
	24.327
	Rel-8
	pc_HAAddress_via_DNS
	

	80
	Support of CS call establishment 
	24.008, 5
	R99
	pc_CS_CallEst
	This ICS is set to true if UE supports CS call establishment. i.e atleast one of pc_Speech , pc_CS_BearerServ,

pc_CS_SupplServ or pc_EmergSpeech is set to true
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