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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].

1x RTT
CDMA2000 1x Radio Transmission Technology
ARQ
Automatic Repeat Request
AWGN
Additive White Gaussian Noise
BCCH
Broadcast Control Channel

BCH
Broadcast Channel
CCCH SDU         Common Control Channel SDU

CPICH
Common Pilot Channel
CPICH Ec/No
CPICH Received energy per chip divided by the power density in the band

C-RNTI
Cell RNTI

DCCH
Dedicated Control Channel

DL
Downlink
DRX
Discontinuous Reception
DTCH
Dedicated Traffic Channel
DUT
Device Under Test
E-CID
Enhanced Cell-ID (positioning method)
eNB
E-UTRAN NodeB

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex

GERAN
GSM EDGE Radio Access Network

GSM
Global System for Mobile communication
HARQ
Hybrid Automatic Repeat Request
HO
Handover

HRPD
High Rate Packet Data
MAC
Medium Access Control

OCNG
OFDMA Channel Noise Generator
OFDM
Orthogonal Frequency Division Multiplexing
OFDMA
Orthogonal Frequency Division Multiple Access

PBCH
Physical Broadcast Channel
P-CCPCH
Primary Common Control Physical Channel
PCFICH
Physical Control Format Indicator CHannel

PDCCH
Physical Downlink Control CHannel
PDSCH
Physical Downlink Shared CHannel
PHICH
Physical Hybrid-ARQ Indicator CHannel
PLMN
Public Land Mobile Network

PRACH
Physical Random Access CHannel

PUCCH
Physical Uplink Control CHannel
PUSCH
Physical Uplink Shared Channel
RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator
QAM
Quadrature Amplitude Modulation

RACH
Random Access Channel

RAT
Radio Access Technology

RNC
Radio Network Controller
RNTI
Radio Network Temporary Identifier
RRC
Radio Resource Control

RRM
Radio Resource Management

SCH
Synchronization Channel
SDU                     Service Data Unit
SFN
System Frame Number
SON
Self Optimized Network
TDD
Time Division Duplex
TTI
Transmission Time Interval
UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunication System

UTRA
Universal Terrestrial Radio Access

UTRAN
     Universal Terrestrial Radio Access Network
----------------------------NEXT CHANGED SECTION----------------------

8.1.2.7
E-UTRAN E-CID Measurements
8.1.2.7.1
E-UTRAN FDD UE Rx-Tx Time Difference Measurements
When no DRX is used the physical layer measurement period of the UE Rx-Tx time difference measurement shall be 200 ms. 

When DRX is used in RRC_CONNECTED state the physical layer measurement period (Tmeasure_FDD_UE_Rx_Tx) of the UE Rx-Tx time difference measurement shall be as specified in table 8.1.2.7.1-1. 

Table 8.1.2.7.1-1: FDD UE Rx-Tx time difference measurement requirement when DRX is used
	DRX cycle length (s)
	Tmeasure_FDD_UE_Rx_Tx (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤2.56
	Note2 (5)

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


The measurement accuracy for the UE Rx-Tx time difference measurement when DRX is used as well as when no DRX is used shall be as specified in the sub-clause 9.1.9.
8.1.2.7.1.1
UE Rx-Tx Measurement Reporting Delay
This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
Reported measurements contained in periodically triggered measurement reports shall meet the requirements in sub-clause 9.1.9.
8.1.2.7.2
E-UTRAN TDD UE Rx-Tx Time Difference Measurements
When no DRX is used the physical layer measurement period of the UE Rx-Tx time difference measurement shall be 200 ms. 

When DRX is used in RRC_CONNECTED state the physical layer measurement period (Tmeasure_TDD_UE_Rx_Tx) of the UE Rx-Tx time difference measurement shall be as specified in table 8.1.2.7.2-1. 

Table 8.1.2.7.2-1: TDD UE Rx-Tx time difference measurement requirement when DRX is used
	DRX cycle length (s)
	Tmeasure_TDD_UE_Rx_Tx (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤2.56
	Note2 (5)

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


The measurement accuracy for the UE Rx-Tx time difference measurement when DRX is used as well as when no DRX is used shall be as specified in the sub-clause 9.1.9.
8.1.2.7.2.1
UE Rx-Tx Measurement Reporting Delay

This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH. This measurement reporting delay excludes any delay caused by no UL resources for UE to send the measurement report.
Reported measurements contained in periodically triggered measurement reports shall meet the requirements in sub-clause 9.1.9.
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