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1. Overall Description
ETSI ERM/MSG TFES is presently completing work on the fifth release of the European Harmonised Standard EN 301 908 for IMT‑2000, which will cover features up to and including 3GPP Release 9. Presently the work is completed on the standard parts for E-UTRA UE and BS, which are approved by TFES to be put on Public Enquiry. For the UTRA FDD and TDD, plus the MSR standard parts, completion is now planned for September 2010.

In connection with the work on the standards for 3GPP Rel-9, the following issues were raised:

1) TFES noted the LS on emission masks for the 2GHz band from ECC SE42 [1], where it is remarked that the technical conditions applicable for the 2 GHz bands were developed under the assumption that the LTE base station spectrum emission mask is aligned with UMTS mask, i.e. 3GPP mask option 2. For this reason, ETSI TFES has aligned in its harmonized standard the E-UTRA BS operating band unwanted emission limits for E-UTRA Bands 1, 33 and 34 with the corresponding limits for Bands 3 and 8.
2) When requirements for E-UTRA Home BS were implemented in the harmonised standard, it was noted that the TS 36.141 v9.3.0 requirement “Home BS Spurious emissions limits for protection of the BS receiver” is -88 dBm/100kHz, while “Home BS Spurious emissions limits for co-existence with Home BS operating in other frequency bands” it is -71 dBm/100 kHz. The corresponding limits for Home BS in TS 25.141 v9.3.0 are both -82 dBm/100 kHz. The large differences in the limits do not seem reasonable, since both UTRA and E-UTRA Home BS are for the same femtocell scenarios and all limits in question are intended for protection of other BS receivers.

3) It is noted that the MSR test specification TS 37.141 still has some open issues under discussion in RAN4 and GERAN. TFES would like to again point out that the technical requirements and test suites in the harmonised standard are taken from the 3GPP test specification and that completion of TS 37.141 for this reason is of high importance to TFES. Please refer to the previous LS sent to RAN4 in [2].
TFES kindly asks RAN4 to consider the points above. Regarding point 2), as a minimum an explanation about the rationale of the diverging emission limits would be appreciated, since it is anticipated that the current limits will be questioned during the Public Enquiry of the harmonised standards.
2. Date of Next TFES Meeting
TFES Meeting #30

21-22 September, 2010
Sophia Antipolis
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