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< Unchanged sections omitted >
4.3.1
Test frequencies

The test frequencies are based on the E-UTRA frequency bands defined in the core specifications.

The raster spacing is 100 KHz.

E-UTRA/FDD is designed to operate in paired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF and Signalling test environment for each of the 14 operating bands are defined in sub clause 4.3.1.1.

E-UTRA/TDD is designed to operate in unpaired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF and Signalling test environment for each of the 8 operating bands are defined in sub clause 4.3.1.2.
For Signalling testing, E-UTRA frequency to be tested is mid range and E-UTRA channel bandwidth to be tested is 5MHz for all operating bands for all test cases as the default configuration unless specific channel bandwidth is specified for the operating band below:

For Band 13, channel bandwidth to be tested is 10 MHz as the default configuration.

For Band 38 and 40, channel bandwidth to be tested is 20 MHz as the default configuration
For RF testing, E-UTRA frequencies to be tested are low range, mid range and high range for all supported operating bands by default. E-UTRA channel bandwidths to be tested are lowest bandwidth, 5MHz bandwidth and highest bandwidth for all supported operating bands by default. Actual test configurations are specified case by case and stated in test case itself as the initial conditions.

The lowest bandwidth, 5MHz bandwidth and highest bandwidth are selected from the combined table which includes nominal and additional channel bandwidth.

In the case 5MHz bandwidth is not supported by the UE, E-UTRA channel bandwidth to be tested are only lowest bandwidth and highest bandwidth.
If channel bandwidth to be tested is equal to the lowest or highest channel bandwidth, then the same channel bandwidth is not required to be tested twice.
4.3.1.1
FDD Mode Test frequencies
< Unchanged sections omitted >
4.3.1.1.13
FDD reference test frequencies for operating band 13

Table 4.3.1.1.13-1: Test frequencies for E-UTRA channel bandwidth for operating band 13

	Test Frequency ID

	Bandwidth
[MHz]

	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range

	5 [1]
	23205

	779.5

	5205

	748.5


		10 [1]
	23230

	782

	5230

	751


	Mid Range

	5 [1]/10 [1]
	23230
	782
	5230
	751

	High Range
	5 [1]
	23255

	784.5

	5255

	753.5


		10 [1]
	23230

	782

	5230

	751


	NOTE 1:   Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	

	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5 [1]
	23205
	779.5
	5205
	748.5

	
	10 [1]
	23230
	782
	5230
	751

	Mid Range
	5 [1]/10 [1]
	23230
	782
	5230
	751

	High Range
	5 [1]
	23255
	784.5
	5255
	753.5

	
	10 [1]
	23230
	782
	5230
	751

	NOTE 1:   Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.14
FDD reference test frequencies for operating band 14

Table 4.3.1.1.14-1: Test frequencies for E-UTRA channel bandwidth for operating band 14

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	

	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5 [1]
	23305
	790.5
	5305
	760.5

	
	10 [1]
	23330
	793
	5330
	763

	Mid Range
	5 [1]/10 [1]
	23330
	793
	5330
	763

	High Range
	5 [1]
	23355
	795.5
	5355
	765.5

	
	10 [1]
	23330
	793
	5330
	763

	NOTE 1:   Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.15
FDD reference test frequencies for operating band 15

[FFS; not yet specified in TS 36.101]

4.3.1.1.16
FDD reference test frequencies for operating band 16

[FFS; not yet specified in TS 36.101]

4.3.1.1.17
FDD reference test frequencies for operating band 17

Table 4.3.1.1.17-1: Test frequencies for E-UTRA channel bandwidth for operating band 17

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	

	Test Frequency ID
	Bandwidth
[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5 [1]
	23755
	706.5
	5755
	736.5

	
	10 [1]
	23780
	709
	5780
	739

	Mid Range
	5 [1]/10 [1]
	23790
	710
	5790
	740

	High Range
	5 [1]
	23825
	713.5
	5825
	743.5

	
	10 [1]
	23800
	711
	5800
	741

	NOTE 1:   Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.
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