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8.1.2.8.3.3
Specific message contents

Editor’s Note:
To be updated according to agreed RRC message structure.

Table 8.1.2.8.3.3-1: Paging (step 1, Table 8.1.2.8.3.2-1)

FFS
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FFS

Table 8.1.2.8.3.3-3: RRCConnectionRequest (step 5b, Table 8.1.2.8.3.2-1)
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8.1.2.9
RRC Connection Establishment / 0% access probability for MO calls, non-zero percent access probability for MO signalling

8.1.2.9.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_IDLE state }

ensure that {
  when { UE reselects a new cell which belongs to different TA and broadcasts SystemInformationBlockType2 indicating non zero percent access probability for MO signalling }

    then { UE does not transmit any RRCConnectionRequest message or UE transmits an RRCConnectionRequest message }

            }

(2)

with { UE in E-UTRA RRC_IDLE state having received SystemInformationBlockType2 indicating 0% access probability for MO call }

ensure that {
  when { UE has user data pending }

    then { UE does not transmit any RRCConnectionRequest message }

            }

8.1.2.9.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.331, clause 5.3.3.2.

[TS 36.331, clause 5.3.3.2]
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE.

Upon initiation of the procedure, the UE shall:

1>
if the UE is establishing the RRC connection for mobile terminating calls:

...

1>
else if the UE is establishing the RRC connection for emergency calls:

...

1>
else if the UE is establishing the RRC connection for mobile originating calls:

2>
if timer T302 or T303 is running:
3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Data is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Data:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
else (the UE is establishing the RRC connection for mobile originating signalling):

2>
if timer T302 or T305 is running:

3>
consider access to the cell as barred;

2>
else if SystemInformationBlockType2 includes the ac-BarringInfo and the ac-BarringForMO-Signalling is present:

3>
if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11], and

3>
for at least one of these Access Classes the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Signalling is set to zero:

4>
consider access to the cell as not barred;

3>
else:

4>
draw a random number 'rand' uniformly distributed in the range: 0 ≤ rand < 1;

4>
if 'rand' is lower than the value indicated by ac-BarringFactor included in ac-BarringForMO-Signalling:

5>
consider access to the cell as not barred;

4>
else:

5>
consider access to the cell as barred;

2>
else:

3>
consider access to the cell as not barred;

1>
if access to the cell, as specified above, is not barred:

2>
apply the default physical channel configuration as specified in 9.2.4;

2> apply the default semi-persistent scheduling configuration as specified in 9.2.3;

2> apply the default MAC main configuration as specified in 9.2.2;

2> apply the CCCH configuration as specified in 9.1.1.2;

2>
apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;

2>
start timer T300;

2>
initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;

NOTE 2:
Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.

1>
else:

2>
if the UE is establishing the RRC connection for mobile originating calls and if both timers T302 and T303 are not running:

...

2>
else if the UE is establishing the RRC connection for mobile originating signalling and if both timers T302 and T305 are not running:

3>
draw a random number 'rand' that is uniformly distributed in the range 0 ≤ rand < 1;

3>
start timer T305 with the timer value calculated as follows, using the ac-BarringTime included in ac-BarringForMO-Signalling:

T305= (0.7+ 0.6 * rand) * ac-BarringTime
3>
inform upper layers about the failure to establish the RRC connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;

8.1.2.9.3
Test description
8.1.2.9.3.1
Pre-test conditions

System Simulator:
-
Cell 1 and Cell 11.

UE:
None.
Preamble:

-
The UE is in state Loopback Activated (state 4) with condition UE TEST LOOP MODE B on Cell 1 according to [18].
8.1.2.9.3.2
Test procedure sequence

Table 8.1.2.9.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 11
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-79
	The power level values are assigned to satisfy RCell 1 < RCell 11.

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-85
	-91
	The power level values are assigned to satisfy RCell 1 > RCell 11.


Table 8.1.2.9.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	2
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	3
	The SS initializes internal counters: K to 0 and L to 0.
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 4 to 5b15 shall be repeated maximum 50 times unless K > 0 and L >0. (Note 1)
	-
	-
	-
	-

	4
	The SS changes the power level setting according to the row “T1” in table 8.1.2.9.3.2-1.
	-
	-
	-
	-

	-
	EXCEPTION:
Steps 5a1 to 5b15 describe behaviours which vary depending on whether the UE transmits an RRCConnectionRequest message or not.
	-
	-
	-
	-

	5a1
	IF the UE does not transmit any RRCConnectionRequest message within 5 s (Note 2) THEN the SS increments the counter K by 1.
	-
	-
	-
	-

	5a2
	The SS changes the power level setting according to the row “T2” in table 8.1.2.9.3.2-1.
	-
	-
	-
	-

	5a3
	The SS waits for 20s for the UE to perform cell reselection procedure. (Note 3)
	-
	-
	-
	-

	5b1
	ELSE IF the UE transmits an RRCConnectionRequest message on Cell 11 THEN the SS increments the counter L by 1.
	-->
	RRCConnectionRequest
	-
	-

	5b2-5b6
	Steps 2 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.2.7 are performed on Cell 11.

Note: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	5b7
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	5b8
	The SS changes the power level setting according to the row “T2” in table 8.1.2.9.3.2-1.
	-
	-
	-
	-

	5b9
	The UE transmits an RRCConnectionRequest message on Cell 1.
	-->
	RRCConnectionRequest
	-
	-

	5b10-5b14
	Steps 2 to 6 of the generic test procedure in TS 36.508 [18] subclause 6.4.2.7 are performed on Cell 1.

Note: The UE performs a TAU procedure and the RRC connection is released.
	-
	-
	-
	-

	5b15
	Wait for 5 s for the UE to enter E-UTRA RRC_IDLE state.
	-
	-
	-
	-

	6
	Check: Is the counter K > 0 and L > 0?
	-
	-
	1
	P

	7
	Generic test procedure in TS 36.508 subclause 4.5.3.3 is performed on Cell 1.
NOTE: The UE performs the establishment of the new data radio bearer associated with the default EPS bearer context.
	-
	-
	-
	-

	8
	The SS transmits one IP packet to the UE on the DRB associated with the default EPS bearer context on Cell 1.
	-
	-
	-
	-

	9
	Wait for 1 s after the IP packet has been transmitted in step 8. (Note 4)
	-
	-
	-
	-

	10
	The SS transmits an RRCConnectionRelease message on Cell 1.
	<--
	RRCConnectionRelease
	-
	-

	11
	Check: Does the UE transmit an RRCConnectionRequest message on Cell 1 within 30s?
	-->
	RRCConnectionRequest
	2
	F

	12-21
	Check: Does the test result of steps 1 to 10 generic test procedure in TS 36.508 subclause 6.4.2.2 indicate that the UE is in E-UTRA RRC_IDLE state on Cell 1?
	-
	-
	1,2
	-

	-
	EXCEPTION: Step 22a1 describes behaviour that depends on UE implementation; the "lower case letter" identifies a step sequence that takes place if the UE has user data pending.
	-
	-
	-
	-

	22a1
	IF the UE has user data pending THEN the UE loop backs the IP packet received in step 8 on the DRB associated with the default EPS bearer context on Cell 1 within 10 s.
	-
	-
	-
	-

	Note 1:
There is an extremely low probability that the UE originating calls are barred, or not barred, 50 times consecutively. (The probability is 1.78(10-15). Therefore, 50 times is enough number of trials for this test case.
Note 2:
The UE starts T305.
Note 3:
The UE stops T305 upon cell reselection.
Note 4:
The 1 second delay is used to secure that the UE have received and forwarded the IP Packet transmitted by the SS in step 8 to the UE test loop function before the RRCConnectionRelease message is sent by the SS in step 10.


8.1.2.9.3.3
Specific message contents
Table 8.1.2.9.3.3-1: SystemInformationBlockType2 for Cell 1 (preamble and all steps, Table 8.1.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {}
	Not present
	
	

	    ac-BarringForMO-Data SEQUENCE {
	
	
	

	      ac-BarringFactor
	p0
	
	

	      ac-BarringTime
	s512
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.9.3.3-2: SystemInformationBlockType2 for Cell 11 (preamble and all steps, Table 8.1.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.4.3.3-1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  ac-BarringInfo SEQUENCE {
	
	
	

	    ac-BarringForEmergency
	FALSE
	
	

	    ac-BarringForMO-Signalling SEQUENCE {
	
	
	

	      ac-BarringFactor
	p50
	
	

	      ac-BarringTime
	s8
	
	

	      ac-BarringForSpecialAC
	'11111'B
	
	

	    }
	
	
	

	    ac-BarringForMO-Data SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.9.3.3-3: CLOSE UE TEST LOOP (preamble, Table 8.1.2.9.3.2-2)

	Derivation Path: 36.508, Table 4.7A-3, condition UE TEST LOOP MODE B

	Information Element
	Value/remark
	Comment
	Condition

	UE test loop mode B LB setup
	
	
	

	  IP PDU delay
	'0000 0101'B
	5 seconds
	


Table 8.1.2.9.3.3-4: RRCConnectionRequest (step 5b1 and step 5b9, Table 8.1.2.9.3.2-2)
	Derivation Path: 36.508, Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      establishmentCause
	mo-Signalling
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





