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1 Changes to TAIList

The TAIList definitions have been corrected as shown below:-

Old definition (as in iWD_D10wk17 ATS), code in error is highlighted in yellow:-

type record PartialTai {

  NAS_PlmnId                  plmnId,                         /* MCC  + MNC 3 digits each */

  NAS_Tac                     tac

};

type record Type0List {

  NAS_PlmnId                  plmnId,                         /* MCC  + MNC 3 digits each */

  NAS_TacList                 tacList

};

type record Type1List {

  PartialTai                  partialTac

};

type record length (1..16) of PartialTai PlmnAndTacs;

type record Type2List {

  PlmnAndTacs    plmnAndTacs

};

type union PartialTaiType {

  Type0List   type0List,

  Type1List   type1List,

  Type2List   type2List

};

type   record length (1..16) of PartialTaiType  PartialTaiList;
type record ListOfPartialTaiList {

  B1_Type                  spareBit,

  EPS_PartialTaiListType   typeOfList,

  B5_Type                  numberOfElements,

  PartialTaiList           partialTaiList

};

type record TrackingAreaIdList {                              /* 24.301 cl. 9.9.3.33 */

  IEI8_Type                   iei                   optional, /* present in case of TLV; omit in case of LV */

  Type4Length_Type            iel,

  record length (1..16) of ListOfPartialTaiList  listOfPartialTais

};

Proposed changes highlighted in green
	type record length (1..16) of NAS_Tac NAS_TacList;

type record PartialTai {

  NAS_PlmnId                  plmnId,                         /* MCC  + MNC 3 digits each */

  NAS_Tac                     tac

};

type record Type0ListElement {

  NAS_PlmnId                  plmnId,                         /* MCC  + MNC 3 digits each */

  NAS_TacList                 tacList

};

type record Type1ListElement {

  PartialTai                  partialTac

};

type record length (1..16) of PartialTai PlmnAndTacs;

type record Type2ListElement {

  PlmnAndTacs    plmnAndTacs

};

type record length (1..16) of Type0ListElement  Type0List;

type record length (1..16) of Type1ListElement  Type1List;

type record length (1..16) of Type2ListElement  Type2List;

type union PartialTaiType {

  Type0List   type0List,

  Type1List   type1List,

  Type2List   type2List

};
type record ListOfPartialTaiList {

  B1_Type                  spareBit,

  EPS_PartialTaiListType   typeOfList,

  B5_Type                  numberOfElements,

  PartialTaiType           partialTaiType

};

type record TrackingAreaIdList {                              /* 24.301 cl. 9.9.3.33 */

  IEI8_Type                   iei                   optional, /* present in case of TLV; omit in case of LV */

  Type4Length_Type            iel,

  record length (1..16) of ListOfPartialTaiList  listOfPartialTais

};
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