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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100904
	R3-102031
	Incorrect message reference
	25.433
	1821
	-
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102403
	Addition of enhanced HS-SCCH support indicator in CELL_FACH
	25.435
	239
	1
	F
	8.5.0
	TEI8
	Rel-8

	RP-100904
	R3-102404
	Addition of enhanced HS-SCCH support indicator in CELL_FACH
	25.435
	240
	1
	A
	9.2.0
	TEI8
	Rel-9

	RP-100904
	R3-102405
	Addition of UE with enhanced HS-SCCH support indicator IE for Cell_FACH
	25.423
	1640
	-
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102406
	Addition of UE with enhanced HS-SCCH support indicator IE for Cell_FACH
	25.423
	1641
	-
	A
	9.3.0
	TEI8
	Rel-9

	RP-100904
	R3-102468
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.433
	1824
	1
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102469
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.433
	1825
	1
	A
	9.3.0
	TEI8
	Rel-9

	RP-100904
	R3-102470
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.423
	1632
	1
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102471
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.423
	1633
	1
	A
	9.3.0
	TEI8
	Rel-9
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