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Agenda Item
8.3.1

8.3.4.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI8]
RP-100904: TEI8 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100904
	R3-102031
	Incorrect message reference
	25.433
	1821
	-
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102403
	Addition of enhanced HS-SCCH support indicator in CELL_FACH
	25.435
	239
	1
	F
	8.5.0
	TEI8
	Rel-8

	RP-100904
	R3-102404
	Addition of enhanced HS-SCCH support indicator in CELL_FACH
	25.435
	240
	1
	A
	9.2.0
	TEI8
	Rel-9

	RP-100904
	R3-102405
	Addition of UE with enhanced HS-SCCH support indicator IE for Cell_FACH
	25.423
	1640
	-
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102406
	Addition of UE with enhanced HS-SCCH support indicator IE for Cell_FACH
	25.423
	1641
	-
	A
	9.3.0
	TEI8
	Rel-9

	RP-100904
	R3-102468
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.433
	1824
	1
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102469
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.433
	1825
	1
	A
	9.3.0
	TEI8
	Rel-9

	RP-100904
	R3-102470
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.423
	1632
	1
	F
	8.9.0
	TEI8
	Rel-8

	RP-100904
	R3-102471
	Clarification of 64 QAM usage at intra Node B serving HS-DSCH RL change
	25.423
	1633
	1
	A
	9.3.0
	TEI8
	Rel-9


RP-100905: Other Rel-8 UTRAN CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100905
	R3-102425
	HS-DSCH data transmission in enhanced CELL_FACH state and the relation to HS-DSCH physical layer category
	25.435
	243
	-
	F
	8.5.0
	RANimp-EnhState
	Rel-8

	RP-100905
	R3-102426
	HS-DSCH data transmission in enhanced CELL_FACH state and the relation to HS-DSCH physical layer category
	25.435
	244
	-
	A
	9.2.0
	RANimp-EnhState
	Rel-9

	RP-100905
	R3-102408
	Corrections to the mismatch between tabular and ASN.1 for E-FACH 1.28Mcps TDD
	25.433
	1838
	2
	F
	8.9.0
	RANimp-EnhState1.28TDD
	Rel-8

	RP-100905
	R3-102409
	Corrections to the mismatch between tabular and ASN.1 for E-FACH 1.28Mcps TDD
	25.433
	1839
	2
	A
	9.3.0
	RANimp-EnhState1.28TDD
	Rel-9

	RP-100905
	R3-102210
	Correction of procedure text for E-DCH SPS operation
	25.423
	1636
	-
	F
	8.9.0
	RANimp-LCRCPC
	Rel-8

	RP-100905
	R3-102211
	Correction of procedure text for E-DCH SPS operation
	25.423
	1637
	-
	A
	9.3.0
	RANimp-LCRCPC
	Rel-9

	RP-100905
	R3-102212
	Correction of procedure text for E-DCH SPS operation
	25.433
	1832
	-
	F
	8.9.0
	RANimp-LCRCPC
	Rel-8

	RP-100905
	R3-102213
	Correction of procedure text for E-DCH SPS operation
	25.433
	1833
	-
	A
	9.3.0
	RANimp-LCRCPC
	Rel-9

	RP-100905
	R3-102410
	Corrections to the range of Enabling Delay for CPC 1.28Mcps TDD
	25.433
	1840
	2
	F
	8.9.0
	RANimp-LCRCPC
	Rel-8

	RP-100905
	R3-102411
	Corrections to the range of Enabling Delay for CPC 1.28Mcps TDD
	25.433
	1841
	2
	A
	9.3.0
	RANimp-LCRCPC
	Rel-9


8.3.5.1
CRs related to LTE
RP-100906: Rel-9 CRs related to LTE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100906
	R3-102191
	Rapporteur’s update
	36.455
	16
	-
	F
	9.2.0
	LCS_LTE
	Rel-9

	RP-100906
	R3-102488
	CS Fallback Indication and Handover Restriction List
	36.413
	738
	1
	F
	9.3.0
	LTE-interfaces
	Rel-9

	RP-100906
	R3-102489
	Handover Restriction List
	36.423
	383
	1
	F
	9.3.0
	LTE-interfaces
	Rel-9

	RP-100906
	R3-102505
	The corrections for Last Visited Cell Information
	36.423
	380
	2
	F
	9.3.0
	LTE-interfaces
	Rel-9

	RP-100906
	R3-102189
	Alignment of tabulars to agreed notation for TS36.413 and TS36.423 
	36.443
	27
	-
	F
	9.1.0
	MBMS_LTE
	Rel-9

	RP-100906
	R3-102190
	Alignment of tabulars to agreed notation for TS36.413 and TS36.423 
	36.444
	13
	-
	F
	9.1.0
	MBMS_LTE
	Rel-9

	RP-100906
	R3-102480
	MBMS Session Update procedure
	36.444
	12
	1
	F
	9.1.0
	MBMS_LTE
	Rel-9


8.3.5.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI9]
RP-100907: TEI9 CRs for UTRAN
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100907
	R3-102350
	Correction of Forwarding TNL IE for Enhanced Relocation
	25.413
	1074
	-
	F
	9.3.0
	TEI9
	Rel-9

	RP-100907
	R3-102351
	Correction of the interaction between CN Invoke Trace and Enhanced Relocation
	25.413
	1075
	-
	F
	9.3.0
	TEI9
	Rel-9

	RP-100907
	R3-102354
	Correction of inconsistencies between tabular, procedural text and ASN.1 code for Enhanced Relocation
	25.413
	1076
	-
	F
	9.3.0
	TEI9
	Rel-9

	RP-100907
	R3-102504
	DGANSS ASN.1 correction
	25.453
	124
	1
	F
	9.1.0
	TEI9
	Rel-9

	RP-100907
	R3-102552
	Clarifications to the common measurement for 1.28Mcps TDD
	25.433
	1837
	3
	F
	9.3.0
	TEI9
	Rel-9


RP-100908: TEI9 CRs for LTE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100908
	R3-102326
	Simultaneous Rekeying and CSFB
	36.413
	745
	-
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102418
	Correction of Repetition Period
	36.413
	741
	1
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102420
	Notification of Location Reporting Failure
	36.413
	742
	1
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102429
	Correction of UE AMBR
	36.413
	743
	1
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102446
	Delete references to 23.041 in Tabular
	36.413
	751
	-
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102499
	Explicit PLMN coding in Trace IEs
	36.413
	726
	1
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102500
	Explicit PLMN coding in Trace IEs
	36.423
	376
	1
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102461
	Complete list of served cells to be provided in X2 SETUP and eNB Configuration Update messages
	36.423
	384
	1
	F
	9.3.0
	TEI9
	Rel-9 

	RP-100908
	R3-102511
	Cause value for UE context release during CSFB
	36.413
	731
	3
	F
	9.3.0
	TEI9
	Rel-9 


RP-100909: Other Rel-9 UTRAN CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100909
	R3-102102
	Best CELL Portions measurement report On Modification for 1.28Mcps TDD
	25.433
	1830
	-
	F
	9.3.0
	CP_LCRTDD
	Rel-9

	RP-100909
	R3-102293
	CS Data forwarding support for Iur interface
	25.420
	61
	-
	F
	9.0.0
	RANimp-SrnsReloc
	Rel-9

	RP-100909
	R3-102421
	Add missing cause value descriptions
	25.469
	51
	1
	F
	9.2.0
	EHNB-RAN3
	Rel-9

	RP-100909
	R3-102422
	Add missing cause value descriptions
	25.468
	30
	1
	F
	9.2.0
	EHNB-RAN3
	Rel-9

	RP-100909
	R3-102485
	Corrections to HSDPA cell capability container
	25.433
	1842
	-
	F
	9.3.0
	RANimp-DCHSDPA
	Rel-9

	RP-100909
	R3-102528
	Corrections to HSDPA secondary serving cell list handling
	25.423
	1634
	2
	F
	9.3.0
	RANimp-DCHSDPA, RANimp-MultiBand_DC_HSDPA
	Rel-9


10.1.4
Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-100910: TEI10 CRs (linked package with a RAN2 CR)
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100910
	R3-102545
	Small Technical Enhancements and Improvements for GNSS (RNSAP)
	25.423
	1638
	1
	B
	9.3.0
	TEI10
	Rel-10

	RP-100910
	R3-102546
	Small Technical Enhancements and Improvements for GNSS (PCAP)
	25.453
	123
	1
	B
	9.1.0
	TEI10
	Rel-10

	RP-100910
	R3-102547
	Small Technical Enhancements and Improvements for GNSS (NBAP)
	25.433
	1834
	1
	B
	9.3.0
	TEI10
	Rel-10

	RP-100910
	R2-105116
	Small Technical Enhancements and Improvements for GNSS
	25.331
	4250
	1
	B
	10.0.0
	TEI10
	Rel-10


10.2.5.1
Four carrier HSDPA – Core Part [460115, 4C_HSDPA-Core, 12/2010]
RP-100911: Four carrier HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100911
	R3-102549
	Introduction of 4C-HSDPA
	25.423
	1635
	2
	B
	9.3.0
	4C_HSDPA-Core
	Rel-10

	RP-100911
	R3-102550
	Introduction of 4C-HSDPA
	25.433
	1831
	2
	B
	9.3.0
	4C_HSDPA-Core
	Rel-10


10.4.9.1
LTE TDD in 2600MHz for US (Region 2) [470108, LTE_TDD_2600_US-Core, 12/2010]
RP-100912: LTE TDD for 2600MHz for US CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-100912
	R3-102431
	Spectrum band definition additions for TDD 2600 MHz
	25.466
	25
	-
	B
	9.2.0
	LTE_TDD_2600_US-Core
	Rel-10

	RP-100912
	R3-102433
	Spectrum band definition additions for TDD 2600 MHz
	25.461
	59
	-
	B
	9.2.0
	LTE_TDD_2600_US-Core
	Rel-10
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