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7.2.3.21
AM RLC / RLC re-establishment at RRC connection reconfiguration including mobilityControlInfo IE

7.2.3.21.1

Test Purpose (TP)

(1)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE is requested to perform a RRC Connection reconfiguration including mobilityControlInfo IE }

    then { UE discards the remaining AMD PDUs; and discards all RLC SDUs in the transmitting side; and reset all state variables to their initial values.  }

}

7.2.3.21.2

Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 36.322, clause 5.4 and TS 36.331 clause 5.3.5.4.

[TS 36.322, clause 5.4]

RLC re-establishment is performed upon request by RRC, and the function is applicable for AM, UM and TM RLC entities.

When RRC indicates that an RLC entity should be re-established, the RLC entity shall:

…

-
if it is an AM RLC entity:

-
when possible, reassemble RLC SDUs from any byte segments of AMD PDUs with SN < VR(MR) in the receiving side, remove RLC headers when doing so and deliver all reassembled RLC SDUs to upper layer in ascending order of the RLC SN, if not delivered before;

-
discard the remaining AMD PDUs and byte segments of AMD PDUs in the receiving side;

-
discard all RLC SDUs and AMD PDUs in the transmitting side;

-
discard all RLC control PDUs.

-
stop and reset all timers;

-
reset all state variables to their initial values.

[TS 36.331, clause 5.3.5.4]

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

….

1>
re-establish RLC for all RBs that are established;

…
7.2.3.21.3
Test description

7.2.3.21.3.1
Pre-test conditions

System Simulator:

-
Cell 1.

UE:

None.

Preamble:

-
The UE is in state Loopback Activated (state 4) according to [18].

7.2.3.21.3.2
Test procedure sequence

Table 7.2.3.21.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS creates 3 RLC SDUs of size 40 bytes segmented into two AMD PDUs each. AMD PDU#1 and AMD PDU#2 belong to RLC SDU#1, AMD PDU#3  and #4  belong to RLC SDU#2 and AMD PDU#5 and #6 belong to RLC SDU#3. SS transmits AMD PDU#1 (SN=0), AMD PDU#2 (SN=1) and AMD PDU#4 (SN=3).
	<--
	AMD PDU#1

AMD PDU#2 
AMD PDU#4
	-
	-

	2
	The UE returns RLC SDU#1.
	-->
	(RLC SDU#1)
	-
	-

	3
	SS does not acknowledge the reception of RLC SDU#1.
	-
	-
	-
	-

	4
	SS performs a RRC Connection Reconfiguration procedure including the mobilityControlInfo IE triggering RLC-reestablishment. 

(Note 1)
	-
	-
	-
	-

	4A
	The UE retransmits RLC SDU #1.
(Note 1A)
	-->
	(RLC SDU#1)
	-
	-

	4B
	SS transmits a STATUS PDU (ACK_SN = 1).
	<--
	STATUS PDU
	-
	-

	5
	SS transmits AMD PDU#5 with SN=0 and the P field set to "1"
	<--
	AMD PDU#5
	-
	-

	6
	Check: Does the UE transmit a STATUS PDU?
(Note 2) 
	-->
	STATUS PDU (ACK_SN = 1)
	1
	P

	7
	SS transmits AMD PDU#6 with SN=Receiving_AM_Window_Size+2
	<--
	AMD PDU#6
	-
	-

	8
	Check: Does the UE return RLC SDU#3 within 1s?

(Note 3)
	-->
	(RLC SDU#3)
	1
	F

	9
	SS transmits AMD PDU#6 with SN=1
	<--
	AMD PDU#6
	-
	-

	10
	Check: Does the UE return RLC SDU#3 with its first AMD PDU set to SN=1?
	-->
	(RLC SDU#3)
	1
	P

	Note 1:
Upon a RLC re-establishment a conformant UE discards any remaining AMD PDUs in the receiver and transmitter side, stops and resets all timers and resets all state variables to their initial values.

Note 1A: 
The UE will retransmit the PDCP SDU associated with RLC SDU#1 in accordance to TS 36.323 clause 5.2.1.1.

Note 2:
AMD PDU#4 is discarded by a conformant UE in step 4.

Note 3:
AMD PDU#6 is discarded by a conformant UE due to being outside the receiving window size.


7.2.3.21.3.3
Specific message contents

Table 7.2.3.21.3.3-1: RRCConnectionReconfiguration (step 4, table 7.2.3.21.3.2-1)

	Derivation Path: 36.508 table 4.6.1-8: RRCConnectionReconfiguration, condition HO

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	       mobilityControlInfo SEQUENCE {
	
	
	

	         targetPhysCellId
	Set to the physical cell identity of cell 1
	
	

	         carrierFreq
	Not present
	
	

	        }
	
	
	

	        radioResourceConfigCommon
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
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