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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.4.11, which is part of the HSPA7 test suite. 

The test case can be demonstrated to run with one or more 3G UEs (see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_8_3_4_11
Test Group:
RRC\RRC_ActiveSetUpdate

ATS Version:
iwd-B2010-03_DfM10wk21

System Simulator used:
Anite Conformance Toolset
UE used:
Nokia NoRM-6 UE

Verification Status:
PASS
4 Corrections required for test case 8.3.4.11

4.1 Introduction

This section describes the changes required to make test case 8.3.4.11 run correctly with a 3G UE. The ATS version used as basis was HSPA7_ENH_wk16.mp, which is part of the iwd-TVB2009-03_D10wk16 release.
4.2 Change 1:

Testcase name
tc_8_3_4_11

Reason for change
After step no: 14 of the testcase, TTCN receives CQI indications and then waits for 5 secs. Purpose of adding 5 secs delay is to confirm the Activation time mentioned in the Active set update (Step 13) has expired so that CQI indication can be received from Cell-B, whereas in the TTCN CQI indications is checked before 5 secs delay is applied.

Summary of change
Interchanged line no: 33 and 34 of the testcase.

Source of change
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4.3 Change 2:

Testcase name
tc_8_3_4_11

Reason for change
In postamble RRC connection release will be sent while calling the teststep ts_C3_CheckCellDCH_HSU_r7. After RRC connection release is sent to UE, Cell A will be in cell_E_HS state which again sends RRC connection release message before releasing Cell A channels which is in-correct.

Summary of change
Created the new localtree lt_SS_HSU_SHO_CellRelNonServConf which is called before releasing all the cells. This teststep deletes HSU and DPCH channels of Cell-A.

Source of change
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New localtree:
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4.4 Change 3:

Teststep name
ts_CheckCQI_Reporting

Reason for change
In the local tree lt_CheckDiff, the subframe calculation of the 10th and 11th CQI is incorrect.

Summary of change
Corrected the subframe calculation in line no: 16.

Source of change
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5 Execution Log Files

5.1 Nokia NoRM-6 UE

The Nokia NoRM-6 UE passed this test case on the Anite conformance toolset system. The documentation below is enclosed as evidence of the successful test case run [1]:

· Test Case Execution log file tc_8_3_4_11_Nokia-log.html:

In the log file (in html format) the complete test case execution can be seen. All message contents are fully decoded and can be verified. Preliminary verdicts and the final test case verdict can be seen in the log file.

6 References

[1]
R5s100278: This archive comprises html format execution log file and the TTCN MP file.
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