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	Reason for change:
(
	Default configuration #23 for SRB1 to SRB3 on HSPA was introduced by R2-087233 in RAN2#64 meeting. Comparied with default configuration#17, #23 should use scheduledTransmissionGrantInfo, and should use “7” in IE “E-DCH MAC-d flow identity” and IE”MAC-d Flow Identity”, which have been clearly instructed by NOTE7 in section 13.7.

However in current default configuration#23, the IE “E-DCH MAC-d flow” and IE “MAC-d Flow Identity” in some places are “0” that should be changed to “7”; IE “transmission grant typeChoice” should use “Scheduled transmission grant info” instead of “Non-scheduled transmission grant info”.

As default configuration#23 was introduced into Release 8, it might have not been implemented by any vendors in reality. So there are two possible solutions to correct these unaligning between tabular and NOTE7:

Solution1: correct #23 directly

Solution2: creat a new default configuration to replace #23 and mark #23 with invilidity

In RAN2#70bis meeting, all companies agreed to adopt Solution1.
As has some concern on “7” which has been reserved for CCCH transmissions, it will use value “6” for IE “E-DCH MAC-d flow” and IE “MAC-d Flow Identity” instead of “7” in default configuration #23.
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	In section 13.7 default configuration#23,

Change IE “E-DCH MAC-d  flow identity” to “6”

Change IE “MAC-d Flow Identity” to “6”

Correct IE “transmission grant typeChoice” to “Scheduled transmission grant info”

Changing in NOTE7

Impact Analysis

Impacted functionality: 

Default configuration#23 for scheduled SRB1 to SRB3 on HSPA
Inter-operability:

If UE does not support this CR but network supports, UE will use mistake parameters in default configuration #23 to configure SRB1, SRB2 and SRB3.

If NW does not support this CR but UE supports, network will use mistake parameters in default configuration #23 to configure SRB1, SRB2 and SRB3. 
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First Modified Section

13.7
Parameter values for default radio configurations
******************************** Partial ommited******************************
	Configuration
	Signalling on E-DCH + HS-DSCH; Scheduled. (see NOTE 7)

	Ref 25.993
	-

	Default configuration identity
	23

	RB INFORMATION
	

	rb-Identity
	RB1: 1, RB2: 2, RB3: 3



	rlc-InfoChoice
	Rlc-info

	>ul-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>transmissionRLC-DiscardMode
	RB1: N/A

RB2- RB3: NoDiscard

	>>>maxDat
	RB1: N/A

RB2- RB3: 25

	>>transmissionWindowSize
	RB1: N/A

RB2- RB3: 128 

	>>timerRST
	RB1: N/A

RB2- RB3: 200

	>>max-RST
	RB1: N/A

RB2- RB3: 1

	>>pollingInfo
	RB1: N/A

RB2- RB3: as below

	>>>TimerPoll
	RB2- RB3: 100

	>>>PollPDU
	RB2- RB3: n/a

	>>>PollSDU
	RB2- RB3: 1

	>>>lastTransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>lastRetransmissionPDU-Poll
	RB2- RB3: FALSE

	>>>PollWindow
	RB2- RB3: 99

	>>segmentationIndication
	RB1- RB3: N/A

	>dl-RLC-Mode
	RB1: UM

RB2- RB3: AM

	>>DL RLC PDU size
	RB1-RB3: 144

	>>inSequenceDelivery
	RB1: N/A

RB2- RB3: TRUE

	>>receivingWindowSize
	RB1: N/A

RB2- RB3: 128 

	>>dl-RLC-StatusInfo
	RB1: N/A

RB2- RB3: as below

	>>>timerStatusProhibit
	RB2- RB3: 100

	>>>missingPDU-Indicator
	RB2- RB3: TRUE

	>>segmentationIndication
	RB1- RB3: N/A

	>>dl-UM-RLC-LI-size
	7

	Rb-MappingInfo
	

	>UL-LogicalChannelMappings
	OneLogicalChannel

	>>UplinkTransport ChannelTypeChoice
	

	>>ul-TransportChannelType
	E-DCH

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	>>>E-DCH MAC-d flow identity 
	RB1-RB3: 6

	>>>DDI
	RB1: 1, RB2: 2, RB3: 3

	>>>>RLC PDU size
	144

	>>mac-LogicalChannelPriority
	RB1: 1, RB2: 2, RB3: 3

	>DL-logicalChannelMappings
	OneLogicalChannel

	>>Mapping option 1
	One mapping option

	>>>dl-TransportChannelType
	HS-DSCH

	>>>>Mac-d flow identity
	RB1- RB3: 6

	>>>logicalChannelIdentity
	RB1: 1, RB2: 2, RB3: 3

	TrCH INFORMATION PER TrCH
	

	UL-AddReconfTransChInfoList
	

	>Uplink transport channel type
	E-DCH

	>UL Transport channel identity
	

	> UL-ParametersChoice
	

	>> E-DCH Transmission Time Interval
	10

	>> HARQ info for E-DCH
	

	>>> HARQ RV Configuration
	Rvtable

	>> Added or reconfigured E-DCH MAC-d flow
	One MAC-d flow

	>>> E-DCH MAC-d  flow identity
	6

	>>> E-DCH MAC-d flow power offset
	4

	>>> E-DCH MAC-d flow maximum number of  retransmissions
	5

	>>> E-DCH MAC-d flow multiplexing list
	0

	>>> transmission grant typeChoice
	

	>>>> Scheduled transmission grant info

	

	
	

	DL-AddReconfTransChInfoList
	

	>Downlink transport channel type
	HS-DSCH

	>DL-ParametersChoice
	

	>>HARQ Info
	

	>>>Number of Processes 
	6

	>>>Memory PartitioningChoice
	

	>>>>Implicit
	

	>>Added or reconfigured MAC-d flow
	

	>>> MAC-hs queue to add or reconfigure list
	

	>>>>MAC-hs queue Id
	0

	>>>>MAC-d Flow Identity
	6

	>>>>T1
	100

	>>>>MAC-hs window size
	12

	>>>>MAC-d PDU size info
	

	>>>>>MAC-d PDU size
	148

	>>>>>MAC-d PDU size index
	0

	TrCH INFORMATION, COMMON
	Null


NOTE 7:
The difference between default configuration #23 and default configuration #17 (Signalling on E-DCH + HS-DSCH) resides in the IE "E-DCH MAC-d flow identity" and IE "MAC-d Flow Identity" (6 in #23, 0 in #17) and in IE "transmissionGrantType" (scheduledTransmissionGrantInfo in #23, non-ScheduledTransGrantInfo in #17).
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