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8.2.1
E-CID Measurement Initiation
8.2.1.1
General

The purpose of E-CID Measurement Initiation procedure is to allow the E-SMLC to request the eNB to report E-CID measurements used by E-SMLC to compute the location of the UE.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: E-CID Measurement Initiation procedure. Successful operation.
The E-SMLC initiates the procedure by sending an E-CID MEASUREMENT INITIATION REQUEST message. If the eNB is able to initiate requested measurement, it shall reply with the E-CID MEASUREMENT INITIATION RESPONSE message.

If the Report Characteristics IE is set to "On Demand", the eNB shall return the result of the measurement in the E-CID MEASUREMENT INITIATION RESPONSE message, and the E-SMLC shall consider that the E-CID measurement for the UE has been terminated by the eNB. 

If the Report Characteristics IE is set to "Periodic", the eNB shall initiate requested measurement and shall reply with the E-CID MEASUREMENT INITIATION RESPONSE message without measurement result. The eNB shall periodically initiate the E-CID Measurement Report procedure for this measurement, with the requested reporting periodicity. 
If available, the eNB shall include the E-UTRAN Access Point Position IE which is the configured estimated serving antenna position in the E-CID Measurement Result IE within the E-CID MEASUREMENT INITIATION RESPONSE message. Upon reception of this E-UTRAN Access Point Position IE, the E-SMLC may use the value as the geographical position of the E-UTRAN access point.
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