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	Spec
	CR
	Rev
	Cat
	Doc-2nd-Level
	Phase
	Subject
	Workitem

	36.101
	587
	 
	F
	R4-102935
	Rel-8
	Missing note in Additional spurious emission test with NS_07
	LTE-RF

	36.101
	588
	 
	A
	R4-102936
	Rel-9
	Missing note in Additional spurious emission test with NS_07
	LTE-RF

	36.101
	589
	1
	F
	R4-103354
	Rel-8
	Downlink power for receiver tests
	LTE-RF

	36.101
	590
	1
	A
	R4-103355
	Rel-9
	Downlink power for receiver tests
	LTE-RF

	36.101
	604
	 
	F
	R4-103188
	Rel-8
	Reference sensitivity requirements for the 1.4 and 3 MHz bandwidths
	LTE-RF

	36.101
	605
	 
	A
	R4-103189
	Rel-9
	Reference sensitivity requirements for the 1.4 and 3 MHz bandwidths
	LTE-RF

	36.101
	612
	 
	F
	R4-103271
	Rel-8
	Band 13 and Band 14 spurious emission corrections
	LTE-RF

	36.101
	613
	 
	A
	R4-103272
	Rel-9
	Band 13 and Band 14 spurious emission corrections
	LTE-RF

	36.942
	005
	1
	F
	R4-103337
	Rel-8
	CR TR 36.942-820  Clause 5.1.1.4.1 Uplink Asymmetrical Bandwidths ACIR
	LTE-RF

	36.942
	006
	1
	A
	R4-103338
	Rel-9
	CR TR 36.942-901  Clause 5.1.1.4.1 Uplink Asymmetrical Bandwidths ACIR
	LTE-RF

	36.942
	007
	1
	A
	R4-103385
	Rel-10
	CR TR 36.942-10.0.0  Clause 5.1.1.4.1 Uplink Asymmetrical Bandwidths ACIR
	LTE-RF

	36.133
	522
	 
	F
	R4-103035
	Rel-8
	Alignment of REFSENS  between 36.101 and 36.133
	LTE-RF

	36.133
	523
	 
	A
	R4-103036
	Rel-9
	Alignment of REFSENS  between 36.101 and 36.133
	LTE-RF

	36.133
	482
	 
	F
	R4-102810
	Rel-8
	Clarification of Radio link monitoring test cases
	LTE-RF

	36.133
	483
	 
	A
	R4-102811
	Rel-9
	Clarification of Radio link monitoring test cases
	LTE-RF

	36.133
	476
	1
	F
	R4-103342
	Rel-8
	Cell identity change time in RRM Test cases
	LTE-RF

	36.133
	477
	1
	A
	R4-103343
	Rel-9
	Cell identity change time in RRM Test cases
	LTE-RF

	36.133
	478
	1
	F
	R4-103348
	Rel-8
	Scrambling code change time in RRM Test cases
	LTE-RF

	36.133
	479
	1
	A
	R4-103349
	Rel-9
	Scrambling code change time in RRM Test cases
	LTE-RF

	36.133
	548
	 
	B
	R4-103458
	Rel-8
	Introduction of CSG cell reselection requirements
	LTE-L23

	36.133
	549
	 
	A
	R4-103459
	Rel-9
	Introduction of CSG cell reselection requirements
	LTE-L23
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