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	ETSI ERM/MSG TFES asked RAN WG4 in the LS in TFES(10)0089r1 (R4-102695) the rationale of the large difference between the spurious emission limits of UTRA and E-UTRA Home BS for protection of other BS receivers in the same femtocell scenarios. The UTRA Home BS spurious emission limit (-82 dBm/100 kHz) for co-existence with Home BS operating in other bands was taken from the UTRA Local Area BS limit, while the E-UTRA spurious emission limit (-71 dBm/100 kHz) was obtained by analysis as recorded in TR36.922.
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	Align the UTRA Home BS spurious emission limit with the E-UTRA limit for co-existence with Home BS operating in other bands. 
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not approved:
	The large difference between the spurious emission limits of UTRA and E-UTRA Home BS for co-existence with Home BS operating in other bands remains and the completion on the fifth release of the European Harmonised Standard would be delayed. 
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	Other comments:
(

	Isolated impact analysis:
This CR align the UTRA Home BS spurious emission limit (-82 dBm/100 kHz) to the E-UTRA Home BS spurious emission limit (-71 dBm/100 kHz) for co-existence with Home BS operating in other bands, hence it has no impact to UTRA Home BS that implement the current limit.


<Start of change>

6.5.3.7.10
Co-existence with Home BS operating in other bands

These requirements may be applied for the protection of Home BS receivers operating in other bands. These requirements are only applicable to Home BS.

The power of any spurious emission shall not exceed the limits of Table 6.47 for a Home BS where requirements for co-existence with a Home BS type listed in the first column apply.

Table 6.47: Home BS Spurious emissions limits for co-existence with Home BS operating in other bands

	Type of Home BS
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I
	1920 - 1980 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band II
	1850 - 1910 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band III
	1710 - 1785 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band IV
	1710 - 1755 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band V
	824 - 849 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band VI or XIX
	815 - 850 MHz 
	-71 dBm
	100 kHz
	

	UTRA FDD Band VII
	2500 - 2570 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band VIII
	880 - 915 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band X
	1710 - 1770 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XI
	1427.9 - 1447.9 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XII
	698 - 716 MHz
	-71 dBm
	100 KHz
	

	UTRA FDD Band XIII
	777 - 787 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XIV
	788 - 798 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XX
	832 - 862 MHz
	-71 dBm
	100 kHz
	

	UTRA FDD Band XXI
	1447.9 - 1462.9 MHz
	-71 dBm
	100 kHz
	


<End of change>
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