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8.2.3
RP-101194
RAN2 CRs on Continuous connectivity for packet data users

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106076
	Clarification to the default SG in DTX Cycle 2
	Qualcomm Incorporated
	25.321
	0704
	-
	F
	REL-7
	RANimp-CPC

	R2-106077
	Clarification to the default SG in DTX Cycle 2
	Qualcomm Incorporated
	25.321
	0705
	-
	A
	REL-8
	RANimp-CPC

	R2-106078
	Clarification to the default SG in DTX Cycle 2
	Qualcomm Incorporated
	25.321
	0706
	-
	A
	REL-9
	RANimp-CPC

	R2-106079
	Clarification to the default SG in DTX Cycle 2
	Qualcomm Incorporated
	25.321
	0707
	-
	A
	REL-10
	RANimp-CPC


8.2.3
RP-101195
RAN2 CRs on Enhanced CELL_FACH State in FDD

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106702
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	ZTE
	25.321
	0711
	1
	F
	REL-7
	RANimp-EnhState

	R2-106766
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	ZTE
	25.321
	0712
	2
	A
	REL-8
	RANimp-EnhState

	R2-106767
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	ZTE
	25.321
	0713
	2
	A
	REL-9
	RANimp-EnhState

	R2-106768
	Correction to the IE name for determination of HS-DSCH retransmission number in Enhance CELL-FACH
	ZTE
	25.321
	0714
	2
	A
	REL-10
	RANimp-EnhState

	R2-106087
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	Qualcomm Incorporated
	25.321
	0715
	-
	F
	REL-7
	RANimp-EnhState

	R2-106088
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	Qualcomm Incorporated
	25.321
	0716
	-
	A
	REL-8
	RANimp-EnhState

	R2-106089
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	Qualcomm Incorporated
	25.321
	0717
	-
	A
	REL-9
	RANimp-EnhState

	R2-106090
	HARQ buffer upon H-RNTI switch in Enhanced CELL_FACH
	Qualcomm Incorporated
	25.321
	0718
	-
	A
	REL-10
	RANimp-EnhState


8.2.3
RP-101196
RAN2 CRs on 1.28 Mcps TDD Enhanced Uplink: Layer 2 and 3 Protocol Aspects

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106739
	correction on equal priority in E-TFC selection for 1.28Mcps TDD
	TD Tech
	25.321
	0721
	-
	F
	REL-8
	LCRTDD-EDCH-L23

	R2-106740
	correction on equal priority in E-TFC selection for 1.28Mcps TDD
	TD Tech
	25.321
	0722
	-
	A
	REL-9
	LCRTDD-EDCH-L23

	R2-106741
	correction on equal priority in E-TFC selection for 1.28Mcps TDD
	TD Tech
	25.321
	0723
	-
	A
	REL-10
	LCRTDD-EDCH-L23


Note: LCRTDD-EDCH-L23 is a REL-7 WI however it was decided to start CRs from REL-8 onwards

8.2.4.1
RP-101197
RAN2 CRs on LTE – Radio Interface Layer 2 and 3 Protocol Aspect

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106141
	Clarification on Meaning of FGI Bits
	Vodafone
	36.331
	0482
	-
	F
	REL-8
	LTE-L23

	R2-106142
	Clarification on Meaning of FGI Bits
	Vodafone
	36.331
	0483
	-
	A
	REL-9
	LTE-L23

	R2-106143
	Clarification regarding reconfiguration of the quantityConfig
	Ericsson, ST-Ericsson, Nokia Siemens Networks, Nokia Corporation, Samsung
	36.331
	0484
	-
	F
	REL-8
	LTE-L23

	R2-106144
	Clarification regarding reconfiguration of the quantityConfig
	Ericsson, ST-Ericsson, Nokia Siemens Networks, Nokia Corporation, Samsung
	36.331
	0485
	-
	A
	REL-9
	LTE-L23

	R2-106945
	Clarification of FGI settings non ANR periodical measurement reporting (contact: NSN)
	Nokia Siemens Networks, NTT DoCoMo, Motorola
	36.331
	0497
	2
	F
	REL-8
	LTE-L23

	R2-106690
	Clarification of FGI settings non ANR periodical measurement reporting
	Nokia Siemens Networks, NTT DOCOMO, INC., Motorola
	36.331
	0498
	1
	A
	REL-9
	LTE-L23

	R2-106691
	Clarification regarding default configuration value N/A
	Samsung
	36.331
	0506
	-
	F
	REL-8
	LTE-L23

	R2-106901
	Clarification regarding default configuration value N/A
	Samsung
	36.331
	0526
	1
	A
	REL-9
	LTE-L23

	R2-106693
	Restriction of AC barring parameter setting
	NTT DOCOMO, INC.
	36.331
	0523
	-
	F
	REL-8
	LTE-L23

	R2-106694
	Restriction of AC barring parameter setting
	NTT DOCOMO, INC.
	36.331
	0524
	-
	A
	REL-9
	LTE-L23, SSAC


8.2.4.2
RP-101198
RAN2 CRs on HS-DSCH Serving Cell Change Enhancements

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106110
	CR on T324 timer usage
	Huawei, HiSilicon
	25.331
	4346
	-
	F
	REL-8
	RANimp-HSDSCH

	R2-106111
	CR on T324 timer usage
	Huawei, HiSilicon
	25.331
	4347
	-
	A
	REL-9
	RANimp-HSDSCH

	R2-106112
	CR on T324 timer usage
	Huawei, HiSilicon
	25.331
	4348
	-
	A
	REL-10
	RANimp-HSDSCH

	R2-106762
	Clarifications for deletion of target cell preconfiguration for existing RL by ASU
	Panasonic
	25.331
	4409
	1
	F
	REL-8
	RANimp-HSDSCH

	R2-106763
	Clarifications for deletion of target cell preconfiguration for existing RL by ASU
	Panasonic
	25.331
	4410
	1
	A
	REL-9
	RANimp-HSDSCH

	R2-106764
	Clarifications for deletion of target cell preconfiguration for existing RL by ASU
	Panasonic
	25.331
	4411
	1
	A
	REL-10
	RANimp-HSDSCH


8.2.4.2
RP-101199
RAN2 CRs on Improved L2 for uplink

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106113
	Power offset for Scheduling Info in MAC-i
	Ericsson, ST-Ericsson
	25.331
	4349
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-106114
	Power offset for Scheduling Info in MAC-i
	Ericsson, ST-Ericsson
	25.331
	4350
	-
	A
	REL-9
	RANimp-UplinkL2dataRates

	R2-106115
	Power offset for Scheduling Info in MAC-i
	Ericsson, ST-Ericsson
	25.331
	4351
	-
	A
	REL-10
	RANimp-UplinkL2dataRates


8.2.4.2
RP-101200
RAN2 CRs on Enhanced Uplink for CELL_FACH State in FDD

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106080
	Correction in release of common E-DCH resources
	Ericsson, ST-Ericsson
	25.321
	0708
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-106081
	Correction in release of common E-DCH resources
	Ericsson, ST-Ericsson
	25.321
	0709
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-106082
	Correction in release of common E-DCH resources
	Ericsson, ST-Ericsson
	25.321
	0710
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-106099
	Correction on actions related to HSPA_RNTI_STORED_CELL_PCH
	Panasonic, Broadcom
	25.331
	4335
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-106100
	Correction on actions related to HSPA_RNTI_STORED_CELL_PCH
	Panasonic, Broadcom
	25.331
	4336
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-106101
	Correction on actions related to HSPA_RNTI_STORED_CELL_PCH
	Panasonic, Broadcom
	25.331
	4337
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-106104
	Correction on READY_FOR_COMMON_EDCH definition
	Ericsson, ST-Ericsson
	25.331
	4340
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-106105
	Correction on READY_FOR_COMMON_EDCH definition
	Ericsson, ST-Ericsson
	25.331
	4341
	-
	A
	REL-9
	RANimp-UplinkEnhState

	R2-106106
	Correction on READY_FOR_COMMON_EDCH definition
	Ericsson, ST-Ericsson
	25.331
	4342
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-106978
	SIB5 changes for E-DCH in CELL_FACH and Idle Mode
	Ericsson, ST-Ericsson
	25.331
	4384
	3
	F
	REL-8
	RANimp-UplinkEnhState

	R2-106979
	SIB5 changes for E-DCH in CELL_FACH and Idle Mode
	Ericsson, ST-Ericsson
	25.331
	4385
	3
	A
	REL-9
	RANimp-UplinkEnhState 

	R2-106980
	SIB5 changes for E-DCH in CELL_FACH and Idle Mode
	Ericsson, ST-Ericsson
	25.331
	4386
	3
	A
	REL-10
	RANimp-UplinkEnhState 

	R2-106778
	RRC procedure performance requirements for Enhanced Uplink in CELL_FACH
	Ericsson, ST-Ericsson
	25.331
	4395
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-106779
	RRC procedure performance requirements for Enhanced Uplink in CELL_FACH
	Ericsson, ST-Ericsson
	25.331
	4396
	-
	A
	REL-9
	RANimp-UplinkEnhState 

	R2-106780
	RRC procedure performance requirements for Enhanced Uplink in CELL_FACH
	Ericsson, ST-Ericsson
	25.331
	4397
	-
	A
	REL-10
	RANimp-UplinkEnhState 

	R2-106708
	Correction of HSPA_RNTI_STORED_CELL_PCH handling
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4404
	-
	F
	REL-8
	RANimp-UplinkEnhState

	R2-106709
	Correction of HSPA_RNTI_STORED_CELL_PCH handling
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4405
	-
	A
	REL-9
	RANimp-UplinkEnhState 

	R2-106710
	Correction of HSPA_RNTI_STORED_CELL_PCH handling
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4406
	-
	A
	REL-10
	RANimp-UplinkEnhState

	R2-106794
	Further corrections on actions related to HSPA_RNTI_STORED_CELL_PCH
	Panasonic
	25.331
	4432
	2
	F
	REL-8
	RANimp-UplinkEnhState

	R2-106795
	Further corrections on actions related to HSPA_RNTI_STORED_CELL_PCH
	Panasonic
	25.331
	4433
	2
	A
	REL-9
	RANimp-UplinkEnhState

	R2-106796
	Further corrections on actions related to HSPA_RNTI_STORED_CELL_PCH
	Panasonic
	25.331
	4434
	2
	A
	REL-10
	RANimp-UplinkEnhState


8.2.4.2
RP-101201
RAN2 CRs on 3.84 Mcps TDD MBSFN Integrated Mobile Broadcast
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106096
	Clarification of the operation of RRC for 3.84 Mcps TDD IMB MBSFN
	IPWireless Inc.
	25.331
	4332
	-
	F
	REL-8
	MBSFN-DOB

	R2-106097
	Clarification of the operation of RRC for 3.84 Mcps TDD IMB MBSFN
	IPWireless Inc.
	25.331
	4333
	-
	A
	REL-9
	MBSFN-DOB

	R2-106098
	Clarification of the operation of RRC for 3.84 Mcps TDD IMB MBSFN
	IPWireless Inc.
	25.331
	4334
	-
	A
	REL-10
	MBSFN-DOB


8.2.4.2
RP-101202
RAN2 CRs on CS Voice Service over HSPA

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106706
	Correction on CS voice over HSPA SDU discard timer configuration
	Huawei, HiSilicon
	25.331
	4338
	1
	F
	REL-9
	RInImp8-CsHspa

	R2-106103
	Correction on CS voice over HSPA SDU discard timer configuration
	Huawei, HiSilicon
	25.331
	4339
	-
	A
	REL-10
	RInImp8-CsHspa


Note: RInImp8-CsHspa is a REL-8 WI but as the problem does not exist in REL-8, no REL-8 CR was needed
8.2.4.2
RP-101203
RAN2 CRs on Paging Permission with Access Control (PPACR)

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106119
	UE behaviour when PPAC and DSAC parameters not present in SIB3
	NEC
	25.331
	4355
	-
	F
	REL-8
	PPACR

	R2-106120
	UE behaviour when PPAC and DSAC parameters not present in SIB3
	NEC
	25.331
	4356
	-
	A
	REL-9
	PPACR

	R2-106121
	UE behaviour when PPAC and DSAC parameters not present in SIB3
	NEC
	25.331
	4357
	-
	A
	REL-10
	PPACR


8.2.4.2
RP-101204
RAN2 CRs on Earthquake and Tsunami Warning System

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106718
	Corrections to ETWS primary notification with security procedure
	Infineon Technologies
	25.331
	4358
	-
	F
	REL-8
	ETWS

	R2-106719
	Corrections to ETWS primary notification with security procedure
	Infineon Technologies
	25.331
	4359
	-
	A
	REL-9
	ETWS

	R2-106720
	Corrections to ETWS primary notification with security procedure
	Infineon Technologies
	25.331
	4360
	-
	A
	REL-10
	ETWS


8.2.4.2
RP-101205
RAN2 CRs on Small Technical Enhancements and Improvements 




for Rel-8

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106093
	Addition of ROHC target mode in SRNS relocation message
	Alcatel-Lucent
	25.331
	4329
	-
	F
	REL-8
	TEI8

	R2-106094
	Addition of ROHC target mode in SRNS relocation message
	Alcatel-Lucent
	25.331
	4330
	-
	A
	REL-9
	TEI8

	R2-106095
	Addition of ROHC target mode in SRNS relocation message
	Alcatel-Lucent
	25.331
	4331
	-
	A
	REL-10
	TEI8

	R2-106771
	Correction related to inter-RAT and inter-frequency measurements on a frequency other than the used frequency
	Qualcomm Incorporated
	25.331
	4367
	1
	F
	REL-8
	TEI8

	R2-106772
	Correction related to inter-RAT and inter-frequency measurements on a frequency other than the used frequency
	Qualcomm Incorporated
	25.331
	4368
	1
	A
	REL-9
	TEI8

	R2-106773
	Correction related to inter-RAT and inter-frequency measurements on a frequency other than the used frequency
	Qualcomm Incorporated
	25.331
	4369
	1
	A
	REL-10
	TEI8


8.2.5.1
RP-101206
RAN2 CRs on Home NB and Home eNB enhancements - RAN2 




aspects

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106666
	Correction to the limitation of SI acquisition
	Huawei, HiSilicon
	25.331
	4344
	1
	F
	REL-9
	EHNB-RAN2

	R2-106667
	Correction to the limitation of SI acquisition
	Huawei, HiSilicon
	25.331
	4345
	1
	A
	REL-10
	EHNB-RAN2

	R2-106122
	Correction to the limitation of SI acquisition
	Huawei, HiSilicon
	25.367
	0019
	-
	F
	REL-9
	EHNB-RAN2

	R2-106124
	36300_CRxxx_Handover for Hybrid Cells
	Vodafone, Nokia, Nokia Siemens Networks
	36.300
	0270
	-
	F
	REL-9
	EHNB-RAN2

	R2-106125
	36300_CRxxx_Handover for Hybrid Cells
	Vodafone, Nokia, Nokia Siemens Networks
	36.300
	0271
	-
	A
	REL-10
	EHNB-RAN2

	R2-106923
	T321 timer fix
	Samsung
	36.331
	0519
	1
	F
	REL-9
	EHNB-RAN2


8.2.5.1
RP-101207
RAN2 CRs on Positioning Support for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106946
	Alignment of LPPa descriptions to stage 3 (contact: Ericsson)
	RAN3
	36.305
	0022
	-
	F
	REL-9
	LCS_LTE

	R2-106153
	Correction of reliable transport terminology in description of LPP-Message
	Qualcomm Incorporated
	36.355
	0037
	-
	F
	REL-9
	LCS_LTE

	R2-106154
	One cell with known SFN in OTDOA assistance data
	Ericsson, ST-Ericsson
	36.355
	0038
	-
	F
	REL-9
	LCS_LTE

	R2-106695
	UE frequency capability for LPP
	Ericsson, ST-Ericsson
	36.355
	0039
	1
	F
	REL-9
	LCS_LTE

	R2-106696
	Correction to LPP reliable transport
	Qualcomm Incorporated
	36.355
	0041
	-
	F
	REL-9
	LCS_LTE

	R2-106697
	Correction to LPP Error procedure
	Qualcomm Incorporated
	36.355
	0042
	-
	F
	REL-9
	LCS_LTE

	R2-106698
	Addition of missing reference to LPPe
	Qualcomm Incorporated
	36.355
	0043
	-
	F
	REL-9
	LCS_LTE

	R2-106920
	Correction to the ODTOA assistance data
	Nokia Siemens Networks, Nokia Corporation, Qualcomm Incorporated, Ericsson, ST-Ericsson
	36.355
	0044
	2
	F
	REL-9
	LCS_LTE


8.2.5.1
RP-101208
RAN2 CRs on MBMS support in LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106126
	Correction on MAC padding on MCH
	CATT
	36.300
	0272
	-
	F
	REL-9
	MBMS_LTE

	R2-106127
	Correction on MAC padding on MCH
	CATT
	36.300
	0273
	-
	A
	REL-10
	MBMS_LTE


8.2.5.1
RP-101209
RAN2 CR on Self-Organizing Networks (SON)

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106853
	Corrections to RLF Report
	NEC
	36.331
	0500
	-
	F
	REL-9
	SON


8.2.5.1
RP-101210
RAN2 CRs on Small Technical Enhancements and Improvements for Rel-9 for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106919
	Cell selection in case of redirection based CSFB procedure
	Qualcomm Incorporated
	36.304
	0142
	-
	F
	REL-9
	TEI9, LTE-L23

	R2-106851
	Corrections to the presence of IE regarding DRX and CQI
	ASUSTeK
	36.331
	0486
	1
	F
	REL-9
	TEI9, LTE-L23

	R2-106152
	The field descriptions of MeasObjectEUTRA
	Huawei, HiSilicon
	36.331
	0493
	-
	F
	REL-9
	TEI9, LTE-L23

	R2-106852
	Removal of SEQUENCE OF SEQUENCE in UEInformationResponse
	Alcatel-Lucent, Samsung
	36.331
	0525
	-
	F
	REL-9
	TEI9, LTE-L23


8.2.5.2
RP-101211
RAN2 CRs on Combination of DC-HSDPA with MIMO

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106068
	Correction for value range of total RLC AM, MAC-hs and MAC-ehs buffer size
	Nokia Corporation, Nokia Siemens Networks
	25.306
	0277
	-
	F
	REL-9
	RANimp-DC_MIMO

	R2-106070
	Correction for value range of total RLC AM, MAC-hs and MAC-ehs buffer size
	Nokia Corporation, Nokia Siemens Networks
	25.306
	0279
	-
	A
	REL-10
	RANimp-DC_MIMO

	R2-106974
	Precoding weight set restriction setting for secondary cell
	Ericsson, ST-Ericsson
	25.331
	4387
	3
	F
	REL-9
	RANimp-DC_MIMO

	R2-106973
	Precoding weight set restriction setting for secondary cells
	Ericsson, ST-Ericsson, ZTE, Qualcomm Incorporated
	25.331
	4394
	3
	F
	REL-10
	4C_HSDPA-Core, RANimp-DC_MIMO


Note: cat.A aspects of R2-106974 captured in R2-106973

8.2.5.2
RP-101212
RAN2 CRs on Small Technical Enhancements and Improvements for Rel-9

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106072
	Introduction of REL-9 access stratum release indicator
	ZTE
	25.306
	0281
	-
	F
	REL-9
	TEI9

	R2-106734
	Introduction of REL-9 access stratum release indicator
	ZTE
	25.306
	0282
	1
	A
	REL-10
	TEI9

	R2-106735
	Addition of UE ROHC capability in IRAT handover
	Alcatel-Lucent
	25.331
	4399
	-
	F
	REL-9
	RANimp-RABSE, TEI9

	R2-106736
	Addition of UE ROHC capability in IRAT handover
	Alcatel-Lucent
	25.331
	4400
	-
	A
	REL-10
	RANimp-RABSE, TEI9


10.1.5
RP-101213
RAN2 CRs on Small Technical Enhancements and Improvements for Rel-10

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106755
	Introduction of REL-10 access stratum release indicator
	ZTE
	25.306
	0280
	1
	F
	REL-10
	TEI10

	R2-106756
	Some legacy editorial corrections for TEI10
	ZTE
	25.331
	4353
	1
	F
	REL-10
	TEI10

	R2-106118
	Speed dependent scaling rules in HCS environment
	Ericsson, ST-Ericsson
	25.331
	4354
	-
	F
	REL-10
	TEI10

	R2-106758
	RLC reset on a Signalling Radio Bearer
	Ericsson, ST-Ericsson
	25.331
	4375
	-
	F
	REL-10
	TEI10

	R2-106775
	Addition of Rel-10 critical extension in SRNS relocation message adding ROHC target mode
	Alcatel-Lucent
	25.331
	4398
	-
	F
	REL-10
	TEI10, RANimp-RABSE 

	R2-106774
	Enhanced Security Mode procedure handling in case of delayed L2 ACK
	Research In Motion UK Limited, Qualcomm Incorporated
	25.331
	4427
	-
	C
	REL-10
	TEI10  

	R2-106757
	Adding the 12.2/7.4/5.9/4.75 kbps speech without SRB#5
	Nokia Siemens Networks, Nokia Corporation
	25.993
	0118
	-
	B
	REL-10
	TEI10


10.1.5
RP-101214
RAN2 CRs on Small Technical Enhancements and Improvements for Rel-10 for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106887
	CR to 36.300 adding e1xCSFB support for dual Rx/Tx UE
	Motorola, Hitachi, KDDI, NEC, QUALCOMM Incorporated
	36.300
	0276
	1
	B
	REL-10
	TEI10, LTE-L23

	R2-106907
	Editorial Clean-Up
	Nokia Siemens Networks (Rapporteur)
	36.300
	0277
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-106924
	Setting of Maximum Bit Rate (MBR) to be greater than the Guaranteed Bit Rate (GBR) over E-UTRA: MBR enforcement at eNB side.
	Orange SA, Deutsche Telekom, Telecom Italia
	36.300
	0285
	2
	C
	REL-10
	TEI10, LTE-L23

	R2-106947
	CR for Description of Energy Saving
	RAN3
	36.300
	0286
	-
	F
	REL-10
	TEI10, LTE-interfaces

	R2-106949
	Clarification to ANR Operation
	RAN3
	36.300
	0288
	-
	F
	REL-10
	LTE-interfaces, TEI10

	R2-106956
	Correction on SPID Transfer 
	RAN3
	36.300
	0295
	-
	F
	REL-10
	LTE-Interfaces, TEI10

	R2-106966
	Complete S1 Interface Signalling Procedures
	RAN3
	36.300
	0305
	-
	F
	REL-10
	LTE-Interfaces, TEI10

	R2-106137
	Addition of UE-EUTRA-Capability descriptions
	Research In Motion UK Limited
	36.331
	0478
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-106140
	Clarification on Default Configuration for CQI-ReportConfig
	CATT
	36.331
	0481
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-106906
	Priority indication for CSFB with re-direction
	ZTE
	36.331
	0490
	1
	F
	REL-10
	TEI10, LTE-L23, eMPS

	R2-106150
	SIB Size Limitations
	Nokia Siemens Networks
	36.331
	0491
	-
	F
	REL-10
	TEI10, LTE-L23

	R2-106912
	Combined Quantity Report for IRAT measurement of UTRAN
	Huawei, HiSilicon, Deutsche Telekom, Ericsson, ST-Ericsson, TeliaSonera, Nokia Siemens Networks, ZTE
	36.331
	0513
	-
	C
	REL-10
	TEI10, LTE-L23

	R2-106941
	UE power saving and Local release
	Nokia Siemens Networks, Deutsche Telekom, NTT DOCOMO INC., Telecom Italia 
	36.331
	0527
	1
	F
	REL-10
	TEI10, LTE-L23


10.1.5
RP-101215
RAN2 CR to 36.331 adding e1xCSFB support for dual Rx/Tx UE
	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106146
	CR to 36.331 adding e1xCSFB support for dual Rx/Tx UE
	Motorola, Hitachi, KDDI, NEC, QUALCOMM Incorporated
	36.331
	0487
	-
	B
	REL-10
	TEI10, LTE-L23


Note: CR is linked to CT CRs

10.1.5
RP-101216
RAN2 CR on Introduction of LIPA function

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106961
	Introduction of LIPA function
	RAN3
	36.300
	0300
	-
	B
	REL-10
	LIPA_SIPTO


Note: LIPA_SIPTO is an SA2 feature that has no RAN WI, the CR is therefore submitted under TEI10 agenda item
10.2.2
RP-101217
RAN2 CRs on 1.28 Mcps TDD Multi-carrier HSUPA

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106742
	Introduction of MC-HSUPA for 1.28Mcps TDD
	ZTE
	25.302
	0082
	1
	B
	REL-10
	TDD_MC_HSUPA

	R2-106744
	introduction of MC-HSUPA for 1.28Mcps TDD
	TD Tech
	25.306
	0284
	-
	B
	REL-10
	TDD_MC_HSUPA

	R2-106743
	Modification for MC-HSUPA for 1.28Mcp TDD
	TD Tech
	25.319
	0074
	-
	F
	REL-10
	TDD_MC_HSUPA

	R2-106746
	introduction of MC-HSUPA for 1.28Mcps TDD
	TD Tech
	25.321
	0719
	-
	B
	REL-10
	TDD_MC_HSUPA

	R2-106091
	Introduction of LCR TDD MC-HSUPA in 25.322
	CATT
	25.322
	0388
	-
	B
	REL-10
	TDD_MC_HSUPA

	R2-106765
	Introduction of MCHSUPA for 1.28Mcsp TDD
	ZTE
	25.331
	4403
	2
	B
	REL-10
	TDD_MC_HSUPA


10.2.5.1
RP-101218
RAN2 CRs on Core part: Four carrier HSDPA

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106770
	Introduction of 4C-HSDPA definitions
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Infineon
	25.302
	0083
	1
	F
	REL-10
	4C_HSDPA-Core

	R2-106981
	Correction for value range of total RLC AM, MAC-hs and MAC-ehs buffer size
	Nokia Corporation, Nokia Siemens Networks
	25.306
	0278
	1
	F
	REL-10
	4C_HSDPA-Core

	R2-106750
	Corrections on 25.306 for 4C-HSDPA
	Huawei, HiSilicon
	25.306
	0283
	-
	F
	REL-10
	4C_HSDPA-Core

	R2-106107
	Correction to the absence of IE additional Cells in 4C-HSDPA
	Samsung
	25.331
	4343
	-
	F
	REL-10
	4C_HSDPA-Core

	R2-106769
	Some clarifications of 4C-HSDPA behavior
	ZTE
	25.331
	4352
	2
	F
	REL-10
	4C_HSDPA-Core

	R2-106749
	Corrections on 25.331 for 4C-HSDPA
	Huawei, HiSilicon
	25.331
	4382
	-
	F
	REL-10
	4C_HSDPA-Core

	R2-106802
	Corrections to 4C-HSDPA
	InterDigital
	25.331
	4419
	1
	F
	REL-10
	4C_HSDPA-Core 


10.2.7.1
RP-101219
RAN2 CRs on Core part: MU-MIMO for 1.28Mcps TDD

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106074
	Introduction of MU-MIMO for LCR TDD in 25.308
	TD Tech
	25.308
	0104
	-
	B
	REL-10
	MUMIMO_LCR_TDD-Core

	R2-106982
	Introduction of MU-MIMO for LCR TDD in 25.319
	TD Tech
	25.319
	0073
	1
	B
	REL-10
	MUMIMO_LCR_TDD-Core

	R2-106790
	Introduction of MU-MIMO for LCR TDD in 25.331
	CATT
	25.331
	4383
	-
	B
	REL-10
	MUMIMO_LCR_TDD-Core


10.2.13
RP-101220
RAN2 CR on Introduction of detected set measurements and reporting for Inter-frequency

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106806
	Introduction of detected set measurements and reporting for Inter-frequency
	Nokia Corporation, Nokia Siemens Networks
	25.331
	4407
	1
	B
	REL-10
	Interf_dset_meas_UMTS


Note: CR was just technically endorsed in RAN2

10.3.2.1
RP-101221
RAN2 CRs on Core part: Minimization of Drive Tests for E-UTRAN and UTRAN

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106900
	36.304 CR on MDT
	NSN
	36.304
	0140
	2
	B
	REL-10
	MDT_UMTSLTE-Core

	R2-106937
	Introduction of Minimization of Drive Tests
	Nokia Siemens Networks, Nokia Corporation
	36.331
	0476
	3
	B
	REL-10
	MDT_UMTSLTE-Core


Note: Company contribution to replace R2-106937 in RP-101183
10.3.3.1
RP-101222
RAN2 CR on Core part: HNB and HeNB Mobility Enhancements

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106959
	Stage 2 for the X2 based mobility enhancement between HeNBs
	RAN3
	36.300
	0298
	-
	B
	REL-10
	HNB_HENB_mob_enh-Core


10.3.4.1
RP-101223
RAN2 CRs on Core part: Expanded 1900 MHz Band for UTRA and LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106786
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0110
	-
	B
	REL-4
	E1900-Core

	R2-106787
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0111
	-
	A
	REL-5
	E1900-Core

	R2-106788
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0112
	-
	A
	REL-6
	E1900-Core

	R2-106789
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0113
	-
	A
	REL-7
	E1900-Core

	R2-106777
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0109
	1
	A
	REL-8
	E1900-Core

	R2-106784
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0107
	-
	A
	REL-9
	E1900-Core

	R2-106785
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.307
	Alcatel-Lucent
	25.307
	0108
	-
	A
	REL-10
	E1900-Core


Note: 25.331 CR pending (will be provided to RAN #51)

10.3.6
RP-101224
RAN2 CR on RAN mechanisms to avoid CN overload due to Machine-Type Communications

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106964
	Introduction of MTC Overload Support
	RAN3
	36.300
	0303
	-
	B
	REL-10
	NIMTC-RAN_overload


10.4.4.1
RP-101225
RAN2 CR on Core part: UL multiple antenna transmission for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106863
	HARQ operation for UL multiple antenna transmission
	Ericsson 
	36.321
	0447
	-
	B
	REL-10
	LTE_UL_MIMO-Core


10.4.5.1
RP-101226
RAN2 CRs on Core part: Carrier Aggregation for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106854
	Corrections and new agreements on Carrier Aggregation
	Nokia Siemens Networks (Rapporteur)
	36.300
	0269
	2
	B
	REL-10
	LTE_CA-Core

	R2-106898
	Introduction of CA to TS36.302
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	36.302
	0021
	3
	B
	REL-10
	LTE_CA-Core

	R2-106917
	Introduction of Carrier Aggregation
	Ericsson 
	36.321
	0436
	2
	B
	REL-10
	LTE_CA-Core

	R2-106156
	Update of 'serving cell' terminology in 36.355
	Qualcomm Incorporated
	36.355
	0040
	-
	F
	REL-10
	LTE_CA-Core


10.4.5.1
RP-101227
RAN2 CR on multiple work items: Core part: Carrier Aggregation for LTE, Core part: UL multiple antenna transmission for LTE, Core part: Enhanced Downlink Multiple Antenna Transmission for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106856
	Introduction of Carrier Aggregation and UL/ DL MIMO
	Rapporteur (Samsung)
	36.331
	0488
	1
	B
	REL-10
	LTE_CA-Core, LTE_UL_MIMO-Core, LTE_eDL_MIMO-Core


10.4.6.1
RP-101228
RAN2 CRs on Core part: Relays for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106930
	Additions and corrections to relaying description
	Ericsson
	36.300
	0274
	3
	B
	REL-10
	LTE_Relay-Core

	R2-106948
	S1 non UE associated message handling
	RAN3
	36.300
	0287
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106950
	P-GW function embedded in DeNB and addressing requirements
	RAN3
	36.300
	0289
	-
	F
	REL-10
	LTE_Relay-Core

	R2-106951
	eNB Configuration Update procedure in RN startup and detach procedure
	RAN3
	36.300
	0290
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106953
	No NNSF function in RN
	RAN3
	36.300
	0292
	-
	F
	REL-10
	LTE_Relay-Core

	R2-106954
	S1 handover routing toward RN
	RAN3
	36.300
	0293
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106955
	TNL address Handling
	RAN3
	36.300
	0294
	-
	F
	REL-10
	LTE_Relay-Core

	R2-106962
	OAM requirements for QCI to DSCP mapping config for relays
	RAN3
	36.300
	0301
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106963
	Non UE associated message handling
	RAN3
	36.300
	0302
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106965
	Relay Node Un Signalling Transport Support
	RAN3
	36.300
	0304
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106968
	Stage-2 updates to RN initial attachment
	RAN3
	36.300
	0307
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106890
	Introduction of relays in MAC
	Ericsson
	36.321
	0437
	1
	B
	REL-10
	LTE_Relay-Core

	R2-106970
	Addition of integrity protection of DRBs in PDCP for RNs
	Ericsson
	36.323
	0084
	-
	B
	REL-10
	LTE_Relay-Core

	R2-106886
	Introduction of relays in RRC
	Ericsson
	36.331
	0489
	1
	B
	REL-10
	LTE_Relay-Core


10.4.8.1
RP-101229
RAN2 CRs on Core part: Enhanced ICIC for non-CA based deployments of heterogeneous networks for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106943
	Introduction of enhanced ICIC
	Qualcomm Incorporated
	36.300
	0278
	1
	B
	REL-10
	eICIC_LTE-Core

	R2-106972
	X2 procedure and OAM requirements to support eICIC
	RAN3
	36.300
	0306
	1
	B
	REL-10
	eICIC_LTE-Core


10.4.11.1
RP-101230
RAN2 CRs on Core part: LTE Self Optimizing Networks (SON) enhancements

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106960
	Introduction of event-triggered inter-RAT cell load reporting
	RAN3
	36.300
	0299
	-
	B
	REL-10
	SONenh_LTE-Core

	R2-106969
	Functionality of SON MRO defined for Rel.10
	RAN3
	36.300
	0308
	-
	B
	REL-10
	SONenh_LTE-Core


10.4.13.1
RP-101231
RAN2 CRs on Core part: Further enhancements to MBMS for LTE

	Tdoc
	Title
	Source
	Spec
	CR #
	rev
	cat
	Release
	SI/WI

	R2-106880
	LTE - Stage 2 agreements on MBMS enhancement
	Huawei (Rapporteur )
	36.300
	0275
	1
	B
	REL-10
	MBMS_LTE_enh-Core

	R2-106952
	Introduction of MCE initiated MBMS Session Start Request
	RAN3
	36.300
	0291
	-
	B
	REL-10
	MBMS_LTE_enh-Core

	R2-106957
	Support of ARP Pre-emption
	RAN3
	36.300
	0296
	-
	B
	REL-10
	MBMS_LTE_enh-Core

	R2-106958
	Support of MBMS Service Counting Report procedure
	RAN3
	36.300
	0297
	-
	B
	REL-10
	MBMS_LTE_enh-Core

	R2-106882
	Stage-3 CR for MBMS enhancement
	Huawei (Rapporteur )
	36.331
	0492
	1
	B
	REL-10
	MBMS_LTE_enh-Core
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