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6.2.2.5a
Cell reselection using SIB18; UTRAN(1.28Mcps TDD) to GSM
6.2.2.5a.1
Definition
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Conformance requirement
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Test purpose
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6.2.2.5a.4
Method of test

Initial conditions

The UE is equipped with a USIM containing default values.
Cell reselection parameters are set to default values, so the cell-ranking criterion R equals P-CCPCH RSCP / RF Signal Level.

The Inter-RAT Cell Info List of Cell 1 (UTRAN) refers to Cell 9 (GSM) and Cell 10 (GSM).

The 3G Neighbour Cell Description of Cell 9 (GSM) and Cell 10 (GSM) refers to Cell 1 (UTRAN) 

Cell parameters are defined in the table below. Cell 9 and 10 are switched off.

	Parameter
	Unit
	Cell 1

(UTRAN)

	Test Channel
	
	1

	PLMN
	
	PLMN 1

	LAC
	
	0001

	P-CCPCH RSCP(TDD)
	dBm
	-65

	Qrxlevmin
	dBm
	-104

	Srxlev*
	dB
	39

	S-search RAT
	dB
	Not sent


	Parameter
	Unit
	Cell 9

(GSM)
	Cell 10

(GSM)

	Test Channel
	
	1
	2

	PLMN
	
	PLMN 3
	PLMN 1

	LAC
	
	0009
	0010

	RF Signal Level
	dBm
	-70
	-80

	RXLEV_ACCESS_MIN
	dBm
	-100
	-100

	C1*
	dB
	30
	20

	TDD_Qoffset
	dBm
	-60
	-60


The reference system configuration from TS34.108 clause 6.1 are used in all cells, with the following modifications:

SYSTEM INFORMATION BLOCK TYPE18

	- Idle mode PLMN identities
	

	  - PLMNs of intra-frequency cells list
	Not present

	  - PLMNs of inter-frequency cells list
	Not present

	  - PLMNs of inter-RAT cells list
	

	    - PLMN identity (1)
	PLMN2

	    - PLMN identity (2)
	PLMN1

	- Connected mode PLMN identities
	Not present


Step e-f

	Parameter
	Unit
	Cell 1

(UTRAN)

	P-CCPCH RSCP(TDD)
	dBm
	-65 -> -90

	Srxlev*
	dB
	39 ->14


Test procedure

Method C is applied.

a)
The UE is switched on. 

b)
The SS waits for random access requests from the UE. A complete Location Update is done. For UE that supports both CS and PS domain or PS domain only, the Location Updating procedure could be replaced by the appropriate GMM registration procedure.

c)
The SS activates Cell 9 and Cell 10.

d)
The SS checks during 1 minute for random access requests from the UE. 

e)
The SS changes the level of Cell 1.

f)
The SS waits for random access requests from the UE.

6.2.2.5a.5
Test requirements
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