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5.2.8
E-UTRAN FDD - GSM handover: unknown target cell

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· 
· 
· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

5.2.8.1
Test purpose

To verify the UE’s ability to transfer a connection between the UE and E-UTRAN to GSM handover: unknown target cell in RRC_CONNECTED state by meeting the handover to an unknown target cell delay requirements.

5.2.8.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support GSM.

5.2.8.3
Minimum conformance requirements

The handover delay THandover delay shall be less than handover delay + Toffset + TUL in RRC_CONNECTED state.

The handover delay given in table 5.2.8.3-1 and interruption time given in table 5.2.8.3-2 requirements for the case where the UE has not synchronised to the GSM cell before receiving the RRC MOBILITY FROM E-UTRA command are valid when the signal quality of the GSM cell is sufficient for successful synchronisation with one attempt. If the UE is unable to synchronise to the GSM cell on the first attempt, it shall continue to search for synchronisation information for up to 800 ms duration. If after 800 ms the UE has not synchronised to the GSM cell it shall follow the handover failure procedure specified in TS 36.331 [5].

When the UE receives a RRC MOBILITY FROM E-UTRA command the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT within the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.8.3-1 from the end of the last TTI containing the RRC command. 

The UE shall process the RRC procedures for the MOBILITY FROM E-UTRA command within 50 ms, which is noted as RRC procedure delay. 

Table 5.2.8.3-1: E-UTRAN/GSM handover - handover delay

	UE synchronisation status
	handover delay [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	90

	The UE has not synchronised to the GSM cell before RRC the MOBILITY FROM E-UTRA COMMAND is received
	190


The interruption time is the time between the end of the TTI containing the RRC command on the E-UTRAN PDSCH and the time the UE starts transmission on the uplink channel in GSM, excluding the RRC procedure delay. The interruption time depends on whether the UE has synchronized to the target GSM cell or not and shall be less than the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.8.3-2.

Table 5.2.3.3-2: E-UTRAN/GSM handover - interruption time

	Synchronisation status
	Interruption time [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	40

	The UE has not synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	140


The normative reference for this requirement is TS 36.133 [4] clause 5.3.3 and A.5.2.8.

5.2.8.4
Test description

5.2.8.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.14.

2.
The general test parameter settings are set up according to Table 5.2.8.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 5.2.8.4.3.

5.
There is one E-UTRA FDD serving cell and one GSM cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.2.8.4.1-1: General Test Parameters for E-UTRAN FDD - GSM handover: unknown target cell test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1

	Gap Pattern Id
	
	None
	No measurement gaps shall be provided.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	DRX
	
	OFF
	No DRX configured

	T1
	s
	(7
	

	T2
	s
	1
	


5.2.8.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time durations of T1 and T2 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. A RRC message implying handover shall be sent to the UE during period T1. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. Starting T2, Cell 2 becomes detectable and the UE receives a RRC handover command from the network.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.8.5-1 and 5.2.8.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The neighbour cell shall broadcast its own BSIC, SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.

4.
The start of T2 is the instant when the last TTI containing the RRC MobilityFromEUTRACommand message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T1 to T2 as specified in Table 5.2.8.5-1 and 5.2.8.5-2. T2 starts.
5.
If the UE sends access bursts on the new DCCH to Cell 2 less than 200 ms from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

6.
After T2 expires, ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell. 

7.
The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop. 

8.
Repeat step 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
------------------------------------------------- NEXT CHANGED SECTION ------------------------------------------------------
5.2.9
E-UTRAN TDD - GSM handover: unknown target cell

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
· 
5.2.9.1
Test purpose
To verify the UE’s ability to transfer a connection between the UE and E-UTRAN TDD to GSM in RRC_CONNECTED state by meeting the UE RRC procedure delay and interruption time requirements when the target cell is unknown.

5.2.9.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward that support GSM.

5.2.9.3
Minimum conformance requirements
The handover delay THandover delay shall be less than handover delay + Toffset + TUL in RRC_CONNECTED state.

The handover delay given in table 5.2.9.3-1 and interruption time given in table 5.2.9.3-2 requirements for the case where the UE has not synchronised to the GSM cell before receiving the RRC MOBILITY FROM E-UTRA command are valid when the signal quality of the GSM cell is sufficient for successful synchronisation with one attempt. If the UE is unable to synchronise to the GSM cell on the first attempt, it shall continue to search for synchronisation information for up to 800 ms duration. If after 800 ms the UE has not synchronised to the GSM cell it shall follow the handover failure procedure specified in TS 36.331 [5].

When the UE receives a RRC MOBILITY FROM E-UTRA command the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [13]) on the channel of the new RAT within the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.9.3-1 from the end of the last TTI containing the RRC command. 

The UE shall process the RRC procedures for the MOBILITY FROM E-UTRA command within 50 ms, which is noted as RRC procedure delay. 

Table 5.2.9.3-1: E-UTRAN/GSM handover - handover delay

	UE synchronisation status
	handover delay [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	90

	The UE has not synchronised to the GSM cell before RRC the MOBILITY FROM E-UTRA COMMAND is received
	190


The interruption time is the time between the end of the TTI containing the RRC command on the E-UTRAN PDSCH and the time the UE starts transmission on the uplink channel in GSM, excluding the RRC procedure delay. The interruption time depends on whether the UE has synchronized to the target GSM cell or not and shall be less than the value defined in TS 36.133 [4] clause 5.3.3.2.1 and shown in table 5.2.9.3-2.
Table 5.2.9.3-2: E-UTRAN/GSM handover - interruption time

	Synchronisation status
	Interruption time [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	40

	The UE has not synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	140


The normative reference for this requirement is TS 36.133 [4] clause 5.3.3 and A.5.2.9.

5.2.9.4
Test description

5.2.9.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.14.

2.
The general test parameter settings are set up according to Table 5.2.9.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 5.2.9.4.3.

5.
There is one E-UTRA TDD serving cell and one GSM cell specified in the test. Cell 1 (E-UTRA TDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.2.9.4.1-1: General Test Parameters for E-UTRAN TDD to GSM handover test case; unknown target cell

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Gap Pattern Id
	
	None
	No measurement gaps shall be provided.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	DRX
	
	OFF
	No DRX configured

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211[8]

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211[8]

	T1
	s
	(7
	

	T2
	s
	1
	


5.2.9.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time duration of T1, T2 respectively. At the start of time duration T1, the UE will not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. No Gap pattern configuration shall be used.

1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.9.5-1 and 5.2.9.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The neighbour cell shall broadcast its own BSIC, SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.
4.
The start of T2 is the instant when the last TTI containing the RRC MobilityFromEUTRACommand message implying handover is sent to the UE, At that instant the SS shall switch the power settings from T1 to T2 as specified in Table 5.2.9.5-1 and 5.2.9.5-2. T2 starts.

5.
If the UE sends access bursts on the new DCCH to Cell 2 less than 200 ms from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

6 .
After T2 expires, ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell. 

7.
The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop. 
8.
Repeatstep 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
------------------------------------------------- NEXT CHANGED SECTION ------------------------------------------------------
5.2.9.5
Test requirement

Tables 5.2.9.4.1-1, 5.2.9.5-1 and 5.2.9.5-2 defines the primary level settings including test tolerances for E-UTRAN TDD to GSM handover test case when the target cell is unknown.

Table 5.2.9.5-1: Cell Specific Test requirement Parameters for Cell 1 E-UTRAN TDD cell
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and in D.2.2(OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB 
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RA Note1
	dB
	

	OCNG_RB Note1
	dB
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	dB
	4+ TT
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 Note 2
	dBm/15 kHz
	-98
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	dB
	4+ TT

	RSRP Note 3
	dBm/15 kHz
	-94+ TT

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image4.wmf]oc
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 5.2.9.5-2: Cell Specific Test requirement Parameters for Cell 2 GSM cell
	Parameter
	Unit
	Cell 2 (GSM)

	
	
	T1
	T2

	Absolute RF Channel Number
	
	ARFCN 1

	RXLEV
	dBm
	-Infinity
	-75+ TT


The handover delay is defined as the time from the beginning of time period T2, to the moment the UE start to send access bursts on the new DCCH to Cell 2.

The handover delay THandover delay test requirement in this case is expressed as:

Handover delay THandover delay = handover delay + Toffset + TUL
Handover delay = 190 ms; this is based on handover delay value as defined in Table 5.2.9.3.-1
Toffset = 4.65 ms; GSM timing uncertainty between the time from when the UE is ready to transmit until the start of the next timeslot in GSM 26 multiframe structure

TUL = 4.65 ms; the time the UE has to wait in case the next timeslot is an idle frame or a SACCH frame

The handover delay THandover delay shall be less than a total of 200 ms in this test case (note: this gives a total of 199.3 ms but the test allows 200 ms).

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

------------------------------------------------- NEXT CHANGED SECTION ------------------------------------------------------
G.2.6
Test conditions for delay tests and UE measurement performance

Table G.2.6-1: test conditions

	Test
	Statistical independence
	Number of  components in the test vector, as specified in the test requirements and initial conditions of the applicable test
	
	Over all Pass/Fail condition

	4.2.1

EUTRAN FDD- FDD cell re-selection intra frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.2.2

E-UTRAN TDD - TDD cell re-selection intra frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.2.3
E-UTRAN FDD - FDD cell re-selection inter frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.2.4
E-UTRAN FDD - TDD cell re-selection inter frequency case
	
	
	
	

	4.2.5
E-UTRAN TDD - FDD cell re-selection inter frequency case


	
	
	
	

	4.2.6
E-UTRAN TDD - TDD cell re-selection inter frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.3.1
E-UTRAN FDD - UTRAN FDD cell re-selection
	
	
	
	

	4.3.2
E-UTRAN FDD - UTRAN TDD cell re-selection
	
	
	
	

	4.3.3
E-UTRAN TDD - UTRAN FDD cell re-selection
	
	
	
	

	4.3.4

E-UTRAN TDD - UTRAN TDD cell re-selection
	
	
	
	

	4.4.1

E-UTRAN FDD - GSM cell re-selection
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	4.4.2
E-UTRAN TDD - GSM cell re-selection
	
	
	
	

	4.5.1
E-UTRAN FDD - HRPD Cell re-selection
	
	
	
	

	4.6.1
E-UTRAN FDD - cdma2000 1xRTT Cell re-selection
	
	
	
	

	5.1.1
E-UTRAN FDD-FDD Handover intra frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.1.2
E-UTRAN TDD-TDD Handover intra frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.1.3
E-UTRAN FDD-FDD Handover inter frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.1.4
E-UTRAN TDD-TDD Handover inter frequency case
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.1.6

E-UTRAN TDD-TDD inter frequency handover: unknown target cell
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.1

E-UTRAN FDD - UTRAN FDD handover
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.2
E-UTRAN FDD - UTRAN TDD handover
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.3
E-UTRAN FDD - GSM handover
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.4 

E-UTRAN TDD - UTRAN TDD handover
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.8 
E-UTRAN FDD - GSM handover: unknown target cell
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.2.9

E-UTRAN TDD – GSM handover: unknown target cell
	Test procedure ensures independency
	1 per operating band
	NA
	To pass the test, all components in the test vector must pass

	5.3.1

Inter-RAT Handover from E-UTRAN to HRPD
	
	
	
	

	5.3.2

Inter-RAT Handover from E-UTRAN to cdma2000 1xRTT
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