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< Unchanged sections omitted >
5.2.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The RRC message implying handover shall be sent to the UE during T2, after the UE has reported Event B2. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.1.5-1 and 5.2.1.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.1.5-1 and 5.2.1.5-2. 

6.
UE shall transmit a MeasurementReport message triggered by Event B2.

7.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.2.1.5-1 and 5.2.1.5-2.

9.
If the UE transmits the UL DPCCH to Cell 2 less than 190 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. .Cell 1 is the active cell. 

11.
The SS shall set Cell 2 primary scrambling code = ((current cell 2 primary scrambling code - 50) mod 200 + 100) for next iteration of the test procedure loop. 

12.
Repeat step 2-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
< Unchanged sections omitted >

5.2.2.4.2
Test procedure

The test consists of one E-UTRAN TDD cell and one neighbour UTRAN FDD cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. A neighbouring cell list, including the UTRA cell (Cell 2) is sent to the UE before T2 starts. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The RRC message implying handover shall be sent to the UE during T2, after the UE has reported Event B2. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table 5.2.2.5-1 and 5.2.2.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.2.5-1 and 5.2.2.5-2.

6.
UE shall transmit a MeasurementReport message triggered by Event B2.

7.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 
8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.2.2.5-1 and 5.2.2.5-2.
9.
If the UE transmits the Uplink DPCCH channel to Cell 2 less than [190 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell. 
11.
The SS shall set Cell 2 primary scrambling code = ((current cell 2 primary scrambling code – 50) mod 200 + 100) for next iteration of the test procedure loop.
12.
Repeat step 2-11 until the confidence level according to Tables G.2.6-1 in Annex G clause G.2 is achieved.
< Unchanged sections omitted >

5.2.3.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. The RRC message implying handover to Cell 2 shall be sent to the UE during T2, after the UE has reported Event B1. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover. The requirements are also applicable for a UE not requiring measurement gap, in which case no measurement gap pattern is sent.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.3.5-1 and 5.2.3.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.3.5-1 and 5.2.3.5-2. 

6.
UE shall transmit a MeasurementReport message triggered by Event B1.

7.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.

8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.2.3.5-2.

9.
If the UE sends access bursts on the new DCCH to Cell 2 less than 100 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A . Cell 1 is the active cell. 

11.
The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop. 

12.
Repeat step 2-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
< Unchanged sections omitted >

5.2.4.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. A neighbouring cell list, including the UTRA cell (Cell 2) is sent to the UE before T2 starts. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. T3 is defined as the end of the last TTI containing the RRC message implying handover.

1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.

2.
Set the parameters according to T1 in Table’s 5.2.4.5-1 and 5.2.4.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.4.5-1 and 5.2.4.5-2.

4.
UE shall transmit a MeasurementReport message triggered by Event B2.

5.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

6.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.2.4.5-1 and 5.2.4.5-2.

7.
If the UE transmits the UL to Cell 2 less than [50 ms] from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

8.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A . Cell 1 is the active cell. 

9.
The SS shall set Cell 2 primary scrambling code = ((current cell 2 primary scrambling code – 50) mod 200 + 100) for next iteration of the test procedure loop.

10.
Repeat step 2-9 until the confidence level according to Tables G.2.6-1 in Annex G clause G.2 is achieved.

< Unchanged sections omitted >

5.2.5.4.2.2
Test procedure

The test scenario comprises of two cells, E-UTRA TDD cell1 and UTRA TDD cell2. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. Gap pattern configuration with id #1 as specified in TS 36.133 [4] Table 8.1.2.1-1 is configured before T2 begins to enable inter-RAT frequency monitoring. 
A RRC message implying handover shall be sent to the UE during period T2, after the UE has reported Event B2. The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. The handover message shall contain cell 2 as the target cell.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.5.5.2-1 and 5.2.5.5.2-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts. 

3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.5.5.2.-1 and 5.2.5.5.2-2. 

6.
UE shall transmit a MeasurementReport message triggered by Event B2.

7.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.

8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.2.5.5-1 and 5.2.5.5-2.

9.
If the UE transmits the UL DPCH  Cell 2 less than [90] ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A . Cell 1 is the active cell.
11.
SS shall change set cell 2  cell parameter id =(current cell 2 cell parameter id +4) mod 16. 

12.
Repeat step 2-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
< Unchanged sections omitted >

5.2.6.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. The RRC message implying handover to Cell 2 shall be sent to the UE during T2, after the UE has reported Event B1. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover. The requirements are also applicable for a UE not requiring measurement gap, in which case no measurement gap pattern is sent.

1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.6.5-1 and 5.2.6.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.2.6.5-1 and 5.2.6.5-2. 

6.
UE shall transmit a MeasurementReport message triggered by Event B1.

7.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.

8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Table 5.2.6.5-2.

9.
If the UE sends access bursts on the new DCCH to Cell 2 less than 100 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A . Cell 1 is the active cell.
11.
The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.

12.
Repeat step 2-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

< Unchanged sections omitted >

5.2.7.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time durations of T1and T2 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. A RRC message implying handover shall be sent to the UE during period T1. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. Starting T2, Cell 2 becomes detectable and the UE receives a RRC handover command from the network. 
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.7.5-1 and 5.2.7.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

4.
The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T1 to T2 as specified in Tables 5.2.7.5-1 and 5.2.7.5-2.

5.
If the UE transmits the UL DPCCH to Cell 2 less than 290 ms from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

6.
After T2 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A . Cell 1 is the active cell. 

7.
The SS shall set Cell 2 primary scrambling code = ((current cell 2 primary scrambling code - 50) mod 200 + 100) for next iteration of the test procedure loop. 

8.
Repeat step 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
< Unchanged sections omitted >

5.2.8.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time durations of T1 and T2 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. A RRC message implying handover shall be sent to the UE during period T1. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. Starting T2, Cell 2 becomes detectable and the UE receives a RRC handover command from the network.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.8.5-1 and 5.2.8.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The neighbour cell shall broadcast its own BSIC, SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.

4.
The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T1 to T2 as specified in Table 5.2.8.5-1 and 5.2.8.5-2.

5.
If the UE sends access bursts on the new DCCH to Cell 2 less than 200 ms from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

6.
After T2 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A . Cell 1 is the active cell. 

7.
The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop. 

8.
Repeat step 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
< Unchanged sections omitted >

5.2.9.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time duration of T1, T2 respectively. At the start of time duration T1, the UE will not have any timing information of cell 2. Starting T2, cell 2 becomes detectable and the UE receives a RRC handover command from the network. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. No Gap pattern configuration shall be used.

1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.2.9.5-1 and 5.2.9.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The neighbour cell shall broadcast its own BSIC, SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.
4.
The start of  T2 is the instant when the last TTI containing the RRC MobilityFromEUTRACommand message implying handover is sent to the UE, At that instant the SS shall switch the power settings from T1 to T2 as specified in Table 5.2.9.5-1. T2 starts.

5.
If the UE sends access bursts on the new DCCH to Cell 2 less than 200 ms from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

6 .
After T2 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell. 

7.
The SS shall set a different BSIC on Cell 2, as the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop. 
8.
Repeatstep 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
< Unchanged sections omitted >

5.2.10.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, a RRC message implying handover to UTRA 1.28Mcps TDD cell shall be sent to the UE including activation time "now". The end of the last TTI containing handover message is the beginning of T2 duration.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Tables 5.2.10.5-1 and 5.2.10.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3.
The SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2.

4.
The start of T2 is the instant when the last TTI containing the RRC MobilityFromEUTRACommand message implying handover is sent to the UE, At that instant the SS shall switch the power settings from T1 to T2 as specified in Table 5.2.10.5-1. T2 starts.

5.
If the UE transmits the UL to Cell 2 less than [250ms] from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

6.
After T2 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
7.
SS shall change set cell 2cell parameter id = (current cell 2 cell parameter id +4) mod 16.
8.
Repeat step 2-7 until the confidence level according to Tables G.2.6-1 in Annex G clause G.2 is achieved. 
< Unchanged sections omitted >

5.3.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The RRC message implying handover shall be sent to the UE during T2, after the UE has reported Event B2. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.3.1.5-1 and 5.3.1.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The neighbour cell shall broadcast its own PN offset and the measurement cell list of Cell 1 shall contain the PN offset of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.3.1.5-1 and 5.3.1.5-2. 

6.
UE shall transmit a MeasurementReport message triggered by Event B2.

7.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.3.1.5-1 and 5.3.1.5-2.

9.
If the UE starts to transmit the Reverse Control Channel to Cell 2 in less than 127 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell. 

11.
The SS shall set a different PN Offset on Cell 2 so that the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.

12.
Repeat steps 2-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
< Unchanged sections omitted >

5.3.2.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE may not have any timing information of Cell 2. Starting T2, Cell 2 becomes detectable and the UE is expected to detect and send a measurement report. The RRC message implying handover shall be sent to the UE during T2, after the UE has reported Event B2. T3 is defined as the end of the last E-UTRAN TTI containing the RRC message implying handover.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.3.2.5-1 and 5.3.2.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The neighbour cell shall broadcast its own PN offset and the measurement cell list of Cell 1 shall contain the PN offset of Cell 2. SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 5.3.2.5-1 and 5.3.2.5-2. 

6.
UE shall transmit a MeasurementReport message triggered by Event B2.

7.
SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

8.
The start of T3 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T2 to T3 as specified in Tables 5.3.2.5-1 and 5.3.2.5-2.

9.
If the UE starts to transmit the Reverse Control Channel to Cell 2 in less than 200 ms from the beginning of time period T3 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

10.
After T3 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
11.
The SS shall set a different PN Offset on Cell 2 so that the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.

12.
Repeat steps 2-11 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
< Unchanged sections omitted >

5.3.3.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time durations of T1 and T2 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. A RRC message implying handover shall be sent to the UE during period T1. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. Starting at T2, Cell 2 becomes detectable and the UE receives a RRC handover command from the network.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.3.3.5-1 and 5.3.3.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
The SS shall transmit the message containing Information Element systemTimeInfo as defined in TS 36.331 [5] clause 6.3.1. The neighbour cell shall broadcast its own PN offset. The SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

6.
The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T1 to T2 as specified in Table’s 5.3.3.5-1 and 5.3.3.5-2.

7.
If the UE starts to transmit the Reverse Control Channel to Cell 2 in less than 127 ms from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

8.
After T2 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
9.
The SS shall set a different PN Offset on Cell 2 so that the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.

10.
Repeat steps 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
< Unchanged sections omitted >

5.3.4.4.2
Test procedure

The test consists of one active cell and one neighbour cell. The test consists of two successive time periods, with time durations of T1 and T2 respectively. At the start of time duration T1, the UE does not have any timing information of Cell 2. A RRC message implying handover shall be sent to the UE during period T1. The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE. Starting at T2, Cell 2 becomes detectable and the UE receives a RRC handover command from the network.
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell.
2.
Set the parameters according to T1 in Table’s 5.3.4.5-1 and 5.3.4.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts. 

3.
The SS shall transmit the message containing Information Element systemTimeInfo as defined in TS 36.331 [5] clause 6.3.1. The neighbour cell shall broadcast its own PN offset. The SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall transmit a MobilityFromEUTRACommand message implying handover to Cell 2. 

6.
The start of T2 is the instant when the last TTI containing the RRC message implying handover is sent to the UE, at that instant the SS shall switch the power settings from T1 to T2 as specified in Table’s 5.3.4.5-1 and 5.3.4.5-2.

7.
If the UE starts to transmit the Reverse Control Channel to Cell 2 in less than 200 ms from the beginning of time period T2 then the number of successful tests is increased by one. Otherwise, the number of failure testes is increased by one.

8.
After T2 expires, the UE shall be switched off. Then ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A. Cell 1 is the active cell. 

9.
The SS shall set a different PN Offset on Cell 2 so that the previous timing information of Cell 2 is invalid in the UE for the next iteration of the test procedure loop.

10.
Repeat steps 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

< End of changes >
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