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	Reason for change:
(

	Clause 7.4.2 currently states that the SS has a maximum of 100ms to change the power of a cell. 

However, it is not clear if this applies only to a change between power levels of a cell that is expected to be already configured in the SS (i.e. already has a power state other than "Non-suitable ‘Off’ cell" as per 36.508 table 6.2.2.1-1), or also to a change from “off” to a certain power. 

In the latter case, the SS cannot be expected to have the cell configured in the hardware (as hardware resources are limited), and so changing the power level implies creating the cell first, which might take more time than 100ms.

Therefore these two cases have to be distinguished, and a greater allowance given in the case of changing cell power from the "Non-suitable ‘Off’ cell" state. The proposed value takes into account the requirement from TS 36.133 cl. 4.2.2.1 (minimum of 1.28s) and also the current value of T310 in SIB2 (1s).
The change is trying to make sure that there will not be test execution differences on different platforms because of different assumptions being made by SS vendors and test writers.

	
	

	Summary of change:
(

	The clarification is added in 7.4.2


	
	

	Consequences if 
(

not approved:
	- The specification will stay unclear and prone to interpretation.
- Testcase execution may differ between SS vendor platforms, even causing compliant UEs to fail.
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	Other comments:
(

	This CR is raised following the endorsement of the discussion paper R5-106434 except that the value has been changed from 500ms to 700ms for the case where a cell is changed from OFF to ON.


<Beginning of change>

7.4.2
Cell Power Change

To set and adjust the cell power at the two test ports, Reference Power and Attenuation, are provided in the record Reference Power.

The field Reference Power is only set when the cell is created and is not updated during the test case execution.  The SS applies the Reference Power when the cell is fully configured.

To adjust the power level in the test case, the field Attenuation is used. After intitial configuration of a cell the attenuation corresponds to the value "off". When the power is changed for more than one cell, the power changes must happen at the same time for all the cells  according to the time instances for power level changes specified in TS 36.523-1 [1]. The time it takes to complete the power change for all the cells  shall be done:

· within a maximum of 700 ms when changing the power of a cell from “off” to a certain value, or

· within a maximum of 100 ms (10 frames) otherwise.

When adjusting the power level in the test case, separate templates will be used in order to improve code readability.

The SS shall ensure the power level at the test ports conform to the required downlink signal levels specified in clause 6.2.2.1 of TS 36.508 [3].
<End of change>
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