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	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-101271
	R3-103154
	PPI value for SABP in Iuh
	25.467
	0111
	-
	F
	9.3.0
	EHNB-RAN3
	Rel-9

	RP-101271
	R3-103161
	Clarification on Inbound Mobility to HNB
	25.467
	0113
	-
	F
	9.3.0
	EHNB-RAN3
	Rel-9

	RP-101271
	R3-103159
	Clarification on Handover Restriction List
	36.413
	0756
	-
	F
	9.4.0
	LTE-interfaces, TEI9
	Rel-9

	RP-101271
	R3-103160
	Clarification on Handover Restriction List
	36.423
	0385
	-
	F
	9.4.0
	LTE-interfaces, TEI9
	Rel-9

	RP-101271
	R3-103794
	Multiple PLMNs Selection in eNodeB for CS fallback
	36.413
	0761
	4
	F
	9.4.0
	LTE-Interfaces, TEI9
	Rel-9

	RP-101271
	R3-103683
	Power Offset For S-CPICH for MIMO of secondary cell
	25.423
	1651
	1
	F
	9.4.0
	RANimp-DC_MIMO
	Rel-9

	RP-101271
	R3-103684
	Power Offset For S-CPICH for MIMO of secondary cell
	25.423
	1652
	1
	A
	10.0.0
	RANimp-DC_MIMO
	Rel-10

	RP-101271
	R3-103150
	Handling of CDMA2000 HO Required Indication
	36.413
	0753
	-
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103617
	Correction of GBR and MBR
	36.413
	0783
	1
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103638
	Adding abnormal conditions to Enhanced Cell/URA_PCH
	25.433
	1847
	1
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103639
	Adding abnormal conditions to Enhanced Cell/URA_PCH
	25.433
	1848
	1
	A
	10.0.0
	TEI9
	Rel-10

	RP-101271
	R3-103708
	Clarification on the overload action only accepting emergency and MT sessions
	36.413
	0799
	-
	F
	9.4.0
	TEI9
	Rel-9

	RP-101271
	R3-103738
	Clarification on SRVCC procedure in case of PS handover failure
	36.413
	0780
	2
	F
	9.4.0
	TEI9
	Rel-9


page 1/8

