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<< Start of Changes >>
11.2.2
Co-location with BS in other systems

In normal conditions as specified in section 5.4.1 the intermodulation performance should be met when the following signals are applied to the Repeater:

Table 11.2: Input intermodulation requirements for interfering signals in other systems

	Co-located other systems
	Frequency of interfering signals
	Interfering Signal Levels
	Type of signals
	Measurement bandwidth
	Note

	GSM900
	921 – 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	DCS1800
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	PCS1900
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	GSM850
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band I
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band I, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band II
	1930 – 1990 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band II, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band III
	1805 – 1880 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band III, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IV
	2110 – 2155 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band V
	869 – 894 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band V, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VI
	875 – 885 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VII
	2620 – 2690 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band VIII
	925 – 960 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band VIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band IX
	1844.9 – 1879.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band IX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band X
	2110 – 2170 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band X, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band XI
	1475.9 – 1495.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band XII
	728 - 746 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band XIII
	746 - 756 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIII, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band XIV
	758 - 768 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIV, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	a) UTRA-FDD Band XIX
	a) 875 - 890 MHz
	a) +16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XIX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band XX
	791 - 821 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XX, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.

	UTRA-FDD Band XXI
	1495.9 - 1510.9 MHz
	+16 dBm
	2 CW carriers
	1 MHz
	This requirement does not apply to UTRA FDD Repeater operating in band XXI, since it is already covered by the requirement in sub-clause 11.2.1, but requires a 86dB coupling loss between base station and the repeater DL receive port.
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