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<Start of first modified section>
8.3.1.1c
Cell Update: cell reselection in CELL_FACH (Cells belong to different frequency bands for LCR TDD)
8.3.1.1c.1
Definition

This test case is identical to test case 8.3.1.1b except that the cells belong to different frequency bands.

Note:
The test case 8.3.1.1b is an intra frequency test.

8.3.1.1c.2
Conformance requirement

Same conformance requirement as clause 8.3.1.1b.2

8.3.1.1c.3
Test purpose

1.
To confirm that the UE executes a cell update procedure after the successful reselection of another UTRA cell in different frequency band. 
2.
To confirm that the UE sends the correct uplink response message when executing cell update procedure due to cell reselection
8.3.1.1c.4
Method of test

Initial Condition

Same initial conditions as clause 8.3.1.1b.4 except, 

Cell 2 is mapped to cell 4 (inter frequency) of 34.108 clause 6.1 and both cells belong to different frequency bands.

Following updated System information is transmitted in both cells after UE is brought to initial state of PS-DCCH+DTCH_FACH (state 6-11) in cell 1.

MASTER INFORMATION BLOCK

Use the same message sub-type found in clause 6.1 of TS 34.108, with the following exception.

	Information Element
	Value/remark

	MIB Value Tag
	Set to (Current MIB value tag + 1)

	SIB 4 Cell Value tag
	Set to (Current SIB4 value tag + 1)

	SB 1 Cell Value tag
	Set to (Current SIB4 value tag + 1)


SCHEDULING BLOCK 1

	Information Element
	Value/remark

	SIB 11 Cell Value Tag
	Set to (Current SIB 11  value tag + 1)


System Information Block type 4
Use the same message type found in clause 6.1.0b of TS 34.108, with the following exceptions:

	Information Element
	Value/Remarks

	-Qrxlevmin
	-115dBm


System Information Block type 11

Use the same message type found in clause 6.1 of TS 34.108, with the following exceptions:

	Information Element
	Value/remark

	FACH measurement occasion info
	

	     - FACH Measurement occasion cycle length coefficient
	3

	     - Inter-frequency FDD measurement indicator
	FALSE

	     - Inter-frequency TDD 3.84Mcps measurement indicator
- Inter-frequency TDD 1.28Mcps measurement indicator
	FALSE

TRUE

	     - Inter-RAT measurement indicators
	Not Present


SYSTEM INFORMATION CHANGE INDICATION

	Information Element
	Value/remark

	Message Type
	

	BCCH modification info
	

	     MIB Value tag
	Set equal to Value tag sent in modified MIB 


Related ICS/IXIT statement(s)

-
UE supports multiple bands simultaneously
yes/no

Test Procedure
Same test procedure as clause 8.3.1.1b.4 with the following exception

After step 30, SS shall send CELL UPDATE CONFIRM message to the UE. UE shall reply with UTRAN MOBILITY INFORMATION CONFIRM message.

Note:
If the UE supports more than 2 frequency bands, the test may be executed for various band combinations.

Expected sequence

Same expected sequence as clause 8.3.1.1b.4 with the following additional test steps:

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	30a
	(
	CELL UPDATE CONFIRM
	New C-RNTI identity is assigned to the UE.

	30b
	(
	UTRAN MOBILITY INFORMATION CONFIRM
	


Specific Message Contents

Same specific message contents as clause 8.3.1.1b.4. The message content for the additional test steps are given below.

CELL UPDATE CONFIRM (Step 30a)
Use the same message sub-type found in TS 34.108, clause 9, with the following exceptions:

	Information Element
	Value/remark

	New C-RNTI
	'0000000000000001'


8.3.1.1c.5
Test requirement

Same test requirements as clause 8.3.1.1b.5 with the following additional test requirements:

At step 30a, the SS shall send a CELL UPDATE CONFIRM

At step 30b, the UE shall transmit a UTRAN MOBILITY INFORMATION CONFIRM message

<End of second modified section>
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