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	Reason for change:
(

	The definition for “READY_FOR_COMMON_EDCH” claims that a UE can transmit the E-DCH in CELL_PCH. However, UL transmissions are not possible in CELL_PCH. A UE needs to move to CELL_FACH before starting any transmission. Hence, the definion for “READY_FOR_COMMON_EDCH” is not correct.

	
	

	Summary of change:
(

	CELL_PCH state has been removed from the definition of the READY_FOR_COMMON_EDCH and it has been completed that E-RUCCH and E-PUCH applies for 1.28 Mcps TDD. 
Impact analysis:

Impacted functionality:

This correction impacts the corrected functionality.

Inter-operability:

No inter-operability issues are foreseen due to the fact that only the definition is wrong and a definition is not normative (procedural) text.
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not approved:
	According to the definition, a UE in CELL_PCH could start common E-DCH transmissions.

	
	

	Clauses affected:
(

	13.4.20oo

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


13.4.20oo
READY_FOR_COMMON_EDCH
In CELL_FACH state or Idle mode, this variable indicates whether E-DPDCH and E-DPCCH transmission procedures for FDD or E-RUCCH and E-PUCH transmission procedure for 1.28 Mcps can be immediately started by the UE. See subclause 8.5.47 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Ready for common EDCH 
	MP
	
	Boolean
	See subclause 8.5.47
	REL-8
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