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First Modified Section

7.1.5
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.4a of [1].

The minimum UE classes supporting this combination are UL: 12 kbps, DL: 12 kbps.

This is supported in Release '99.

7.1.5a
Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 12 kbps, DL: 12 kbps.

This is supported in Release '99.
7.1.5a.1
Uplink
7.1.5a.1.1
Transport channel parameters
7.1.5a.1.1.1
Transport channel parameters for Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps / CS RAB
See subclause 6.10.2.4.1.4b.1.1.1 of [1].
7.1.5a.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.1.1.1 of [1].

7.1.5a.1.1.3
TFCS

See subclause 6.10.2.4.1.4a.1.1.3 of [1].

7.1.5a.1.2
Physical channel parameters

See subclause 6.10.2.4.1.4a.1.2 of [1].

7.1.5a.2
Downlink

7.1.5a.2.1
Transport channel parameters

7.1.5a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB
See subclause 6.10.2.4.1.4b.2.1.1 of [1].
7.1.5a.2.1.2
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.2.2.1.1 of [1].

7.1.5a.2.1.3
TFCS
See subclause 6.10.2.4.1.4a.2.1.3 of [1].
7.1.5a.2.2
Physical channel parameters

See subclause 6.10.2.4.1.4a.2.2 of [1].
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7.1.47
Conversational / speech / UL: (12.2 7.95 5.9 4.75) DL: (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.38e of [1].

The minimum UE classes supporting this combination are UL: 64kbps, DL: 12 kbps plus support for 'Maximum number of simultaneous transport channels' = 5.

This is supported in Release '99.
7.1.47a
Conversational / speech / UL: (12.2 7.4 5.9 4.75) DL: (12.2 7.4 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps, DL: 12 kbps plus support for 'Maximum number of simultaneous transport channels' = 5.

This is supported in Release '99.
7.1.47a.1
Uplink

7.1.47a.1.1
Transport channel parameters
7.1.47a.1.1.1
Transport channel parameters for Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See clause 6.10.2.4.1.4b.1.1.1 of [1].

7.1.47a.1.1.2
Transport channel parameters for Interactive or background / UL:0 kbps / PS RAB

See clause 6.10.2.4.1.38a.1.1.2 of [1].

7.1.47a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1 of [1].

7.1.47a.1.1.4
TFCS
See clause 6.10.2.4.1.38e.1.1.4 of [1].
7.1.47a.1.2
Physical channel parameters
See clause 6.10.2.4.1.38e.1.2 of [1].
7.1.47a.2
Downlink

7.1.47a.2.1
Transport channel parameters

7.1.47a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].

7.1.47a.2.1.2
Transport channel parameters for Interactive or background / DL:0 kbps / PS RAB

See clause 6.10.2.4.1.38a.2.1.2 of [1].
7.1.47a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1 of [1].
7.1.47a.2.1.4
TFCS
See clause 6.10.2.4.1.38e.2.1.4 of [1].
7.1.47a.2.2
Physical channel parameters
See clause 6.10.2.4.1.38e.2.2 of [1].
7.1.48
Conversational / speech / UL: (12.2 7.95 5.9 4.75) DL: (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
7.1.48.1
Uplink

See subclause 6.10.2.4.1.38f.1 of [1]. 

7.1.48.2


Downlink

7.1.48.2.1
Transport channel parameters
See subclause 6.10.2.4.1.38f.2.1 of [1].

7.1.48.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900


The minimum UE classes supporting this combination are UL: 64kbps, DL: 32 kbps.

This is supported in Release '99.
7.1.48a
Conversational / speech / UL: (12.2 7.4 5.9 4.75) DL: (12.2 7.4 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64kbps, DL: 32 kbps.

This is supported in Release '99.

7.1.48a.1
Uplink

7.1.48a.1.1
Transport channel parameters
7.1.48a.1.1.1
Transport channel parameters for Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See clause 6.10.2.4.1.4b.1.1.1 of [1].

7.1.48a.1.1.2
Transport channel parameters for Interactive or background / UL:8 kbps / PS RAB

See clause 6.10.2.4.1.38b.1.1.2 of [1].

7.1.48a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1 of [1].

7.1.48a.1.1.4
TFCS
See clause 6.10.2.4.1.38f.1.1.4 of [1].
7.1.48a.1.2
Physical channel parameters
See clause 6.10.2.4.1.38f.1.2 of [1].
7.1.48a.2


Downlink

7.1.48a.2.1
Transport channel parameters

7.1.48a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].

7.1.48a.2.1.2
Transport channel parameters for Interactive or background / DL:8 kbps / PS RAB

See clause 6.10.2.4.1.38b.2.1.2 of [1].
7.1.48a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1 of [1].
7.1.48a.2.1.4
TFCS
See clause 6.10.2.4.1.38f.2.1.4 of [1].
7.1.48a.2.2
Physical channel parameters
	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900


7.1.49
Conversational / speech / UL: (12.2 7.95 5.9 4.75) kbps DL: (12.2 7.95 5.9 4.75) / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
7.1.49.1
Uplink

See subclause 6.10.2.4.1.38g.1 of [1].

7.1.49.2


Downlink

7.1.49.2.1
Transport channel parameters
See subclause 6.10.2.4.1.38g.2.1 of [1].

7.1.49.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900


The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.
7.1.49a
Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps DL: (12.2 7.4 5.9 4.75) / CS RAB + Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.
7.1.49a.1
Uplink

7.1.49a.1.1
Transport channel parameters
7.1.49a.1.1.1
Transport channel parameters for Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See clause 6.10.2.4.1.4b.1.1.1 of [1].

7.1.49a.1.1.2
Transport channel parameters for Interactive or background / UL:16 kbps / PS RAB

See clause 6.10.2.4.1.23b.1.1.1 of [1].

7.1.49a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1 of [1].

7.1.49a.1.1.4
TFCS
See clause 6.10.2.4.1.38g.1.1.4 of [1].
7.1.49a.1.2
Physical channel parameters
See clause 6.10.2.4.1.38g.1.2 of [1].
7.1.49a.2


Downlink

7.1.49a.2.1
Transport channel parameters

7.1.49a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].

7.1.49a.2.1.2
Transport channel parameters for Interactive or background / DL:16 kbps / PS RAB

See clause 6.10.2.4.1.23b.2.1.1 of [1].
7.1.49a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1 of [1].
7.1.49a.2.1.4
TFCS
See clause 6.10.2.4.1.38g.2.1.4 of [1].
7.1.49a.2.2
Physical channel parameters
	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	64

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	60

	
	
	Number of data bits/frame
	900


7.1.50
Conversational / speech / UL: (12.2 7.95 5.9 4.75) DL: (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
7.1.50.1
Uplink

See subclause 6.10.2.4.1.38h.1 of [1]. 

7.1.50.2


Downlink

7.1.50.2.1
Transport channel parameters
See subclause 6.10.2.4.1.38h.2.1 of [1].

7,1.50.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	32

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	140

	
	
	Number of data bits/frame
	2100


The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.
7.1.50a
Conversational / speech / UL: (12.2 7.4 5.9 4.75) DL: (12.2 7.4 5.9 4.75) kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.

7.1.50a.1
Uplink

7.1.50a.1.1
Transport channel parameters
7.1.50a.1.1.1
Transport channel parameters for Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See clause 6.10.2.4.1.4b.1.1.1 of [1].

7.1.50a.1.1.2
Transport channel parameters for Interactive or background / UL:32 kbps / PS RAB

See clause 6.10.2.4.1.23c.1.1.1 of [1].

7.1.50a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1 of [1].

7.1.50a.1.1.4
TFCS
See clause 6.10.2.4.1.38h.1.1.4 of [1].
7.1.50a.1.2
Physical channel parameters
See clause 6.10.2.4.1.38h.1.2 of [1].
7.1.50a.2


Downlink

7.1.50a.2.1
Transport channel parameters

7.1.50a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].

7.1.50a.2.1.2
Transport channel parameters for Interactive or background / DL:32 kbps / PS RAB

See clause 6.10.2.4.1.23c.2.1.1 of [1].
7.1.50a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1 of [1].
7.1.50a.2.1.4
TFCS
See clause 6.10.2.4.1.38h.2.1.4 of [1].
7.1.50a.2.2
Physical channel parameters
	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	32

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	140

	
	
	Number of data bits/frame
	2100


7.1.51
Conversational / speech / UL: (12.2 7.95 5.9 4.75) DL: (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
7.1.51.1
Uplink

See subclause 6.10.2.4.1.38i.1 of [1]. 

7.1.51.2
Downlink

7.1.51.2.1
Transport channel parameters
See subclause 6.10.2.4.1.38i.2.1 of [1].

7.1.51.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	32

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	140

	
	
	Number of data bits/frame
	2100


The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.
7.1.51a
Conversational / speech / UL: (12.2 7.4 5.9 4.75) DL: (12.2 7.4 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.
7.1.51a.1
Uplink

7.1.51a.1.1
Transport channel parameters
7.1.51a.1.1.1
Transport channel parameters for Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See clause 6.10.2.4.1.4b.1.1.1 of [1].

7.1.51a.1.1.2
Transport channel parameters for Interactive or background / UL:64 kbps / PS RAB

See clause 6.10.2.4.1.26.1.1.1 of [1].

7.1.51a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1 of [1].

7.1.51a.1.1.4
TFCS
See clause 6.10.2.4.1.38i.1.1.4 of [1].
7.1.51a.1.2
Physical channel parameters
See clause 6.10.2.4.1.38i.1.2 of [1].
7.1.51a.2


Downlink

7.1.51a.2.1
Transport channel parameters

7.1.51a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].

7.1.51a.2.1.2
Transport channel parameters for Interactive or background / DL:64 kbps / PS RAB

See clause 6.10.2.4.1.25.2.1.1 of [1].
7.1.51a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1 of [1].
7.1.51a.2.1.4
TFCS
See clause 6.10.2.4.1.38i.2.1.4 of [1].
7.1.51a.2.2
Physical channel parameters
	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	32

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	4

	
	
	Number of Pilot bits/slot
	8

	
	DPDCH
	Number of data bits/slot
	140

	
	
	Number of data bits/frame
	2100


7.1.52
Conversational / speech / UL: (12.2 7.95 5.9 4.75) DL: (12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
7.1.52.1
Uplink

See subclause 6.10.2.4.1.38j.1 of [1]. 

7.1.52.2

Downlink

7.1.52.2.1
Transport channel parameters
See subclause 6.10.2.4.1.38j.2.1 of [1].

7.1.52.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	16

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	8

	
	
	Number of Pilot bits/slot
	16

	
	DPDCH
	Number of data bits/slot
	288

	
	
	Number of data bits/frame
	4320


The minimum UE classes supporting this combination are UL: 64kbp, DL: 128kbps.

This is supported in Release '99.

7.1.52a
Conversational / speech / UL: (12.2 7.4 5.9 4.75) DL: (12.2 7.4 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64kbp, DL: 128kbps.

This is supported in Release '99.

7.1.52a.1
Uplink
See clause 7.1.51a.1.
7.1.52a.2
Downlink

7.1.52a.2.1
Transport channel parameters

7.1.52a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].

7.1.52a.2.1.2
Transport channel parameters for Interactive or background / DL:128 kbps / PS RAB

See clause 6.10.2.4.1.27.2.1.1 of [1].
7.1.52a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1 of [1].
7.1.52a.2.1.4
TFCS
See clause 6.10.2.4.1.38j.2.1.4 of [1].
7.1.52a.2.2
Physical channel parameters
	DPCH

Downlink
	DTX position
	Flexible or fixed

	
	Spreading factor
	16

	
	DPCCH
	Number of TFCI bits/slot
	8

	
	
	Number of TPC bits/slot
	8

	
	
	Number of Pilot bits/slot
	16

	
	DPDCH
	Number of data bits/slot
	288

	
	
	Number of data bits/frame
	4320
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7.1.63
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

See subclause 6.10.2.4.1.49a of [1].

The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.
7.1.63a
Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + Conversational / unknown / UL:64 DL:64 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps, DL: 64kbps.

This is supported in Release '99.
7.1.63a.1
Uplink

7.1.63a.1.1
Transport channel parameters
7.1.63a.1.1.1
Transport channel parameters for Conversational / speech / UL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See clause 6.10.2.4.1.4b.1.1.1 of [1].

7.1.63a.1.1.2
Transport channel parameters for Conversational / unknown / UL:64 kbps / CS RAB
See clause 6.10.2.4.1.13.1.1.1 of [1].

7.1.63a.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.1.1.1 of [1].

7.1.63a.1.1.4
TFCS
See clause 6.10.2.4.1.49a.1.1.4 of [1].
7.1.63a.1.2
Physical channel parameters
See clause 6.10.2.4.1.49a.1.2 of [1].
7.1.63a.2


Downlink

7.1.63a.2.1
Transport channel parameters

7.1.63a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].

7.1.63a.2.1.2
Transport channel parameters for Conversational / unknown / DL:64 kbps / CS RAB
See clause 6.10.2.4.1.13.2.1.1 of [1].
7.1.63a.2.1.3
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1 of [1].
7.1.63a.2.1.4
TFCS
See clause 6.10.2.4.1.49a.2.1.4 of [1].
7.1.63a.2.2
Physical channel parameters
See clause 6.10.2.4.1.49a.2.2 of [1].
Next Modified Section

7.1.132
Conversational / speech / UL: (12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + UL: 13.6 DL: 13.6 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 12 kbps with support of 'Maximum number of TFC = 32', DL: 12 kbps with support of 'Maximum number of TFC = 32'.

This is supported in Release '99.

7.1.132.1
Uplink

7.1.132.1.1
Transport channel parameters

7.1.132.1.1.1
Transport channel parameters for Conversational / speech / UL:(12.2 7.95 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4a.1.1.1 of [1].
7.1.132.1.1.2
Transport channel parameters for UL:13.6 kbps SRBs for DCCH

See subclause 7.1.131.1.1.2.

7.1.132.1.1.3
TFCS

	TFCS size
	17

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, DCCH)=

(TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0), (TF2,TF1,TF0,TF0), (TF3,TF2,TF0,TF0), (TF4,TF3,TF0,TF0), (TF5,TF4,TF1,TF0), (TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF1), (TF2,TF1,TF0,TF1), (TF3,TF2,TF0,TF1), (TF4,TF3,TF0,TF1), (TF5,TF4,TF1,TF1),

(TF0,TF0,TF0,TF2), (TF1,TF0,TF0,TF2), (TF0,TF0,TF0,TF3), (TF1,TF0,TF0,TF3), 

(TF0, TF0, TF0, TF4)


7.1.132.1.2
Physical channel parameters

	DPCH Uplink
	Min spreading factor
	64

	
	Max number of DPDCH data bits/radio frame
	600

	
	Puncturing Limit
	0.84


7.1.132.2
Downlink

7.1.132.2.1
Transport channel parameters

7.1.132.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.95 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4a.2.1.1 of [1].
7.1.132.2.1.2
Transport channel parameters for DL:13.6 kbps SRBs for DCCH

See subclause 7.1.131.2.1.2.

7.1.132.2.1.3
TFCS

	TFCS size
	17

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, DCCH)=

(TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0), (TF2,TF1,TF0,TF0), (TF3,TF2,TF0,TF0), (TF4,TF3,TF0,TF0), (TF5,TF4,TF1,TF0), (TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF1), (TF2,TF1,TF0,TF1), (TF3,TF2,TF0,TF1), (TF4,TF3,TF0,TF1), (TF5,TF4,TF1,TF1),

(TF0,TF0,TF0,TF2), (TF1,TF0,TF0,TF2), (TF0,TF0,TF0,TF3), (TF1,TF0,TF0,TF3), 

(TF0, TF0, TF0, TF4)


7.1.132.2.2
Physical channel parameters

	DPCH

Downlink
	DTX position
	Flexible

	
	Spreading factor
	128

	
	DPCCH
	Number of TFCI bits/slot
	2

	
	
	Number of TPC bits/slot
	2

	
	
	Number of Pilot bits/slot
	4

	
	DPDCH
	Number of data bits/slot
	32

	
	
	Number of data bits/frame
	480


7.1.132a
Conversational / speech / UL: (12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + UL: 13.6 DL: 13.6 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 12 kbps with support of 'Maximum number of TFC = 32', DL: 12 kbps with support of 'Maximum number of TFC = 32'.

This is supported in Release '99.

7.1.132a.1
Uplink

7.1.132a.1.1
Transport channel parameters

7.1.132a.1.1.1
Transport channel parameters for Conversational / speech / UL:(12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.1.1.1 of [1].
7.1.132a.1.1.2
Transport channel parameters for UL:13.6 kbps SRBs for DCCH

See subclause 7.1.131.1.1.2.

7.1.132a.1.1.3
TFCS
See subclause 7.1.132.1.1.3.
7.1.132a.1.2
Physical channel parameters
See subclause 7.1.132.1.2.
7.1.132a.2
Downlink

7.1.132a.2.1
Transport channel parameters

7.1.132a.2.1.1
Transport channel parameters for Conversational / speech / DL: (12.2 7.4 5.9 4.75) kbps / CS RAB

See subclause 6.10.2.4.1.4b.2.1.1 of [1].
7.1.132a.2.1.2
Transport channel parameters for DL:13.6 kbps SRBs for DCCH

See subclause 7.1.131.2.1.2.

7.1.132a.2.1.3
TFCS
See subclause 7.1.132.2.1.3.
7.1.132a.2.2
Physical channel parameters
See subclause 7.1.132.2.2.
Next Modified Section

7.4.7
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate]  / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.7.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.38i.1 of [1]



	TFCS
	

	Physical Channel
	


7.4.7.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4a.2.1.1 of [1]
	6.10.2.4.5.1.2.1.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.4.7a
RB for Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category & RAB maximum bit rate]  / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 64kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.7a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	7.1.51a.1


	TFCS
	

	Physical Channel
	


7.4.7a.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4b.2.1.1 of [1]
	6.10.2.4.5.1.2.1.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.
7.4.8
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL:128 DL: [Bit rate depending on the UE category & RAB maximum bit rate]  / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128 kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16 and 'Maximum number of TFC' = 64, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.8.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.8.1.1

	Physical Channel
	See 7.4.8.1.2


7.4.8.1.1
TFCS
	TFCS size
	60

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 128 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0), (TF2,TF1,TF0,TF0,TF0), (TF3,TF2,TF0,TF0,TF0), (TF4,TF3,TF0,TF0,TF0), (TF5,TF4,TF1,TF0,TF0), (TF0,TF0,TF0,TF1,TF0), (TF1,TF0,TF0,TF1,TF0), (TF2,TF1,TF0,TF1,TF0), (TF3,TF2,TF0,TF1,TF0), (TF4,TF3,TF0,TF1,TF0), (TF5,TF4,TF1,TF1,TF0), (TF0,TF0,TF0,TF2,TF0), (TF1,TF0,TF0,TF2,TF0), (TF2,TF1,TF0,TF2,TF0), (TF3,TF2,TF0,TF2,TF0), (TF4,TF3,TF0,TF2,TF0), (TF5,TF4,TF1,TF2,TF0), 

(TF0,TF0,TF0,TF3,TF0), (TF1,TF0,TF0,TF3,TF0), (TF2,TF1,TF0,TF3,TF0), (TF3,TF2,TF0,TF3,TF0), (TF4,TF3,TF0,TF3,TF0), (TF5,TF4,TF1,TF3,TF0),

(TF0,TF0,TF0,TF4,TF0), (TF1,TF0,TF0,TF4,TF0), (TF2,TF1,TF0,TF4,TF0), (TF3,TF2,TF0,TF4,TF0), (TF4,TF3,TF0,TF4,TF0), (TF5,TF4,TF1,TF4,TF0), (TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF1), (TF2,TF1,TF0,TF0,TF1), (TF3,TF2,TF0,TF0,TF1), (TF4,TF3,TF0,TF0,TF1), (TF5,TF4,TF1,TF0,TF1), (TF0,TF0,TF0,TF1,TF1), (TF1,TF0,TF0,TF1,TF1), (TF2,TF1,TF0,TF1,TF1), (TF3,TF2,TF0,TF1,TF1), (TF4,TF3,TF0,TF1,TF1), (TF5,TF4,TF1,TF1,TF1), (TF0,TF0,TF0,TF2,TF1), (TF1,TF0,TF0,TF2,TF1), (TF2,TF1,TF0,TF2,TF1), (TF3,TF2,TF0,TF2,TF1), (TF4,TF3,TF0,TF2,TF1), (TF5,TF4,TF1,TF2,TF1), 

(TF0,TF0,TF0,TF3,TF1), (TF1,TF0,TF0,TF3,TF1), (TF2,TF1,TF0,TF3,TF1), (TF3,TF2,TF0,TF3,TF1), (TF4,TF3,TF0,TF3,TF1), (TF5,TF4,TF1,TF3,TF1),

(TF0,TF0,TF0,TF4,TF1), (TF1,TF0,TF0,TF4,TF1), (TF2,TF1,TF0,TF4,TF1), (TF3,TF2,TF0,TF4,TF1), (TF4,TF3,TF0,TF4,TF1), (TF5,TF4,TF1,TF4,TF1)


7.4.8.1.2
Physical channel parameters
	DPCH Uplink
	Min spreading factor
	8

	
	Max number of DPDCH data bits/radio frame
	4800

	
	Puncturing Limit
	0.92


7.4.8.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4a.2.1.1 of [1]
	6.10.2.4.5.1.2.1.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH

7.4.8a
RB for Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL:128 DL: [Bit rate depending on the UE category & RAB maximum bit rate]  / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

The minimum UE classes supporting this combination are UL: 128 kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16 and 'Maximum number of TFC' = 64, DL on DPCH: 32 kbps plus support of HS-PDSCH, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.8a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4b.1.1.1 of [1]
6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.8.1.1

	Physical Channel
	See 7.4.8.1.2


7.4.8a.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4b.2.1.1 of [1]
	6.10.2.4.5.1.2.1.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
Next Modified Section

7.4.16
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:16 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL: [max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 128kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16 and 'Maximum number of TFC' = 128, DL on DPCH: 64 kbps plus support for 'Maximum number of AM entities' = 5 and ' Total RLC AM buffer size' = 50, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.16.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]

6.10.2.4.1.58.1.1.1 of [1]

6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.16.1.1.5

	Physical Channel
	See 7.4.16.1.2


7.4.16.1.1
Transport channel parameters
7.4.16.1.1.1
Void

7.4.16.1.1.2
Void 

7.4.16.1.1.3
Void 

7.4.16.1.1.4
Void 

7.4.16.1.1.5
TFCS

	TFCS size
	120

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 16 kbps RAB, 128 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0, TF0, TF0), (TF1,TF0,TF0, TF0, TF0, TF0), (TF2,TF1,TF0, TF0, TF0, TF0), (TF3,TF2,TF0, TF0, TF0, TF0), (TF4,TF3,TF0, TF0, TF0, TF0), (TF5,TF4,TF1, TF0, TF0, TF0), 

(TF0,TF0,TF0,TF1, TF0, TF0), (TF1,TF0,TF0, TF1, TF0, TF0), (TF2,TF1,TF0, TF1, TF0, TF0), (TF3,TF2,TF0, TF1, TF0, TF0), (TF4,TF3,TF0, TF1, TF0, TF0), (TF5,TF4,TF1, TF1, TF0, TF0),
(TF0,TF0,TF0,TF0, TF1, TF0), (TF1,TF0,TF0, TF0, TF1, TF0), (TF2,TF1,TF0, TF0, TF1, TF0), (TF3,TF2,TF0, TF0, TF1, TF0), (TF4,TF3,TF0, TF0, TF1, TF0), (TF5,TF4,TF1, TF0, TF1, TF0), 

(TF0,TF0,TF0,TF1, TF1, TF0), (TF1,TF0,TF0, TF1, TF1, TF0), (TF2,TF1,TF0, TF1, TF1, TF0), (TF3,TF2,TF0, TF1, TF1, TF0), (TF4,TF3,TF0, TF1, TF1, TF0), (TF5,TF4,TF1, TF1, TF1, TF0),

(TF0,TF0,TF0,TF0, TF2, TF0), (TF1,TF0,TF0, TF0, TF2, TF0), (TF2,TF1,TF0, TF0, TF2, TF0), (TF3,TF2,TF0, TF0, TF2, TF0), (TF4,TF3,TF0, TF0, TF2, TF0), (TF5,TF4,TF1, TF0, TF2, TF0), 

(TF0,TF0,TF0,TF1, TF2, TF0), (TF1,TF0,TF0, TF1, TF2, TF0), (TF2,TF1,TF0, TF1, TF2, TF0), (TF3,TF2,TF0, TF1, TF2, TF0), (TF4,TF3,TF0, TF1, TF2, TF0), (TF5,TF4,TF1, TF1, TF2, TF0),

(TF0,TF0,TF0,TF0, TF3, TF0), (TF1,TF0,TF0, TF0, TF3, TF0), (TF2,TF1,TF0, TF0, TF3, TF0), (TF3,TF2,TF0, TF0, TF3, TF0), (TF4,TF3,TF0, TF0, TF3, TF0), (TF5,TF4,TF1, TF0, TF3, TF0), 

(TF0,TF0,TF0,TF1, TF3, TF0), (TF1,TF0,TF0, TF1, TF3, TF0), (TF2,TF1,TF0, TF1, TF3, TF0), (TF3,TF2,TF0, TF1, TF3, TF0), (TF4,TF3,TF0, TF1, TF3, TF0), (TF5,TF4,TF1, TF1, TF3, TF0),

(TF0,TF0,TF0,TF0, TF4, TF0), (TF1,TF0,TF0, TF0, TF4, TF0), (TF2,TF1,TF0, TF0, TF4, TF0), (TF3,TF2,TF0, TF0, TF4, TF0), (TF4,TF3,TF0, TF0, TF4, TF0), (TF5,TF4,TF1, TF0, TF4, TF0), 

(TF0,TF0,TF0,TF1, TF4, TF0), (TF1,TF0,TF0, TF1, TF4, TF0), (TF2,TF1,TF0, TF1, TF4, TF0), (TF3,TF2,TF0, TF1, TF4, TF0), (TF4,TF3,TF0, TF1, TF4, TF0), (TF5,TF4,TF1, TF1, TF4, TF0),
(TF0,TF0,TF0,TF0, TF0, TF1), (TF1,TF0,TF0, TF0, TF0, TF1), (TF2,TF1,TF0, TF0, TF0, TF1), (TF3,TF2,TF0, TF0, TF0, TF1), (TF4,TF3,TF0, TF0, TF0, TF1), (TF5,TF4,TF1, TF0, TF0, TF1), 

(TF0,TF0,TF0,TF1, TF0, TF1), (TF1,TF0,TF0, TF1, TF0, TF1), (TF2,TF1,TF0, TF1, TF0, TF1), (TF3,TF2,TF0, TF1, TF0, TF1), (TF4,TF3,TF0, TF1, TF0, TF1), (TF5,TF4,TF1, TF1, TF0, TF1),
(TF0,TF0,TF0,TF0, TF1, TF1), (TF1,TF0,TF0, TF0, TF1, TF1), (TF2,TF1,TF0, TF0, TF1, TF1), (TF3,TF2,TF0, TF0, TF1, TF1), (TF4,TF3,TF0, TF0, TF1, TF1), (TF5,TF4,TF1, TF0, TF1, TF1), 

(TF0,TF0,TF0,TF1, TF1, TF1), (TF1,TF0,TF0, TF1, TF1, TF1), (TF2,TF1,TF0, TF1, TF1, TF1), (TF3,TF2,TF0, TF1, TF1, TF1), (TF4,TF3,TF0, TF1, TF1, TF1), (TF5,TF4,TF1, TF1, TF1, TF1),

(TF0,TF0,TF0,TF0, TF2, TF1), (TF1,TF0,TF0, TF0, TF2, TF1), (TF2,TF1,TF0, TF0, TF2, TF1), (TF3,TF2,TF0, TF0, TF2, TF1), (TF4,TF3,TF0, TF0, TF2, TF1), (TF5,TF4,TF1, TF0, TF2, TF1), 

(TF0,TF0,TF0,TF1, TF2, TF1), (TF1,TF0,TF0, TF1, TF2, TF1), (TF2,TF1,TF0, TF1, TF2, TF1), (TF3,TF2,TF0, TF1, TF2, TF1), (TF4,TF3,TF0, TF1, TF2, TF1), (TF5,TF4,TF1, TF1, TF2, TF1),

(TF0,TF0,TF0,TF0, TF3, TF1), (TF1,TF0,TF0, TF0, TF3, TF1), (TF2,TF1,TF0, TF0, TF3, TF1), (TF3,TF2,TF0, TF0, TF3, TF1), (TF4,TF3,TF0, TF0, TF3, TF1), (TF5,TF4,TF1, TF0, TF3, TF1), 

(TF0,TF0,TF0,TF1, TF3, TF1), (TF1,TF0,TF0, TF1, TF3, TF1), (TF2,TF1,TF0, TF1, TF3, TF1), (TF3,TF2,TF0, TF1, TF3, TF1), (TF4,TF3,TF0, TF1, TF3, TF1), (TF5,TF4,TF1, TF1, TF3, TF1),

(TF0,TF0,TF0,TF0, TF4, TF1), (TF1,TF0,TF0, TF0, TF4, TF1), (TF2,TF1,TF0, TF0, TF4, TF1), (TF3,TF2,TF0, TF0, TF4, TF1), (TF4,TF3,TF0, TF0, TF4, TF1), (TF5,TF4,TF1, TF0, TF4, TF1), 

(TF0,TF0,TF0,TF1, TF4, TF1), (TF1,TF0,TF0, TF1, TF4, TF1), (TF2,TF1,TF0, TF1, TF4, TF1), (TF3,TF2,TF0, TF1, TF4, TF1), (TF4,TF3,TF0, TF1, TF4, TF1), (TF5,TF4,TF1, TF1, TF4, TF1)


7.4.16.1.2
Physical channel parameters
	DPCH Uplink
	Min spreading factor
	8

	
	Max number of DPDCH data bits/radio frame
	4800

	
	Puncturing Limit
	0.72


7.4.16.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-DPCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-DPCH

	Transport Channel
	6.10.2.4.1.4a.2.1.1 of [1]
	See 7.4.14.2.1.1


	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1] 
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH

7.4.16a
RB for Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:16 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL: [max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 128kbps plus support for 'Maximum total number of transport blocks transmitted within TTIs that start at the same time' = 16 and 'Maximum number of TFC' = 128, DL on DPCH: 64 kbps plus support for 'Maximum number of AM entities' = 5 and ' Total RLC AM buffer size' = 50, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.16a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4b.1.1.1 of [1]

6.10.2.4.1.58.1.1.1 of [1]

6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.16.1.1.5

	Physical Channel
	See 7.4.16.1.2


7.4.16a.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-DPCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-DPCH

	Transport Channel
	6.10.2.4.1.4b.2.1.1 of [1]
	See 7.4.14.2.1.1


	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1] 
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH

7.4.17
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:128 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL: [max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 384kbps plus support for 'Maximum number of TFC' = 256, DL on DPCH: 64 kbps plus support for 'Maximum number of AM entities' = 5 and ' Total RLC AM buffer size' = 50, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.17.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]

See 7.1.96.1.1.2

6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.17.1.1.5

	Physical Channel
	See 7.4.17.1.2


7.4.17.1.1
Transport channel parameters
7.4.17.1.1.1
Void

7.4.17.1.1.2
Void

7.4.17.1.1.3
Void

7.4.17.1.1.4
Void

7.4.17.1.1.5
TFCS

	TFCS size
	240

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 128 kbps RAB, 128 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0,TF0), (TF2,TF1,TF0,TF0,TF0,TF0), (TF3,TF2,TF0, TF0,TF0,TF0), (TF4,TF3,TF0,TF0,TF0,TF0), (TF5,TF4,TF1,TF0,TF0,TF0), 

(TF0,TF0,TF0,TF1,TF0,TF0), (TF1,TF0,TF0,TF1,TF0,TF0), (TF2,TF1,TF0,TF1,TF0,TF0), (TF3,TF2,TF0,TF1,TF0,TF0), (TF4,TF3,TF0,TF1,TF0,TF0), (TF5,TF4,TF1,TF1,TF0,TF0),

(TF0,TF0,TF0,TF2,TF0,TF0), (TF1,TF0,TF0,TF2,TF0,TF0), (TF2,TF1,TF0,TF2,TF0,TF0), (TF3,TF2,TF0,TF2,TF0,TF0), (TF4,TF3,TF0,TF2,TF0,TF0), (TF5,TF4,TF1,TF2,TF0,TF0), 

(TF0,TF0,TF0,TF3,TF0,TF0), (TF1,TF0,TF0, TF3,TF0,TF0), (TF2,TF1,TF0,TF3,TF0,TF0), (TF3,TF2,TF0,TF3,TF0,TF0), (TF4,TF3,TF0,TF3,TF0,TF0), (TF5,TF4,TF1,TF3,TF0,TF0),

(TF0,TF0,TF0,TF0,TF1,TF0), (TF1,TF0,TF0,TF0,TF1,TF0), (TF2,TF1,TF0,TF0,TF1,TF0), (TF3,TF2,TF0, TF0,TF1,TF0), (TF4,TF3,TF0,TF0,TF1,TF0), (TF5,TF4,TF1,TF0,TF1,TF0), 

(TF0,TF0,TF0,TF1,TF1,TF0), (TF1,TF0,TF0,TF1,TF1,TF0), (TF2,TF1,TF0,TF1,TF1,TF0), (TF3,TF2,TF0,TF1,TF1,TF0), (TF4,TF3,TF0,TF1,TF1,TF0), (TF5,TF4,TF1,TF1,TF1,TF0),

(TF0,TF0,TF0,TF2,TF1,TF0), (TF1,TF0,TF0,TF2,TF1,TF0), (TF2,TF1,TF0,TF2,TF1,TF0), (TF3,TF2,TF0,TF2,TF1,TF0), (TF4,TF3,TF0,TF2,TF1,TF0), (TF5,TF4,TF1,TF2,TF1,TF0), 

(TF0,TF0,TF0,TF3,TF1,TF0), (TF1,TF0,TF0, TF3,TF1,TF0), (TF2,TF1,TF0,TF3,TF1,TF0), (TF3,TF2,TF0,TF3,TF1,TF0), (TF4,TF3,TF0,TF3,TF1,TF0), (TF5,TF4,TF1,TF3,TF1,TF0),

(TF0,TF0,TF0,TF0,TF2,TF0), (TF1,TF0,TF0,TF0,TF2,TF0), (TF2,TF1,TF0,TF0,TF2,TF0), (TF3,TF2,TF0, TF0,TF2,TF0), (TF4,TF3,TF0,TF0,TF2,TF0), (TF5,TF4,TF1,TF0,TF2,TF0), 

(TF0,TF0,TF0,TF1,TF2,TF0), (TF1,TF0,TF0,TF1,TF2,TF0), (TF2,TF1,TF0,TF1,TF2,TF0), (TF3,TF2,TF0,TF1,TF2,TF0), (TF4,TF3,TF0,TF1,TF2,TF0), (TF5,TF4,TF1,TF1,TF2,TF0),

(TF0,TF0,TF0,TF2,TF2,TF0), (TF1,TF0,TF0,TF2,TF2,TF0), (TF2,TF1,TF0,TF2,TF2,TF0), (TF3,TF2,TF0,TF2,TF2,TF0), (TF4,TF3,TF0,TF2,TF2,TF0), (TF5,TF4,TF1,TF2,TF2,TF0), 

(TF0,TF0,TF0,TF3,TF2,TF0), (TF1,TF0,TF0, TF3,TF2,TF0), (TF2,TF1,TF0,TF3,TF2,TF0), (TF3,TF2,TF0,TF3,TF2,TF0), (TF4,TF3,TF0,TF3,TF2,TF0), (TF5,TF4,TF1,TF3,TF2,TF0),

(TF0,TF0,TF0,TF0,TF3,TF0), (TF1,TF0,TF0,TF0,TF3,TF0), (TF2,TF1,TF0,TF0,TF3,TF0), (TF3,TF2,TF0, TF0,TF3,TF0), (TF4,TF3,TF0,TF0,TF3,TF0), (TF5,TF4,TF1,TF0,TF3,TF0), 

(TF0,TF0,TF0,TF1,TF3,TF0), (TF1,TF0,TF0,TF1,TF3,TF0), (TF2,TF1,TF0,TF1,TF3,TF0), (TF3,TF2,TF0,TF1,TF3,TF0), (TF4,TF3,TF0,TF1,TF3,TF0), (TF5,TF4,TF1,TF1,TF3,TF0),

(TF0,TF0,TF0,TF2,TF3,TF0), (TF1,TF0,TF0,TF2,TF3,TF0), (TF2,TF1,TF0,TF2,TF3,TF0), (TF3,TF2,TF0,TF2,TF3,TF0), (TF4,TF3,TF0,TF2,TF3,TF0), (TF5,TF4,TF1,TF2,TF3,TF0), 

(TF0,TF0,TF0,TF3,TF3,TF0), (TF1,TF0,TF0, TF3,TF3,TF0), (TF2,TF1,TF0,TF3,TF3,TF0), (TF3,TF2,TF0,TF3,TF3,TF0), (TF4,TF3,TF0,TF3,TF3,TF0), (TF5,TF4,TF1,TF3,TF3,TF0),

(TF0,TF0,TF0,TF0,TF4,TF0), (TF1,TF0,TF0,TF0,TF4,TF0), (TF2,TF1,TF0,TF0,TF4,TF0), (TF3,TF2,TF0, TF0,TF4,TF0), (TF4,TF3,TF0,TF0,TF4,TF0), (TF5,TF4,TF1,TF0,TF4,TF0), 

(TF0,TF0,TF0,TF1,TF4,TF0), (TF1,TF0,TF0,TF1,TF4,TF0), (TF2,TF1,TF0,TF1,TF4,TF0), (TF3,TF2,TF0,TF1,TF4,TF0), (TF4,TF3,TF0,TF1,TF4,TF0), (TF5,TF4,TF1,TF1,TF4,TF0),

(TF0,TF0,TF0,TF2,TF4,TF0), (TF1,TF0,TF0,TF2,TF4,TF0), (TF2,TF1,TF0,TF2,TF4,TF0), (TF3,TF2,TF0,TF2,TF4,TF0), (TF4,TF3,TF0,TF2,TF4,TF0), (TF5,TF4,TF1,TF2,TF4,TF0), 

(TF0,TF0,TF0,TF3,TF4,TF0), (TF1,TF0,TF0, TF3,TF4,TF0), (TF2,TF1,TF0,TF3,TF4,TF0), (TF3,TF2,TF0,TF3,TF4,TF0), (TF4,TF3,TF0,TF3,TF4,TF0), (TF5,TF4,TF1,TF3,TF4,TF0),

(TF0,TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF0,TF1, (TF2,TF1,TF0,TF0,TF0,TF1), (TF3,TF2,TF0, TF0,TF0,TF1), (TF4,TF3,TF0,TF0,TF0,TF1), (TF5,TF4,TF1,TF0,TF0,TF1), 

(TF0,TF0,TF0,TF1,TF0,TF1), (TF1,TF0,TF0,TF1,TF0,TF1), (TF2,TF1,TF0,TF1,TF0,TF1), (TF3,TF2,TF0,TF1,TF0,TF1), (TF4,TF3,TF0,TF1,TF0,TF1), (TF5,TF4,TF1,TF1,TF0,TF1),

(TF0,TF0,TF0,TF2,TF0,TF1), (TF1,TF0,TF0,TF2,TF0,TF1), (TF2,TF1,TF0,TF2,TF0,TF1), (TF3,TF2,TF0,TF2,TF0,TF1), (TF4,TF3,TF0,TF2,TF0,TF1), (TF5,TF4,TF1,TF2,TF0,TF1), 

(TF0,TF0,TF0,TF3,TF0,TF1), (TF1,TF0,TF0, TF3,TF0,TF1), (TF2,TF1,TF0,TF3,TF0,TF1), (TF3,TF2,TF0,TF3,TF0,TF1), (TF4,TF3,TF0,TF3,TF0,TF1), (TF5,TF4,TF1,TF3,TF0,TF1),

(TF0,TF0,TF0,TF0,TF1,TF1), (TF1,TF0,TF0,TF0,TF1,TF1), (TF2,TF1,TF0,TF0,TF1,TF1), (TF3,TF2,TF0, TF0,TF1,TF1), (TF4,TF3,TF0,TF0,TF1,TF1), (TF5,TF4,TF1,TF0,TF1,TF1), 

(TF0,TF0,TF0,TF1,TF1,TF1), (TF1,TF0,TF0,TF1,TF1,TF1), (TF2,TF1,TF0,TF1,TF1,TF1), (TF3,TF2,TF0,TF1,TF1,TF1), (TF4,TF3,TF0,TF1,TF1,TF1), (TF5,TF4,TF1,TF1,TF1,TF1),

(TF0,TF0,TF0,TF2,TF1,TF1), (TF1,TF0,TF0,TF2,TF1,TF1), (TF2,TF1,TF0,TF2,TF1,TF1), (TF3,TF2,TF0,TF2,TF1,TF1), (TF4,TF3,TF0,TF2,TF1,TF1), (TF5,TF4,TF1,TF2,TF1,TF1), 

(TF0,TF0,TF0,TF3,TF1,TF1), (TF1,TF0,TF0, TF3,TF1,TF1), (TF2,TF1,TF0,TF3,TF1,TF1), (TF3,TF2,TF0,TF3,TF1,TF1), (TF4,TF3,TF0,TF3,TF1,TF1), (TF5,TF4,TF1,TF3,TF1,TF1),

(TF0,TF0,TF0,TF0,TF2,TF1), (TF1,TF0,TF0,TF0,TF2,TF1), (TF2,TF1,TF0,TF0,TF2,TF1), (TF3,TF2,TF0, TF0,TF2,TF1), (TF4,TF3,TF0,TF0,TF2,TF1), (TF5,TF4,TF1,TF0,TF2,TF1), 

(TF0,TF0,TF0,TF1,TF2,TF1), (TF1,TF0,TF0,TF1,TF2,TF1), (TF2,TF1,TF0,TF1,TF2,TF1), (TF3,TF2,TF0,TF1,TF2,TF1), (TF4,TF3,TF0,TF1,TF2,TF1), (TF5,TF4,TF1,TF1,TF2,TF1),

(TF0,TF0,TF0,TF2,TF2,TF1), (TF1,TF0,TF0,TF2,TF2,TF1), (TF2,TF1,TF0,TF2,TF2,TF1), (TF3,TF2,TF0,TF2,TF2,TF1), (TF4,TF3,TF0,TF2,TF2,TF1), (TF5,TF4,TF1,TF2,TF2,TF1), 

(TF0,TF0,TF0,TF3,TF2,TF1), (TF1,TF0,TF0, TF3,TF2,TF1), (TF2,TF1,TF0,TF3,TF2,TF1), (TF3,TF2,TF0,TF3,TF2,TF1), (TF4,TF3,TF0,TF3,TF2,TF1), (TF5,TF4,TF1,TF3,TF2,TF1),

(TF0,TF0,TF0,TF0,TF3,TF1), (TF1,TF0,TF0,TF0,TF3,TF1), (TF2,TF1,TF0,TF0,TF3,TF1), (TF3,TF2,TF0, TF0,TF3,TF1), (TF4,TF3,TF0,TF0,TF3,TF1), (TF5,TF4,TF1,TF0,TF3,TF1), 

(TF0,TF0,TF0,TF1,TF3,TF1), (TF1,TF0,TF0,TF1,TF3,TF1), (TF2,TF1,TF0,TF1,TF3,TF1), (TF3,TF2,TF0,TF1,TF3,TF1), (TF4,TF3,TF0,TF1,TF3,TF1), (TF5,TF4,TF1,TF1,TF3,TF1),

(TF0,TF0,TF0,TF2,TF3,TF1), (TF1,TF0,TF0,TF2,TF3,TF1), (TF2,TF1,TF0,TF2,TF3,TF1), (TF3,TF2,TF0,TF2,TF3,TF1), (TF4,TF3,TF0,TF2,TF3,TF1), (TF5,TF4,TF1,TF2,TF3,TF1), 

(TF0,TF0,TF0,TF3,TF3,TF1), (TF1,TF0,TF0, TF3,TF3,TF1), (TF2,TF1,TF0,TF3,TF3,TF1), (TF3,TF2,TF0,TF3,TF3,TF1), (TF4,TF3,TF0,TF3,TF3,TF1), (TF5,TF4,TF1,TF3,TF3,TF1),

(TF0,TF0,TF0,TF0,TF4,TF1), (TF1,TF0,TF0,TF0,TF4,TF1), (TF2,TF1,TF0,TF0,TF4,TF1), (TF3,TF2,TF0, TF0,TF4,TF1), (TF4,TF3,TF0,TF0,TF4,TF1), (TF5,TF4,TF1,TF0,TF4,TF1), 

(TF0,TF0,TF0,TF1,TF4,TF1), (TF1,TF0,TF0,TF1,TF4,TF1), (TF2,TF1,TF0,TF1,TF4,TF1), (TF3,TF2,TF0,TF1,TF4,TF1), (TF4,TF3,TF0,TF1,TF4,TF1), (TF5,TF4,TF1,TF1,TF4,TF1),

(TF0,TF0,TF0,TF2,TF4,TF1), (TF1,TF0,TF0,TF2,TF4,TF1), (TF2,TF1,TF0,TF2,TF4,TF1), (TF3,TF2,TF0,TF2,TF4,TF1), (TF4,TF3,TF0,TF2,TF4,TF1), (TF5,TF4,TF1,TF2,TF4,TF1), 

(TF0,TF0,TF0,TF3,TF4,TF1), (TF1,TF0,TF0, TF3,TF4,TF1), (TF2,TF1,TF0,TF3,TF4,TF1), (TF3,TF2,TF0,TF3,TF4,TF1), (TF4,TF3,TF0,TF3,TF4,TF1), (TF5,TF4,TF1,TF3,TF4,TF1)


7.4.17.1.2
Physical channel parameters
	DPCH Uplink
	Min spreading factor
	4

	
	Max number of DPDCH data bits/radio frame
	9600

	
	Puncturing Limit
	0.88


7.4.17.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4a.2.1.1 of [1]
	See 7.4.14.2.1.1


	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1] -> CS voice fehlt !
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
7.4.17a
RB for Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:128 DL: [max bit rate depending on UE category & RAB guaranteed/maximum bit rate] / PS RAB + RB for Interactive or background / UL:128 DL: [max bit rate depending on UE category & RAB maximum bit rate] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 384kbps plus support for 'Maximum number of TFC' = 256, DL on DPCH: 64 kbps plus support for 'Maximum number of AM entities' = 5 and ' Total RLC AM buffer size' = 50, DL on HS-PDSCH: category 11.

This is supported in Release 5.

7.4.17a.1
Uplink
	
	Radio Bearer
on DPCH 
	(reserved for Radio Bearer
on E-DCH )
	Signalling Radio Bearer
on DPCH
	( reserved for Signalling Radio Bearer
on E-DCH )

	Transport Channel
	6.10.2.4.1.4b.1.1.1 of [1]

See 7.1.96.1.1.2

6.10.2.4.1.28.1.1.1 of [1]
	
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	See 7.4.17.1.1.5

	Physical Channel
	See 7.4.17.1.2


7.4.17a.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4b.2.1.1 of [1]
	See 7.4.14.2.1.1


	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH

Next Modified Section

7.5.14
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.14.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.14.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4a.2.1.1 of [1]
	6.10.2.4.5.5.2.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
7.5.14a
RB for Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.14a.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4b.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.14a.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4b.2.1.1 of [1]
	6.10.2.4.5.5.2.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
Next Modified Section

7.5.17
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.17.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.17.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4a.2.1.1 of [1]
	6.10.2.4.5.6.2.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.6.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
7.5.17a
RB for Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + RB for Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.17a.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4b.1.1.1 of [1]
	6.10.2.4.6.5.1.1.1.1 of [1]

6.10.2.4.6.5.1.1.1.2 of [1]
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.17a.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4b.2.1.1 of [1]
	6.10.2.4.5.6.2.1.1 of [1]
	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.6.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
Next Modified Section

7.5.23
RB for Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.23.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4a.1.1.1 of [1]
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.23.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4a.2.1.1 of [1]
	6.10.2.4.5.1.2.1.1.1 of [1] for Interactive/Background RBs
	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
7.5.23a
RB for Conversational / speech / UL:(12.2 7.4 5.9 4.75) DL:(12.2 7.4 5.9 4.75) kbps / CS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + RB for Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
The minimum UE classes supporting this combination are UL: 64 kbps, DL on DPCH: 32 kbps plus support of HS-PDSCH and support of E-DCH, HS-PDSCH: category 11, E-DCH: category 1.

This is supported in Release 6.
7.5.23a.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	6.10.2.4.1.4b.1.1.1 of [1]
	6.10.2.4.6.1.1.1.1.1 of [1] for Interactive/Background RBs (MAC-e muxed)
	6.10.2.4.1.2.1.1.1 of [1]
	

	TFCS
	6.10.2.4.1.4a.1.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.1.2 of [1]
	6.10.2.4.6.1.1.2.1 of [1]
	6.10.2.4.1.4a.1.2 of [1]

 See NOTE
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH.

7.5.23a.2
Downlink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	6.10.2.4.1.4b.2.1.1 of [1]
	6.10.2.4.5.1.2.1.1.1 of [1] for Interactive/Background RBs
	6.10.2.4.1.2.2.1.1 of [1]


	

	TFCS
	6.10.2.4.1.4a.2.1.3 of [1]

	Physical Channel
	6.10.2.4.1.4a.2.2 of [1]
	6.10.2.4.5.1.2.2.2 of [1]
	6.10.2.4.1.4a.2.2 of [1] See NOTE.
	


NOTE:
Already included in Physical Channel Definition of Radio Bearer on DPCH
Next Modified Section

7.5.30
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.

This is supported in Release 8.

7.5.30.1
Uplink

7.5.30.1.1
Transport channel parameters

7.5.30.1.1.1
Transport channel parameters for E-DCH

7.5.30.1.1.1.1
MAC-d flow #1 parameters for Conversational / speech  / UL:(12.2, 7,75, 5.9, 4.75) kbps / CS RAB (non-scheduled)

See clause 6.10.2.4.6.9.1.1.1.1 of [1].

7.5.30.1.1.1.2
MAC-d flow #2 parameters for UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH

See clause 6.10.2.4.6.2.1.1.1.2 of [1].

7.5.30.1.2
Physical channel parameters

7.5.30.1.2.1
Physical channel parameters on E-DPDCH

See clause 6.10.2.4.6.1.1.2.1 of [1].

7.5.30.2
Downlink

7.5.30.2.1
Transport channel parameters

7.5.30.2.1.1
Transport channel parameters for HS-DSCH

7.5.30.2.1.1.1
MAC-d flow#1 parameters for Conversational / speech  / DL:(12.2, 7,75, 5.9, 4.75) kbps / CS RAB

See clause 6.10.2.4.6.9.2.1.1.1 of [1].

7.5.30.2.1.1.2
MAC-d flow#2 parameters for DL: [max bit rate depending on UE category] SRBs for HS-DSCH

See clause 6.10.2.4.6.3.2.1.1.2 of [1].

7.5.30.2.2
Physical channel parameters

The physical channel configuration shall use F-DPCH.

7.5.30.2.2.1
Physical channel parameters on HS-PDSCH

See clause 6.10.2.4.5.1.2.2.2 of [1].
7.5.30a
Conversational / speech / UL:(12.2, 7.4, 5.9, 4.75) kbps DL: (12.2, 7.4, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.

This is supported in Release 8.

7.5.30a.1
Uplink

7.5.30a.1.1
Transport channel parameters

7.5.30a.1.1.1
Transport channel parameters for E-DCH

7.5.30a.1.1.1.1
MAC-d flow #1 parameters for Conversational / speech  / UL:(12.2, 7.4, 5.9, 4.75) kbps / CS RAB (non-scheduled)

	
	Alt 1 

Fixed RLC + MAC-e/es (Rel-6 and later)

NOTE 3
	Alt 2 

Flexible RLC + MAC-i/is (Rel-8 and later releases)

NOTE 3

	Higher layer
	RAB/Signalling RB
	RAB



	PDCP
	Header size, bit
	8

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	48, 104, 128, 160, 256
	Flexible from 48 up to up to 12000

(NOTE 4)

	
	Max data rate, bps
	Depends on UE category and TTI

	
	UMD PDU header, bit
	8

	MAC
	MAC multiplexing
	N/A

	
	MAC-d PDU size, bit
	56, 112, 136, 168, 264 (non-scheduled) NOTE1
	Flexible

	
	MAC type
	MAC-e/es
	MAC-i/is

	
	MAC-e/es / MAC-i/is header fixed part, bit
	18
	24

	Layer 1
	TrCH type
	E-DCH

	
	TTI
	10ms (alt. 2ms) (NOTE 2)

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE1:
Max MAC-e PDU content sizes depends on non-scheduled grant given by SRNC

NOTE 2:
The support of 2ms TTI depends on the UE category 

NOTE 3: 
Alternative 1 with Fixed RLC + MAC-e/es is the default configuration. For test cases that use alternative 2 (Flexible RLC + MAC-i/is) then this shall be explicitly stated in the test case.

NOTE 4: 
The Maximum RLC payload size for Flexible RLC is 12024 bits (1503 octets, ref: TS 25.322 clause 9.2.2.9). The maximum SDU size above PDCP layer is limited to 12000 bits (1500 octets limit in QoS parameter “Max SDU size”, ref: TS 24.008 clause 10.5.6.5). As no PDCP header is used in this radio bearer configuration then the RLC payload size has been limited to 12000 bits.


7.5.30a.1.1.1.2
MAC-d flow #2 parameters for UL: [max bit rate depending on UE category and TTI] SRBs for E-DCH

See clause 6.10.2.4.6.2.1.1.1.2 of [1].

7.5.30a.1.2
Physical channel parameters

7.5.30a.1.2.1
Physical channel parameters on E-DPDCH

See clause 6.10.2.4.6.1.1.2.1 of [1].

7.5.30a.2
Downlink

7.5.30a.2.1
Transport channel parameters

7.5.30a.2.1.1
Transport channel parameters for HS-DSCH

7.5.30a.2.1.1.1
MAC-d flow#1 parameters for Conversational / speech  / DL:(12.2, 7.4, 5.9, 4.75) kbps / CS RAB

	
	
	Alt 1

RLC + MAC-hs

(Rel-5 and later releases)

NOTE2
	Alt 2

RLC + MAC-ehs

(Rel-7 and later releases) 

NOTE2

	Higher

Layer
	RAB/Signalling RB
	RAB

	PDCP
	Header size, bit
	8

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	UM

	
	Payload sizes, bit
	48, 104, 128, 160, 256
	48, 104, 128, 160, 256

	
	Max data rate, bps
	depends on UE category

NOTE1

	
	UMD PDU header, bit
	8
	8

	MAC
	MAC-d header, bit 
	0
	0

	
	MAC multiplexing
	N/A
	N/A

	
	MAC-d PDU size, bit
	56, 112, 136, 168, 264
	56, 112, 136, 168, 264

	
	MAC-hs Type
	MAC-hs
	MAC-ehs

	
	MAC-hs/ehs header fixed part, bit
	21
	24

	Layer 1
	TrCH type
	HS-DSCH
	HS-DSCH

	
	TTI
	2 ms
	2 ms

	
	Coding type
	TC
	TC

	
	CRC, bit
	24
	24

	
	Applicable modulation schemes
	QPSK, 

16QAM
	QPSK, 

16QAM, 64QAM

	
	Applicable with MIMO
	No
	Yes

	
	Applicable with Dual-Cell HSDPA
	No
	Yes

	NOTE1:
The peak throughput may be limited by the maximum number of MAC-d PDUs that can be included in a single MAC-hs or MAC-ehs PDU (see [25.321]).

NOTE2:
Alternative 1 with Fixed RLC + MAC-hs is the default configuration. For test cases that use alternative 2 (Fixed RLC + MAC-ehs) then this shall be explicitly stated in the test case.


7.5.30a.2.1.1.2
MAC-d flow#2 parameters for DL: [max bit rate depending on UE category] SRBs for HS-DSCH

See clause 6.10.2.4.6.3.2.1.1.2 of [1].

7.5.30a.2.2
Physical channel parameters

The physical channel configuration shall use F-DPCH.

7.5.30a.2.2.1
Physical channel parameters on HS-PDSCH

See clause 6.10.2.4.5.1.2.2.2 of [1].

Next Modified Section

7.5.35
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ (1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.

This is supported in Release 8.

7.5.35.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.9.1.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.35.2
Downlink

The physical channel configuration shall use F-DPCH.

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	6.10.2.4.6.9.2.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.5.1.2.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.5.1.2.2.2 of [1]
	
	6.10.2.4.5.1.2.2.2 of [1]


7.5.35a
Conversational / speech / UL:(12.2, 7.4, 5.9, 4.75) kbps DL: (12.2, 7.4, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ (1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.

This is supported in Release 8.

7.5.35a.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.30a.1.1.1.1 for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.35a.2
Downlink

The physical channel configuration shall use F-DPCH.

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	7.5.30a.2.1.1.1 for CS over HSPA RBs

6.10.2.4.5.1.2.1.1.1 of [1] for (1, 2 or 3) Interactive/Background RBs 
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.5.1.2.2.2 of [1]
	
	6.10.2.4.5.1.2.2.2 of [1]


7.5.36
Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB 
+ (0, 1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH

The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.

This is supported in Release 8.

7.5.36.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	6.10.2.4.6.9.1.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for Streaming RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (0, 1, 2 or 3) Interactive/Background RBs
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.36.2
Downlink

The physical channel configuration shall use F-DPCH.

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	6.10.2.4.6.9.2.1.1.1 of [1] for CS over HSPA RBs

6.10.2.4.5.1.2.1.1.1 of [1] for Streaming RBs 

6.10.2.4.5.1.2.1.1.1 of [1] for (0, 1, 2 or  3) Interactive/Background RBs
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.5.1.2.2.2 of [1]
	
	6.10.2.4.5.1.2.2.2 of [1]


7.5.36a
Conversational / speech / UL:(12.2, 7.4, 5.9, 4.75) kbps DL: (12.2, 7.4, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH
+ Streaming / unknown / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB 
+ (0, 1, 2 or 3) Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RABs
+ UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
The minimum UE classes supporting this combination are: support of HS-PDSCH, DL on HS-PDSCH: category 11 and support of E-DCH, UL on E-DCH category 1.

Support depends on the UE capability: Support for CS voice over HSPA.

This is supported in Release 8.

7.5.36a.1
Uplink
	
	Radio Bearer
on DPCH 
	Radio Bearer
on E-DCH 
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on E-DCH

	Transport Channel
	
	7.5.30a.1.1.1.1 for CS over HSPA RBs

6.10.2.4.6.1.1.1.1.1 of [1] for Streaming RBs

6.10.2.4.6.1.1.1.1.1 of [1] for (0, 1, 2 or 3) Interactive/Background RBs
	
	6.10.2.4.6.2.1.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.6.1.1.2.1 of [1]
	
	6.10.2.4.6.1.1.2.1 of [1].


7.5.36a.2
Downlink

The physical channel configuration shall use F-DPCH.

	
	Radio Bearer
on DPCH 
	Radio Bearer
on HS-PDSCH
	Signalling Radio Bearer
on DPCH
	Signalling Radio Bearer
on HS-PDSCH

	Transport Channel
	
	7.5.30a.2.1.1.1 for CS over HSPA RBs

6.10.2.4.5.1.2.1.1.1 of [1] for Streaming RBs 

6.10.2.4.5.1.2.1.1.1 of [1] for (0, 1, 2 or  3) Interactive/Background RBs
	
	6.10.2.4.6.3.2.1.1.2 of [1]

	TFCS
	

	Physical Channel
	
	6.10.2.4.5.1.2.2.2 of [1]
	
	6.10.2.4.5.1.2.2.2 of [1]
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