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Title
List of CRs from RAN WG3
Source
TSG RAN WG3

Agenda Item
9.3.1

9.3.5.1
CRs related to LTE
RP-110221: Rel-9 CRs related to LTE
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110221
	R3-110686
	Addition of Criticality Diagnostics IE in the M2 Setup Response message
	36.443
	0036
	-
	F
	9.2.0
	MBMS_LTE
	Rel-9

	R3-110221
	R3-110687
	Addition of Criticality Diagnostics IE in the M2 Setup Response message
	36.443
	0037
	-
	A
	10.0.0
	MBMS_LTE
	Rel-10


9.3.5.2
Other Closed Work Items and Small Technical Enhancements and Improvements [TEI9]
RP-110222: TEI9 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110222
	R3-110995
	Correction of Write Replace Warning abnormal condition
	36.413
	0832
	2
	F
	9.5.1
	LTE-interfaces, TEI9
	Rel-9

	R3-110222
	R3-110996
	Correction of Write Replace Warning abnormal condition
	36.413
	0833
	2
	A
	10.0.1
	LTE-interfaces, TEI9
	Rel-10

	R3-110222
	R3-110501
	ASN.1 Correction for the Broadcast Cancelled Area List IE
	36.413
	0811
	-
	F
	9.5.1
	LTE-interfaces, TEI9
	Rel-9

	R3-110222
	R3-110502
	ASN.1 Correction for the Broadcast Cancelled Area List IE
	36.413
	0812
	-
	A
	10.0.1
	LTE-interfaces, TEI9
	Rel-10

	R3-110222
	R3-110862
	Addition of Measurement Power Offset in ESCC procedure over Iur
	25.423
	1659
	1
	F
	9.5.0
	RANimp-HSDSCH, TEI9
	Rel-9

	R3-110222
	R3-110863
	Addition of Measurement Power Offset in ESCC procedure over Iur
	25.423
	1660
	1
	A
	10.1.0
	RANimp-HSDSCH, TEI9
	Rel-10

	R3-110222
	R3-110473
	Changed values for a sub-IE in "Common E-DCH Information for E-DCH" IE
	25.433
	1861
	-
	F
	9.5.0
	RANimp-UplinkEnhState, TEI9
	Rel-9

	R3-110222
	R3-110474
	Changed values for a sub-IE in "Common E-DCH Information for E-DCH" IE
	25.433
	1862
	-
	A
	10.1.0
	RANimp-UplinkEnhState, TEI9
	Rel-10

	R3-110222
	R3-110514
	Inclusion of "Additional E-DCH Transmission Back Off" in "Common E-DCH Information"
	25.433
	1867
	-
	F
	9.5.0
	RANimp-UplinkEnhState, TEI9
	Rel-9

	R3-110222
	R3-110515
	Inclusion of "Additional E-DCH Transmission Back Off" in "Common E-DCH Information"
	25.433
	1868
	-
	A
	10.1.0
	RANimp-UplinkEnhState, TEI9
	Rel-10

	R3-110222
	R3-110496
	Correction of CSFB related Cause Values
	36.413
	0807
	-
	F
	9.5.1
	TEI9
	Rel-9

	R3-110222
	R3-110497
	Correction of CSFB related Cause Values
	36.413
	0808
	-
	A
	10.0.1
	TEI9
	Rel-10

	R3-110222
	R3-110561
	Correction of the usage of optional ShortMAC-I IE in RLF INDICATION message
	36.423
	0410
	1
	F
	9.5.0
	TEI9
	Rel-9

	R3-110222
	R3-110608
	Correction of the usage of optional ShortMAC-I IE in RLF INDICATION message
	36.423
	0411
	1
	A
	10.0.0
	TEI9
	Rel-10

	R3-110222
	R3-110897
	Correction of M2 Setup
	36.443
	0041
	1
	F
	9.2.0
	TEI9
	Rel-9

	R3-110222
	R3-110898
	Correction of M2 Setup
	36.443
	0042
	1
	A
	10.0.0
	TEI9
	Rel-10


9.3.6

Approval of linked CRs where the leading one originated from RAN WG3 [TEI9]
RP-110223: Correction on MBMS Reset procedure
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110223
	R2-111748
	Correction on MBMS Reset procedure
	36.300
	0351
	-
	F
	9.6.0
	TEI9
	Rel-9

	R3-110223
	R3-111749
	Correction on MBMS Reset procedure
	36.300
	0352
	-
	A
	10.2.0
	TEI9
	Rel-10

	R3-110223
	R3-111090
	Correction on MBMS Reset procedure
	36.443
	0040
	1
	A
	10.0.0
	TEI9
	Rel-10

	R3-110223
	R3-111093
	Correction on MBMS Reset procedure
	36.443
	0039
	2
	F
	9.2.0
	TEI9
	Rel-9

	R3-110223
	R3-110743
	Correction on MBMS Reset procedure
	36.444
	0017
	-
	F
	9.3.0
	TEI9
	Rel-9

	R3-110223
	R3-111089
	Correction on MBMS Reset procedure
	36.444
	0018
	1
	A
	10.0.0
	TEI9
	Rel-10


11.1.6

1.28Mcps TDD Multi-carrier HSUPA [450019, TDD_MC_HSUPA, 12/2010]
RP-110224: TDD Multicarrier HSUPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110224
	R3-110470
	Correction of Extended E-HICH ID TDD for 1.28 Mcps TDD Multi-Carrier E-DCH
	25.433
	1860
	-
	F
	10.1.0
	TDD_MC_HSUPA
	Rel-10

	R3-110224
	R3-110483
	Addition of Multi-Carrier E-DCH capability IEs for MC-HSUPA to RNSAP
	25.423
	1661
	-
	F
	10.1.0
	TDD_MC_HSUPA
	Rel-10

	R3-110224
	R3-110484
	Addition of Multi-Carrier E-DCH capability IEs for MC-HSUPA to NBAP
	25.433
	1863
	-
	F
	10.1.0
	TDD_MC_HSUPA
	Rel-10

	R3-110224
	R3-110486
	Correction of SNPL carrier group indicator for 1.28 Mcps TDD Multi-Carrier E-DCH 
	25.433
	1864
	-
	F
	10.1.0
	TDD_MC_HSUPA
	Rel-10

	R3-110224
	R3-110487
	Correction of SNPL carrier group indicator for 1.28 Mcps TDD Multi-Carrier E-DCH 
	25.423
	1663
	-
	F
	10.1.0
	TDD_MC_HSUPA
	Rel-10


11.1.9

Small Technical Enhancements and Improvements for Rel-10 [TEI10]
RP-110225: TEI10 CRs, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110225
	R3-110480
	Correction on CSG Subcription List
	36.413
	0805
	-
	F
	10.0.1
	EHNB-RAN3, TEI10
	Rel-10

	R3-110225
	R3-110479
	Correction to the editor notes
	36.413
	0804
	-
	F
	10.0.1
	LTE-interfaces, TEI10
	Rel-10

	R3-110225
	R3-110905
	Correction to the Semantics Description of TAC
	36.413
	0863
	-
	F
	10.0.1
	LTE-interfaces, TEI10
	Rel-10

	R3-110225
	R3-111000
	Introduction of SPID into DOWNLINK NAS TRANSPORT message
	36.413
	0823
	1
	F
	10.0.1
	LTE-interfaces, TEI10
	Rel-10

	R3-110225
	R3-110889
	Introduction of independent HSUPA schedule based on cell portion
	25.433
	1876
	1
	F
	10.1.0
	RANimp-BFE, TEI10
	Rel-10

	R3-110225
	R3-110864
	Correction related to "Power Offset For S-CPICH for MIMO"
	25.423
	1662
	1
	F
	10.1.0
	RANimp-DC_MIMO, TEI10
	Rel-10

	R3-110225
	R3-110903
	the description usage of NONCE in RNC
	25.413
	1100
	1
	F
	10.0.1
	RANimp-HSPAVoIP, TEI10
	Rel-10

	R3-110225
	R3-110475
	Correction of propagation delay handling for E-DCH Data Frame
	25.435
	0251
	-
	F
	10.0.0
	RANimp-UplinkEnhState, TEI10
	Rel-10


RP-110226: TEI10 CRs, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110226
	R3-110465
	Correct definition of Cell-ID
	25.469
	0059
	-
	F
	9.3.0
	TEI10
	Rel-10

	R3-110226
	R3-110468
	Correction to Integrity Protection Information and Encryption Information
	25.413
	1090
	-
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-110476
	Clarification containers for CS only SRVCC towards UTRAN without PS HO support
	36.413
	0803
	-
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-110508
	Introduction of Common H- RNTI List for Common HS- DSCH SRB1 Transmission
	25.433
	1866
	-
	F
	10.1.0
	TEI10
	Rel-10

	R3-110226
	R3-110732
	Correction of the name for Time Synchronization Info IE
	36.413
	0839
	-
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-110824
	S1AP Procedure Text General Clean-up
	36.413
	0860
	-
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-110894
	Add T312 and N312 for 1.28Mcps TDD
	25.433
	1874
	1
	F
	10.1.0
	TEI10
	Rel-10

	R3-110226
	R3-110926
	Correction of Duplicated Warning messages
	36.413
	0852
	1
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-110985
	Support of PWS in RAN Sharing
	36.401
	0048
	1
	F
	10.0.0
	TEI10
	Rel-10

	R3-110226
	R3-111004
	Clarification on TEID value range for S1AP
	36.413
	0827
	2
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-111005
	Clarification on TEID value range for X2AP
	36.423
	0419
	2
	F
	10.0.0
	TEI10
	Rel-10

	R3-110226
	R3-111006
	Clarification on TEID value range for RANAP
	25.413
	1099
	2
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-111007
	Clarification on TEID value range
	36.443
	0043
	1
	F
	10.0.0
	TEI10
	Rel-10

	R3-110226
	R3-111008
	Clarification on TEID value range
	36.444
	0020
	1
	F
	10.0.0
	TEI10
	Rel-10

	R3-110226
	R3-111017
	NNSF Abbreviation and other Editorials
	36.413
	0824
	2
	D
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-111019
	Identifying the Cell Identity
	25.469
	0063
	2
	F
	9.3.0
	TEI10
	Rel-10

	R3-110226
	R3-111020
	Addition of CLASS 1 Procedure for Common E-DCH resource release
	25.433
	1877
	2
	B
	10.1.0
	TEI10
	Rel-10

	R3-110226
	R3-111062
	Corrections on HS-DSCH Transmission without UE category
	25.433
	1878
	2
	F
	10.1.0
	TEI10
	Rel-10

	R3-110226
	R3-111085
	Extension of maximum number neigbouring RNCs
	25.423
	1669
	5
	F
	10.1.0
	TEI10
	Rel-10

	R3-110226
	R3-111087
	Introduction of a Stepwise Load Reduction Indication for the Overload procedure in Stage-3
	36.413
	0864
	-
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-111088
	Typo correction in Message Type IE table
	36.413
	0840
	1
	F
	10.0.1
	TEI10
	Rel-10

	R3-110226
	R3-111092
	Adding of IMSI and IMEI to PERFORM LOCATION REQUEST message
	25.453
	0134
	5
	C
	10.1.0
	TEI10
	Rel-10


RP-110227: LIPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110227
	R3-110512
	Completion of LIPA feature
	25.467
	0126
	-
	F
	10.0.0
	LIPA_SIPTO
	Rel-10

	R3-110227
	R3-110513
	S1 Release for LIPA Bearer
	36.413
	0814
	-
	F
	10.0.1
	LIPA_SIPTO
	Rel-10

	R3-110227
	R3-110963
	LIPA Impact In RAN3
	36.413
	0813
	2
	B
	10.0.1
	LIPA_SIPTO
	Rel-10


11.2.2.1
Four carrier HSDPA - Core part [460115, 4C_HSDPA-Core, 03/2011]
RP-110228: Four carrier HSDPA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110228
	R3-110865
	Battery optimization - tabular/ASN.1 mismatch cleanup
	25.433
	1865
	1
	F
	10.1.0
	4C_HSDPA-Core
	Rel-10

	R3-110228
	R3-110866
	Battery optimization - tabular/ASN.1 mismatch cleanup
	25.423
	1664
	1
	F
	10.1.0
	4C_HSDPA-Core
	Rel-10


11.2.3.1
Inclusion of “RF Pattern Matching Technologies” as positioning method in the UTRAN – Core Part [460105, LCS_UMTS_RFPMT-Core, 03/2011]
RP-110229: RF Pattern Matching Technologies CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110229
	R3-110887
	PCAP ASN.1 Cleanup
	25.453
	0129
	2
	F
	10.1.0
	LCS_UMTS_RFPMT-Core
	Rel-10


11.3.2.1
Minimization of drive tests for E-UTRAN and UTRAN - Core Part [460103, MDT_UMTSLTE-Core, 03/2011]
RP-110230: Minimization of drive tests CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110230
	R3-110912
	Support for MDT
	25.410
	0074
	1
	B
	10.0.0
	MDT_UMTSLTE-Core
	Rel-10

	R3-110230
	R3-110913
	Support for MDT
	25.401
	0136
	1
	B
	10.0.0
	MDT_UMTSLTE-Core
	Rel-10

	R3-110230
	R3-110916
	Introduction of MDT
	25.413
	1094
	1
	B
	10.0.1
	MDT_UMTSLTE-Core
	Rel-10

	R3-110230
	R3-110917
	Introduction of MDT
	25.423
	1667
	1
	B
	10.1.0
	MDT_UMTSLTE-Core
	Rel-10

	R3-110230
	R3-111055
	Support for MDT
	36.413
	0815
	2
	B
	10.0.1
	MDT_UMTSLTE-Core
	Rel-10

	R3-110230
	R3-111056
	Support for MDT
	36.423
	0413
	2
	B
	10.0.0
	MDT_UMTSLTE-Core
	Rel-10


11.3.3.1
HNB and HeNB Mobility Enhancements UMTS/LTE 3500 MHz – Core Part [470105, HNB_HENB_mob_enh-Core, 03/2011]
RP-110231: HNB and HeNB Mobility Enhancements CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110231
	R3-111053
	Additional IEs needed to support optimized HNB-HNB mobility
	25.413
	1095
	1
	B
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10

	R3-110231
	R3-110492
	Correction on UE De-Registration for Enhanced H2H Mobility
	25.467
	0125
	-
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	R3-110231
	R3-111050
	Correction to definition of HNB enhanced mobility.
	25.467
	0131
	2
	B
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10

	R3-110231
	R3-111054
	RUA Connect Message for Enhanced H2H Mobility
	25.468
	0033
	1
	B
	9.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	R3-110231
	R3-111052
	Additional messages to support direct HNB-HNB HO in HNBAP
	25.469
	0062
	2
	B
	9.3.0
	HNB_HENB_mob_enh-Core
	Rel-10

	R3-110231
	R3-110466
	Correct the criticality for two new IEs to support X2 HO for HeNB
	36.413
	0801
	-
	F
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10

	R3-110231
	R3-110911
	Correction of Source MME GUMMEI IE criticality in PATH SWITCH REQUEST message
	36.413
	0848
	1
	F
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10

	R3-110231
	R3-111028
	Correction of mobility to open HeNBs
	36.413
	0857
	3
	F
	10.0.1
	HNB_HENB_mob_enh-Core
	Rel-10 

	R3-110231
	R3-110494
	Conditions for Enhanced X2 Mobility
	36.423
	0408
	-
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10 

	R3-110231
	R3-110682
	Clarify X2 Handover Scenarios
	36.423
	0420
	-
	F
	10.0.0
	HNB_HENB_mob_enh-Core
	Rel-10


11.3.4.1
Expanded 1900 MHz Band for UTRA and LTE – Core Part [480124, E1900-Core, 03/2011]
RP-110232: Expanded 1900 MHz Band CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110232
	R3-110463
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.461
	25.461
	0068
	-
	B
	10.1.0
	E1900-Core
	Rel-10

	R3-110232
	R3-110464
	Add Expanded 1900 MHz Band for UTRA and LTE to TS25.466
	25.466
	0031
	-
	B
	10.1.0
	E1900-Core
	Rel-10


11.3.6

RAN mechanisms to avoid CN overload due to Machine-Type Communications [490024, NIMTC-RAN_overload, 03/2011]
RP-110233: MTC CN overload CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110233
	R3-111043
	Introduction of Low Priority Traffic Overload support
	25.413
	1096
	3
	B
	10.0.1
	NIMTC-RAN_overload
	Rel-10


RP-110234: Technically endorsed stage-3 LTE CRs for the MTC discussion
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110234
	R3-110938
	Introduction of MTC overload Support
	36.413
	0854
	1
	B
	10.0.1
	NIMTC-RAN_overload
	Rel-10

	R3-110234
	R3-110939
	Introduction of MTC overload Support
	36.413
	0855
	1
	B
	10.0.1
	NIMTC-RAN_overload
	Rel-10


11.3.7.1
Extending 850 MHz Upper band (814 - 846 MHz) - Core Part [500120, e850_UB-Core, 03/2011]
RP-110235: Extending 850 MHz Upper Band CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110235
	R3-110991
	Addition of new Band 26 for E850
	25.466
	0035
	1
	B
	10.1.0
	e850_UB-Core
	Rel-10

	R3-110235
	R3-110992
	Addition of new Band 26 for E850
	25.461
	0069
	1
	B
	10.1.0
	e850_UB-Core
	Rel-10


11.4.5.1
Relays for LTE – Core Part [460113, LTE_Relay-Core, 06/2011]
RP-110236: Relays for LTE CRs

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110236
	R3-110500
	GUMMEI List in Overload Start and Overload Stop message
	36.413
	0810
	-
	B
	10.0.1
	LTE_Relay-Core
	Rel-10

	R3-110236
	R3-110879
	Advertising support to RNs at the MME
	36.413
	0820
	1
	B
	10.0.1
	LTE_Relay-Core
	Rel-10

	R3-110236
	R3-111091
	Relay Node indication to MME
	36.413
	0809
	2
	B
	10.0.1
	LTE_Relay-Core
	Rel-10


11.4.6.1
Enhanced ICIC for non-CA based deployments of heterogeneous networks for LTE – Core Part [470107, eICIC_LTE-Core, 03/2011]
RP-110237: Enhanced ICIC CRs

	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110237
	R3-111046
	Introduction of new synchronisation use case for TD ICIC
	36.401
	0047
	3
	B
	10.0.0
	eICIC_LTE-Core
	Rel-10

	R3-110237
	R3-110498
	Introduction of X2 signalling support for eICIC
	36.423
	0409
	-
	B
	10.0.0
	eICIC_LTE-Core
	Rel-10

	R3-110237
	R3-110953
	Enabling reporting of ABS resource status for eICIC purposes
	36.423
	0427
	1
	B
	10.0.0
	eICIC_LTE-Core
	Rel-10


11.4.7.1
Adding 2 GHz band LTE for ATC of MSS in North America – Core Part [470109, S_Band_LTE_ATC_MSS-Core, 03/2011]
RP-110238: 2 GHz LTE for ATC of MSS in North America CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110238
	R3-110462
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.461
	25.461
	0067
	-
	B
	10.1.0
	S_Band_LTE_ATC_MSS-Core
	Rel-10

	R3-110238
	R3-110868
	Add 2 GHz band LTE for ATC of MSS in North America to TS25.466
	25.466
	0032
	1
	B
	10.1.0
	S_Band_LTE_ATC_MSS-Core
	Rel-10


11.4.9.1
LTE Self Optimizing Networks (SON) enhancements – Core Part [470111, SONenh_LTE-Core, 03/2011]
RP-110239: LTE SON enhancements CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110239
	R3-110872
	Addition of MeasurementBandwidth and ASN.1 clean-up for IRAT measurement configuration
	25.413
	1091
	1
	F
	10.0.1
	SONenh_LTE-Core
	Rel-10

	R3-110239
	R3-110471
	Clean-up for Rel-10 enhancements of SON Transfer application
	36.413
	0802
	-
	F
	10.0.1
	SONenh_LTE-Core
	Rel-10


11.4.11.1
Further enhancements to MBMS for LTE – Core Part  [480127, MBMS_LTE_enh-Core, 03/2011]
RP-110240: MBMS enhancements for LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	R3-110240
	R3-111040
	Introduction of ARP
	36.444
	0019
	2
	B
	10.0.0
	MBMS_LTE_enh-Core
	Rel-10

	R3-110240
	R3-111042
	Introduction of MBMS counting procedure
	36.443
	0033
	2
	B
	10.0.0
	MBMS_LTE_enh-Core
	Rel-10
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