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<Begin of modified section>
6.11.5.4.1.27
Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.11.5.4.1.27.1
Uplink

See clause 6.11.5.4.1.26.1.

6.11.5.4.1.27.2
Downlink

6.11.5.4.1.27.2.1
Transport channel parameters

6.11.5.4.1.27.2.1.1
Transport channel parameters for Interactive or background / DL:128 kbps / PS RAB

See clause 6.10.3.4.1.27.2.1.1.

6.11.5.4.1.27.2.1.2
Transport channel parameters for DL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.1.27.2.1.3
TFCS

See clause 6.10.3.4.1.27.2.1.3.

6.11.5.4.1.27.2.2
Physical channel parameters

	DPCH Downlink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF 1 x 1 codes x 2 time slots

	
	Max. Number of data bits/radio frame
	3 144 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.48


<End of modified section>
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