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5.1.4
E-UTRAN TDD-TDD Handover inter frequency case

5.1.4.1
Test purpose

To verify the UE’s ability to perform handover in RRC_CONNECTED state when an inter-frequency handover is commanded by meeting the UE maximum RRC procedure delay and interruption time requirements.

5.1.4.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward.

5.1.4.3
Minimum conformance requirements

The handover delay Dhandover shall be less than maximum RRC procedure delay + Tinterrupt in RRC_CONNECTED state.

When the UE receives a RRC message implying handover, the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

Where:

Dhandover equals the maximum RRC procedure delay defined in TS 36.331 [5] clause 11.2 plus the interruption time stated in TS 36.133 [4] clause 5.2.2.4.2.

The interruption time is the time between end of the last TTI containing the RRC command on the old PDSCH and the time the UE starts transmission of the new PRACH, excluding the RRC procedure delay. This requirement applies when UE is not required to perform any synchronisation procedure before transmitting on the new PRACH.

When inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt. The Tinterrupt equation is defined as:




Tinterrupt = Tsearch + TIU + 20 ms

Where:

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. If the target cell is unknown and signal quality is sufficient for successful cell detection on the first attempt, then Tsearch = 80 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times.

TIU is the interruption uncertainty in acquiring the first available PRACH occasion in new cell. TIU can be up to 30ms.

NOTE:
The actual value of TIU shall depend upon the PRACH configuration used in the target cell.

In the interruption requirement a cell is know if it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements are described in TS 36.133 [4] clause 8.1.2.3.4 for inter-frequency handover.

The normative reference for this requirement is TS 36.133 [4] clause 5.2.2.4 and A.5.1.4
5.1.4.4
Test description

5.1.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.2.

1.
Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14.
2.
The general test parameter settings are set up according to Table 5.1.4.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 5.1.4.4.3.

5.
There are two E-UTRA TDD carriers and one cell on each carrier specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.1.4.4.1-1: General Test Parameters for E-UTRAN TDD-TDD inter frequency handover test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in clause A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in clause A.2.2

	Initial conditions
	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	
	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF channel number
	
	1, 2
	Two TDD carriers are used

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	A3-Offset
	dB
	-4
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	Ms
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	DRX_L
	As specified in Table 5.1.4.5-2

	PRACH configuration
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Access Barring Information
	-
	Not sent
	No additional delays in random access procedure

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	Time offset between cells
	(s
	3
	Synchronous cells
3(s or 92*Ts

	Gap pattern configuration Id
	
	1
	As specified in Table 8.1.2.1-1 in 3GPP TS 36.133 [4] started before T2 starts

	T1
	s
	5
	

	T2
	s
	(5
	

	T3
	s
	1
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