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Table 8.7.1.4.1-1: General test parameters for E-UTRA TDD to UTRA(1.28 Mcps TDD OPTION) cell search in fading propagation conditions

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	Active cell
	
	Cell 1
	E-UTRA TDD cell

	Neighbour cell
	
	Cell 2
	UTRA 1.28Mcps TDD Cell

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	Uplink-downlink configuration of cell 1
	
	1
	As specified in table 4.2.2 in TS 36.211

	Special subframe configuration of cell 1
	
	6
	As specified in table 4.2.1 in TS 36.211

	CP length of cell 1
	
	normal
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	dB
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	

	Time offset between cells
	ms
	3
	Asynchronous cells
3ms or 92160*Ts

	Ofn
	dB
	0
	

	Hys
	dB
	0
	

	Thresh
	dBm
	-87
	

	T1
	s
	5
	

	T2
	s
	10
	


8.7.1.4.2
Test procedure

The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event B1 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2. 
1.
Ensure the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A.

2.
Set the parameters according to T1 in Table’s 8.7.1.5-1 and 8.7.1.5-2. Propagation conditions are set according to Annex B clause B.1.1 and B.2.2. T1 starts.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 8.7.1.5-1 and 8.7.1.5-2. 

6.
UE shall transmit a MeasurementReport message triggered by Event B1. If the overall delay measured from the beginning of time period T2 is less than 6402 ms then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7.
After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 

8.
SS shall change to set cell 2  cell parameter id =(current cell 2 cell parameter id +4) mod 16.
9.
Repeat step 1-8 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved. 
8.7.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.7.1.4.3-1: Common Exception messages for E-UTRAN TDD - UTRAN TDD event triggered reporting under fading propagation conditions
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-7


Table 8.7.1.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN TDD - UTRAN TDD event triggered reporting under fading propagation conditions
	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT:

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entry
	
	

	   MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         measObject EUTRA
	MeasObjectEUTRA-GENERIC(f1)
	E-UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	   MeasObjectToAddMod SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f9
	
	

	      measObject  CHOICE {
	
	
	

	         measObjectUTRA
	MeasObjectUTRA-GENERIC(f9)
	UTRA Cell
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-B1
	
	

	     reportConfig
	ReportConfigInterRAT-B1-UTRA
	
	

	   }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f9
	
	

	   reportConfigId
	idReportConfig-B1
	
	

	   }
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	MeasGapConfig-GP1
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD 
	Not present
	
	

	  speedStatePars 
	Not present
	
	

	}
	
	
	


	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


Table 8.7.1.4.3-3: ReportConfigInterRAT-B1-UTRA: Additional E-UTRAN TDD - UTRAN TDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.508 clause 4.6.6 Table 4.6.6-7B

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-UTRA(UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            b1-ThresholdUTRA CHOICE {
	
	
	

	              utra-RSCP
	28
	UTRA-Thres is actual RSCP value in dBm
UTRA-Thres + 115
	UTRA-TDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0dB)
	The actual value is IE value * 0.5 dB.
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.7.1.4.3-4: MeasResults: Additional E-UTRAN TDD - UTRAN TDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.7.1.4.3-5: MeasResultListUTRA: Additional E-UTRAN TDD - UTRAN TDD event triggered reporting under fading propagation conditions
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {
	 
	
	

	    tdd
	PhysCellIdUTRA-TDD
	INTEGER (0..127)
	

	  }
	
	 
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  measResult SEQUENCE {
	 
	 
	

	         utra-RSCP
	
	Set according to specific test
INTEGER (-5..91)
	

	 }
	
	
	

	}
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