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<< Unchanged sections omitted >>
4.5.1.1.4
Test description

4.5.1.1.4.1
Initial conditions

Table4.5.1.1.4.1-1: General Test Parameters for E-UTRAN FDD - lower priority HRPD Cell Re-selection

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell
	
	Cell 1
	E-UTRAN FDD cell

	
	Neighbour cell
	
	Cell 2
	HRPD cell

	Final condition
	Active cell 
	
	Cell 2
	HRPD cell is selecting during T2

	DRX cycle length
	s
	1.28
	

	E-UTRA FDD RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	E-UTRA FDD Channel Bandwidth (BWchannel)
	MHz
	10
	

	HRPD RF Channel Number
	
	1
	Only one HRPD carrier frequency is used.

	E-UTRA FDD PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	E_UTRA FDD Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	T1
	s
	30
	

	T2
	s
	30
	


<< Unchanged sections omitted >>
4.5.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 4.5.1.1.4.3-1: Common Exception messages

	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.3-11
Table H.2.3-12


	Default RRC messages and information elements contents exceptions
	Table H.3.2-1



<< Unchanged sections omitted >
H.2.3
System information blocks message contents exceptions for E-UTRAN inter-RAT cell re-selection
<< Unchanged sections omitted >>
SystemInformationBlockType7: (FDD/TDD) for inter-RAT E-UTRAN - GSM cell re-selection
Table H.2.3-10: SystemInformationBlockType7: Inter-RAT E-UTRAN - GSM cell re-selection
	Derivation Path: TS 36.508 [7] clause  4.4.3.3, Table 4.4.3.3-3 SystemInformationBlockType7

	Information Element
	Value/remark
	Comment
	Condition

	 commonInfo SEQUENCE {
	
	
	

	   cellReselectionPriority
	0
	
	

	   ncc-Permitted
	‘11111111'B
	
	

	   q-RxLevMin
	5 (-105 dBm)
	-105 is actual value in dBm (5 * 2 - 115 dBm )
	

	   p-MaxGERAN
	33 (33 dBm)
	
	GSM 400 & GSM 900 & GSM 850 & GSM 700

	
	30 (30 dBm)
	
	DCS 1800 & PCS 1900

	   threshX-High 
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
	

	   threshX-Low
	12 (24 dB)
	24 is actual value in dB (12 * 2 dB)
	


SystemInformationBlockType3: Inter-RAT E-UTRAN FDD - HRPD is of lower priority cell re-selection
Table H.2.3-11: SystemInformationBlockType3: Inter-RAT E-UTRAN FDD - HRPD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	cellReselectionServingFreqInfo SEQUENCE {
	
	
	

	  s-NonIntraSearch
	Not sent
	 
	

	  threshServingLow
	22 (44 dB)
	44 is actual value in dB (22 * 2 dB)
	

	  cellReselectionPriority
	1
	
	

	  }
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70 (-140 dBm)
	For RF/RRM test cases
	

	    s-IntraSearch
	Not present
	
	

	    t-ReselectionEUTRA
	0
	
	


SystemInformationBlockType8: Inter-RAT E-UTRAN FDD - HRPD is of lower priority cell re-selection
Table H.2.3-12: SystemInformationBlockType8: Inter-RAT E-UTRAN FDD - HRPD is of lower priority cell re-selection
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-7 SystemInformationBlockType8

	Information Element
	Value/remark
	Comment
	Condition

	    cellReselectionParametersHRPD SEQUENCE {
	
	
	

	      bandClassList SEQUENCE (SIZE (1..maxCDMA -BandClass)) OF SEQUENCE {
	1 entry
	
	

	        cellReselectionPriority
	0
	
	

	        threshX-High
	60(-30)
	INTEGER (0..63)
	

	        threshX-Low
	28(-14)
	INTEGER (0..63)
	

	      }
	
	
	

	      }
	
	
	

	      t-ReselectionCDMA2000
	0
	INTEGER (0..7)
	

	    }
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