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	Reason for change:
(

	1. At test step 3 SS transmits SERVICE REJECT with cause as "UE identity cannot be derived by the network”. 
As per 24.301, clause 5.6.1.5, UE shall enter EMM-DEREGISTERD state. 
& as per clause 5.4.2.2 UE shall do a cell selection;

>>>

5.2.2.4
Substate when back to state EMM-DEREGISTERED from another EMM state

When returning to state EMM-DEREGISTERED, the UE shall select a cell as specified in 3GPP TS 36.304 [21].

<<<

MME has no EMM context for the UE and UE performs cell selection in idle state, this means existing NAS Signalling Connection must be released. This requires a conformant UE to wait for the network to release the NAS Signalling Connection and initiate the subsequent Attach procedure on a new NAS Signalling Connection.

3GPP SA2 and CT1 discussions have concluded that allowing the UE to initiate the subsequent Attach procedure using existing NAS Signalling Connection could lead to complexity and interoperability issues in the real network. 

2. CT1 CR C1-110734 agreed in CT1#69 added a  note 

>>>

NOTE 3:
User interaction is necessary in some cases when the UE cannot re-activate the EPS bearer(s) automatically.
<<< 

   The purpose of the above note is to highlight an implementation option that already existed in Rel-8.

Current EPC test cases do not cater for this implementation option available to a UE as per the TS 24.301.  

Revision 1:

Meting could not reach consensus regarding the only allowed behaviour being 'UE waits for  network to release Signalling connection and trigger attach on new RRC connection', regarding change 1. It is decided to send a liason statement to CT1 requesting clarification and until reception of clarification from CT1,  both the behaviours will be allowed.

	
	

	Summary of change:
(

	1. Conformance requirements updated

2. Step 3a is added to release RRC connection

3. Optional step 3b is added 
Revision 1:

Exception for optional execution of step 3A is added and Note 1 is added.

New step numbers introduced, renamed with capital letters.
Final version:
Steps 3A and 3B renamed to 3a1 and 3a2

In exception step before 3a1, steps 3a1 and 3a2 are to be executed
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9.3.1.7
Service request / Rejected / UE identity cannot be derived by the network

9.3.1.7.1
Test Purpose (TP)

(1)

with { UE having sent a SERVICE REQUEST message }

ensure that {

  when { UE receives a SERVICE REJECT message with the EMM cause value = 9 (UE identity cannot be derived by the network) }

    then { UE sets the EPS update status to EU2 NOT UPDATED and deletes any GUTI, last visited registered TAI, TAI list and KSI and automatically initiate the attach procedure }

            }

9.3.1.7.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.6.1.5.

[TS 24.301, clause 5.6.1.5]

On receipt of the SERVICE REJECT message, the UE shall stop timer T3417 and take the following actions depending on the received EMM cause value.

…

#9

(UE identity cannot be derived by the network);


The UE shall set the EPS update status to EU2 NOT UPDATED (and shall store it according to subclause 5.1.3.3) and shall delete any GUTI, last visited registered TAI, TAI list and KSI. The UE shall enter the state EMM-DEREGISTERED.


Subsequently, the UE shall automatically initiate the attach procedure.
NOTE 3:
User interaction is necessary in some cases when the UE cannot re-activate the EPS bearer(s) automatically.
9.3.1.7.3
Test description

9.3.1.7.3.1
Pre-test conditions

System Simulator:

-
cell A.

UE:

none.

Preamble:

-
the UE is in state Registered, Idle mode (state 2) on cell A according to TS 36.508 [18].

9.3.1.7.3.2
Test procedure sequence

Table 9.3.1.7.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS transmits a SERVICE REJECT message with the EMM cause set to #9 (UE identity cannot be derived by the network).
	<--
	SERVICE REJECT
	-
	-

	-
	EXCEPTION: Steps 3a1-3a2 describes the behaviour that depends on UE behaviour (Note 1).
	-
	-
	-
	-

	3a1
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 3a2 describes a behaviour which depends on the UE capability
	-
	-
	-
	-

	3a2
	IF NOT pc_Automatic_Re_Attach, the user initiates an attach by MMI or by AT command.
	-
	-
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including IMSI and without integrity protection?
	-->
	ATTACH REQUEST
	1
	P

	5-16
	The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2) according to TS 36.508.
	-
	-
	-
	-

	Note 1:
SS waits for 1 second to receive the Attach Request on the existing RRC Connection. In case Attach Request  is not received within 1 second, existing RRC Connection is released.


9.3.1.7.3.3
Specific message contents
Table 9.3.1.7.3.3-1: SERVICE REJECT (step 3, Table 9.3.1.7.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1001'B
	UE identity cannot be derived by the network
	


Table 9.3.1.7.3.3-2: ATTACH REQUEST (step 4, Table 9.3.1.7.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	'111'B
	no key is available
	

	Old GUTI or IMSI
	IMSI
	
	

	Last visited registered TAI
	Not present
	
	

	Old location area identification
	Not present
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