Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-RAN5 Meeting #50 
(
R5-110323
Taipei, Taiwan, 21-25 February 2010
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	34.122
	CR
	0367
	(

rev
	-
	(

Current version:
	9.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction on Annex F.6.3.5, Table F.6.3.5.1 to correlate Clause 9.3.1A.5, Table 9.3.1A.3

	
	

	Source to WG:
(

	Agilent

	Source to TSG:
(

	RAN5

	
	

	Work item code:
(

	TEI8_Test
	
	Date: (

	01/18/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-9

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	Typo errors in Annex F.6.3.5, Table F.6.3.5.1 for Sub-test 1 relative T-put value does not corelate to Clause 9.3.1A.5, Table 9.3.1A.3

	
	

	Summary of change:
(

	Correct Annex F.6.3.5, Table F.6.3.5.1 for Sub-test 1 relative T-put value to corelate to Clause 9.3.1A.5, Table 9.3.1A.3

	
	

	Consequences if 
(

not approved:
	 Test case might be implemented incorrectly. 

	
	

	Clauses affected:
(

	F.6.3.5

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


9.3.1A
HS-DSCH throughput for Fixed Reference Channels  0.5 Mbps UE class QPSK

<< Unchanged sections omitted >>

9.3.1A.5
Test Requirements

Tables of test parameters define the primary level settings including test tolerance for all relevant throughput tests. the measured throughput shall be equal to or better than the the specified value in table 9.3.1A.3 of test requirement.
Table 9.3.1A.3: Test  requirements for fixed reference measurement channel requirement in multipath channels for 0.5Mbps UE class QPSK

	Test Number
	Propagation conditions
	[image: image1.wmf]oc

or

I

I

ˆ

[dB]
	R (Throughput) [kbps]

	1
	PA3
	10.6
	160

	2
	PB3
	10.6
	170

	3
	VA30
	10.6
	161

	4
	VA120
	10.6
	153


The pass / fail decision for throughput is done according to Annex F.6.3
<< Unchanged sections omitted >>
F.6.3.5
Pass fail decision rules

<< Unchanged sections omitted >>

Table F.6.3.5.1: Test case 9.3.1A for fixed reference measurement channel requirements for 0.5 Mbps UE class  QPSK of 1.28Mcps HS-DSCH

	Single link performance
	Absolute

Test requirement

(kbps)
	Relative Test requirement

(normalized to ideal=199.2kbps)

No of events / No of samples

in %
	Test limit expressed as No of events / min No of samples

( Bad DUT factor)
	Min No of samples

( number

 of events to pass)

Mandatory, if applicable
	Test time in s

Mandatory if fading,

Informative and approx. if statistical
	BL

/

RT

	Ior/Ioc=10dB
	
	
	
	
	
	

	Test1 

QPSK 
	PA3
	160
	19.68%
	54/226

(M =1.4527)
	N.A.
	164s (fading)
	BL

	Test2

	PB3
	170
	14.66％ 
	52/289

(M=1.4845)
	N.A
	164s (fading)
	BL

	Test3


	VA30
	161
	19.18％
	55/236

(M=1.4562)
	N.A.
	16.4s(fading)
	BL

	Test4 


	VA120
	153
	23.20%
	57/204

(M=1.4277)
	N.A.
	4.1s(fading)
	BL
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