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Introduction

Total Number of CRs agreed for this WI: 16. TSs being affected:

· 34.108 - 
  1 CR(s)

· 34.121-1 - 
  2 CR(s)

· 34.121-2 - 
  1 CR(s)

· 34.123-1 - 
  8 CR(s)

· 34.123-2 - 
  4 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-110695
	34.108
	0860
	-
	F
	Rel-9
	9.3.0
	Update of the default RADIO BEARER SETUP message (FDD) for support of combination of DC-HSDPA with MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110934
	34.121-1
	1300
	-
	F
	Rel-9
	9.3.0
	New TC 9.2.4 - MIMO Performance - Fixed Reference Channel (FRC) H-SET 9A and TC 9.2.4D - MIMO Performance - Fixed Reference Channel (FRC) H-SET 11A
	RANimp-DC_MIMO_UEConTest

	R5-110935
	34.121-1
	1301
	-
	F
	Rel-9
	9.3.0
	Update of Annexure A to Annexure F
	RANimp-DC_MIMO_UEConTest

	R5-110659
	34.121-2
	0091
	-
	F
	Rel-9
	9.3.0
	Update to 34.121-2
	RANimp-DC_MIMO_UEConTest

	R5-110696
	34.123-1
	2931
	-
	F
	Rel-9
	9.3.0
	New RRC test case for activation/deactivation of DC-HSDPA, MIMO and 16QAM for transition between CELL_FACH and CELL_DCH
	RANimp-DC_MIMO_UEConTest

	R5-110697
	34.123-1
	2932
	-
	F
	Rel-9
	9.3.0
	New RRC test case for activation/deactivation of DC-HSDPA, MIMO and 64QAM for transition between CELL_FACH and CELL_DCH
	RANimp-DC_MIMO_UEConTest

	R5-110698
	34.123-1
	2933
	-
	F
	Rel-9
	9.3.0
	New radio bearer test case 14.6.1h for Dual-Cell and MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110699
	34.123-1
	2934
	-
	F
	Rel-9
	9.3.0
	New radio bearer test case 14.6.1i for Dual-Cell and MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110700
	34.123-1
	2935
	-
	F
	Rel-9
	9.3.0
	New RRC test case for Dual Cell and MIMO activation by serving cell change
	RANimp-DC_MIMO_UEConTest

	R5-110701
	34.123-1
	2936
	-
	F
	Rel-9
	9.3.0
	New RRC test case for Dual Cell and MIMO activation by serving cell change (SRB mapped on E-DCH/DCH)
	RANimp-DC_MIMO_UEConTest

	R5-110833
	34.123-1
	2950
	-
	F
	Rel-9
	9.3.0
	New radio bearer test case 14.6.6g for Dual-Cell and MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110834
	34.123-1
	2951
	-
	F
	Rel-9
	9.3.0
	New radio bearer test case 14.6.6h for Dual-Cell and MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110228
	34.123-2
	0517
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for new radio bearer test cases for Dual-Cell and MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110502
	34.123-2
	0518
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for new Active setup RRC test cases for combination of DC-HSDPA with MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110702
	34.123-2
	0516
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for new Radio Bearer Reconfiguration test cases for combination of DC-HSDPA with MIMO
	RANimp-DC_MIMO_UEConTest

	R5-110744
	34.123-2
	0526
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for new Network Initiated Secondary PDP Context test cases 11.1.5.2, 11.2.1a, 11.2.1b
	RANimp-DC_MIMO_UEConTest
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