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	In the test cases 8.3.11.9, 8.3.11.12, 8.3.11.13, 8.3.7.1, 8.3.7.16 and 12.8: the TDD default initial values for parameters Qsearch_I and TDD_Qoffset in the SI2quater are:

Qsearch_I = 7 (Always)

TDD_Qoffset = 8 (-81dBm)

This means that the UE should always look for a UTRAN cell (1.28Mcps TDD) and select that cell if the power level of the cell is above -81dBm, according to 45.008 Clause 6.6.5.

In the affected test cases, the default power level of the UTRAN cell is -60dBm, so once the UE camps on the GSM cell, based on the SI2quater, it will reselect the UTRAN cell when this is not the expected behaviour.
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	For TDD , the default Qsearch_I value is changed to 15 in the initial conditions which means the UE should never search for the UTRAN cell thus avoiding the reselection of the cell.

	
	

	Consequences if 
(

not approved:
	Conforming UE supporting both 1.28Mcps TDD and GSM will fail the test case.
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<Start of modified section>
8.3.11.9.4
Method of test
Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 shall be referenced for the default parameters of cell 2.

	Parameter
	Unit
	Cell 2

(GSM)

	Qsearch_I (TDD)
	dBm
	15 (never)


<Text skipped>
<End of modified section>
<Start of modified section>
8.3.11.12.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN. Cell 2 is GPRS, no System Information is broadcast on the BCCH. 51.010 clauses 20.22 and 40.1.1 Cell A parameters shall be referenced for the default parameters of cell 2.

	Parameter
	Unit
	Cell 2

(GSM)

	Qsearch_I (TDD)
	dBm
	15 (never)


<Text skipped>
<End of modified section>
<Start of modified section>
8.3.11.13.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 2 is GPRS. 51.010 clauses 20.22 and 40.1.1 Cell A parameters shall be referenced for the default parameters of cell 2 with the exception the SI_STATUS_IND bit in System Information Type 13 set to “1”.

	Parameter
	Unit
	Cell 2

(GSM)

	Qsearch_I (TDD)
	dBm
	15 (never)


<Text skipped>
<End of modified section>
<Start of modified section>
8.3.7.1.4
Method of test

Initial conditions

System Simulator : 2 cells - Cell 1 is UTRAN, Cell 9 is GSM. GSM 51.010 clause 40 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

	Parameter
	Unit
	Cell 9
(GSM)

	Qsearch_I (TDD)
	dBm
	15 (never)


<Text skipped>

<End of modified section>
<Start of modified section>
 8.3.7.16.4
Method of test

Initial conditions

System Simulator: 2 cells - Cell 1 is UTRAN, Cell 9 is GPRS with BCCH. 51.010 clause 40.1.1 shall be referenced for the default parameters, and clause 26.6.5.1 shall be referenced for cell allocation of cell 9 

	Parameter
	Unit
	Cell 9
(GSM)

	Qsearch_I (TDD)
	dBm
	15 (never)


<Text skipped>
<End of modified section>
<Start of modified section>
12.8.4.1
Test procedure

Initial condition

System Simulator:


Two cells (not simultaneously activated), cell A (UTRAN) in MCC1/MNC1/LAC1/RAC1 (RAI-1), cell B (GSM) in MCC1/MNC1/LAC1/RAC2 (RAI-4).


	Parameter
	Unit
	Cell B
(GSM)

	Qsearch_I (TDD)
	dBm
	15 (never)


<Text skipped>

<End of modified section>
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