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Introduction

Total Number of CRs agreed for this WI: 29. TSs being affected:

· 34.108 - 
  0 CR(s)

· 34.121-1 - 
  3 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.122 - 
  7 CR(s)

· 34.123-1 - 
17 CR(s)

· 34.123-2 - 
  2 CR(s)

· 34.123-3 - 
  0 CR(s)

· 34.229-1 - 
  0 CR(s)

· 34.229-2 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-110326
	34.121-1
	1294
	-
	F
	Rel-9
	9.3.0
	Correction in Clause 5.2E.4.1 to co-relate as per Annex C.8.1.1, Table C.8.1.1
	TEI7_Test

	R5-110327
	34.121-1
	1295
	-
	F
	Rel-9
	9.3.0
	Correction in Clause 5.13.2C.4.1 to co-relate as per Annex C.8.1.1, Table C.8.1.1
	TEI7_Test

	R5-110467
	34.121-1
	1299
	-
	F
	Rel-9
	9.3.0
	Addition of Level Set 7 into Table E.5.9
	TEI7_Test

	R5-110321
	34.122
	0365
	-
	F
	Rel-9
	9.3.0
	Correction in test requirement of 9.3.2A/B/C/D/E
	TEI7_Test

	R5-110322
	34.122
	0366
	-
	F
	Rel-9
	9.3.0
	Add Mid UARFCN channel testing in Clause 5.5.2.1, 5.5.2.1A & 5.5.2.1B Intial Conditions settings
	TEI7_Test

	R5-110324
	34.122
	0368
	-
	F
	Rel-9
	9.3.0
	Correction in Test Requirements Settings for test case 9.3.2E based on corresponding Annex F.2.5, Table F.2.5
	TEI7_Test

	R5-110923
	34.122
	0370
	-
	F
	Rel-9
	9.3.0
	Introduction of new DL power control TC, wind up effects for 1.28Mcps TDD
	TEI7_Test

	R5-110924
	34.122
	0371
	-
	F
	Rel-9
	9.3.0
	Modification of a test case for inter-band handover for 1.28 Mcps TDD Scenario 2
	TEI7_Test

	R5-110925
	34.122
	0372
	-
	F
	Rel-9
	9.3.0
	Addition of a new test case for inter-band handover for 1.28 Mcps TDD Scenario 3
	TEI7_Test

	R5-110977
	34.122
	0373
	-
	F
	Rel-9
	9.3.0
	Correction in test procedure of  User Equipment maximum output power with HS-SICH and DPCH test cases
	TEI7_Test

	R5-110357
	34.123-1
	2896
	-
	F
	Rel-9
	9.3.0
	Correction to Enhanced Cell FACH MAC testcase 7.1.5a.7
	TEI7_Test

	R5-110358
	34.123-1
	2897
	-
	F
	Rel-9
	9.3.0
	Correction to Enhanced Cell FACH RRC testcase 8.3.1.47
	TEI7_Test

	R5-110359
	34.123-1
	2898
	-
	F
	Rel-9
	9.3.0
	Correction to Enhanced Cell FACH RAB testcase Procedure
	TEI7_Test

	R5-110360
	34.123-1
	2899
	-
	F
	Rel-9
	9.3.0
	Correction to Enhanced Cell FACH RRC testcase 8.1.10.2
	TEI7_Test

	R5-110361
	34.123-1
	2900
	-
	F
	Rel-9
	9.3.0
	Corrections to 8.3.4.x testcases regarding F-DPCH Configuration
	TEI7_Test

	R5-110362
	34.123-1
	2901
	-
	F
	Rel-9
	9.3.0
	Correction to Rel-7 RRC MiMo testcases
	TEI7_Test

	R5-110363
	34.123-1
	2902
	-
	F
	Rel-9
	9.3.0
	Correction to CS Voice Over HSPA testcases 7.3.7.1 & 7.3.7.2
	TEI7_Test

	R5-110364
	34.123-1
	2903
	-
	F
	Rel-9
	9.3.0
	Correction to CS Voice Over HSPA testcases 8.3.1.48
	TEI7_Test

	R5-110488
	34.123-1
	2904
	-
	F
	Rel-9
	9.3.0
	New test case for Successful Secondary PDP Context Activation Procedure Initiated by the Network
	TEI7_Test

	R5-110489
	34.123-1
	2905
	-
	F
	Rel-9
	9.3.0
	New test case for Successful Secondary PDP Context Activation, Deactivation and Re-activation Initiated by the Network
	TEI7_Test

	R5-110490
	34.123-1
	2906
	-
	F
	Rel-9
	9.3.0
	New test case for Network initiated PDP context modification / Adding and deleting filters to TFT of a secondary PDP context
	TEI7_Test

	R5-110491
	34.123-1
	2907
	-
	F
	Rel-9
	9.3.0
	New test case for Network initiated PDP context modification / Adding filters to TFT of the primary PDP context
	TEI7_Test

	R5-110492
	34.123-1
	2908
	-
	F
	Rel-9
	9.3.0
	New test case for PDP context deactivation initiated by the network / secondary PDP context active / deactivation of primary PDP context
	TEI7_Test

	R5-110625
	34.123-1
	2915
	-
	F
	Rel-9
	9.3.0
	Correction to GCF WI-025 HSUPA RRC test case 8.3.1.41
	TEI7_Test

	R5-110671
	34.123-1
	2919
	-
	F
	Rel-9
	9.3.0
	Correction to Network selection enhancement test case 6.1.1.15
	TEI7_Test

	R5-110683
	34.123-1
	2927
	-
	F
	Rel-9
	9.3.0
	Correction to the CS over HSPA test case 8.3.1.48
	TEI7_Test

	R5-110878
	34.123-1
	2937
	-
	F
	Rel-9
	9.3.0
	Correction to Radio Bearer Test Procedure 14.1.3.5a
	TEI7_Test

	R5-110831
	34.123-2
	0525
	-
	F
	Rel-9
	9.3.1
	Addition of applicability for new Network Initiated Secondary PDP Context test cases
	TEI7_Test

	R5-110686
	34.123-2
	0529
	-
	F
	Rel-9
	9.3.1
	Correstion to the content of the Note on Table 18a.2 of 34.123-2
	TEI7_Test
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