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-------------------------------------------------------- Beginning of Change -------------------------------------------------------------
6.1.1.4A
Test Model 5

This model shall be used for tests on:

-
EVM for base stations supporting HS-PDSCH transmission using 16QAM modulation (at Pmax)

Considering that not every base station implementation will support 8 HS-PDSCH + 30 DPCH, variants of this test model containing 4 HS-PDSCH + 14 DPCH and 2 HS-PDSCH + 6 DPCH are also specified. For Home base station, an additional option of this test model containing 4 HS-PDSCH + 4 DPCH is also specified. The conformance test shall be performed using the largest of these options that can be supported by the equipment under test, where the largest is firstly determined by the number of HS-PDSCH and then by the number of DPCH. 

Each HS-PDSCH is modulated by 16QAM.
Table 6.6A: Test Model 5 Active Channels
	Type
	Number of Channels
	Fraction of

Power (%) 
	Level setting ( dB)
	Channelization Code
	Timing offset (x256Tchip)

	P-CCPCH+SCH
	1
	7.9
	-11
	1
	0

	Primary CPICH
	1
	7.9
	-11
	0
	0

	PICH
	1
	1.3
	-19
	16
	120

	S-CCPCH containing PCH (SF=256)
	1
	1.3
	-19
	3
	0

	DPCH

(SF=128)
	30/14/6/4(*)
	14/14.2/14.4/14.2 in total
	see table 6.6.B
	see table 6.6B
	see table 6.6.B

	HS-SCCH
	2
	4 in total
	see table 6.6C
	see table 6.6C
	see table 6.6C

	HS-PDSCH (16QAM)
	8/4/2(*)
	63.6/63.4/63.2 in total
	see table 6.6D
	see table 6.6D
	see table 6.6D

	Note *:
2 HS-PDSCH shall be taken together with 6 DPCH, 4 HS-PDSCH shall be taken with 14 DPCH or (for Home BS only) 4 DPCH, and 8 HS-PDSCH shall be taken together with 30 DPCH.


Table 6.6B: DPCH Spreading Code, Timing offsets and level settings for Test Model 5
	Code (SF=128)
	Timing offset (x256Tchip)
	Level settings

( dB) (30 codes)
	Level settings ( dB) (14 codes)
	Level settings ( dB) (6 codes)
	Level settings ( dB) (4 codes)*

	15
	86
	-20
	-17
	-17
	-15

	23
	134
	-20
	-19
	-15
	-15

	68
	52
	-21
	-19
	-15
	-18

	76
	45
	-22
	-20
	-18
	-12

	82
	143
	-24
	-18
	-16
	

	90
	112
	-21
	-20
	-17
	

	5
	59
	-23
	-25
	
	

	11
	23
	-25
	-23
	
	

	17
	1
	-23
	-20
	
	

	27
	88
	-26
	-22
	
	

	64
	30
	-24
	-21
	
	

	72
	18
	-22
	-22
	
	

	86
	30
	-24
	-19
	
	

	94
	61
	-28
	-20
	
	

	3
	128
	-27
	
	
	

	7
	143
	-26
	
	
	

	13
	83
	-27
	
	
	

	19
	25
	-25
	
	
	

	21
	103
	-21
	
	
	

	25
	97
	-21
	
	
	

	31
	56
	-23
	
	
	

	66
	104
	-26
	
	
	

	70
	51
	-25
	
	
	

	74
	26
	-24
	
	
	

	78
	137
	-27
	
	
	

	80
	65
	-26
	
	
	

	84
	37
	-23
	
	
	

	88
	125
	-25
	
	
	

	89
	149
	-22
	
	
	

	92
	123
	-24
	
	
	

	Note *:
Only applicable to Home BS


Table 6.6C: HS-SCCH Spreading Code, Timing offsets and level settings for Test Model 5
	Code (SF=128)
	Timing offset (x256Tchip)
	Level settings

( dB) 

	9
	0
	-15

	29
	0
	-21


Table 6.6D: HS-PDSCH Spreading Code, Timing offsets, level settings for Test Model 5
	Code (SF=16)
	Timing offset (x256Tchip)
	Level settings

( dB) (8 codes)
	Level settings ( dB) (4 codes)
	Level settings ( dB) (2 codes)

	4
	0
	-11
	-8
	-5

	5
	0
	-11
	-8
	

	6
	0
	-11
	
	

	7
	0
	-11
	
	

	12
	0
	-11
	-8
	-5

	13
	0
	-11
	-8
	

	14
	0
	-11
	
	

	15
	0
	-11
	
	


------------------------------------------------------------- End of Change --------------------------------------------------------------
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