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Agenda Item
8.1.1
Agenda Item                        8.1.5.2
RP-110816
CRs to 25.214 to clarify activation status when Secondary_Cell_Enabled is changed
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.214
	651
	-
	Rel-9
	Clarification of activation status when Secondary_Cell_Enabled is changed from 0 to 1
	F
	9.5.0
	R1-111838
	RANimp-DC_HSDPA
	 

	25.214
	653
	-
	Rel-10
	Clarification of activation status when Secondary_Cell_Enabled is changed from 0 to a value not equal to 0
	A
	10.2.0
	R1-111839
	RANimp-DC_HSDPA
	 


Agenda Item                        10.1.16

RP-110817
CRs to 25.224 & 25.225 providing clarifications for 1.28Mcps TDD

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	25.224
	217
	-
	Rel-10
	Clarification on SCCPCH selection for LCR TDD
	F
	10.1.0
	R1-111473
	TEI10
	 

	25.225
	101
	2
	Rel-10
	Introduction of Cell Portion in AOA measurement for LCR TDD
	F
	10.0.0
	R1-111848
	TEI10
	CP_LCRTDD shall be more appropriate


Agenda Item                        10.1.16
RP-110818
CRs on corrections to LTE specifications
	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	153
	2
	Rel-10
	PUSCH interaction with periodic SRS
	F
	10.1.0
	R1-111828
	LTE-Phys
	 

	36.212
	113
	-
	Rel-10
	Clarification on PMI indication in DCI format1B and format 2
	F
	10.1.0
	R1-111829
	LTE-phys
	 

	36.213
	294
	-
	Rel-10
	ACK/NACK and CQI simultaneous transmission in ACK/NACK bundling in TDD
	F
	10.1.0
	R1-111830
	LTE-Phys
	 

	36.213
	305
	1
	Rel-10
	Correction on UE behaviour upon reporting periodic CSI using PUCCH Mode1-1 
	F
	10.1.0
	R1-112006
	LTE-Phys
	 

	36.213
	306
	-
	Rel-10
	Clarification for the definition of CQI
	D
	10.1.0
	R1-111904
	LTE-Phys
	 

	36.213
	307
	-
	Rel-10
	Clarification for the definition of Precoding Matrix Indicator
	F
	10.1.0
	R1-111905
	LTE-Phys
	 


Agenda Item                        10.4.1.1

RP-110819
Corrections to LTE-A specifications related to Carrier Aggregation

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	154
	1
	Rel-10
	Correction on describing PUCCH format 3
	F
	10.1.0
	R1-111909
	LTE_CA-Core
	 

	36.212
	103
	3
	Rel-10
	Correction of DCI format 0 and 4 resource allocation
	F
	10.1.0
	R1-111870
	LTE_CA-Core
	 

	36.212
	104
	2
	Rel-10
	Correction to Multi-cluster flag in DCI format 0
	F
	10.1.0
	R1-111957
	LTE_CA-Core
	 

	36.212
	107
	2
	Rel-10
	Corrections on HARQ-ACK Channel Coding in the PUSCH
	F
	10.1.0
	R1-111859
	LTE_CA-Core
	 

	36.212
	110
	1
	Rel-10
	Correction the search space and RNTI for CQI and SRS request flag
	F
	10.1.0
	R1-111809
	LTE_CA-Core
	 

	36.212
	111
	-
	Rel-10
	Resource dimensioning for CQI only PUSCH transmission
	F
	10.1.0
	R1-111919
	LTE_CA-Core
	 

	36.212
	116
	-
	Rel-10
	HARQ-ACK on PUSCH for TDD with channel selection configured for 2 serving cells
	B
	10.1.0
	R1-112011
	LTE_CA-Core
	 

	36.213
	274
	3
	Rel-10
	Correction to HARQ-ACK procedure for TDD mode b with M=2
	F
	10.1.0
	R1-111858
	LTE_CA-Core
	 

	36.213
	275
	3
	Rel-10
	Determination of PUSCH A/N codebook size for TDD
	B
	10.1.0
	R1-112010
	LTE_CA-Core
	 

	36.213
	278
	3
	Rel-10
	Corrections to power headroom
	F
	10.1.0
	R1-111856
	LTE_CA-Core
	 

	36.213
	279
	1
	Rel-10
	Removal of square brackets for PUCCH format 3 ACK/NACK
	F
	10.1.0
	R1-112000
	LTE_CA-Core
	 

	36.213
	281
	1
	Rel-10
	Correction of AN repetition and PUCCH format 3
	F
	10.1.0
	R1-111910
	LTE_CA-Core
	 

	36.213
	282
	2
	Rel-10
	Correction to timing for secondary cell activation and deactivation
	F
	10.1.0
	R1-111961
	LTE_CA-Core
	 

	36.213
	288
	1
	Rel-10
	Corrections on UE procedure for determining PUCCH Assignment
	F
	10.1.0
	R1-111898
	LTE_CA-Core
	 

	36.213
	289
	2
	Rel-10
	Correction to Multi-cluster flag in DCI format 0
	F
	10.1.0
	R1-111958
	LTE_CA-Core
	 

	36.213
	290
	2
	Rel-10
	Joint transmission of ACK/NACK and SR with PUCCH format 3
	F
	10.1.0
	R1-111987
	LTE_CA-Core
	 

	36.213
	291
	3
	Rel-10
	Correction of uplink resource allocation type 1
	F
	10.1.0
	R1-111871
	LTE_CA-Core
	 

	36.213
	297
	-
	Rel-10
	Introduction of PCMAX for PUSCH power scaling
	F
	10.1.0
	R1-111883
	LTE_CA-Core
	 

	36.213
	298
	-
	Rel-10
	Power control for SR and ACK/NACK with PUCCH format 3
	F
	10.1.0
	R1-111885
	LTE_CA-Core
	 

	36.213
	299
	2
	Rel-10
	CR on power control for HARQ-ACK transmission on PUCCH
	F
	10.1.0
	R1-112009
	LTE_CA-Core
	 

	36.213
	300
	2
	Rel-10
	Correction to handling of search space overlap
	F
	10.1.0
	R1-111890
	LTE_CA-Core
	 

	36.213
	301
	1
	Rel-10
	Correction to simultaneous transmission of SRS and PUCCH format 2/2a/2b
	F
	10.1.0
	R1-111874
	LTE_CA-Core
	 

	36.213
	302
	1
	Rel-10
	Correction for Simultaneous PUCCH and SRS Transmissions on CA
	F
	10.1.0
	R1-111873
	LTE_CA-Core
	 

	36.213
	308
	-
	Rel-10
	Simultaneous SRS transmissions in more than one cell
	B
	10.1.0
	R1-111892
	LTE_CA-Core
	 

	36.213
	310
	1
	Rel-10
	Miscellaneous Corrections for TS36.213
	F
	10.1.0
	R1-111868
	LTE_CA-Core
	 

	36.213
	312
	1
	Rel-10
	Correction on the support of PUCCH format 3 and channel selection
	F
	10.1.0
	R1-111869
	LTE_CA-Core
	 

	36.213
	317
	-
	Rel-10
	PUCCH format 3 Fallback procedure in TDD
	F
	10.1.0
	R1-111978
	LTE_CA-Core
	 

	36.213
	318
	-
	Rel-10
	Clarification on CSI reporting under an invalid downlink subframe
	F
	10.1.0
	R1-111981
	LTE_CA-core
	 

	36.213
	320
	-
	Rel-10
	Multiple Aperiodic SRS Triggers for Same Configuration
	F
	10.1.0
	R1-111862
	LTE_CA-Core
	 

	36.213
	322
	-
	Rel-10
	UE behaviour for PDSCH reception with limited soft buffer in CA
	F
	10.1.0
	R1-112012
	LTE_CA-Core
	 


Agenda Item                        10.4.1.1

RP-110820
Corrections to LTE-A RAN1 specifications

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.212
	108
	3
	Rel-10
	A clarification for DCI format payload size
	F
	10.1.0
	R1-111966
	LTE_CA-Core, LTE_eDL_MIMO-Core, LTE_UL_MIMO-Core
	 

	36.212
	112
	1
	Rel-10
	Correction on bit representations of transport block processing for UL-SCH
	F
	10.1.0
	R1-111860
	LTE_CA-Core, LTE_UL_MIMO-Core
	 

	36.212
	114
	1
	Rel-10
	Rate maching parameters for CA
	F
	10.1.0
	R1-111863
	LTE_CA-Core, LTE_eDL_MIMO-Core
	 

	36.213
	286
	1
	Rel-10
	Miscellaneous Corrections
	F
	10.1.0
	R1-111986
	LTE_CA-Core, LTE_eDL_MIMO-Core
	 

	36.213
	314
	1
	Rel-10
	36.213 CR on antenna selection
	F
	10.1.0
	R1-111857
	LTE_CA-Core, LTE_UL_MIMO-Core
	 


Agenda Item                        10.1.10.1

RP-110821
Corrections to LTE-A specifications related to Enhanced DL Multiple Antenna Tx

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	155
	3
	Rel-10
	Correction on codebooks for CSI-RS based feedback for up to 4 CSI-RS ports.
	F
	10.1.0
	R1-112005
	LTE_eDL_MIMO-Core
	 

	36.211
	156
	-
	Rel-10
	Correction on overlapping non-zero-power and zero-power CSI-RS configurations
	F
	10.1.0
	R1-111559
	LTE_eDL_MIMO-Core
	 

	36.211
	157
	-
	Rel-10
	Correction on CSI-RS configuration
	F
	10.1.0
	R1-111806
	LTE_eDL_MIMO-Core
	 

	36.211
	158
	-
	Rel-10
	PDSCH transmission in MBSFN subframes
	F
	10.1.0
	R1-111825
	LTE_eDL_MIMO-Core
	 

	36.213
	292
	1
	Rel-10
	Correction on CSI-RS configuration
	F
	10.1.0
	R1-111931
	LTE_eDL_MIMO-Core
	 

	36.213
	296
	-
	Rel-10
	PDSCH transmission in MBSFN subframes
	F
	10.1.0
	R1-111834
	LTE_eDL_MIMO-Core
	 

	36.213
	303
	-
	Rel-10
	Correction on 8Tx Codebook Sub-sampling for PUCCH Mode 1-1
	F
	10.1.0
	R1-111900
	LTE_eDL_MIMO-Core
	 

	36.213
	304
	1
	Rel-10
	Corrections on CQI type in PUCCH mode 2-1 and clarification on simultaneous PUCCH and PUSCH transmission for UL-SCH subframe bundling
	F
	10.1.0
	R1-111854
	LTE_eDL_MIMO-Core
	 

	36.213
	311
	1
	Rel-10
	Configuration of pmi-RI-Report
	F
	10.1.0
	R1-111984
	LTE_eDL_MIMO-Core
	 

	36.213
	313
	-
	Rel-10
	Correction on UE behaviour during DM-RS transmission on subframes carrying synchronisation signals
	F
	10.1.0
	R1-111954
	LTE_eDL_MIMO-Core
	 


Agenda Item                        10.4.4.1

RP-110822
Corrections to LTE-A specifications related to Relay

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.216
	4
	2
	Rel-10
	Capturing of agreement on reserving muted CSI-RS for REG in cross-interleaved R-PDCCH
	F
	10.2.0
	R1-111989
	LTE_Relay-Core
	 

	36.216
	7
	1
	Rel-10
	Clarifications on R-PDCCH transmission and antenna port selection
	F
	10.2.0
	R1-111933
	LTE_Relay-Core
	 

	36.216
	8
	-
	Rel-10
	Correction to DM-RS transmission and assumption
	F
	10.2.0
	R1-111930
	LTE_Relay-Core
	 

	36.216
	9
	-
	Rel-10
	Clarification on Un subframe configuration
	F
	10.2.0
	R1-111953
	LTE_Relay-Core
	 

	36.216
	10
	1
	Rel-10
	Correction to physical downlink shared channel mapping
	F
	10.2.0
	R1-112007
	LTE_Relay-Core
	 


Agenda Item                        10.4.2.1

RP-110823
Corrections to LTE-A specifications related to UL Multiple Antenna Tx

	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	159
	-
	Rel-10
	Correction on implicit derivation of transmission comb per antenna port for SRS
	F
	10.1.0
	R1-111924
	LTE_UL_MIMO-Core
	 

	36.211
	160
	-
	Rel-10
	Uplink DMRS sequence in RACH procedure
	F
	10.1.0
	R1-111936
	LTE_UL_MIMO-Core
	 

	36.212
	117
	-
	Rel-10
	Single codeword multiple layer transmission in uplink
	F
	10.1.0
	R1-112013
	LTE_UL_MIMO-Core
	 

	36.213
	276
	-
	Rel-10
	The triggering of aperiodic SRS in DCI formats 2B and 2C
	B
	10.1.0
	R1-111245
	LTE_UL_MIMO-Core
	 

	36.213
	283
	1
	Rel-10
	Correction to MCS offset for multiple TBs
	F
	10.1.0
	R1-111929
	LTE_UL_MIMO-Core
	 

	36.213
	295
	-
	Rel-10
	UE specific disabling of UL DMRS sequence hopping
	F
	10.1.0
	R1-111831
	LTE_UL_MIMO-Core
	 

	36.213
	316
	1
	Rel-10
	Number of HARQ process for UL spatial multiplexing
	F
	10.1.0
	R1-111998
	LTE_UL_MIMO-Core
	 

	36.213
	321
	-
	Rel-10
	UE antenna switch in UL MIMO
	F
	10.1.0
	R1-112004
	LTE_UL_MIMO-Core
	 


End of document
