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Abstract of document:

This is the technical report for the S_Band_LTE_ATC_MSS work item following conclusion of all the identified aspect for study in RAN4#59.  All identified items are at 100% completion.
The attached TR provides background on all aspects of the band, including deployment scenarios and regulatory requirements.  The document also summarizes the identified changes required to the TSs in the 36.xxx, 25.xxx and 37.xxx series needed to incorporate support for the 2GHz band in North America into the E-UTRA specifications.
Since all tasks have been completed and associated CRs have already been approved, this TR is presented for approval. 
Changes since last presentation to TSG RAN Meeting:

Since we presented this TR at RAN#49, we have made the following changes to the TR:  
· The title is changed now from 'Add 2GHz band LTE for ATC of MSS in North America Work Item Technical Report' to 'Adding 2GHz band LTE FDD (Band 23) for ATC of MSS in North America Work Item Technical Report'; 

· Created the section of 'A-MPR study for frequency range of 2000-2010MHz' based on reference [1]
· Updated the section of 'Specific UE RF requirements' based on reference [2] 

· Updated the section of 'Specific BS RF requirements' based on reference [3]
· Created the section of 'UE Co-existence consideration' based on reference [4]
· Updated the section of 'Reference sensitivity power level' based on reference [5]
Outstanding Issues:
None.  
Contentious Issues:

None.  
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