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9.4
Reporting of Precoding Matrix Indicator (PMI)

The minimum performance requirements of PMI reporting are defined based on the precoding gain, expressed as the relative increase in throughput when the transmitter is configured according to the UE reports compared to the case when the transmitter is using random precoding . Transmission mode 6 is used with a fixed transport format (FRC) configured. The requirements are specified in terms of the ratio 
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 In the definition of γ, for PUSCH 3-1 single PMI and PUSCH 1-2 multiple PMI requirements, 
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 is 60% of the maximum throughput obtained at 
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using random precoding, and 
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 the throughput measured at 
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with precoders configured according to the UE reports. 
For the PUCCH 2-1 single PMI requirement, 
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is [TBD]% of the maximum throughput obtained at 
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 using random precoding on a randomly selected full-size subband in set S subbands,  and 
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the throughput measured at 
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with both the precoder and the preferred full-size subband applied according to the UE reports; 

For PUSCH 2-2 multiple PMI requirements, 
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is [TBD]% of the maximum throughput obtained at 
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 using random precoding on a randomly selected full-size subband in set S subbands, and 
[image: image12.wmf]ue

t

the throughput measured at 
[image: image13.wmf]rnd

SNR

with both the subband precoder and a randomly selected full-size subband (within the preferred subbands) applied according to the UE reports.
9.4.1
Single PMI
<Text skipped here>
9.4.1.2
PMI Reporting – PUCCH 2-1 (Single PMI)
9.4.1.2.1
FDD PMI Reporting – PUCCH 2-1 (Single PMI)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Throughput ratio and test tolerance are undefined
9.4.1.2.1.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.1.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward.

9.4.1.2.1.3
Minimum conformance requirements

For the parameters specified in Table 9.4.1.2.1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.4.1.2.1.3-2.

Table 9.4.1.2.1.3-1 PMI test for single-layer (FDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	6  

	Propagation channel 
	
	[EVA5]

	Correlation and antenna configuration
	
	Low 4 x 2
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	dB[mW/15kHz]
	-98

	PMI delay
	ms
	8

	Reporting mode
	
	PUCCH 2-1

	Reporting periodicity
	ms
	NP = 2

	Physical channel for CQI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type for wideband CQI/PMI
	
	2

	PUCCH Report Type for subband CQI
	
	1

	Measurement channel
	
	[R.14-1 FDD]

	OCNG Pattern
	
	[OP.1/2 FDD]

	Precoding granularity
	PRB
	6 (full size)

	Number of bandwidth parts (J)
	
	3

	K
	
	1

	cqi-pmi-ConfigIndex
	
	1

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	Note 1:
For random precoder selection, the precoder shall be updated every two TTI (2 ms granularity)
Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).
Note 3:
To avoid collisions between HARQ-ACK and wideband CQI/PMI or subband CQI, it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#1, #3, #7 and #9 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#5, #7, #1 and #3.
Note 4:
Reports for the short subband (having 2RBs in the last bandwidth part) are to be disregarded and instead data is to be transmitted on the most recently used subband for bandwidth part with j=1.

Note 5:
In the case where wideband PMI is reported, data is to be transmitted on the most recently used subband.



Table 9.4.1.2.1.3-2 Minimum requirement (FDD)

	
	Test 1

	 
	TBD

	UE Category
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 9.4.1.2.1.
9.4.1.2.1.4
Test description

9.4.1.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.1.2.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3A 5.2A.2. Message contents are defined in clause 9.4.1.2.1.4.3.

9.4.1.2.1.4.2
Test procedure

1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.4.1.2.1.3-1 as appropriate. 

2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #1, #3, #5 and #7 to carry the both ACK and CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Establish 
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 according to annex G.5.2
3.
Set SNR to 
[image: image17.wmf]rnd

SNR

. The SS shall transmit PDCCH with DCI format 0 in which CQI request bit is set to true [every subframe]. Then the SS shall  transmit PDSCH with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #1, #3, #5 and #7 to carry the both ACK and CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure 
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according to Annex G.5.3
4.
Calculate 
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If the ratio ( throughput / 
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 ) ( which is specified in table 9.4.1.2.2.5-1, then the test is pass. Otherwise, the test is fail.
9.4.1.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.1.2.1.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.1.2.1.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	    n4TxAntenna-tm6
	1111111111111111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.1.2.1.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	1
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        subbandCQI
	1
	
	

	      }
	
	
	

	      ri-ConfigIndex
	483
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.4.1.2.1.5
Test requirement

Table 9.4.1.2.1.5-1 Test requirement (FDD)

	
	Test 1

	 
	TBD+TT

	UE Category
	1-5


The ratio of throughput using precoding matrix of PMI reports from the UE to using random precoding matrix shall equal or exceed the value specified in table 9.4.1.2.1.5.
9.4.1.2.2
TDD PMI Reporting – PUCCH 2-1 (Single PMI)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Throughput ratio and test tolerance are undefined
9.4.1.2.2.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.1.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward.

9.4.1.2.2.3
Minimum conformance requirements

For the parameters specified in Table 9.4.1.2.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in 9.4.1.2.2.3-2.

Table 9.4.1.2.2.3-1 PMI test for single-layer (TDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	6 

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel 
	
	[EVA5]

	Correlation and antenna configuration
	
	Low 4 x 2
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	dB[mW/15kHz]
	-98

	PMI delay
	ms
	[10 or 11]

	Reporting mode
	
	PUCCH 2-1

	Reporting periodicity
	ms
	NP = 5

	Physical channel for CQI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type for wideband CQI/PMI
	
	2

	PUCCH Report Type for subband CQI
	
	1

	Measurement channel
	
	[R.14-1 TDD]

	OCNG Pattern
	
	[OP.1/2 TDD]

	Precoding granularity
	PRB
	6 (full size)

	Number of bandwidth parts (J)
	
	3

	K
	
	1

	cqi-pmi-ConfigIndex
	
	0

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoder shall be updated in each available downlink transmission instance
Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)
Note 3:
To avoid collisions between HARQ-ACK and wideband CQI/PMI or subband CQI it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#4 and #9 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#8 and #3.
Note 4:
Reports for the short subband (having 2RBs in the last bandwidth part) are to be disregarded and instead data is to be transmitted on the most recently used subband for bandwidth part with j=1.

Note 5:
In the case where wideband PMI is reported, data is to be transmitted on the most recently used subband.



Table 9.4.1.2.2.3-2 Minimum requirement (TDD)

	Parameter
	Test 1

	 
	1.1

	UE Category
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 9.4.1.2.2.
9.4.1.2.2.4
Test description

9.4.1.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.1.2.2.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3.A or 5.2A.2.Message contents are defined in clause 9.4.1.2.2.4.3.

9.4.1.2.2.4.2
Test procedure

1.
Set the bandwidth, propagation condition, antenna configuration and measurement channel parameters according to Table 9.4.1.2.2.3-1 as appropriate. 
2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #3 and #8 to carry the both ACK and CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Establish 
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 according to annex G.5.2
3.
Set SNR to 
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. The SS shall transmit PDCCH with DCI format 0 in which CQI request bit is set to true [every subframe]. Then the SS shall  transmit PDSCH with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission in subframe #3 and #8 to carry the both ACK and CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure 
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according to Annex G.5.3
4.
Calculate 
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If the ratio ( throughput / 
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 ) ( which is specified in table 9.4.1.2.2.5-1, then the test is pass. Otherwise, the test is fail.
9.4.1.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.1.2.2.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.1.2.2.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	    n4TxAntenna-tm6
	1111111111111111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.1.2.2.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	1
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        subbandCQI
	1
	
	

	      }
	
	
	

	      ri-ConfigIndex
	484
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.4.1.2.2.5
Test requirement

Table 9.4.1.2.2.5-1 Test requirement (TDD)

	Parameter
	Test 1

	 
	TBD +TT

	UE Category
	1-5


9.4.2
Multiple PMI

9.4.2.1
PMI Reporting – PUSCH 1-2 (Multiple PMI)

9.4.2.1.1
FDD PMI Reporting – PUSCH 1-2 (Multiple PMI)

9.4.2.1.1.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.2.1.1.2
Test applicability

This test applies to E-UTRA FDD UE release 8 of UE category 2-5.

9.4.2.1.1.3
Minimum conformance requirements

For the parameters specified in Table 9.4.2.1.1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.4.2.1.1.3-2.

Table 9.4.2.1.1.3-1 PMI test for single-layer (FDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	20

	Transmission mode
	
	6

	Propagation channel
	
	EPA5

	Precoding granularity
(only for reporting and following PMI)
	PRB
	8

	Correlation and antenna configuration
	
	Low 2 x 2

	Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH 1-2

	Reporting interval
	ms
	1

	PMI delay
	ms
	8

	Measurement channel
	
	R.30 FDD

	OCNG Pattern
	
	OP.1 FDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	Note 1:
For random precoder selection, the precoders shall be updated in each TTI (1 ms granularity)

Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)



Table 9.4.2.1.1.3-2 Minimum requirement (FDD)

	Parameter
	Test 1

	 
	1.2

	UE Category
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.1.1.
9.4.2.1.1.4
Test description

9.4.2.1.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 20MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.2.1.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3A or 5.2A.2. Message contents are defined in clause 9.4.2.1.1.4.3.

9.4.2.1.1.4.2
Test procedure

1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.4.2.1.1.3-1 as appropriate. 

2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Establish 
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 according to annex G.5.2
3.
Set SNR to 
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. The SS shall trasnmit PDCCH with DCI format 0 in which CQI request bit is set to true [every subframe]. Then the SS shall transmit PDSCH with precoding matrix according to PMI report from the UE.The SS sends downlink MAC padding bits on the DL RMC SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. . Measure the average throughput.
 Measure 
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4.
Calculate 
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9.4.2.1.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.2.1.1.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.2.1.1.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	   n2TxAntenna-tm6
	1111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.1.1.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


9.4.2.1.1.5
Test requirement

Table 9.4.2.1.1.5-1 Test requirement (FDD)

	Parameter
	Test 1

	 
	1.19

	UE Category
	2-5


9.4.2.1.1_1
FDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test tolerance are undefined
9.4.2.1.1_1.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.2.1.1_1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward.

9.4.2.1.1_1.3
Minimum conformance requirements

For the parameters specified in Table 9.4.2.1.1_1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.4.2.1.1_1.3-2.

Table 9.4.2.1.1_1.3-1 PMI test for single-layer (FDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	6

	Propagation channel
	
	EPA5

	Precoding granularity
(only for reporting and following PMI)
	PRB
	6

	Correlation and antenna configuration
	
	Low 2 x 2

	Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH 1-2

	Reporting interval
	ms
	1

	PMI delay
	ms
	8

	Measurement channel
	
	R.11-3 FDD for UE Category 1, R.11 FDD for UE Category 2-5

	OCNG Pattern
	
	OP.1 FDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	Note 1:
For random precoder selection, the precoders shall be updated in each TTI (1 ms granularity)

Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4) 

Note 3:
One/two sided dynamic OCNG Pattern OP.1/2 FDD as described in Annex A.5.1.1/2 shall be used.


Table 9.4.2.1.1_1.3-2 Minimum requirement (FDD)

	Parameter
	Test 1

	 
	1.2

	UE Category
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.1.1.
9.4.2.1.1_1.4
Test description

9.4.2.1.1_1.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.2.1.1_1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3A or 5.2A.2. Message contents are defined in clause 9.4.2.1.1_1.4.3.

9.4.2.1.1_1.4.2
Test procedure

1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.4.2.1.1_1.3-1 as appropriate. 

2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Establish 
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3.
Set SNR to 
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. The SS shall trasnmit PDCCH with DCI format 0 in which CQI request bit is set to true [every subframe]. Then the SS shall transmit PDSCH with precoding matrix according to PMI report from the UE.The SS sends downlink MAC padding bits on the DL RMC SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. . Measure the average throughput.
 Measure 
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9.4.2.1.1_1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.2.1.1_1.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.2.1.1_1.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	    n2TxAntenna-tm6
	1111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.1.1_1.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


9.4.2.1.1_1.5
Test requirement

Table 9.4.2.1.1_1.5-1 Test requirement (FDD)

	Parameter
	Test 1

	 
	1.19+[TT]

	UE Category
	1-5


9.4.2.1.2
TDD PMI Reporting – PUSCH 1-2 (Multiple PMI)

9.4.2.1.2.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.2.1.2.2
Test applicability

This test applies to E-UTRA TDD UE release 8 of UE category 2-5.

9.4.2.1.2.3
Minimum conformance requirements

For the parameters specified in Table 9.4.2.1.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.4.2.1.2.3-2.

Table 9.4.2.1.2.3-1 PMI test for single-layer (TDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	20

	Transmission mode
	
	6

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel
	
	EPA5

	Precoding granularity
(only for reporting and following PMI)
	PRB
	8

	Correlation and antenna configuration
	
	Low 2 x 2

	Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH 1-2

	Reporting interval
	ms
	1

	Minimum PMI delay
	ms
	10 or 11

	Measurement channel
	
	R.30 TDD

	OCNG Pattern
	
	OP.1 TDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoders shall be updated in each available downlink transmission instance

Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at theeNB downlink before SF#(n+4)



Table 9.4.2.1.2.3-2: Minimum requirement (TDD)

	Parameter
	Test 1

	 
	1.2

	UE Category
	2-5


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.1.2.
9.4.2.1.2.4
Test description

9.4.2.1.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 20MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.2.1.2.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3A or 5.2A.2. Message contents are defined in clause 9.4.2.1.2.4.3.

9.4.2.1.2.4.2
Test procedure

1.
Set the bandwidth, propagation condition, antenna configuration and measurement channel parameters according to Table 9.4.2.1.2.3-1 as appropriate. 
2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC.  SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.  Establish 
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3.
Set SNR to 
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9.4.2.1.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.2.1.2.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.2.1.2.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	    n2TxAntenna-tm6
	1111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.1.2.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


9.4.2.1.2.5
Test requirement

Table 9.4.2.1.2.5-1: Test requirement (TDD)

	Parameter
	Test 1

	 
	1.19

	UE Category
	2-5


9.4.2.1.2_1
TDD PMI Reporting – PUSCH 1-2 (Multiple PMI)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test tolerance is undefined
9.4.2.1.2_1.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.2.1.2_1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward.

9.4.2.1.2_1.3
Minimum conformance requirements

For the parameters specified in Table 9.4.2.1.2_1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.4.2.1.2_1.3-2.

Table 9.4.2.1.2_1.3-1 PMI test for single-layer (TDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	6

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel
	
	EPA5

	Precoding granularity
(only for reporting and following PMI)
	PRB
	6

	Correlation and antenna configuration
	
	Low 2 x 2

	Downlink power allocation
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	dB[mW/15kHz]
	-98

	Reporting mode
	
	PUSCH 1-2

	Reporting interval
	ms
	1

	PMI delay
	ms
	10 or 11

	Measurement channel
	
	R.11-3 TDD for UE Category 1 R.11 TDD for UE Category 2-5

	OCNG Pattern
	
	OP.1 TDD

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoders shall be updated in each available downlink transmission instance

Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4) 

Note 3:
One/two sided dynamic OCNG Pattern OP.1/2 TDD as described in Annex A.5.2.1/2 shall be used.


Table 9.4.2.1.2_1.3-2: Minimum requirement (TDD)

	Parameter
	Test 1

	 
	1.2

	UE Category
	1-5


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.1.2.
9.4.2.1.2_1.4
Test description

9.4.2.1.2_1.4.1
Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.2.1.2_1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3A or 5.2A.2. Message contents are defined in clause 9.4.2.1.2_1.4.3.

9.4.2.1.2_1.4.2
Test procedure

1.
Set the bandwidth, propagation condition, antenna configuration and measurement channel parameters according to Table 9.4.2.1.2_1.3-1 as appropriate. 
2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC.  SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.  Establish 
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3.
Set SNR to 
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. The SS shall transmit PDSCH with precoding matrix according to PMI report from the UE. The SS sends downlink MAC padding bits on the DL RMC. SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Measure 
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9.4.2.1.2_1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.2.1.2_1.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.2.1.2_1.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	    n2TxAntenna-tm6
	1111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.1.2_1.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm12
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


9.4.2.1.2_1.5
Test requirement

Table 9.4.2.1.2_1.5-1: Test requirement (TDD)

	Parameter
	Test 1

	 
	1.19+TT

	UE Category
	1-5


9.4.2.2
PMI Reporting – PUSCH 2-2 (Multiple PMI)

9.4.2.2.1
FDD PMI Reporting – PUSCH 2-2 (Multiple PMI)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Throughput ratio and test tolerance are undefined
9.4.2.2.1.1
Test purpose

To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.2.2.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward.

9.4.2.2.1.3
Minimum conformance requirements

For the parameters specified in Table 9.4.2.2.1.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.4.2.2.1.3-2.

Table 9.4.2.2.1.3-1 PMI test for single-layer (FDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	6 

	Propagation channel 
	
	[EVA5]

	Correlation and antenna configuration
	
	Low 4 x 2
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	dB[mW/15kHz]
	-98

	PMI delay
	ms
	8

	Reporting mode
	
	PUSCH 2-2

	Reporting interval
	ms
	1

	Measurement channel
	
	[R.14-2 FDD]

	OCNG Pattern
	
	[OP.1/2 FDD]

	Subband size (k)
	RBs
	3 (full size)

	Number of preferred subbands (M)
	
	5

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	Note 1:
For random precoder selection, the precoder shall be updated in each TTI (1 ms granularity)
Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


	Table 9.4.2.2.1.3-2 Minimum requirement (FDD)


	Test 1

	 
	TBD

	UE Category
	[1-5]


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.2.1.
9.4.2.2.1.4
Test description

9.4.2.2.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.1
1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.2.2.1.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3A or 5.2A.2. Message contents are defined in clause 9.4.2.2.1.4.3.

9.4.2.2.1.4.2
Test procedure

1.
Set the parameters of bandwidth, the propagation condition, antenna configuration and measurement channel according to Table 9.4.2.2.1.3-1 as appropriate. 

2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4. Establish 
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3.
Set SNR to 
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9.4.2.2.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.2.2.1.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.2.2.1.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	    n4TxAntenna-tm6
	1111111111111111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.2.1.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm22
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


9.4.2.2.1.5
Test requirement

Table 9.4.2.2.1.5-1 Test requirement (FDD)

	
	Test 1

	 
	TBD+TT

	UE Category
	[1-5]


9.4.2.2.2
TDD PMI Reporting – PUSCH 2-2 (Multiple PMI)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Throughput ratio and test tolerance are undefined
9.4.2.2.2.1
Test purpose
To test the accuracy of the Precoding Matrix Indicator (PMI) reporting such that the system throughput is maximized based on the precoders configured according to the UE reports.

9.4.2.2.2.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 9 and forward.

9.4.2.2.2.3
Minimum conformance requirements

For the parameters specified in Table 9.4.2.2.2.3-1, and using the downlink physical channels specified in Annex C, the minimum requirements are specified in Table 9.4.2.2.2.3-2.

Table 9.4.2.2.2.3-1 PMI test for single-layer (TDD)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Transmission mode
	
	6  

	Uplink downlink configuration
	
	1

	Special subframe configuration
	
	4

	Propagation channel 
	
	[EVA5]

	Correlation and antenna configuration
	
	Low 4 x 2
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	dB[mW/15kHz]
	-98

	PMI delay
	ms
	[10 or 11]

	Reporting mode
	
	PUSCH 2-2

	Reporting interval
	ms
	1

	Measurement channel
	
	[R.14-2 TDD]

	OCNG Pattern
	
	[OP.1/2 FDD]

	Subband size (k)
	RBs
	3 (full size)

	Number of preferred subbands (M)
	
	5

	Max number of HARQ transmissions
	
	4

	Redundancy version coding sequence
	
	{0,1,2,3}

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
For random precoder selection, the precoders shall be updated in each available downlink transmission instance
Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4)


Table 9.4.2.2.2.3-2: Minimum requirement (TDD)

	
	Test 1

	 
	TBD

	UE Category
	[1-5]


The normative reference for this requirement is TS 36.101 [2] clause 9.4.2.2.2.
9.4.2.2.2.4
Test description
9.4.2.2.2.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.2.

Channel Bandwidths to be tested: 10MHz, as defined in TS 36.508 [7] clause 4.3.1.2

1.
Connect the SS to the UE antenna connector (s) as shown in TS 36.508 [7] Annex A, Figure A.10.

2.
The parameter settings for the cell are set up according to Table 9.4.2.2.2.3-1.

3.
Downlink signals are initially set up according to Annex C.1 and Annex C.3.2, and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B clause B.0
5.
Ensure the UE is in State 3A or 3A-RF according to TS 36.508 [7] clause 4.5.3A or 5.2A.2. Message contents are defined in clause 9.4.2.2.2.4.3.

9.4.2.2.2.4.2
Test procedure

1.
Set the bandwidth, propagation condition, antenna configuration and measurement channel parameters according to Table 9.4.2.2.2.3-1 as appropriate. 
2.
The SS shall transmit PDSCH via PDCCH DCI format 1B for C_RNTI to transmit the DL RMC with randomly selected precoding matrix from codebook (Table 6.3.4.2.3-1 in TS 36.211 [8]) every subframe regardless of PMI reports from the UE. Note that each precoding matrix shall be selected in equal probabilities. The SS sends downlink MAC padding bits on the DL RMC.  SS schedules the UL transmission to carry the PUSCH CQI feedback via PDCCH DCI format 0 with CQI request bit set to 1 and I_MCS=29 and N_PRB allocated to be less or equal to 4.  Establish 
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3.
Set SNR to 
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9.4.2.2.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.4.2.2.2.4.3-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: 36.508 clause 5.5.1.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	
	

	  antennaInfo CHOICE {
	
	
	

	    explicitValue
	AntennaInfoDedicated
	
	

	  } 
	
	
	

	}
	
	
	


Table 9.4.2.2.2.4.3-2: AntennaInfoDedicated
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	AntennaInfoDedicated ::= SEQUENCE {
	
	
	

	  transmissionMode 
	tm6
	
	

	  codebookSubsetRestriction CHOICE{
	
	
	

	    n4TxAntenna-tm6
	1111111111111111
	
	

	  }
	
	
	

	  ue-TransmitAntennaSelection CHOICE{
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 9.4.2.2.2.4.3-3: CQI-ReportConfig-DEFAULT
	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm22
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic 
	Not present
	
	

	}
	
	
	


9.4.2.2.2.5
Test requirement

Table 9.4.2.2.2.5-1: Test requirement (TDD)

	
	Test 1

	 
	TBD+TT

	UE Category
	[1-5]


9.5
Reporting of Rank Indicator (RI)

<Text skipped here>
A.3.3.2
Multi-antenna transmission (Common Reference Symbols)
A.3.3.2.1
Two antenna ports

Table A.3.3.2.1-1: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	
	R.10 FDD
	R.11 FDD
	R.11-2 FDD
	R.11-3 FDD
	R.30 FDD

	Channel bandwidth
	MHz
	
	10
	10
	5
	10
	20

	Allocated resource blocks
	
	
	50
	50
	25
	40
	100

	Allocated subframes per Radio Frame
	
	
	10
	10
	10
	10
	10

	Modulation
	
	
	QPSK
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	
	1/3
	1/2
	1/2
	1/2
	1/2

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	4392
	12960
	5736
	10296
	25456

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	4392
	12960
	4968
	10296
	25456

	Number of Code Blocks per Sub-Frame
(Note 3)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	1
	3
	1
	2
	5

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	1
	3
	1
	2
	5

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	
	13200
	26400
	12000
	21120
	52800

	  For Sub-Frame 5
	Bits
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	
	12384
	24768
	10368
	19488
	51168

	Max. Throughput averaged over 1 frame
	Mbps
	
	3.953
	11.664
	5.086
	9.266
	22.910

	UE Category
	
	
	1-5
	2-5
	1-5
	1-5
	2-5

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz

Note 2:
Reference signal, synchronization signals and  PBCH allocated as per TS 36.211 [8]

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


A.3.3.2.2
Four antenna ports

<Text skipped here>

A.3.4.2
Multi-antenna transmission (Common Reference Symbols)

A.3.4.2.1
Two antenna ports

Table A.3.4.2.1-1: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.10 TDD
	R.11 TDD
	R.11-1 TDD
	R.11-2 TDD
	R.11-3 TDD
	R.30 TDD

	Channel bandwidth
	MHz
	10
	10
	10
	5
	10
	20

	Allocated resource blocks
	
	50
	50
	50
	25
	40
	100

	Uplink-Downlink Configuration (Note 3)
	
	1
	1
	1
	1
	1
	1

	Allocated subframes per Radio Frame (D+S)
	
	4+2
	4+2
	4+2
	4+2
	4+2
	4+2

	Modulation
	
	QPSK
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	1/3
	1/2
	1/2
	1/2
	1/2
	1/2

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	4392
	12960
	12960
	5736
	10296
	25456

	  For Sub-Frames 1,6
	
	3240
	9528
	9528
	5160
	9144
	22920

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	n/a
	n/a
	
	n/a

	  For Sub-Frame 0
	Bits
	4392
	12960
	n/a
	4968
	10296
	25456

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	
	1
	3
	3
	1
	2
	5

	  For Sub-Frames 1,6
	
	1
	2
	2
	1
	2
	4

	  For Sub-Frame 5
	
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	
	1
	3
	n/a
	1
	2
	5

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	13200
	26400
	26400
	12000
	21120
	52800

	  For Sub-Frames 1,6
	
	10656
	21312
	21312
	10512
	16992
	42912

	  For Sub-Frame 5
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	12528
	25056
	n/a
	10656
	19776
	51456

	Max. Throughput averaged over 1 frame
	Mbps
	1.966
	5.794
	4.498
	2.676
	4.918
	12.221

	UE Category
	
	1-5
	2-5
	2-5
	1-5
	1-5
	2-5

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Text skipped here>

A.4
CQI reference measurement channels
<Text skipped here>
Table A.4-9: Transport format corresponding to each CQI index for 15 PRB allocation
	CQI index
	Modulation
	Target code rate 
	Imcs
	Information Bit Payload

(Subframes 1,2,3,4,6,7,8,9)
	Binary Channel Bits Per Sub-Frame (Subframes 1,2,3,4,6,7,8,9)
	Actual Code rate 

	0
	out of range
	out of range
	DTX
	-
	-
	-

	1
	QPSK
	0.0762
	0
	392
	3780
	0.1037

	2
	QPSK
	0.1172
	0
	392
	3780
	0.1037

	3
	QPSK
	0.1885
	2
	648
	3780
	0.1714

	4
	QPSK
	0.3008
	4
	1064
	3780
	0.2815

	5
	QPSK
	0.4385
	6
	1544
	3780
	0.4085

	6
	QPSK
	0.5879
	8
	2088
	3780
	0.5524

	7
	16QAM
	0.3691
	11
	2664
	7560
	0.3524

	8
	16QAM
	0.4785
	13
	3368
	7560
	0.4455

	9
	16QAM
	0.6016
	16
	4584
	7560
	0.6063

	10
	64QAM
	0.4551
	19
	4968
	11340
	0.4381

	11
	64QAM
	0.5537
	21
	6456
	11340
	0.5693

	12
	64QAM
	0.6504
	23
	7480
	11340
	0.6596

	13
	64QAM
	0.7539
	25
	8504
	11340
	0.7499

	14
	64QAM
	0.8525
	27
	9528
	11340
	0.8402

	15
	64QAM
	0.9258
	27
	9528
	11340
	0.8402

	Note1: Sub-frame#0 and #5 are not used for the corresponding requirement.
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