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Reason for change:
(

1. In the testcase 14.5.3, DTCH mapping to RACH is missing in the test step ts_RB_Release_EFDL7, which should be configured to ensure DTCH message are received in RACH.

2. In the testcase 8.1.10.2, the test step ts_CalculateActTime_r7 is used (In the local tree lt_TestBody) to calculate the activation time based on a PHY channel which is not configured in the testcase.




Summary of change:
(

1. Added test step +ts_CMAC_ConfigRACH_DCCH_DTCH (p_CellId).

2. Removed the test step +ts_CalculateActTime_r7, as activation time calculation is not required for a non dedicated channels.




Consequences if 
(

not approved:
A conformant UE may fail these testcases.  
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Change1:

Test Step
ts_RB_Release_EFDL7

Reason for change
In the testcase 14.5.3, DTCH mapping to RACH is missing in the test step ts_RB_Release_EFDL7, which should be configured to ensure DTCH message are received in RACH.



Summary of change
Added test step +ts_CMAC_ConfigRACH_DCCH_DTCH (p_CellId).

Source of change
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Change2:

Test Step
tc_8_1_10_2

Reason for change
In the local tree lt_TestBody, the test step ts_CalculateActTime_r7 is used to calculate the activation time based on a PHY channel which is not configured in the testcase.

Summary of change
Removed the test step +ts_CalculateActTime_r7, as activation time calculation is not required for a non dedicated channels.

Source of change
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