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Introduction

Total Number of CRs agreed for this WI: 9. TSs being affected:

· 34.108 - 
  0 CR(s)

· 34.121-1 - 
  3 CR(s)

· 34.121-2 - 
  1 CR(s)

· 34.122 - 
  0 CR(s)

· 36.508 - 
  5 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)
Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-112564
	34.121-1
	1309
	-
	F
	Rel-9
	9.4.0
	Uncertainties and Test Tolerances for RRM test case 8.2.5.2 in 34.121-1
	LTE-UEConTest_RF

	R5-112805
	34.121-1
	1310
	-
	F
	Rel-9
	9.4.0
	Uncertainties and Test Tolerances for RRM test case 8.3.4c in 34.121-1
	LTE-UEConTest_RF

	R5-112856
	34.121-1
	1327
	-
	F
	Rel-9
	9.4.0
	Correction to UTRAN to E-UTRAN Cell Reselection
	LTE-UEConTest_RF

	R5-112201
	34.121-2
	0095
	-
	F
	Rel-9
	9.4.0
	Applicability changes to TC 8.7.10 - 8.7.13
	LTE-UEConTest_RF

	R5-112146
	36.508
	0207
	-
	F
	Rel-9
	9.4.0
	PRACH-Config-DEFAULT for RF-tests TDD: Correction to derivation path
	LTE-UEConTest_RF

	R5-112147
	36.508
	0208
	-
	F
	Rel-9
	9.4.0
	Correction to connection diagramm for CQI with uneven interference test (A.21)
	LTE-UEConTest_RF

	R5-112458
	36.508
	0215
	-
	F
	Rel-9
	9.4.0
	New connection diagrams to Annex A
	LTE-UEConTest_RF

	R5-112760
	36.508
	0224
	-
	F
	Rel-9
	9.4.0
	Default Bandwidth Configuration for RF Testing
	LTE-UEConTest_RF

	R5-112872
	36.508
	0225
	-
	F
	Rel-9
	9.4.0
	Update for PRACH-Config-DEFAULT for the defualt TDD RRM message
	LTE-UEConTest_RF
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