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================= First Correction===============
4.3.1.1.4
Test description

4.3.1.1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10MHz as defined in TS 36.508 [7] clause 4.3.1.1.
1.
Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.14.

2.
The general test parameter settings are set up according to Table 4.3.1.1.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 4.3.1.1.4.3.

5. There is one E-UTRA FDD cell and one UTRA FDD cell specified in the test. Cell 1 is the cell used for registration according to TS 36.508 [7] clause 4.5.2A with the power level set according to Annex C.0 and C.1.
Table 4.3.1.1.4.1-1: General test parameters for E-UTRA FDD- higher priority UTRA FDD inter RAT cell re-selection test case

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell 1
	UE is on cell 1 in the initialisation phase, so that reselection to cell 2 occurs during T2

	T2 end condition
	Active cell
	
	Cell 2 
	UE shall perform reselection to cell 2 during T2

	
	Neighbour cell
	
	Cell 1
	

	T3 end condition
	Active cell 
	
	Cell 1
	UE shall perform reselection to cell 1 during T3

	
	Neighbour cell
	
	Cell 2
	

	E-UTRA PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211 [9]

	E_UTRA Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	>20
	During T1, cell 2 shall be powered off, and during the off time the primary scrambling code shall be changed, The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T2.

	T2
	s
	85
	T2 needs to be defined so that cell re-selection reaction time is taken into account

	T3
	s
	25
	T3 needs to be defined so that cell re-selection reaction time is taken into account.


================= Second Correction===============
4.3.1.1.5
Test requirement

Tables 4.3.1.1.4-1, 4.3.1.1.5-1 and 4.3.1.1.5-2 define the primary level settings including test tolerances for cell re-selection E-UTRA FDD to UTRA FDD test case (UTRA is of higher priority). 
Table 4.3.1.1.5-1: Cell specific Test Parameters for Cell 1(E-UTRA FDD)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in A.3.2.1.1 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qqualmin for UTRA neighbour cell
	dB
	-20

	Qrxlevmin for UTRA neighbour cell
	dBm
	-115

	Qrxlevmin
	dBm
	-140
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	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-83.20
	-83.20
	-83.204 + TT1.3, ies td be specified the  per individual test caseuity theyare 
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	dB
	14.80
	14.80
	14.80
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	dB
	14.80
	14.80
	14.80

	TreselectionEUTRAN
	s
	0

	Snonintrasearch
	dB
	50

	Threshx, high (Note 2)
	dB
	40

	Propagation Condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2 :
This refers to the value of  Threshx, high  which is included in E-UTRA system information, and is a threshold for the UTRA target cell


Table 4.3.1.1.5-2: Cell specific test parameters for Cell 2 (higher priority UTRA FDD)

	Parameter
	Unit
	Cell 2 (UTRA)

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 2

	CPICH_Ec/Ior
	dB
	 -10

	PCCPCH_Ec/Ior
	dB
	 -12

	SCH_Ec/Ior
	dB
	 -12

	PICH_Ec/Ior
	dB
	 -15

	OCNS_Ec/Ior
	dB
	-0.941
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	dB
	-∞
	11.90
	-5.70 
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	dBm/3,84 MHz
	-70.10

	CPICH_Ec/Io
	dB
	 -∞
	-10.27
	 -16.74

	CPICH_RSCP
	dBm
	 -∞
	-68.20
	 -85.80

	Propagation Condition 
	
	AWGN

	Qqualmin
	dB
	-20

	Qrxlevmin
	dBm
	-115

	QrxlevminEUTRA
	dBm
	-140

	UE_TXPWR_MAX_RACH
	dBm
	21

	Treselection
	s
	0

	Sprioritysearch1
	dB
	62

	Sprioritysearch2
	dB
	0

	Threshserving, low
	dB
	36

	Threshx, low  (Note 1)
	dB
	50

	Note 1:
This refers to the value of  Threshx, low  which is included in UTRA system information, and is a threshold for the E-UTRA target cell.


================= End of Correction===============
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